FEDERAL OPERATING PERMIT

A FEDERAL OPERATING PERMIT IS HEREBY ISSUED TO
Valero Refining-Texas, L.P.
AUTHORIZING THE OPERATION OF

Valero Corpus Christi Refinery West Plant
Petroleum Refining

LOCATED AT

Nueces County, Texas
Latitude 27° 48’ 54” Longitude 97° 29’ 20”
Regulated Entity Number: RN100214386

This permit is issued in accordance with and subject to the Texas Clean Air Act (TCAA),
Chapter 382 of the Texas Health and Safety Code and Title 30 Texas Administrative
Code Chapter 122 (30 TAC Chapter 122), Federal Operating Permits. Under

30 TAC Chapter 122, this permit constitutes the permit holder’s authority to operate the
site and emission units listed in this permit. Operations of the site and emission units
listed in this permit are subject to all additional rules or amended rules and orders of the
Commission pursuant to the TCAA.

This permit does not relieve the permit holder from the responsibility of obtaining New
Source Review authorization for new, modified, or existing facilities in accordance with
30 TAC Chapter 116, Control of Air Pollution by Permits for New Construction or
Modification.

The site and emission units authorized by this permit shall be operated in accordance
with 30 TAC Chapter 122, the general terms and conditions, special terms and
conditions, and attachments contained herein.

This permit shall expire five years from the date of issuance. The renewal requirements
specified in 30 TAC § 122.241 must be satisfied in order to renew the authorization to
operate the site and emission units.

Permit No: 01458 Issuance Date: April 29, 2013

For the Commission
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General Terms and Conditions

The permit holder shall comply with all terms and conditions contained in 30 TAC

§ 122.143 (General Terms and Conditions), 30 TAC § 122.144 (Recordkeeping Terms and
Conditions), 30 TAC § 122.145 (Reporting Terms and Conditions), and 30 TAC § 122.146
(Compliance Certification Terms and Conditions).

In accordance with 30 TAC § 122.144(1), records of required monitoring data and
support information required by this permit, or any applicable requirement codified in
this permit, are required to be maintained for a period of five years from the date of the
monitoring report, sample, or application unless a longer data retention period is
specified in an applicable requirement. The five year record retention period supersedes
any less stringent retention requirement that may be specified in a condition of a permit
identified in the New Source Review Authorization attachment.

If the permit holder chooses to demonstrate that this permit is no longer required, a
written request to void this permit shall be submitted to the Texas Commission on
Environmental Quality (TCEQ) by the Responsible Official in accordance with 30 TAC
§ 122.161(e). The permit holder shall comply with the permit’s requirements, including
compliance certification and deviation reporting, until notified by the TCEQ that this
permit is voided.

The permit holder shall comply with 30 TAC Chapter 116 by obtaining a New Source
Review authorization prior to new construction or modification of emission units
located in the area covered by this permit.

All reports required by this permit must include in the submittal a cover letter which
identifies the following information: company name, TCEQ regulated entity number, air
account number (if assigned), site name, area name (if applicable), and Air Permits
Division permit number(s).

Special Terms and Conditions:
Emission Limitations and Standards, Monitoring and Testing, and
Recordkeeping and Reporting

1. Permit holder shall comply with the following requirements:

A. Emission units (including groups and processes) in the Applicable
Requirements Summary attachment shall meet the limitations, standards,
equipment specifications, monitoring, recordkeeping, reporting, testing,
and other requirements listed in the Applicable Requirements Summary
attachment to assure compliance with the permit.

B. The textual description in the column titled “Textual Description” in the
Applicable Requirements Summary attachment is not enforceable and is
not deemed as a substitute for the actual regulatory language. The Textual
Description is provided for information purposes only.
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C. A citation listed on the Applicable Requirements Summary attachment,
which has a notation [G] listed before it, shall include the referenced
section and subsection for all commission rules, or paragraphs for all
federal and state regulations and all subordinate paragraphs,
subparagraphs and clauses, subclauses, and items contained within the
referenced citation as applicable requirements.

D. When a grouped citation, notated with a [G] in the Applicable
Requirements Summary, contains multiple compliance options, the permit
holder must keep records of when each compliance option was used.

E. Emission units subject to 40 CFR Part 63, Subparts A, Y, CC, UUU, ZZZZ,
DDDDD, or GGGGG as identified in the attached Applicable Requirements
Summary table are subject to 30 TAC Chapter 113, Subchapter C,

§ 113.100, 113.300, 113.340, 113.780, 113.1090, 113.1130, or 113.1160,
respectively, which incorporates the 40 CFR Part 63 Subpart by reference.

The permit holder shall comply with the following sections of 30 TAC Chapter 101
(General Air Quality Rules):

A. Title 30 TAC § 101.1 (relating to Definitions), insofar as the terms defined
in this section are used to define the terms used in other applicable
requirements

B. Title 30 TAC § 101.3 (relating to Circumvention)

C. Title 30 TAC § 101.8 (relating to Sampling), if such action has been

requested by the TCEQ

D. Title 30 TAC § 101.9 (relating to Sampling Ports), if such action has been
requested by the TCEQ

E. Title 30 TAC § 101.10 (relating to Emissions Inventory Requirements)

F. Title 30 TAC § 101.201 (relating to Emission Event Reporting and
Recordkeeping Requirements)

G. Title 30 TAC § 101.211 (relating to Scheduled Maintenance, Start-up, and
Shutdown Reporting and Recordkeeping Requirements)

H. Title 30 TAC § 101.221 (relating to Operational Requirements)
I. Title 30 TAC § 101.222 (relating to Demonstrations)
J. Title 30 TAC § 101.223 (relating to Actions to Reduce Excessive Emissions)

Permit holder shall comply with the following requirements of 30 TAC Chapter
111:
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Visible emissions from stationary vents with a flow rate of less than
100,000 actual cubic feet per minute and constructed after January 31,
1972 that are not listed in the Applicable Requirements Summary
attachment for 30 TAC Chapter 111, Subchapter A, Division 1, shall not
exceed 20% opacity averaged over a six-minute period. The permit holder
shall comply with the following requirements for stationary vents at the
site subject to this standard:

(1) Title 30 TAC § 111.111(a)(1)(B) (relating to Requirements for
Specified Sources)

(i1)  Title 30 TAC § 111.111(a)(1)(E)
(iii) Title 30 TAC § 111.111(a)(1)(F)(1), (i1), (iii), or (iv)

(iv)  For emission units with vent emissions subject to 30 TAC
§ 111.111(a)(1)(B), complying with 30 TAC § 111.111(a)(1)(F)(ii), (iii),
or (iv), and capable of producing visible emissions from, but not
limited to, particulate matter, acid gases and NOx, the permit holder
shall also comply with the following periodic monitoring
requirements for the purpose of annual compliance certification
under 30 TAC § 122.146. These periodic monitoring requirements
do not apply to vents that are not capable of producing visible
emissions such as vents that emit only colorless VOCs; vents from
non-fuming liquids; vents that provide passive ventilation, such as
plumbing vents; or vent emissions from any other source that does
not obstruct the transmission of light. Vents, as specified in the
“Applicable Requirements Summary” attachment, that are subject
to the emission limitation of 30 TAC § 111.111(a)(1)(B) are not
subject to the following periodic monitoring requirements:

(1)  An observation of stationary vents from emission units in
operation shall be conducted at least once during each
calendar quarter unless the emission unit is not operating for
the entire quarter.

(2)  For stationary vents from a combustion source, if an
alternative to the normally fired fuel is fired for a period
greater than or equal to 24 consecutive hours, the permit
holder shall conduct an observation of the stationary vent for
each such period to determine if visible emissions are
present. If such period is greater than 3 months,
observations shall be conducted once during each quarter.
Supplementing the normally fired fuel with natural gas or
fuel gas to increase the net heating value to the minimum
required value does not constitute creation of an alternative
fuel.
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(3)
(4)

(5)

Records of all observations shall be maintained.

Visible emissions observations of emission units operated
during daylight hours shall be conducted no earlier than one
hour after sunrise and no later than one hour before sunset.
Visible emissions observations of emission units operated
only at night must be made with additional lighting and the
temporary installation of contrasting backgrounds. Visible
emissions observations shall be made during times when the
activities described in 30 TAC § 111.111(a)(1)(E) are not
taking place. Visible emissions shall be determined with
each stationary vent in clear view of the observer. The
observer shall be at least 15 feet, but not more than 0.25
mile, away from each stationary vent during the observation.
For outdoor locations, the observer shall select a position
where the sun is not directly in the observer’s eyes. When
condensed water vapor is present within the plume, as it
emerges from the emissions outlet, observations must be
made beyond the point in the plume at which condensed
water vapor is no longer visible. When water vapor within
the plume condenses and becomes visible at a distance from
the emissions outlet, the observation shall be evaluated at
the outlet prior to condensation of water vapor. A certified
opacity reader is not required for visible emissions
observations.

Compliance Certification:

(a)  Ifvisible emissions are not present during the
observation, the RO may certify that the source is in
compliance with the applicable opacity requirement in
30 TAC § 111.111(a)(1) and (a)(1)(B).

(b)  However, if visible emissions are present during the
observation, the permit holder shall either list this
occurrence as a deviation on the next deviation report
as required under 30 TAC § 122.145(2) or conduct the
appropriate opacity test specified in
30 TAC § 111.111(a)(1)(F) as soon as practicable, but
no later than 24 hours after observing visible
emissions to determine if the source is in compliance
with the opacity requirements. If an opacity test is
performed and the source is determined to be in
compliance, the RO may certify that the source is in
compliance with the applicable opacity requirement.
However, if an opacity test is performed and the
source is determined to be out of compliance, the
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permit holder shall list this occurrence as a deviation
on the next deviation report as required under

30 TAC § 122.145(2). The opacity test must be
performed by a certified opacity reader.

(c)  Some vents may be subject to multiple visible
emission or monitoring requirements. All credible
data must be considered when certifying compliance
with this requirement even if the observation or
monitoring was performed to demonstrate
compliance with a different requirement.

For visible emissions from a building, enclosed facility, or other structure;
the permit holder shall comply with the following requirements:

(1) Title 30 TAC § 111.111(a)(7)(A) (relating to Requirements for
Specified Sources)

(i1))  Title 30 TAC § 111.111(a)(7)(B)(1) or (ii)

(iii) For a building containing an air emission source, enclosed facility,
or other structure containing or associated with an air emission
source subject to 30 TAC § 111.111(a)(7)(A), complying with
30 TAC § 111.111(a)(77)(B)(i) or (ii), and capable of producing visible
emissions from, but not limited to, particulate matter, acid gases
and NOy, the permit holder shall also comply with the following
periodic monitoring requirements for the purpose of annual
compliance certification under 30 TAC § 122.146:

(1)  An observation of visible emissions from a building
containing an air emission source, enclosed facility, or other
structure containing or associated with an air emission
source which is required to comply with
30 TAC § 111.111(a)(7)(A) shall be conducted at least once
during each calendar quarter unless the air emission source
or enclosed facility is not operating for the entire quarter.

(2)  Records of all observations shall be maintained.

(3) Visible emissions observations of air emission sources or
enclosed facilities operated during daylight hours shall be
conducted no earlier than one hour after sunrise and no later
than one hour before sunset. Visible emissions observations
of air emission sources or enclosed facilities operated only at
night must be made with additional lighting and the
temporary installation of contrasting backgrounds. Visible
emissions shall be determined with each emissions outlet in
clear view of the observer. The observer shall be at least 15
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feet, but not more than 0.25 mile, away from each emissions
outlet during the observation. For outdoor locations, the
observer shall select a position where the sun is not directly
in the observer’s eyes. When condensed water vapor is
present within the plume, as it emerges from the emissions
outlet, observations must be made beyond the point in the
plume at which condensed water vapor is no longer visible.
When water vapor within the plume condenses and becomes
visible at a distance from the emissions outlet, the
observation shall be evaluated at the outlet prior to
condensation of water vapor. A certified opacity reader is
not required for visible emissions observations.

(4) Compliance Certification:

(a)  Ifvisible emissions are not present during the
observation, the RO may certify that the source is in
compliance with the applicable opacity requirement in
30 TAC § 111.111(a)(7) and (a)(7)(A)

(b)  However, if visible emissions are present during the
observation, the permit holder shall either list this
occurrence as a deviation on the next deviation report
as required under 30 TAC § 122.145(2) or conduct the
appropriate opacity test specified in
30 TAC § 111.111(a)(77)(B) as soon as practicable, but
no later than 24 hours after observing visible
emissions to determine if the source is in compliance
with the opacity requirements. If an opacity test is
performed and the source is determined to be in
compliance, the RO may certify that the source is in
compliance with the applicable opacity requirement.
However, if an opacity test is performed and the
source is determined to be out of compliance, the
permit holder shall list this occurrence as a deviation
on the next deviation report as required under
30 TAC § 122.145(2). The opacity test must be
performed by a certified opacity reader.

For visible emissions from all other sources not specified in
30 TAC § 111.111(a)(1), (4), or (7); the permit holder shall comply with the
following requirements:

6)) Title 30 TAC § 111.111(a)(8)(A) (relating to Requirements for
Specified Sources)

(i)  Title 30 TAC § 111.111(a)(8)(B)(i) or (ii)
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(iii)

For a source subject to 30 TAC § 111.111(a)(8)(A), complying with
30 TAC § 111.111(a)(8)(B)(i) or (ii), and capable of producing visible
emissions from, but not limited to, particulate matter, acid gases
and NOy, the permit holder shall also comply with the following
periodic monitoring requirements for the purpose of annual
compliance certification under 30 TAC § 122.146:

(1)  An observation of visible emissions from a source which is
required to comply with 30 TAC § 111.111(a)(8)(A) shall be
conducted at least once during each calendar quarter unless
the source is not operating for the entire quarter.

(2)  Records of all observations shall be maintained.

(3)  Visible emissions observations of sources operated during
daylight hours shall be conducted no earlier than one hour
after sunrise and no later than one hour before sunset.
Visible emissions observations of sources operated only at
night must be made with additional lighting and the
temporary installation of contrasting backgrounds. Visible
emissions shall be determined with each source in clear view
of the observer. The observer shall be at least 15 feet, but not
more than 0.25 mile, away from each source during the
observation. For outdoor locations, the observer shall select
a position where the sun is not directly in the observer’s eyes.
When condensed water vapor is present within the plume,
as it emerges from the emissions outlet, observations must
be made beyond the point in the plume at which condensed
water vapor is no longer visible. When water vapor within
the plume condenses and becomes visible at a distance from
the emissions outlet, the observation shall be evaluated at
the outlet prior to condensation of water vapor. A certified
opacity reader is not required for visible emissions
observations.

(4) Compliance Certification:

(a)  Ifvisible emissions are not present during the
observation, the RO may certify that the source is in
compliance with the applicable opacity requirement in
30 TAC § 111.111(a)(8) and (a)(8)(A)

(b)  However, if visible emissions are present during the
observation, the permit holder shall either list this
occurrence as a deviation on the next deviation report
as required under 30 TAC § 122.145(2) or conduct the
appropriate opacity test specified in
30 TAC § 111.111(a)(8)(B) as soon as practicable, but
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no later than 24 hours after observing visible
emissions to determine if the source is in compliance
with the opacity requirements. If an opacity test is
performed and the source is determined to be in
compliance, the RO may certify that the source is in
compliance with the applicable opacity requirement.
However, if an opacity test is performed and the
source is determined to be out of compliance, the
permit holder shall list this occurrence as a deviation
on the next deviation report as required under

30 TAC § 122.145(2). The opacity test must be
performed by a certified opacity reader.

D. Certification of opacity readers determining opacities under Method 9 (as
outlined in 40 CFR Part 60, Appendix A) to comply with opacity
monitoring requirements shall be accomplished by completing the Visible
Emissions Evaluators Course, or approved agency equivalent, no more
than 180 days before the opacity reading.

E. For emission units with contributions from uncombined water, the permit
holder shall comply with the requirements of 30 TAC § 111.111(b).

F. Emission limits on nonagricultural processes, except for the steam
generators specified in 30 TAC § 111.153, shall comply with the following
requirements:

) Emissions of PM from any source may not exceed the allowable
rates as required in 30 TAC § 111.151(a) (relating to Allowable
Emissions Limits)

(i)  Sources with an effective stack height (h.) less than the standard
effective stack height (H.), must reduce the allowable emission level
by multiplying it by [he/He]? as required in 30 TAC § 111.151(b)

(iii)  Effective stack height shall be calculated by the equation specified
in 30 TAC § 111.151(c)

For storage vessels maintaining working pressure as specified in

30 TAC Chapter 115, Subchapter B, Division 1: “Storage of Volatile Organic
Compounds,” the permit holder shall comply with the requirements of

30 TAC § 115.112(b)(1).

Permit holder shall comply with the following 30 TAC Chapter 115, Subchapter C
requirements:

A. When filling gasoline storage vessels with a nominal capacity greater than

1,000 gallons (Stage I) at motor vehicle fuel dispensing facilities, which
have dispensed less than 125,000 gallons of gasoline in any calendar
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month after January 1, 1999, the permit holder shall comply with the
following requirements specified in 30 TAC Chapter 115, Subchapter C:

(1) Title 30 TAC § 115.222(7) (relating to Control Requirements)
(i)  Title 30 TAC § 115.222(3), as it applies to liquid gasoline leaks

(iii)  Title 30 TAC § 115.224(1) (relating to Inspection Requirements), as
it applies to liquid gasoline leaks

(iv)  Title 30 TAC § 115.226(2)(C) (relating to Recordkeeping
Requirements)

B. When filling stationary gasoline storage containers with a nominal
capacity less than or equal to 1,000 gallons at a Stage I motor vehicle fuel
dispensing facility, the permit holder shall comply with the following
requirements specified in 30 TAC Chapter 115, Subchapter C:

1) Title 30 TAC § 115.222(7) (relating to Control Requirements)
(i)  Title 30 TAC § 115.222(3), as it applies to liquid gasoline leaks

(iii) Title 30 TAC § 115.224(1) (relating to Inspection Requirements), as
it applies to liquid gasoline leaks

Permit holder shall comply with the following 30 TAC Chapter 115, Subchapter D
requirements:

A. Title 30 TAC § 115.312(b)(1) (relating to Control Requirements), for
emissions during Process Unit Shutdown or Turnaround

The permit holder shall comply with the following 30 TAC Chapter 115,
Subchapter F requirements (relating to Cutback Asphalt Requirements):

A. Title 30 TAC § 115.512(3) (relating to Control Requirements)

The permit holder shall comply with the following requirements for units subject
to any subpart of 40 CFR Part 60, unless otherwise stated in the applicable
subpart:

A. Title 40 CFR § 60.7 (relating to Notification and Recordkeeping)
B. Title 40 CFR § 60.8 (relating to Performance Tests)

C. Title 40 CFR § 60.11 (relating to Compliance with Standards and
Maintenance Requirements)

D. Title 40 CFR § 60.12 (relating to Circumvention)
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E. Title 40 CFR § 60.13 (relating to Monitoring Requirements)
F. Title 40 CFR § 60.14 (relating to Modification)

G. Title 40 CFR § 60.15 (relating to Reconstruction)
H.

Title 40 CFR § 60.19 (relating to General Notification and Reporting
Requirements)

For petroleum refinery facilities subject to 40 CFR Part 60, Subpart QQQ, the
permit holder shall comply with the following requirements:

A. Title 40 CFR § 60.692-1(a) - (c) (relating to Standards: General)

B. Title 40 CFR § 60.692-2(a) - (¢), (e) (relating to Standards: Individual
Drain Systems)

Title 40 CFR § 60.692-6(a) - (b) (relating to Standards: Delay of Repair)

D. Title 40 CFR § 60.692-7(a) - (b) (relating to Standards: Delay of
Compliance)

E. Title 40 CFR § 60.693-1(a) - (d), (e)(1) - (3) (relating to Alternative
Standards for Individual Drain Systems)

F. Title 40 CFR § 60.697(a), (b)(1) - (3) (relating to Recordkeeping
Requirements), as applicable to Individual Drain Systems

G. Title 40 CFR § 60.697(f)(1) - (2), (g) (relating to Recordkeeping
Requirements), as applicable to Individual Drain Systems

H. Title 40 CFR § 60.697(h) (relating to Recordkeeping Requirements), as
applicable to excluded Stormwater Sewer Systems

L. Title 40 CFR § 60.697(i) (relating to Recordkeeping Requirements), as
applicable to excluded Ancillary Equipment

J. Title 40 CFR § 60.697(j) (relating to Recordkeeping Requirements), as
applicable to excluded Non-contact Cooling Water Systems

K. Title 40 CFR § 60.698(a), and (b)(1) (relating to Reporting Requirements),
as applicable to Individual Drain Systems

L. Title 40 CFR § 60.698(c) (relating to Reporting Requirements), for water
seal breaches in Drain Systems

M. Title 40 CFR § 60.698(e) (relating to Reporting Requirements), as
applicable to Individual Drain Systems
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10.

11.

The permit holder shall comply with the following requirements for units subject
to any subpart of 40 CFR Part 61, unless otherwise stated in the applicable

subpart:

A. Title 40 CFR § 61.05 (relating to Prohibited Activities)

B. Title 40 CFR § 61.07 (relating to Application for Approval of Construction
or Modification)
Title 40 CFR § 61.09 (relating to Notification of Start-up)

D. Title 40 CFR § 61.10 (relating to Source Reporting and Request Waiver)

E. Title 40 CFR § 61.12 (relating to Compliance with Standards and
Maintenance Requirements)

F. Title 40 CFR § 61.13 (relating to Emissions Tests and Waiver of Emission
Tests)
Title 40 CFR § 61.14 (relating to Monitoring Requirements)
Title 40 CFR § 61.15 (relating to Modification)

I. Title 40 CFR § 61.19 (relating to Circumvention)

For facilities where total annual benzene quantity from waste is greater than or
equal to 10 megagrams per year and subject to emission standards in

40 CFR Part 61, Subpart FF, the permit holder shall comply with the following
requirements:

A.

@ == =2 U a &

Title 40 CFR § 61.342(c)(1)(i) - (iii) (relating to Standards: General)
Title 40 CFR § 61.342(e)(1) (relating to Standards: General)

Title 40 CFR § 61.342(e)(2)(i) - (ii) (relating to Standards: General)
Title 40 CFR § 61.342(f)(1), and (2) (relating to Standards: General)
Title 40 CFR § 61.342(g) (relating to Standards: General)

Title 40 CFR § 61.350(a) and (b) (relating to Standards: Delay of Repair)

Title 40 CFR § 61.355(a)(1)(ii1), (a)(2), (a)(6), (b), and (c)(1) - (3) (relating
to Test Methods, Procedures, and Compliance Provisions)

Title 40 CFR § 61.355(k)(1) - (6), and (7)(i) - (iv) (relating to Test Methods,
Procedures, and Compliance Provisions), for calculation procedures

Title 40 CFR § 61.356(a) (relating to Recordkeeping Requirements)
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12.

13.

14.

15.

J. Title 40 CFR § 61.356(b), and (b)(1) (relating to Recordkeeping
Requirements)

Title 40 CFR § 61.356(b)(4) (relating to Recordkeeping Requirements)
Title 40 CFR § 61.356(b)(5) (relating to Recordkeeping Requirements)

Title 40 CFR § 61.356(c) (relating to Recordkeeping Requirements)

z g © =

Title 40 CFR § 61.357(a), (d)(1), (d)(2) (d)(6) and (d)(8) (relating to
Reporting Requirements)

O

Title 40 CFR § 61.357(d)(5) (relating to Reporting Requirements)

Waste generated by remediation activities at these facilities are subject to
the requirements identified under 40 CFR § 61.342 for treatment and
management of waste

For facilities with containers subject to emission standards in 40 CFR Part 61,
Subpart FF, the permit holder shall comply with the following requirements:

A. Title 40 CFR § 61.345(a)(1) - (3), (b), and (c) (relating to Standards:
Containers)

B. Title 40 CFR § 61.355(h) (relating to Test Methods, Procedures and
Compliance Provisions)

C. Title 40 CFR § 61.356(g) (relating to Recordkeeping Requirements)
D. Title 40 CFR § 61.356(h) (relating to Recordkeeping Requirements)

For facilities with individual drain systems subject to emission standards in
40 CFR Part 61, Subpart FF, the permit holder shall comply with the following
requirements:

A. Title 40 CFR § 61.346(b)(1), (2), (2)(1), (3), (4)() - (iv), and (5) (relating to
Standards: Individual Drain Systems)

B. Title 40 CFR § 61.346(b)(2)(ii)(B) (relating to Standards: Individual Drain
Systems), for junction boxes

The permit holder shall comply with the requirements of 30 TAC Chapter 113,
Subchapter C, § 113.100 for units subject to any subpart of 40 CFR Part 63, unless
otherwise stated in the applicable subpart.

For the bulk gasoline terminals specified in 40 CFR Part 63, Subpart R, the
permit holder shall comply with the following requirements (Title
30 TAC Chapter 113, Subchapter C, § 113.230 incorporated by reference):
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16.

17.

18.

=om o0

G.

Title 40 CFR § 63.420(h), for applicability of the General Provisions of
Subpart A

Title 40 CFR § 63.422(c), (¢)(1) - (2) (relating to Standards: Loading
Racks)

Title 40 CFR § 63.424(f) (relating to Standards: Equipment Leaks)
Title 40 CFR § 63.424(g) (relating to Standards: Equipment Leaks)
Title 40 CFR § 63.425(e) - (h) (relating to Test Methods and Procedures)

Title 40 CFR § 63.428(a) - (b), (g)(1), and (h)(2) - (3) (relating to
Reporting and Recordkeeping)

Title 40 CFR § 63.428(f)(1) - (2) (relating to Reporting and
Recordkeeping)

For the operations pertaining to the loading and unloading of marine tank vessels
specified in 40 CFR Part 63, Subpart Y, the permit holder shall comply with the
following requirements (Title 30 TAC Chapter 113, Subchapter C, § 113.300
incorporated by reference):

A.

G.

Title 40 CFR § 63.560(c) (relating to Designation of Affected Source), for
applicability of the General Provisions of Subpart A

Title 40 CFR § 63.563(a)(4) (relating to Compliance and Performance
Testing), for vapor tightness requirements of the marine vessels

Title 40 CFR § 63.564(a)(1) and (d) (relating to Monitoring Requirements)

Title 40 CFR § 63.565(a) (relating to Test Methods and Procedures), for
performance testing requirements

Title 40 CFR § 63.565(c) (relating to Test Methods and Procedures), for
vapor tightness requirements of the marine vessels

Title 40 CFR § 63.566 (relating to Construction and Reconstruction)

Title 40 CFR § 63.567(a) - (b) and (h) - (i) (relating to Reporting and
Recordkeeping Requirements)

The permit holder shall comply with the requirement to prepare and implement
an Operations and Maintenance plan in accordance with 40 CFR Part 63,
Subpart UUU, § 63.1574(f) (Title 30 TAC Chapter 113, Subchapter C, § 113.780
incorporated by reference).

For site remediation projects subject to 40 CFR Part 63, Subpart GGGGG that
will remove remediation material containing less than 1 megagram per year of the
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19.

HAP listed in Table 1 to Subpart GGGGG, the permit holder shall comply with
40 CFR § 63.7881(c)(1) - (3) (Title 30 TAC Chapter 113, Subchapter C, § 113.1160
incorporated by reference).

For containers managing remediation materials subject to 40 CFR Part 63,
Subpart GGGGG, the permit holder shall comply with the following requirements
(Title 30 TAC Chapter 113, Subchapter C, § 113.1160 incorporated by reference):

A.

Title 40 CFR § 63.922(b)(1) - (3), (¢), (A)(1) - (5), (), and (£)(2) - (4)
(relating to Standards - Container Level 1 Controls)

Title 40 CFR § 63.923(b)(1) - (3), (¢), (d)(1) - (5), (), and (H)(2) - (4)
(relating to Standards - Container Level 2 Controls)

Title 40 CFR § 63.924(b)(1) - (2), (c)(1), and (d) (relating to Standards -
Container Level 3 Controls)

Title 40 CFR § 63.925(a)(1) - (8), and (b)(1) - (3) (relating to Test Methods
and Procedures)

Title 40 CFR § 63.926(a)(1) - (3) (relating to Inspection and Monitoring
Requirements)

Title 40 CFR § 63.7901(b) and (b)(1), for initial demonstration of
compliance

Title 40 CFR § 63.7901(b)(2), for initial demonstration of compliance

Title 40 CFR § 63.7901(c), (c)(1), and (c)(2), for initial demonstration of
compliance

Title 40 CFR § 63.7901(d), and (d)(1) - (4), for initial demonstration of
compliance

Title 40 CFR § 63.7901(e), (e)(1), and (e)(2), for initial demonstration of
compliance

Title 40 CFR § 63.7902(b), (b)(1), and (b)(2), for inspection and
monitoring

Title 40 CFR § 63.7903(b) and (b)(1), for continuous demonstration of
compliance

Title 40 CFR § 63.7903(b)(2), (b)(2)(1), (b)(2)(ii), for continuous
demonstration of compliance

Title 40 CFR § 63.7903(c)(4), (¢)(4)(i), and (c)(4)(ii), for continuous
demonstration of compliance
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0. Title 40 CFR § 63.7903(d)(5), (d)(5)(1), and (d)(5)(ii), for continuous
demonstration of compliance

P. Title 40 CFR § 63.7903(e)(1) - (3), for continuous demonstration of
compliance

Q. Title 40 CFR § 63.7952(c), for recordkeeping
Additional Monitoring Requirements

20. Unless otherwise specified, the permit holder shall comply with the compliance
assurance monitoring requirements as specified in the attached “CAM Summary”
upon issuance of the permit. In addition, the permit holder shall comply with the
following:

A. The permit holder shall comply with the terms and conditions contained in
30 TAC § 122.147 (General Terms and Conditions for Compliance
Assurance Monitoring).

B. The permit holder shall report, consistent with the averaging time
identified in the “CAM Summary,” deviations as defined by the deviation
limit in the “CAM Summary.” Any monitoring data below a minimum
limit or above a maximum limit, that is collected in accordance with the
requirements specified in 40 CFR § 64.7(c), shall be reported as a
deviation. Deviations shall be reported according to 30 TAC § 122.145
(Reporting Terms and Conditions).

C. The permit holder may elect to collect monitoring data on a more frequent
basis and average the data, consistent with the averaging time specified in
the “CAM Summary,” for purposes of determining whether a deviation has
occurred. However, the additional data points must be collected on a
regular basis. In no event shall data be collected and used in particular
instances in order to avoid reporting deviations. All monitoring data shall
be collected in accordance with the requirements specified in
40 CFR § 64.7(c).

D. The permit holder shall operate the monitoring, identified in the attached
“CAM Summary,” in accordance with the provisions of 40 CFR § 64.7.

E. The permit holder shall comply with the requirements of
40 CFR § 70.6(a)(3)(11)(A) and 30 TAC § 122.144(1)(A)-(F) for
documentation of all required inspections.

21.  The permit holder shall comply with the periodic monitoring requirements as
specified in the attached “Periodic Monitoring Summary” upon issuance of the
permit. Except for, as applicable, monitoring malfunctions, associated repairs,
and required quality assurance or control activities (including, as applicable,
calibration checks and required zero and span adjustments), the permit holder
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shall conduct all monitoring in continuous operation (or shall collect data at all
required intervals) at all times that the pollutant-specific emissions unit is
operating. The permit holder may elect to collect monitoring data on a more
frequent basis and average the data, consistent with the averaging time specified
in the “Periodic Monitoring Summary,” for purposes of determining whether a
deviation has occurred. However, the additional data points must be collected on
a regular basis. In no event shall data be collected and used in particular
instances to avoid reporting deviations. Deviations shall be reported according to
30 TAC § 122.145 (Reporting Terms and Conditions).

New Source Review Authorization Requirements

22.  Permit holder shall comply with the requirements of New Source Review
authorizations issued or claimed by the permit holder for the permitted area,
including permits, permits by rule, standard permits, flexible permits, special
permits, permits for existing facilities including Voluntary Emissions Reduction
Permits and Electric Generating Facility Permits issued under
30 TAC Chapter 116, Subchapter I, or special exemptions referenced in the New
Source Review Authorization References attachment. These requirements:

A. Are incorporated by reference into this permit as applicable requirements
B. Shall be located with this operating permit
C. Are not eligible for a permit shield

23.  The permit holder shall comply with the general requirements of 30 TAC Chapter
106, Subchapter A or the general requirements, if any, in effect at the time of the
claim of any PBR.

24.  The permit holder shall maintain records to demonstrate compliance with any
emission limitation or standard that is specified in a permit by rule (PBR) or
Standard Permit listed in the New Source Review Authorizations attachment.
The records shall yield reliable data from the relevant time period that are
representative of the emission unit’s compliance with the PBR or Standard
Permit. These records may include, but are not limited to, production capacity
and throughput, hours of operation, safety data sheets (SDS), chemical
composition of raw materials, speciation of air contaminant data, engineering
calculations, maintenance records, fugitive data, performance tests,
capture/control device efficiencies, direct pollutant monitoring (CEMS, COMS, or
PEMS), or control device parametric monitoring. These records shall be made
readily accessible and available as required by 30 TAC § 122.144. Any monitoring
or recordkeeping data indicating noncompliance with the PBR or Standard
Permit shall be considered and reported as a deviation according to
30 TAC § 122.145 (Reporting Terms and Conditions).

25.  The permit holder shall comply with the following requirements for Air Quality
Standard Permits:
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A. Registration requirements listed in 30 TAC § 116.611, unless otherwise
provided for in an Air Quality Standard Permit

B. General Conditions listed in 30 TAC § 116.615, unless otherwise provided
for in an Air Quality Standard Permit

C. Applicable requirements of 30 TAC § 116.617 for Pollution Control Projects
based on the information contained in the registration application.

D. Boiler Standard Permit
Compliance Requirements

26.  The permit holder shall certify compliance in accordance with 30 TAC § 122.146.
The permit holder shall comply with 30 TAC § 122.146 using at a minimum, but
not limited to, the continuous or intermittent compliance method data from
monitoring, recordkeeping, reporting, or testing required by the permit and any
other credible evidence or information. The certification period may not exceed
12 months and the certification must be submitted within 30 days after the end of
the period being certified.

27.  The permit holder shall adhere to the provisions in the Compliance Schedule
attachment of this permit and submit certified progress reports consistent with
the schedule established under 30 TAC § 122.132(e)(4)(C) and including the
information specified in 30 TAC § 122.142(e)(2). Those emission units listed in
the Compliance Schedule attachment shall adhere with the requirements in the
Compliance Schedule attachment until operating fully in compliance with the
applicable requirements.

28.  Use of Discrete Emission Credits to comply with the applicable requirements:

A. Unless otherwise prohibited, the permit holder may use discrete emission
credits to comply with the following applicable requirements listed
elsewhere in this permit:

1) Title 30 TAC Chapter 115
(i)  Title 30 TAC Chapter 117
(iii)  If applicable, offsets for Title 30 TAC Chapter 116

(iv) Temporarily exceed state NSR permit allowables

B. The permit holder shall comply with the following requirements in order
to use the credit to comply with the applicable requirements:

(1) The permit holder must notify the TCEQ according to 30 TAC §
101.376(d)
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(ii)) The discrete emission credits to be used must meet all the
geographic, timeliness, applicable pollutant type, and availability
requirements listed in 30 TAC Chapter 101, Subchapter H,
Division 4

(iii) The executive director has approved the use of the discrete emission
credits according to 30 TAC § 101.376(d)(1)(A)

(iv)  The permit holder keeps records of the use of credits towards
compliance with the applicable requirements in accordance with
30 TAC § 101.372(h) and 30 TAC Chapter 122

Risk Management Plan

29.  For processes subject to 40 CFR Part 68 and specified in 40 CFR § 68.10, the
permit holder shall comply with the requirements of the Accidental Release
Prevention Provisions in 40 CFR Part 68. The permit holder shall submit to the
appropriate agency either a compliance schedule for meeting the requirements of
40 CFR Part 68 by the date provided in 40 CFR § 68.10(a), or as part of the
compliance certification submitted under this permit, a certification statement
that the source is in compliance with all requirements of 40 CFR Part 68,
including the registration and submission of a risk management plan.

Protection of Stratospheric Ozone

30. Permit holders at a site subject to Title VI of the FCAA Amendments shall meet
the following requirements for protection of stratospheric ozone.

A. Any on site servicing, maintenance, and repair on refrigeration and
nonmotor vehicle air-conditioning appliances using ozone-depleting
refrigerants or non-exempt substitutes shall be conducted in accordance
with 40 CFR Part 82, Subpart F. Permit holders shall ensure that repairs
on or refrigerant removal from refrigeration and nonmotor vehicle
air-conditioning appliances using ozone-depleting refrigerants are
performed only by properly certified technicians using certified
equipment. Records shall be maintained as required by 40 CFR Part 82,
Subpart F.

B. The permit holder shall comply with the following 40 CFR Part 82,
Subpart E requirements for labeling products using ozone-depleting
substances:

1) Title 40 CFR § 82.100 (relating to Purpose)
(i)  Title 40 CFR § 82.102(a)(1) - (3), (b), (c) (relating to Applicability);

(iii)) Title 40 CFR § 82.104 (relating to Definitions)
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(iv)  Title 40 CFR § 82.106 - 112 (relating to Warning Statements and
Labels)

(v)  Title 40 CFR § 82.114 (relating to Labeling Containers of Controlled
[ozone - depleting] Substances)

(vi) Title 40 CFR § 82.116 (relating to Incorporation of Products
Manufactured with Controlled [ozone-depleting] Substances)

(vii) Title 40 CFR § 82.120 (relating to Petitions)

(viii) Title 40 CFR § 82.122 (relating Certification, Recordkeeping, and
Notice requirements)

(ix) Title 40 CFR § 82.124 (relating to Prohibitions)

C. The permit holder shall comply with 40 CFR Part 82, Subpart H related to
Halon Emissions Reduction requirements as specified in 40 CFR § 82.250
- § 82.270 and the applicable Part 82 Appendices.

Alternative Requirements

31.  The permit holder shall comply with the approved alternative means of control
(AMOC); alternative monitoring, recordkeeping, or reporting requirements; or
requirements determined to be equivalent to an otherwise applicable
requirement contained in the Alternative Requirements attachment of this
permit. Units complying with an approved alternative requirement have
reference to the approval in the Applicable Requirements summary listing for the
unit. The permit holder shall maintain the original documentation, from (the
EPA Administrator and/or TCEQ Executive Director), demonstrating the method
or limitation utilized. Documentation shall be maintained and made available in
accordance with 30 TAC § 122.144.

Permit Location

32.  The permit holder shall maintain a copy of this permit and records related to
requirements listed in this permit on site.

Permit Shield (30 TAC § 122.148)

33. A permit shield is granted for the emission units, groups, or processes specified in
the attached “Permit Shield.” Compliance with the conditions of the permit shall
be deemed compliance with the specified potentially applicable requirements or
specified potentially applicable state-only requirements listed in the attachment
“Permit Shield.” Permit shield provisions shall not be modified by the executive
director until notification is provided to the permit holder. No later than 9o days
after notification of a change in a determination made by the executive director,
the permit holder shall apply for the appropriate permit revision to reflect the
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new determination. Provisional terms are not eligible for this permit shield. Any
term or condition, under a permit shield, shall not be protected by the permit
shield if it is replaced by a provisional term or condition or the basis of the term
and condition changes.
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Attachments
Applicable Requirements Summary
Additional Monitoring Requirements
Permit Shield
New Source Review Authorization References
Schedules

Alternative Requirement
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Applicable Requirements Summary

UnNit SUMMATY «ietiniiiininiriieniiresoircastiresscresssssssscsssssssssssesssssssssssssssssssssssess 23
Applicable Requirements SUMMATY ..cccccceeirecnircecsirecacsecacscsesscsecscsecassesesss 73

Note: A “none” entry may be noted for some emission sources in this permit’s
“Applicable Requirements Summary” under the heading of “Monitoring and Testing
Requirements” and/or “Recordkeeping Requirements” and/or “Reporting
Requirements.” Such a notation indicates that there are no requirements for the
indicated emission source as identified under the respective column heading(s) for the
stated portion of the regulation when the emission source is operating under the
conditions of the specified SOP Index Number. However, other relevant requirements
pursuant to 30 TAC Chapter 122 including Recordkeeping Terms and Conditions (30
TAC § 122.144), Reporting Terms and Conditions (30 TAC § 122.145), and Compliance
Certification Terms and Conditions (30 TAC § 122.146) continue to apply.
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Unit Summary

Unit/Group/ Unit Type Group/Inclusive | SOP Index Regulation Requirement Driver
Process ID No. Units No.
30-B-02 Boilers/Steam Generators/ |N/A 60Db 40 CFR Part 60, Subpart Db |No changing attributes.
Steam Generating Units
30-B-03 Boilers/Steam Generators/ |N/A 60Db 40 CFR Part 60, Subpart Db |No changing attributes.
Steam Generating Units
30-B-04 Boilers/Steam Generators/ |N/A 60Db 40 CFR Part 60, Subpart Db |No changing attributes.
Steam Generating Units
30-B-04 Boilers/Steam Generators/ |N/A 63DDDDD |40 CFR Part 63, Subpart No changing attributes.
Steam Generating Units DDDDD
WWTP-FUG Closed Vent System And N/A 61FF- 40 CFR Part 61, Subpart FF  |No changing attributes.
Control Device DRAINS
GRP-NNN Distillation Operations 20-V-03, 36-T-02, [60NNNa 40 CFR Part 60, Subpart No changing attributes.
36-V-06, 37-V-03, NNN
37-V-05, 49-V-01,
54-V-42
GRP-NNN Distillation Operations 20-V-03, 36-T-02, |60NNNb 40 CFR Part 60, Subpart No changing attributes.
36-V-06, 37-V-03, NNN
37-V-05, 49-V-01,
54-V-42
02-V-12 Emission Points/Stationary |N/A R5121 30 TAC Chapter 115, Vent No changing attributes.
Vents/Process Vents Gas Controls
02-V-12 Emission Points/Stationary |N/A 63CC 40 CFR Part 63, Subpart CC |No changing attributes.
Vents/Process Vents
38-V-54 Emission Points/Stationary |N/A R5121 30 TAC Chapter 115, Vent No changing attributes.
Vents/Process Vents Gas Controls
38-V-54 Emission Points/Stationary |N/A 63CC 40 CFR Part 63, Subpart CC |No changing attributes.
Vents/Process Vents
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Unit Summary

Unit/Group/ Unit Type Group/Inclusive | SOP Index Regulation Requirement Driver

Process ID No. Units No.

38-V-55 Emission Points/Stationary |N/A R5121 30 TAC Chapter 115, Vent No changing attributes.
Vents/Process Vents Gas Controls

38-V-55 Emission Points/Stationary |N/A 63CC 40 CFR Part 63, Subpart CC |No changing attributes.
Vents/Process Vents

44-V-01 Emission Points/Stationary |N/A R5121 30 TAC Chapter 115, Vent No changing attributes.
Vents/Process Vents Gas Controls

44-V-01 Emission Points/Stationary |N/A 63CCa 40 CFR Part 63, Subpart CC |No changing attributes.
Vents/Process Vents

47-V-02 Emission Points/Stationary |N/A R5121 30 TAC Chapter 115, Vent No changing attributes.
Vents/Process Vents Gas Controls

47-V-02 Emission Points/Stationary |N/A 63CC 40 CFR Part 63, Subpart CC |No changing attributes.
Vents/Process Vents

48-V-01 Emission Points/Stationary |[N/A R5121 30 TAC Chapter 115, Vent No changing attributes.
Vents/Process Vents Gas Controls

48-V-01 Emission Points/Stationary |N/A 63CC 40 CFR Part 63, Subpart CC |No changing attributes.
Vents/Process Vents

49-V-01 Emission Points/Stationary |N/A R5121 30 TAC Chapter 115, Vent No changing attributes.
Vents/Process Vents Gas Controls

49-V-01 Emission Points/Stationary |N/A 63CC 40 CFR Part 63, Subpart CC |No changing attributes.
Vents/Process Vents

GRP-EPN118 Emission Points/Stationary |13To1, SMR-CO2-VT |R5121 30 TAC Chapter 115, Vent No changing attributes.
Vents/Process Vents Gas Controls

GRP-EPN118 Emission Points/Stationary |13To1, SMR-CO2-VT |R5121a 30 TAC Chapter 115, Vent No changing attributes.
Vents/Process Vents Gas Controls

GRP-EPN121 Emission Points/Stationary |2202-L, 2203-L, 24- |R1151 30 TAC Chapter 111, No changing attributes.
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Unit Summary

Unit/Group/ Unit Type Group/Inclusive | SOP Index Regulation Requirement Driver
Process ID No. Units No.
Vents/Process Vents ST-02 Nonagricultural Processes
GRP-EPN121 Emission Points/Stationary |2202-L, 2203-L, 24- |R1111 30 TAC Chapter 111, Visible |No changing attributes.
Vents/Process Vents ST-02 Emissions
GRP-EPN126A Emission Points/Stationary |31V05, 47L01PSA R5121 30 TAC Chapter 115, Vent No changing attributes.
Vents/Process Vents Gas Controls
GRP-EPN126A Emission Points/Stationary |31V05, 47L01PSA 63CC 40 CFR Part 63, Subpart CC |No changing attributes.
Vents/Process Vents
GRP-EPN126B Emission Points/Stationary |49V06, 49V07 R5121 30 TAC Chapter 115, Vent Control Device Type =
Vents/Process Vents Gas Controls Smokeless flare
GRP-EPN126B Emission Points/Stationary |49V06, 49V07 R5121a 30 TAC Chapter 115, Vent Control Device Type = Vapor
Vents/Process Vents Gas Controls recovery system, as defined in
30 TAC § 115.10, other than an
afterburner, blast furnace
combustion device, boiler,
catalytic or direct flame
incinerator, carbon adsorption
system, chiller, flare or vapor
combustor.
GRP-EPN126B Emission Points/Stationary |49V06, 49V07 63CCa 40 CFR Part 63, Subpart CC |Control Device = Flare
Vents/Process Vents
GRP-EPN126B Emission Points/Stationary |49V06, 49V07 63CCb 40 CFR Part 63, Subpart CC |Control Device = Boiler or
Vents/Process Vents process heater with a design
heat input capacity of greater or
equal to than 44 MW or a boiler
or process heater in which all
vent streams are introduced
into the flame zone.
GRP-EPN135 Emission Points/Stationary |01Vo01, 01V13, R5121 30 TAC Chapter 115, Vent No changing attributes.
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Unit Summary

Unit/Group/ Unit Type Group/Inclusive | SOP Index Regulation Requirement Driver

Process ID No. Units No.
Vents/Process Vents 01V16, 24V36 Gas Controls

GRP-EPN135 Emission Points/Stationary |01Vo1, 01V13, 63CCa 40 CFR Part 63, Subpart CC |No changing attributes.
Vents/Process Vents 01V16, 24V36

13-H-01A FCCU Cat Regen/Fuel Gas |N/A 60J 40 CFR Part 60, Subpart J No changing attributes.
Combustion/Claus SRU

13-H-01A FCCU Cat Regen/Fuel Gas |N/A 60J-low 40 CFR Part 60, SubpartJ  |No changing attributes.
Combustion/Claus SRU

13-H-01B FCCU Cat Regen/Fuel Gas |N/A 60J 40 CFR Part 60, Subpart J No changing attributes.
Combustion/Claus SRU

13-H-01B FCCU Cat Regen/Fuel Gas |N/A 60J-low 40 CFR Part 60, SubpartJ  |No changing attributes.
Combustion/Claus SRU

13-H-01C FCCU Cat Regen/Fuel Gas |N/A 60J 40 CFR Part 60, Subpart J No changing attributes.
Combustion/Claus SRU

13-H-01C FCCU Cat Regen/Fuel Gas |N/A 60J-low 40 CFR Part 60, Subpart J No changing attributes.
Combustion/Claus SRU

24-ST-01 FCCU Cat Regen/Fuel Gas |N/A 60J 40 CFR Part 60, Subpart J No changing attributes.
Combustion/Claus SRU

24-ST-01 FCCU Cat Regen/Fuel Gas |N/A 63UUU 40 CFR Part 63, Subpart No changing attributes.
Combustion/Claus SRU uuu

30-B-04 FCCU Cat Regen/Fuel Gas |N/A 60Ja 40 CFR Part 60, Subpart Ja |No changing attributes.
Combustion/Claus SRU

31-H-01 FCCU Cat Regen/Fuel Gas |N/A 60Ja 40 CFR Part 60, Subpart Ja |No changing attributes.
Combustion/Claus SRU

38-H-01 FCCU Cat Regen/Fuel Gas |N/A 60J 40 CFR Part 60, Subpart J No changing attributes.
Combustion/Claus SRU
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Unit Summary

Unit/Group/ Unit Type Group/Inclusive | SOP Index Regulation Requirement Driver
Process ID No. Units No.
38-H-01 FCCU Cat Regen/Fuel Gas |N/A 60J-low 40 CFR Part 60, SubpartJ  |No changing attributes.
Combustion/Claus SRU
38-H-02 FCCU Cat Regen/Fuel Gas |N/A 60J 40 CFR Part 60, Subpart J No changing attributes.
Combustion/Claus SRU
38-H-02 FCCU Cat Regen/Fuel Gas |N/A 60J-low 40 CFR Part 60, Subpart J No changing attributes.
Combustion/Claus SRU
41-H-07 FCCU Cat Regen/Fuel Gas |N/A 60J 40 CFR Part 60, Subpart J No changing attributes.
Combustion/Claus SRU
46-H-01 FCCU Cat Regen/Fuel Gas |N/A 60J 40 CFR Part 60, Subpart J No changing attributes.
Combustion/Claus SRU
48-H-01 FCCU Cat Regen/Fuel Gas |N/A 60J 40 CFR Part 60, Subpart J Monitoring Device = An
Combustion/Claus SRU instrument is in place for
continuously monitoring and
recording the concentration
(dry basis) of hydrogen sulfide
in fuel gases before being
burned in any fuel gas
combustion device.
48-H-01 FCCU Cat Regen/Fuel Gas |N/A 60J-AMP 40 CFR Part 60, Subpart J Monitoring Device = An
Combustion/Claus SRU instrument is in place for
continuously monitoring and
recording the concentration
(dry basis, zero percent excess
air) of SO2 emissions into the
atmosphere.
49CRU FCCU Cat Regen/Fuel Gas |N/A 63UUU 40 CFR Part 63, Subpart No changing attributes.
Combustion/Claus SRU Uuuu
49-H-91 FCCU Cat Regen/Fuel Gas |N/A 60J 40 CFR Part 60, Subpart J No changing attributes.
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Unit Summary

Unit/Group/ Unit Type Group/Inclusive | SOP Index Regulation Requirement Driver
Process ID No. Units No.
Combustion/Claus SRU
52-H-01 FCCU Cat Regen/Fuel Gas |N/A 60J 40 CFR Part 60, SubpartJ  |No changing attributes.
Combustion/Claus SRU
GF-1 FCCU Cat Regen/Fuel Gas |N/A 60J 40 CFR Part 60, SubpartJ |No changing attributes.
Combustion/Claus SRU
GRP-49HTR FCCU Cat Regen/Fuel Gas |49-H-01, 49-H-02, |60J 40 CFR Part 60, Subpart J No changing attributes.
Combustion/Claus SRU 49-H-03, 49-H-04
GRP-49HTR FCCU Cat Regen/Fuel Gas |49-H-01, 49-H-02, |60J-low 40 CFR Part 60, Subpart J No changing attributes.
Combustion/Claus SRU 49-H-03, 49-H-04
GRP-BLR-DB FCCU Cat Regen/Fuel Gas |30-B-02, 30-B-03 60J 40 CFR Part 60, Subpart J No changing attributes.
Combustion/Claus SRU
GRP-HTR FCCU Cat Regen/Fuel Gas |01-H-01, 01-H-02, |60J 40 CFR Part 60, Subpart J No changing attributes.
Combustion/Claus SRU 01-H-03, 02-H-01,
02-H-02, 11-H-01,
12-Ho1A, 12-H01B,
12-Hoz2, 36-H-01,
38-H-03, 47-H-05,
49-H-02NEW, 49-
H-71, 49-H-90, 49-
HDIC6
GRP-HTRJ FCCU Cat Regen/Fuel Gas |47-H-01, 47-H-02, |60J 40 CFR Part 60, Subpart J Monitoring Device = An
Combustion/Claus SRU 47-H-03, 47-H-04 instrument is in place for

continuously monitoring and
recording the concentration
(dry basis) of hydrogen sulfide
in fuel gases before being
burned in any fuel gas
combustion device.
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Unit Summary

Unit/Group/ Unit Type Group/Inclusive | SOP Index Regulation Requirement Driver
Process ID No. Units No.
GRP-HTRJ FCCU Cat Regen/Fuel Gas |47-H-01, 47-H-02, |60J-AMP 40 CFR Part 60, Subpart J Monitoring Device = An
Combustion/Claus SRU 47-H-03, 47-H-04 instrument is in place for
continuously monitoring and
recording the concentration
(dry basis, zero percent excess
air) of SO2 emissions into the
atmosphere.
MFL-1 FCCU Cat Regen/Fuel Gas |N/A 60J 40 CFR Part 60, SubpartJ  |No changing attributes.
Combustion/Claus SRU
MTBE FL-2 FCCU Cat Regen/Fuel Gas |N/A 60J 40 CFR Part 60, SubpartJ  |No changing attributes.
Combustion/Claus SRU
SRU FCCU Cat Regen/Fuel Gas |N/A 60J 40 CFR Part 60, Subpart J No changing attributes.
Combustion/Claus SRU
SRU FCCU Cat Regen/Fuel Gas |N/A 63UUU 40 CFR Part 63, Subpart No changing attributes.
Combustion/Claus SRU uuu
SRU3 FCCU Cat Regen/Fuel Gas |N/A 60J 40 CFR Part 60, Subpart J No changing attributes.
Combustion/Claus SRU
SRU3 FCCU Cat Regen/Fuel Gas |N/A 63UUU 40 CFR Part 63, Subpart No changing attributes.
Combustion/Claus SRU uuu
TRUCKCOMB FCCU Cat Regen/Fuel Gas |N/A 60J 40 CFR Part 60, Subpart J No changing attributes.
Combustion/Claus SRU
GF-1 Flares N/A Ri111 30 TAC Chapter 111, Visible |No changing attributes.
Emissions
GF-1 Flares N/A 60A 40 CFR Part 60, Subpart A |No changing attributes.
GF-1 Flares N/A 63A 40 CFR Part 63, Subpart A |No changing attributes.
MFL-1 Flares N/A Ri111 30 TAC Chapter 111, Visible |No changing attributes.
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Unit/Group/ Unit Type Group/Inclusive | SOP Index Regulation Requirement Driver

Process ID No. Units No.
Emissions

MFL-1 Flares N/A 60A 40 CFR Part 60, Subpart A |No changing attributes.

MFL-1 Flares N/A 63A 40 CFR Part 63, Subpart A |No changing attributes.

MFL-1B Flares N/A Ri111 30 TAC Chapter 111, Visible |No changing attributes.
Emissions

MFL-1B Flares N/A 63A 40 CFR Part 63, Subpart A |No changing attributes.

MTBE FL-2 Flares N/A Ri111 30 TAC Chapter 111, Visible |No changing attributes.
Emissions

MTBE FL-2 Flares N/A 60A 40 CFR Part 60, Subpart A |No changing attributes.

MTBE FL-2 Flares N/A 63A 40 CFR Part 63, Subpart A |No changing attributes.

30B04F Fugitive Emission Units N/A R5322ALL |30 TAC Chapter 115, No changing attributes.
Fugitives Pet Ref B Counties

54F-MTBE Fugitive Emission Units N/A R5322ALL |30 TAC Chapter 115, No changing attributes.
Fugitives Pet Ref B Counties

54F-MTBE Fugitive Emission Units N/A 60GGGALL |40 CFR Part 60, Subpart No changing attributes.
GGG

54F-MTBE Fugitive Emission Units N/A 63CCH-ALL |40 CFR Part 63, Subpart CC |No changing attributes.

54F-TAME Fugitive Emission Units N/A R5322ALL |30 TAC Chapter 115, No changing attributes.
Fugitives Pet Ref B Counties

54F-TAME Fugitive Emission Units N/A 60GGGALL |40 CFR Part 60, Subpart No changing attributes.
GGG

54F-TAME Fugitive Emission Units N/A 63CCVVALL |40 CFR Part 63, Subpart CC |No changing attributes.

BUTAMER Fugitive Emission Units N/A 60GGGALL |40 CFR Part 60, Subpart No changing attributes.
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Unit Summary

Unit/Group/ Unit Type Group/Inclusive | SOP Index Regulation Requirement Driver
Process ID No. Units No.
GGG
BWS Fugitive Emission Units N/A R5322-ALL |30 TAC Chapter 115, No changing attributes.
Fugitives Pet Ref B Counties
BWS Fugitive Emission Units N/A 60GGGaVVa |40 CFR Part 60, Subpart No changing attributes.
GGGa
BWS Fugitive Emission Units N/A 63CCH-ALL |40 CFR Part 63, Subpart CC |No changing attributes.
CD-LOADING Loading/Unloading N/A 63CC 40 CFR Part 63, Subpart CC |No changing attributes.
Operations
CD-PIPING Fugitive Emission Units N/A R5322ALL |30 TAC Chapter 115, No changing attributes.
Fugitives Pet Ref B Counties
CD-PIPING Fugitive Emission Units N/A 63CCVVALL |40 CFR Part 63, Subpart CC |No changing attributes.
FUELDRM Fugitive Emission Units N/A R5322ALL |30 TAC Chapter 115, No changing attributes.
Fugitives Pet Ref B Counties
GDFUG Fugitive Emission Units N/A R5322ALL |30 TAC Chapter 115, No changing attributes.
Fugitives Pet Ref B Counties
GDFUG Fugitive Emission Units N/A 60GGGALL |40 CFR Part 60, Subpart No changing attributes.
GGG
GDFUG Fugitive Emission Units N/A 63CCHALL |40 CFR Part 63, Subpart CC |No changing attributes.
GRP-5GCCVV Fugitive Emission Units 11F-HOC, 49-RSU, |[R5322ALL |30 TAC Chapter 115, No changing attributes.
49-XFU, 4F, CRUDE Fugitives Pet Ref B Counties
UNIT, CRU-FUG,
HCU-FUG, HOC-
FUG, HRLEU-FUG,
LRU, NHT-FUG
GRP-5GCCVV Fugitive Emission Units 11F-HOC, 49-RSU, |[60GGGALL |40 CFR Part 60, Subpart No changing attributes.
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Unit/Group/
Process ID No.

Unit Type

Group/Inclusive
Units

SOP Index
No.

Regulation

Requirement Driver

49-XFU, 4F, CRUDE

UNIT, CRU-FUG,
HCU-FUG, HOC-
FUG, HRLEU-FUG,
LRU, NHT-FUG

GGG

GRP-5GCCVV

Fugitive Emission Units

11F-HOC, 49-RSU,

49-XFU, 4F, CRUDE

UNIT, CRU-FUG,
HCU-FUG, HOC-
FUG, HRLEU-FUG,
LRU, NHT-FUG

63CCVVALL

40 CFR Part 63, Subpart CC

No changing attributes.

GRP-R5-1

Fugitive Emission Units

41F, AMINE-FUG,
SMR-FUG, SWS-
FUG

R5322ALL

30 TAC Chapter 115,
Fugitives Pet Ref B Counties

No changing attributes.

GRP-R5-2

Fugitive Emission Units

30B0O1F, 30B02F,
30B0O3F

R5322ALL

30 TAC Chapter 115,
Fugitives Pet Ref B Counties

No changing attributes.

GRP-R5CC

Fugitive Emission Units

11F-HDS, ALKY-
FUG, HDS FUG

R5322ALL

30 TAC Chapter 115,
Fugitives Pet Ref B Counties

No changing attributes.

GRP-R5CC

Fugitive Emission Units

11F-HDS, ALKY-
FUG, HDS FUG

63CCHALL

40 CFR Part 63, Subpart CC

No changing attributes.

GRP-R5CC2

Fugitive Emission Units

DOCKS-F, GAS
BLEND, PIPING
FUG, TERMIN
2/2A, TERMINAL 1,
TERMINAL 3

R5322ALL

30 TAC Chapter 115,
Fugitives Pet Ref B Counties

No changing attributes.

GRP-R5CC2

Fugitive Emission Units

DOCKS-F, GAS
BLEND, PIPING
FUG, TERMIN

63CCHALL

40 CFR Part 63, Subpart CC

No changing attributes.
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Unit/Group/ Unit Type Group/Inclusive | SOP Index Regulation Requirement Driver
Process ID No. Units No.
2/2A, TERMINAL 1,
TERMINAL 3
GRP-R5G Fugitive Emission Units 46F/24F, 47PSA, R5322ALL |30 TAC Chapter 115, No changing attributes.
VACUUMUNIT Fugitives Pet Ref B Counties
GRP-R5G Fugitive Emission Units 46F/24F, 47PSA, 60GGGALL |40 CFR Part 60, Subpart No changing attributes.
VACUUMUNIT GGG
GRP-SRU3 Fugitive Emission Units ATU3FUG, R5322ALL |30 TAC Chapter 115, No changing attributes.
SCOTFUG, Fugitives Pet Ref B Counties
SRU3FUG
GRP-SRU3 Fugitive Emission Units ATUSFUG, 60GGGALL |40 CFR Part 60, Subpart No changing attributes.
SCOTFUG, GGG
SRU3FUG
LPG STORAG Fugitive Emission Units N/A R5322ALL |30 TAC Chapter 115, No changing attributes.
Fugitives Pet Ref B Counties
MTBE-FUG Fugitive Emission Units N/A R5322ALL |30 TAC Chapter 115, No changing attributes.
Fugitives Pet Ref B Counties
MTBE-FUG Fugitive Emission Units N/A 60GGGALL |40 CFR Part 60, Subpart No changing attributes.
GGG
MVRUF Fugitive Emission Units N/A R5322ALL |30 TAC Chapter 115, No changing attributes.
Fugitives Pet Ref B Counties
MVRUF Fugitive Emission Units N/A 63CCVVALL |40 CFR Part 63, Subpart CC |No changing attributes.
OLEFLEX-FU Fugitive Emission Units N/A 60VVALL 40 CFR Part 60, Subpart VV |No changing attributes.
RAIL-FUG Fugitive Emission Units N/A R5322ALL |30 TAC Chapter 115, No changing attributes.
Fugitives Pet Ref B Counties
RAIL-FUG Fugitive Emission Units N/A 63CCALL 40 CFR Part 63, Subpart CC |No changing attributes.
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Unit Summary

Unit/Group/ Unit Type Group/Inclusive | SOP Index Regulation Requirement Driver
Process ID No. Units No.
WWTP-FUG Fugitive Emission Units N/A R5322ALL |30 TAC Chapter 115, No changing attributes.
Fugitives Pet Ref B Counties
SRU Gas Sweetening/Sulfur N/A REG2 30 TAC Chapter 112, Sulfur  |No changing attributes.
Recovery Units Compounds
SRU3 Gas Sweetening/Sulfur N/A REG2 30 TAC Chapter 112, Sulfur  |No changing attributes.
Recovery Units Compounds
BARGEDOCKS |Loading/Unloading N/A 61BB 40 CFR Part 61, Subpart BB |No changing attributes.
Operations
BARGEDOCKS |Loading/Unloading N/A 63CC 40 CFR Part 63, Subpart CC |No changing attributes.
Operations
BARGEDOCKS Loading/Unloading N/A 63Ya 40 CFR Part 63, SubpartY | MATERIAL LOADED =
Operations Material other than crude oil or
gasoline., SOURCE EMISSIONS
= Source with emissions less
than 10 and 25 tons.
BARGEDOCKS Loading/Unloading N/A 63Yb 40 CFR Part 63, SubpartY | MATERIAL LOADED =
Operations Gasoline., SOURCE
EMISSIONS = Source with
emissions of 10 or 25 tons.,
THROUGHPUT = Source with
throughput of 10 M barrels or
200 M barrels., VAPOR
BALANCING SYSTEM =
Emissions are not reduced by a
vapor balancing system., CEMS
= Continuous emissions
monitoring system (CEMS) is
not being used., DOCUMENT
VAPOR TIGHTNESS = Electing
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Process ID No.

Unit Type

Group/Inclusive | SOP Index
Units No.

Regulation

Requirement Driver

to comply with the emissions
reporting requirements in 40
CFR § 63.567(b)(5)(1).,
SUBPART Y CTRL DEV TYPE =
Carbon adsorber with vacuum
regeneration., PERFORMANCE
TEST = Baseline temperature
from manufacturer.,
ALTERNATE MONITORING =
Complying with the control
device specific monitoring
procedures in 40 CFR § 63.564.,
ALTERNATE TEST
PROCEDURE = Complying
with the test procedures in 40
CFR § 63.565., BYPASS FLOW
INDICATOR = Visual
inspection of seal or closure
mechanism., VENT STREAM
BY-PASS = There are valves
that could route displaced
vapors to the atmosphere.

RAILRACK1

Loading/Unloading
Operations

N/A R5211

30 TAC Chapter 115, Loading
and Unloading of VOC

No changing attributes.

SHIPDOCKS

Loading/Unloading
Operations

N/A 61BB

40 CFR Part 61, Subpart BB

No changing attributes.

SHIPDOCKS

Loading/Unloading
Operations

N/A 63CC

40 CFR Part 63, Subpart CC

No changing attributes.

SHIPDOCKS

Loading/Unloading
Operations

N/A 63Ya

40 CFR Part 63, Subpart Y

MATERIAL LOADED =
Material other than crude oil or
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Unit Summary

Unit/Group/ Unit Type Group/Inclusive | SOP Index Regulation Requirement Driver
Process ID No. Units No.
gasoline., SOURCE EMISSIONS
= Source with emissions less
than 10 and 25 tons.
SHIPDOCKS Loading/Unloading N/A 63Yb 40 CFR Part 63, SubpartY |MATERIAL LOADED =
Operations Gasoline., SOURCE

EMISSIONS = Source with
emissions of 10 or 25 tons.,
THROUGHPUT = Source with
throughput of 10 M barrels or
200 M barrels., VAPOR
BALANCING SYSTEM =
Emissions are not reduced by a
vapor balancing system., CEMS
= Continuous emissions
monitoring system (CEMS) is
not being used., DOCUMENT
VAPOR TIGHTNESS = Electing
to comply with the emissions
reporting requirements in 40
CFR § 63.567(b)(5)(1).,
SUBPART Y CTRL DEV TYPE =
Carbon adsorber with vacuum
regeneration., PERFORMANCE
TEST = Baseline temperature
from manufacturer.,
ALTERNATE MONITORING =
Complying with the control
device specific monitoring
procedures in 40 CFR § 63.564.,
ALTERNATE TEST
PROCEDURE = Complying
with the test procedures in 40
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Unit Type

Group/Inclusive
Units

SOP Index
No.

Regulation

Requirement Driver

CFR § 63.565., BYPASS FLOW
INDICATOR = Visual
inspection of seal or closure
mechanism., VENT STREAM
BY-PASS = There are valves
that could route displaced
vapors to the atmosphere.

T-RACK

Loading/Unloading
Operations

N/A

R5211a

30 TAC Chapter 115, Loading
and Unloading of VOC

CHAPTER 115 FACILITY TYPE
= Gasoline terminal, PRODUCT
TRANSFERRED = Gasoline,
TRUE VAPOR PRESSURE =
True vapor pressure is greater
than or equal to 1.5 psia., DAILY
THROUGHPUT = Daily
throughput not determined
since 30 TAC § 115.217(a)(2)(B),
(b)(3)(B), (2)(2)(A), and
(b)(3)(A) exemptions do not
apply to marine terminals or
gasoline terminals., CHPTR 115
CNTRL DEV TYPE = Vapor
control system with a vapor
combustor., TRANSFER TYPE
= Only loading., VAPOR TIGHT
= All liquid and vapor lines are
equipped with fittings which
make vapor-tight connections
that close automatically when
disconnected., VAPOR SPACE
HOLDING TANK = the gasoline
terminal does not have a
variable vapor space holding
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Unit/Group/
Process ID No.

Unit Type

Group/Inclusive
Units

SOP Index
No.

Regulation

Requirement Driver

tank design that can process
vapors independent of transport
vessel loading or chooses
compliance with 30 TAC
115.212(a)(4)(C).

T-RACK

Loading/Unloading
Operations

N/A

R5211b

30 TAC Chapter 115, Loading
and Unloading of VOC

CHAPTER 115 FACILITY TYPE
= Facility type other than a
gasoline terminal, gasoline bulk
plant, motor vehicle fuel
dispensing facility or marine
terminal., PRODUCT
TRANSFERRED = Volatile
organic compounds other than
liquefied petroleum gas, crude
oil, condensate and gasoline.,
TRUE VAPOR PRESSURE =
True vapor pressure is less than
1.5 psia., TRANSFER TYPE =
Loading and unloading.

T-RACK

Loading/Unloading
Operations

N/A

R5211c

30 TAC Chapter 115, Loading
and Unloading of VOC

CHAPTER 115 FACILITY TYPE
= Facility type other than a
gasoline terminal, gasoline bulk
plant, motor vehicle fuel
dispensing facility or marine
terminal., PRODUCT
TRANSFERRED = Liquefied
petroleum gas (LPG), crude oil,
or condensate., TRANSFER
TYPE = Loading and unloading.

T-RACK

Loading/Unloading
Operations

N/A

63CC

40 CFR Part 63, Subpart CC

No changing attributes.
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Unit/Group/ Unit Type Group/Inclusive | SOP Index Regulation Requirement Driver

Process ID No. Units No.

GRP-RRR Reactor 38-V-23, 38-V-32 60RRRa 40 CFR Part 60, Subpart No changing attributes.
RRR

GRP-RRR Reactor 38-V-23, 38-V-32 60RRRb 40 CFR Part 60, Subpart No changing attributes.
RRR

GRP-RRR Reactor 38-V-23, 38-V-32 60RRRc 40 CFR Part 60, Subpart No changing attributes.
RRR

DEGREASE-F Solvent Degreasing N/A R5412 30 TAC Chapter 115, No changing attributes.

Machines Degreasing Processes

16-P-11-EN SRIC Engines N/A 63-2Z7277 40 CFR Part 63, Subpart No changing attributes.
7277

16-P-12-EN SRIC Engines N/A 63-2Z7277 40 CFR Part 63, Subpart No changing attributes.
7777

16-P-13-EN SRIC Engines N/A 63-2Z7277 40 CFR Part 63, Subpart No changing attributes.
7777

16-P-14-EN SRIC Engines N/A 63-2Z7277 40 CFR Part 63, Subpart No changing attributes.
7777

16-P-4-EN SRIC Engines N/A 63-2Z7277 40 CFR Part 63, Subpart No changing attributes.
7777

16-P-7-EN SRIC Engines N/A 63-2Z7277 40 CFR Part 63, Subpart No changing attributes.
7777

17-FUG Fugitive Emission Units N/A R5322-ALL |30 TAC Chapter 115, No changing attributes.
Fugitives Pet Ref B Counties

17-FUG Fugitive Emission Units N/A 60GGGaVVa |40 CFR Part 60, Subpart No changing attributes.
GGGa

17-FUG Fugitive Emission Units N/A 63CCH-ALL |40 CFR Part 63, Subpart CC |No changing attributes.
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Unit Summary

Unit/Group/ Unit Type Group/Inclusive | SOP Index Regulation Requirement Driver
Process ID No. Units No.
17-H-1 FCCU Cat Regen/Fuel Gas |N/A 60Ja 40 CFR Part 60, Subpart Ja |No changing attributes.
Combustion/Claus SRU
17-H-1 Process Heaters/Furnaces |N/A 63DDDDD |40 CFR Part 63, Subpart No changing attributes.
DDDDD
83P136A-EN SRIC Engines N/A 60-II11 40 CFR Part 60, Subpart IIII |No changing attributes.
83P136A-EN SRIC Engines N/A 60-II11 40 CFR Part 63, Subpart No changing attributes.
1777
83P136B-EN SRIC Engines N/A 60-II11 40 CFR Part 60, Subpart IIII |No changing attributes.
83P136B-EN SRIC Engines N/A 60-II11 40 CFR Part 63, Subpart No changing attributes.
1777
03-TK-156 Storage Tanks/Vessels N/A R5112-a 30 TAC Chapter 115, Storage |STORAGE CAPACITY =
of VOCs Capacity is greater than 40,000
gallons, TRUE VAPOR
PRESSURE = True vapor
pressure is less than 1.0 psia,
PRODUCT STORED = VOC
other than crude oil or
condensate
03-TK-156 Storage Tanks/Vessels N/A R5112-b 30 TAC Chapter 115, Storage |STORAGE CAPACITY =
of VOCs Capacity is greater than 40,000
gallons, TRUE VAPOR
PRESSURE = True vapor
pressure is greater than or equal
to 1.5 psia, PRODUCT STORED
= VOC other than crude oil or
condensate
03-TK-156 Storage Tanks/Vessels N/A R5112-c 30 TAC Chapter 115, Storage |STORAGE CAPACITY =

of VOCs

Capacity is greater than 40,000
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gallons, TRUE VAPOR
PRESSURE = True vapor
pressure is greater than or equal
to 1.5 psia, PRODUCT STORED
= Crude oil and/or condensate

03-TK-156

Storage Tanks/Vessels

N/A

60KB-b

40 CFR Part 60, Subpart Kb

PRODUCT STORED =
Petroleum liquid (other than
petroleum or condensate)

03-TK-156

Storage Tanks/Vessels

N/A

60KB-c

40 CFR Part 60, Subpart Kb

PRODUCT STORED = Volatile
organic liquid

03-TK-156

Storage Tanks/Vessels

N/A

60KB-d

40 CFR Part 60, Subpart Kb

PRODUCT STORED = Crude oil
stored, processed, and/or
treated after custody transfer,
REID VAPOR PRESSURE =
Reid vapor pressure is greater
than or equal to 2.0 psia

03-TK-156

Storage Tanks/Vessels

N/A

63CC

40 CFR Part 63, Subpart CC

PRODUCT STORED = Refined
petroleum products

03-TK-156

Storage Tanks/Vessels

N/A

63CC-b

40 CFR Part 63, Subpart CC

REID VAPOR PRESSURE =
Reid vapor pressure is greater
than or equal to 2.0 psia,
PRODUCT STORED = Crude oil

03-TK-161

Storage Tanks/Vessels

N/A

R5112-a

30 TAC Chapter 115, Storage
of VOCs

STORAGE CAPACITY =
Capacity is greater than 40,000
gallons, TRUE VAPOR
PRESSURE = True vapor
pressure is less than 1.0 psia,
PRODUCT STORED = VOC
other than crude oil or
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condensate

03-TK-161

Storage Tanks/Vessels

N/A

R5112-b

30 TAC Chapter 115, Storage
of VOCs

STORAGE CAPACITY =
Capacity is greater than 40,000
gallons, TRUE VAPOR
PRESSURE = True vapor
pressure is greater than or equal
to 1.5 psia, PRODUCT STORED
= VOC other than crude oil or
condensate

03-TK-161

Storage Tanks/Vessels

N/A

R5112-c

30 TAC Chapter 115, Storage
of VOCs

STORAGE CAPACITY =
Capacity is greater than 40,000
gallons, TRUE VAPOR
PRESSURE = True vapor
pressure is greater than or equal
to 1.5 psia, PRODUCT STORED
= Crude oil and/or condensate

03-TK-161

Storage Tanks/Vessels

N/A

60KB-b

40 CFR Part 60, Subpart Kb

No changing attributes.

03-TK-161

Storage Tanks/Vessels

N/A

60KB-c

40 CFR Part 60, Subpart Kb

No changing attributes.

03-TK-161

Storage Tanks/Vessels

N/A

60KB-d

40 CFR Part 60, Subpart Kb

No changing attributes.

03-TK-161

Storage Tanks/Vessels

N/A

63CC

40 CFR Part 63, Subpart CC

PRODUCT STORED = Refined
petroleum products

03-TK-161

Storage Tanks/Vessels

N/A

63CC-b

40 CFR Part 63, Subpart CC

REID VAPOR PRESSURE =
Reid vapor pressure is greater
than or equal to 2.0 psia,
PRODUCT STORED = Crude oil

05-CT-109

Industrial Process Cooling
Towers

N/A

63CC-c

40 CFR Part 63, Subpart CC

No changing attributes.
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43-TK-04

Storage Tanks/Vessels

N/A

R5112-a

30 TAC Chapter 115, Storage
of VOCs

No changing attributes.

50-TK-60

Storage Tanks/Vessels

N/A

R5112-a

30 TAC Chapter 115, Storage
of VOCs

STORAGE CAPACITY =
Capacity is greater than 40,000
gallons, TRUE VAPOR
PRESSURE = True vapor
pressure is less than 1.0 psia,
PRODUCT STORED = VOC
other than crude oil or
condensate

50-TK-60

Storage Tanks/Vessels

N/A

R5112-b

30 TAC Chapter 115, Storage
of VOCs

STORAGE CAPACITY =
Capacity is greater than 40,000
gallons, TRUE VAPOR
PRESSURE = True vapor
pressure is greater than or equal
to 1.5 psia, PRODUCT STORED
= VOC other than crude oil or
condensate

50-TK-60

Storage Tanks/Vessels

N/A

R5112-c

30 TAC Chapter 115, Storage
of VOCs

STORAGE CAPACITY =
Capacity is greater than 40,000
gallons, TRUE VAPOR
PRESSURE = True vapor
pressure is greater than or equal
to 1.5 psia, PRODUCT STORED
= Crude oil and/or condensate

50-TK-60

Storage Tanks/Vessels

N/A

60KA-b

40 CFR Part 60, Subpart Ka

No changing attributes.

50-TK-60

Storage Tanks/Vessels

N/A

60KA-c

40 CFR Part 60, Subpart Ka

No changing attributes.

50-TK-60

Storage Tanks/Vessels

N/A

60KA-d

40 CFR Part 60, Subpart Ka

No changing attributes.
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50-TK-60

Storage Tanks/Vessels

N/A

63CC

40 CFR Part 63, Subpart CC

No changing attributes.

50-TK-61

Storage Tanks/Vessels

N/A

R5112-a

30 TAC Chapter 115, Storage
of VOCs

STORAGE CAPACITY =
Capacity is greater than 40,000
gallons, TRUE VAPOR
PRESSURE = True vapor
pressure is less than 1.0 psia,
PRODUCT STORED = VOC
other than crude oil or
condensate

50-TK-61

Storage Tanks/Vessels

N/A

R5112-b

30 TAC Chapter 115, Storage
of VOCs

STORAGE CAPACITY =
Capacity is greater than 40,000
gallons, TRUE VAPOR
PRESSURE = True vapor
pressure is greater than or equal
to 1.5 psia, PRODUCT STORED
= VOC other than crude oil or
condensate

50-TK-61

Storage Tanks/Vessels

N/A

R5112-c

30 TAC Chapter 115, Storage
of VOCs

STORAGE CAPACITY =
Capacity is greater than 40,000
gallons, TRUE VAPOR
PRESSURE = True vapor
pressure is greater than or equal
to 1.5 psia, PRODUCT STORED
= Crude oil and/or condensate

50-TK-61

Storage Tanks/Vessels

N/A

60KA-b

40 CFR Part 60, Subpart Ka

No changing attributes.

50-TK-61

Storage Tanks/Vessels

N/A

60KA-c

40 CFR Part 60, Subpart Ka

No changing attributes.

50-TK-61

Storage Tanks/Vessels

N/A

60KA-d

40 CFR Part 60, Subpart Ka

No changing attributes.

50-TK-61

Storage Tanks/Vessels

N/A

63CC

40 CFR Part 63, Subpart CC

No changing attributes.
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70-TK-109

Storage Tanks/Vessels

N/A

R5112-a

30 TAC Chapter 115, Storage
of VOCs

STORAGE CAPACITY =
Capacity is greater than 40,000
gallons, TRUE VAPOR
PRESSURE = True vapor
pressure is less than 1.0 psia,
PRODUCT STORED = VOC
other than crude oil or
condensate

70-TK-109

Storage Tanks/Vessels

N/A

R5112-b

30 TAC Chapter 115, Storage
of VOCs

STORAGE CAPACITY =
Capacity is greater than 40,000
gallons, TRUE VAPOR
PRESSURE = True vapor
pressure is greater than or equal
to 1.5 psia, PRODUCT STORED
= VOC other than crude oil or
condensate

70-TK-109

Storage Tanks/Vessels

N/A

R5112-c

30 TAC Chapter 115, Storage
of VOCs

STORAGE CAPACITY =
Capacity is greater than 40,000
gallons, TRUE VAPOR
PRESSURE = True vapor
pressure is greater than or equal
to 1.5 psia, PRODUCT STORED
= Crude oil and/or condensate

70-TK-109

Storage Tanks/Vessels

N/A

60K-b

40 CFR Part 60, Subpart K

No changing attributes.

70-TK-109

Storage Tanks/Vessels

N/A

60K-c

40 CFR Part 60, Subpart K

No changing attributes.

70-TK-109

Storage Tanks/Vessels

N/A

60K-d

40 CFR Part 60, Subpart K

No changing attributes.

70-TK-109

Storage Tanks/Vessels

N/A

63CC

40 CFR Part 63, Subpart CC

No changing attributes.

70-TK-110

Storage Tanks/Vessels

N/A

R5112-a

30 TAC Chapter 115, Storage

STORAGE CAPACITY =
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Unit/Group/
Process ID No.

Unit Type

Group/Inclusive

Units

SOP Index
No.

Regulation

Requirement Driver

of VOCs

Capacity is greater than 40,000
gallons, TRUE VAPOR
PRESSURE = True vapor
pressure is less than 1.0 psia,
PRODUCT STORED = VOC
other than crude oil or
condensate

70-TK-110

Storage Tanks/Vessels

N/A

R5112-b

30 TAC Chapter 115, Storage
of VOCs

STORAGE CAPACITY =
Capacity is greater than 40,000
gallons, TRUE VAPOR
PRESSURE = True vapor
pressure is greater than or equal
to 1.5 psia, PRODUCT STORED
= VOC other than crude oil or
condensate

70-TK-110

Storage Tanks/Vessels

N/A

R5112-c

30 TAC Chapter 115, Storage
of VOCs

STORAGE CAPACITY =
Capacity is greater than 40,000
gallons, TRUE VAPOR
PRESSURE = True vapor
pressure is greater than or equal
to 1.5 psia, PRODUCT STORED
= Crude oil and/or condensate

70-TK-110

Storage Tanks/Vessels

N/A

60KB-b

40 CFR Part 60, Subpart Kb

No changing attributes.

70-TK-110

Storage Tanks/Vessels

N/A

60KB-c

40 CFR Part 60, Subpart Kb

No changing attributes.

70-TK-110

Storage Tanks/Vessels

N/A

60KB-d

40 CFR Part 60, Subpart Kb

No changing attributes.

70-TK-110

Storage Tanks/Vessels

N/A

63CC-a

40 CFR Part 63, Subpart CC

PRODUCT STORED = Refined
petroleum products

70-TK-110

Storage Tanks/Vessels

N/A

63CC-b

40 CFR Part 63, Subpart CC

REID VAPOR PRESSURE =
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Unit Summary

Unit/Group/ Unit Type Group/Inclusive | SOP Index Regulation Requirement Driver
Process ID No. Units No.
Reid vapor pressure is greater
than or equal to 2.0 psia,
PRODUCT STORED = Crude oil
70-TK-138 Storage Tanks/Vessels N/A R5112-a 30 TAC Chapter 115, Storage |No changing attributes.
of VOCs
70-TK-138 Storage Tanks/Vessels N/A 60K-b 40 CFR Part 60, Subpart K |No changing attributes.
70-TK-140 Storage Tanks/Vessels N/A R5112 30 TAC Chapter 115, Storage |No changing attributes.
of VOCs
70-TK-140 Storage Tanks/Vessels N/A 63GGGGG-1 |40 CFR Part 63, Subpart No changing attributes.
GGGGG
70-TK-95 Storage Tanks/Vessels N/A R5112-a 30 TAC Chapter 115, Storage |No changing attributes.
of VOCs
70-TK-95 Storage Tanks/Vessels N/A 60K-b 40 CFR Part 60, Subpart K |No changing attributes.
73-TK-166 Storage Tanks/Vessels N/A R5112 30 TAC Chapter 115, Storage |No changing attributes.
of VOCs
73-TK-166 Storage Tanks/Vessels N/A 60KB 40 CFR Part 60, Subpart Kb |No changing attributes.
73-TK-166 Storage Tanks/Vessels N/A 63CC 40 CFR Part 63, Subpart CC |No changing attributes.
73-TK-167 Storage Tanks/Vessels N/A R5112 30 TAC Chapter 115, Storage |No changing attributes.
of VOCs
73-TK-167 Storage Tanks/Vessels N/A 60KB 40 CFR Part 60, Subpart Kb |No changing attributes.
73-TK-167 Storage Tanks/Vessels N/A 63CC 40 CFR Part 63, Subpart CC |No changing attributes.
73-TK-168 Storage Tanks/Vessels N/A R5112-d 30 TAC Chapter 115, Storage |No changing attributes.
of VOCs
73-TK-168 Storage Tanks/Vessels N/A 60Kb-e 40 CFR Part 60, Subpart Kb |No changing attributes.
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Process ID No.
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Group/Inclusive
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SOP Index
No.

Regulation

Requirement Driver

73-TK-168

Storage Tanks/Vessels

N/A

63CC-c

40 CFR Part 63, Subpart CC

No changing attributes.

83-TK-155

Storage Tanks/Vessels

N/A

R5112-a

30 TAC Chapter 115, Storage
of VOCs

STORAGE CAPACITY =
Capacity is greater than 40,000
gallons, TRUE VAPOR
PRESSURE = True vapor
pressure is less than 1.0 psia,
PRODUCT STORED = VOC
other than crude oil or
condensate

83-TK-155

Storage Tanks/Vessels

N/A

R5112-b

30 TAC Chapter 115, Storage
of VOCs

STORAGE CAPACITY =
Capacity is greater than 40,000
gallons, TRUE VAPOR
PRESSURE = True vapor
pressure is greater than or equal
to 1.5 psia, PRODUCT STORED
= VOC other than crude oil or
condensate

83-TK-155

Storage Tanks/Vessels

N/A

R5112-c

30 TAC Chapter 115, Storage
of VOCs

STORAGE CAPACITY =
Capacity is greater than 40,000
gallons, TRUE VAPOR
PRESSURE = True vapor
pressure is greater than or equal
to 1.5 psia, PRODUCT STORED
= Crude oil and/or condensate

83-TK-155

Storage Tanks/Vessels

N/A

60KB-b

40 CFR Part 60, Subpart Kb

No changing attributes.

83-TK-155

Storage Tanks/Vessels

N/A

60KB-c

40 CFR Part 60, Subpart Kb

No changing attributes.

83-TK-155

Storage Tanks/Vessels

N/A

60KB-d

40 CFR Part 60, Subpart Kb

No changing attributes.

83-TK-155

Storage Tanks/Vessels

N/A

60QQQ

40 CFR Part 60, Subpart

No changing attributes.
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QQQ

83-TK-155

Storage Tanks/Vessels

N/A

61FF

40 CFR Part 61, Subpart FF

No changing attributes.

83-TK-162

Storage Tanks/Vessels

N/A

R5112-a

30 TAC Chapter 115, Storage
of VOCs

STORAGE CAPACITY =
Capacity is greater than 40,000
gallons, TRUE VAPOR
PRESSURE = True vapor
pressure is less than 1.0 psia,
PRODUCT STORED = VOC
other than crude oil or
condensate

83-TK-162

Storage Tanks/Vessels

N/A

R5112-b

30 TAC Chapter 115, Storage
of VOCs

STORAGE CAPACITY =
Capacity is greater than 40,000
gallons, TRUE VAPOR
PRESSURE = True vapor
pressure is greater than or equal
to 1.5 psia, PRODUCT STORED
= VOC other than crude oil or
condensate

83-TK-162

Storage Tanks/Vessels

N/A

R5112-c

30 TAC Chapter 115, Storage
of VOCs

STORAGE CAPACITY =
Capacity is greater than 40,000
gallons, TRUE VAPOR
PRESSURE = True vapor
pressure is greater than or equal
to 1.5 psia, PRODUCT STORED
= Crude oil and/or condensate

83-TK-162

Storage Tanks/Vessels

N/A

60KB-b

40 CFR Part 60, Subpart Kb

No changing attributes.

83-TK-162

Storage Tanks/Vessels

N/A

60KB-c

40 CFR Part 60, Subpart Kb

No changing attributes.

83-TK-162

Storage Tanks/Vessels

N/A

60KB-d

40 CFR Part 60, Subpart Kb

No changing attributes.
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83-TK-162

Storage Tanks/Vessels

N/A

60QQQ

40 CFR Part 60, Subpart
QQQ

No changing attributes.

83-TK-162

Storage Tanks/Vessels

N/A

61FF

40 CFR Part 61, Subpart FF

No changing attributes.

83-TK-23

Storage Tanks/Vessels

N/A

R5112-a

30 TAC Chapter 115, Storage
of VOCs

STORAGE CAPACITY =
Capacity is greater than 40,000
gallons, TRUE VAPOR
PRESSURE = True vapor
pressure is less than 1.0 psia,
PRODUCT STORED = VOC
other than crude oil or
condensate

83-TK-23

Storage Tanks/Vessels

N/A

R5112-b

30 TAC Chapter 115, Storage
of VOCs

STORAGE CAPACITY =
Capacity is greater than 40,000
gallons, TRUE VAPOR
PRESSURE = True vapor
pressure is greater than or equal
to 1.5 psia, PRODUCT STORED
= VOC other than crude oil or
condensate

83-TK-23

Storage Tanks/Vessels

N/A

R5112-c

30 TAC Chapter 115, Storage
of VOCs

STORAGE CAPACITY =
Capacity is greater than 40,000
gallons, TRUE VAPOR
PRESSURE = True vapor
pressure is greater than or equal
to 1.5 psia, PRODUCT STORED
= Crude oil and/or condensate

83-TK-23

Storage Tanks/Vessels

N/A

60KA-b

40 CFR Part 60, Subpart Ka

No changing attributes.

83-TK-23

Storage Tanks/Vessels

N/A

60KA-c

40 CFR Part 60, Subpart Ka

No changing attributes.
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Unit Summary

Unit/Group/ Unit Type Group/Inclusive | SOP Index Regulation Requirement Driver
Process ID No. Units No.
83-TK-23 Storage Tanks/Vessels N/A 60KA-d 40 CFR Part 60, Subpart Ka |No changing attributes.
83-TK-23 Storage Tanks/Vessels N/A 60QQQ 40 CFR Part 60, Subpart No changing attributes.
QQQ
83-TK-25 Storage Tanks/Vessels N/A R5112-a 30 TAC Chapter 115, Storage |No changing attributes.
of VOCs
83-TK-25 Storage Tanks/Vessels N/A 60KA-b 40 CFR Part 60, Subpart Ka |No changing attributes.
83-TK-25 Storage Tanks/Vessels N/A 61FF 40 CFR Part 61, Subpart FF | No changing attributes.
83-TK-26 Storage Tanks/Vessels N/A R5112-a 30 TAC Chapter 115, Storage |STORAGE CAPACITY =
of VOCs Capacity is greater than 40,000
gallons, TRUE VAPOR
PRESSURE = True vapor
pressure is less than 1.0 psia,
PRODUCT STORED = VOC
other than crude oil or
condensate
83-TK-26 Storage Tanks/Vessels N/A R5112-b 30 TAC Chapter 115, Storage |STORAGE CAPACITY =
of VOCs Capacity is greater than 40,000
gallons, TRUE VAPOR
PRESSURE = True vapor
pressure is greater than or equal
to 1.5 psia, PRODUCT STORED
= VOC other than crude oil or
condensate
83-TK-26 Storage Tanks/Vessels N/A R5112-¢ 30 TAC Chapter 115, Storage |STORAGE CAPACITY =

of VOCs

Capacity is greater than 40,000
gallons, TRUE VAPOR
PRESSURE = True vapor
pressure is greater than or equal
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Unit Summary

Unit/Group/ Unit Type Group/Inclusive | SOP Index Regulation Requirement Driver
Process ID No. Units No.
to 1.5 psia, PRODUCT STORED
= Crude oil and/or condensate
83-TK-26 Storage Tanks/Vessels N/A 60KB-b 40 CFR Part 60, Subpart Kb |No changing attributes.
83-TK-26 Storage Tanks/Vessels N/A 60KB-c 40 CFR Part 60, Subpart Kb |No changing attributes.
83-TK-26 Storage Tanks/Vessels N/A 60KB-d 40 CFR Part 60, Subpart Kb |No changing attributes.
83-TK-26 Storage Tanks/Vessels N/A 60QQQ 40 CFR Part 60, Subpart No changing attributes.
QQQ
83-TK-26 Storage Tanks/Vessels N/A 63CC 40 CFR Part 63, Subpart CC |PRODUCT STORED = Refined
petroleum products
83-TK-26 Storage Tanks/Vessels N/A 63CC-b 40 CFR Part 63, Subpart CC |REID VAPOR PRESSURE =
Reid vapor pressure is greater
than or equal to 2.0 psia,
PRODUCT STORED = Crude oil
83-TK-28 Storage Tanks/Vessels N/A R5112-a 30 TAC Chapter 115, Storage |No changing attributes.
of VOCs
83-V-97 Storage Tanks/Vessels N/A R5112-a 30 TAC Chapter 115, Storage |STORAGE CAPACITY =
of VOCs Capacity is greater than 40,000
gallons, TRUE VAPOR
PRESSURE = True vapor
pressure is less than 1.0 psia,
PRODUCT STORED = VOC
other than crude oil or
condensate
83-V-97 Storage Tanks/Vessels N/A R5112-b 30 TAC Chapter 115, Storage |STORAGE CAPACITY =

of VOCs

Capacity is greater than 40,000
gallons, TRUE VAPOR
PRESSURE = True vapor
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pressure is greater than or equal
to 1.5 psia, PRODUCT STORED
= VOC other than crude oil or
condensate

83-V-97

Storage Tanks/Vessels

N/A

R5112-c

30 TAC Chapter 115, Storage
of VOCs

STORAGE CAPACITY =
Capacity is greater than 40,000
gallons, TRUE VAPOR
PRESSURE = True vapor
pressure is greater than or equal
to 1.5 psia, PRODUCT STORED
= Crude oil and/or condensate

83-V-97

Storage Tanks/Vessels

N/A

60KB-b

40 CFR Part 60, Subpart Kb

No changing attributes.

83-V-97

Storage Tanks/Vessels

N/A

60KB-c

40 CFR Part 60, Subpart Kb

No changing attributes.

83-V-97

Storage Tanks/Vessels

N/A

60KB-d

40 CFR Part 60, Subpart Kb

No changing attributes.

83-V-97

Storage Tanks/Vessels

N/A

60QQQ

40 CFR Part 60, Subpart
QQQ

No changing attributes.

83-V-97

Storage Tanks/Vessels

N/A

61FF

40 CFR Part 61, Subpart FF

No changing attributes.

83-V-98

Storage Tanks/Vessels

N/A

R5112-a

30 TAC Chapter 115, Storage
of VOCs

STORAGE CAPACITY =
Capacity is greater than 40,000
gallons, TRUE VAPOR
PRESSURE = True vapor
pressure is less than 1.0 psia,
PRODUCT STORED = VOC
other than crude oil or
condensate

83-V-98

Storage Tanks/Vessels

N/A

R5112-b

30 TAC Chapter 115, Storage
of VOCs

STORAGE CAPACITY =
Capacity is greater than 40,000
gallons, TRUE VAPOR
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PRESSURE = True vapor
pressure is greater than or equal
to 1.5 psia, PRODUCT STORED
= VOC other than crude oil or
condensate

83-V-98

Storage Tanks/Vessels

N/A

R5112-c

30 TAC Chapter 115, Storage
of VOCs

STORAGE CAPACITY =
Capacity is greater than 40,000
gallons, TRUE VAPOR
PRESSURE = True vapor
pressure is greater than or equal
to 1.5 psia, PRODUCT STORED
= Crude oil and/or condensate

83-V-98

Storage Tanks/Vessels

N/A

60KB-b

40 CFR Part 60, Subpart Kb

No changing attributes.

83-V-98

Storage Tanks/Vessels

N/A

60KB-c

40 CFR Part 60, Subpart Kb

No changing attributes.

83-V-98

Storage Tanks/Vessels

N/A

60KB-d

40 CFR Part 60, Subpart Kb

No changing attributes.

83-V-98

Storage Tanks/Vessels

N/A

61FF

40 CFR Part 61, Subpart FF

No changing attributes.

83-V-98

Storage Tanks/Vessels

N/A

63CC

40 CFR Part 63, Subpart CC

No changing attributes.

GRP-EFRA1

Storage Tanks/Vessels

50-TK-57, 50-TK-59,
72-TK-14, 72-TK-15

R5112-a

30 TAC Chapter 115, Storage
of VOCs

STORAGE CAPACITY =
Capacity is greater than 40,000
gallons, TRUE VAPOR
PRESSURE = True vapor
pressure is less than 1.0 psia,
PRODUCT STORED = VOC
other than crude oil or
condensate

GRP-EFRA1

Storage Tanks/Vessels

50-TK-57, 50-TK-59,
72-TK-14, 72-TK-15

R5112-b

30 TAC Chapter 115, Storage
of VOCs

STORAGE CAPACITY =
Capacity is greater than 40,000
gallons, TRUE VAPOR
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Unit Summary

Unit/Group/ Unit Type Group/Inclusive | SOP Index Regulation Requirement Driver
Process ID No. Units No.
PRESSURE = True vapor
pressure is greater than or equal
to 1.5 psia, PRODUCT STORED
= VOC other than crude oil or
condensate
GRP-EFRA1 Storage Tanks/Vessels 50-TK-57, 50-TK-59, | R5112-¢ 30 TAC Chapter 115, Storage |STORAGE CAPACITY =
72-TK-14, 72-TK-15 of VOCs Capacity is greater than 40,000
gallons, TRUE VAPOR
PRESSURE = True vapor
pressure is greater than or equal
to 1.5 psia, PRODUCT STORED
= Crude oil and/or condensate
GRP-EFRA1 Storage Tanks/Vessels 50-TK-57, 50-TK-59, | 60KA-b 40 CFR Part 60, Subpart Ka |No changing attributes.
72-TK-14, 72-TK-15
GRP-EFRA1 Storage Tanks/Vessels 50-TK-57, 50-TK-59, | 60KA-c 40 CFR Part 60, Subpart Ka |No changing attributes.
72-TK-14, 72-TK-15
GRP-EFRA1 Storage Tanks/Vessels 50-TK-57, 50-TK-59, | 60KA-d 40 CFR Part 60, Subpart Ka |No changing attributes.
72-TK-14, 72-TK-15
GRP-EFRA1 Storage Tanks/Vessels 50-TK-57, 50-TK-59, | 63CC 40 CFR Part 63, Subpart CC |No changing attributes.
72-TK-14, 72-TK-15
GRP-ERLQA Storage Tanks/Vessels 83-V-58, 83-V-59 R5112-a 30 TAC Chapter 115, Storage |STORAGE CAPACITY =

of VOCs

Capacity is greater than 40,000
gallons, TRUE VAPOR
PRESSURE = True vapor
pressure is less than 1.0 psia,
PRODUCT STORED = VOC
other than crude oil or
condensate
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Unit/Group/ Unit Type Group/Inclusive | SOP Index Regulation Requirement Driver
Process ID No. Units No.
GRP-ERLQA Storage Tanks/Vessels 83-V-58, 83-V-59 R5112-b 30 TAC Chapter 115, Storage |STORAGE CAPACITY =
of VOCs Capacity is greater than 40,000
gallons, TRUE VAPOR
PRESSURE = True vapor
pressure is greater than or equal
to 1.5 psia, PRODUCT STORED
= VOC other than crude oil or
condensate
GRP-ERLQA Storage Tanks/Vessels 83-V-58, 83-V-59 Rs112-¢ 30 TAC Chapter 115, Storage |STORAGE CAPACITY =
of VOCs Capacity is greater than 40,000
gallons, TRUE VAPOR
PRESSURE = True vapor
pressure is greater than or equal
to 1.5 psia, PRODUCT STORED
= Crude oil and/or condensate
GRP-ERLQA Storage Tanks/Vessels 83-V-58, 83-V-59 60KB-b 40 CFR Part 60, Subpart Kb |No changing attributes.
GRP-ERLQA Storage Tanks/Vessels 83-V-58, 83-V-59 60KB-c 40 CFR Part 60, Subpart Kb |No changing attributes.
GRP-ERLQA Storage Tanks/Vessels 83-V-58, 83-V-59 60KB-d 40 CFR Part 60, Subpart Kb |No changing attributes.
GRP-ERLQA Storage Tanks/Vessels 83-V-58, 83-V-59 60QQQ 40 CFR Part 60, Subpart No changing attributes.
QQQ
GRP-ERLQA Storage Tanks/Vessels 83-V-58, 83-V-59 61FF 40 CFR Part 61, Subpart FF  |No changing attributes.
GRP-ERLQA Storage Tanks/Vessels 83-V-58, 83-V-59 63CC 40 CFR Part 63, Subpart CC |No changing attributes.
GRP-FIXA2 Storage Tanks/Vessels 70-TK-105, 70-TK- |R5112-a 30 TAC Chapter 115, Storage |No changing attributes.
98, 73-TK-9 of VOCs
GRP-FIXA2 Storage Tanks/Vessels 70-TK-105, 70-TK- |60KA-b 40 CFR Part 60, Subpart Ka |No changing attributes.
98, 73-TK-9
GRP-FIXA2 Storage Tanks/Vessels 70-TK-105, 70-TK- |63CC 40 CFR Part 63, Subpart CC |No changing attributes.
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Unit/Group/ Unit Type Group/Inclusive | SOP Index Regulation Requirement Driver
Process ID No. Units No.
98, 73-TK-9
GRP-FIXAN Storage Tanks/Vessels 70-TK-149, 70-TK- |R5112-a 30 TAC Chapter 115, Storage |No changing attributes.
150, 72-TK-18, 72- of VOCs
TK-19, 72-TK-20
GRP-FIXAN Storage Tanks/Vessels 70-TK-149, 70-TK- |60KA-b 40 CFR Part 60, Subpart Ka |No changing attributes.
150, 72-TK-18, 72-
TK-19, 72-TK-20
GRP-FIXAS Storage Tanks/Vessels 43-TK-08, 43-V-10 |R5112-a 30 TAC Chapter 115, Storage |No changing attributes.
of VOCs
GRP-FIXK2 Storage Tanks/Vessels 70-TK-96, 70-TK-97 |R5112-a 30 TAC Chapter 115, Storage |No changing attributes.
of VOCs
GRP-FIXK2 Storage Tanks/Vessels 70-TK-96, 70-TK-97 |60K-b 40 CFR Part 60, Subpart K |No changing attributes.
GRP-FIXK2 Storage Tanks/Vessels 70-TK-96, 70-TK-97 |63CC 40 CFR Part 63, Subpart CC |No changing attributes.
GRP-GDTKS Storage Tanks/Vessels 70-TK-66, 70-TK-67, | R5112-a 30 TAC Chapter 115, Storage |STORAGE CAPACITY =
70-TK-68 of VOCs Capacity is greater than 40,000
gallons, TRUE VAPOR
PRESSURE = True vapor
pressure is less than 1.0 psia,
PRODUCT STORED = VOC
other than crude oil or
condensate
GRP-GDTKS Storage Tanks/Vessels 70-TK-66, 70-TK-67, | R5112-b 30 TAC Chapter 115, Storage |STORAGE CAPACITY =

70-TK-68

of VOCs

Capacity is greater than 40,000
gallons, TRUE VAPOR
PRESSURE = True vapor
pressure is greater than or equal
to 1.5 psia, PRODUCT STORED
= VOC other than crude oil or
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Unit/Group/ Unit Type Group/Inclusive | SOP Index Regulation Requirement Driver
Process ID No. Units No.
condensate
GRP-GDTKS Storage Tanks/Vessels 70-TK-66, 70-TK-67, | R5112-¢ 30 TAC Chapter 115, Storage |STORAGE CAPACITY =
70-TK-68 of VOCs Capacity is greater than 40,000
gallons, TRUE VAPOR
PRESSURE = True vapor
pressure is greater than or equal
to 1.5 psia, PRODUCT STORED
= Crude oil and/or condensate
GRP-GDTKS Storage Tanks/Vessels 70-TK-66, 70-TK-67, | 60KB-b 40 CFR Part 60, Subpart Kb |No changing attributes.
70-TK-68
GRP-GDTKS Storage Tanks/Vessels 70-TK-66, 70-TK-67, | 60KB-c 40 CFR Part 60, Subpart Kb |No changing attributes.
70-TK-68
GRP-GDTKS Storage Tanks/Vessels 70-TK-66, 70-TK-67, | 60KB-d 40 CFR Part 60, Subpart Kb |No changing attributes.
70-TK-68
GRP-GDTKS Storage Tanks/Vessels 70-TK-66, 70-TK-67, | 63CC 40 CFR Part 63, Subpart CC |PRODUCT STORED = Refined
70-TK-68 petroleum products
GRP-GDTKS Storage Tanks/Vessels 70-TK-66, 70-TK-67, | 63CC-b 40 CFR Part 63, Subpart CC |REID VAPOR PRESSURE =
70-TK-68 Reid vapor pressure is greater
than or equal to 2.0 psia,
PRODUCT STORED = Crude oil
GRP-IRLQAG Storage Tanks/Vessels 72-TK-77, 72-TK-78 |R5112-a 30 TAC Chapter 115, Storage |STORAGE CAPACITY =

of VOCs

Capacity is greater than 40,000
gallons, TRUE VAPOR
PRESSURE = True vapor
pressure is less than 1.0 psia,
PRODUCT STORED = VOC
other than crude oil or
condensate
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GRP-IRLQAG

Storage Tanks/Vessels

72-TK-77, 72-TK-78

R5112-b

30 TAC Chapter 115, Storage
of VOCs

STORAGE CAPACITY =
Capacity is greater than 40,000
gallons, TRUE VAPOR
PRESSURE = True vapor
pressure is greater than or equal
to 1.5 psia, PRODUCT STORED
= VOC other than crude oil or
condensate

GRP-IRLQAG

Storage Tanks/Vessels

72-TK-77, 72-TK-78

R5112-c

30 TAC Chapter 115, Storage
of VOCs

STORAGE CAPACITY =
Capacity is greater than 40,000
gallons, TRUE VAPOR
PRESSURE = True vapor
pressure is greater than or equal
to 1.5 psia, PRODUCT STORED
= Crude oil and/or condensate

GRP-IRLQAG

Storage Tanks/Vessels

72-TK-77, 72-TK-78

60KA-b

40 CFR Part 60, Subpart Ka

No changing attributes.

GRP-IRLQAG

Storage Tanks/Vessels

72-TK-77, 72-TK-78

60KA-c

40 CFR Part 60, Subpart Ka

No changing attributes.

GRP-IRLQAG

Storage Tanks/Vessels

72-TK-77, 72-TK-78

60KA-d

40 CFR Part 60, Subpart Ka

No changing attributes.

GRP-IRLQAG

Storage Tanks/Vessels

72-TK-77, 72-TK-78

63CC

40 CFR Part 63, Subpart CC

No changing attributes.

GRP-IRLQB1

Storage Tanks/Vessels

50-TK-62, 50-TK-
63, 72-TK-111

R5112-a

30 TAC Chapter 115, Storage
of VOCs

STORAGE CAPACITY =
Capacity is greater than 40,000
gallons, TRUE VAPOR
PRESSURE = True vapor
pressure is less than 1.0 psia,
PRODUCT STORED = VOC
other than crude oil or
condensate

GRP-IRLQB1

Storage Tanks/Vessels

50-TK-62, 50-TK-

R5112-b

30 TAC Chapter 115, Storage

STORAGE CAPACITY =
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Unit Summary

Unit/Group/ Unit Type Group/Inclusive | SOP Index Regulation Requirement Driver
Process ID No. Units No.
63, 72-TK-111 of VOCs Capacity is greater than 40,000
gallons, TRUE VAPOR
PRESSURE = True vapor
pressure is greater than or equal
to 1.5 psia, PRODUCT STORED
= VOC other than crude oil or
condensate
GRP-IRLQB1 Storage Tanks/Vessels 50-TK-62, 50-TK- Rs112-¢ 30 TAC Chapter 115, Storage |STORAGE CAPACITY =
63, 72-TK-111 of VOCs Capacity is greater than 40,000
gallons, TRUE VAPOR
PRESSURE = True vapor
pressure is greater than or equal
to 1.5 psia, PRODUCT STORED
= Crude oil and/or condensate
GRP-IRLQB1 Storage Tanks/Vessels 50-TK-62, 50-TK- |60KB-b 40 CFR Part 60, Subpart Kb |No changing attributes.
63, 72-TK-111
GRP-IRLQB1 Storage Tanks/Vessels 50-TK-62, 50-TK- |60KB-c 40 CFR Part 60, Subpart Kb |No changing attributes.
63, 72-TK-111
GRP-IRLQB1 Storage Tanks/Vessels 50-TK-62, 50-TK- |60KB-d 40 CFR Part 60, Subpart Kb |No changing attributes.
63, 72-TK-111
GRP-IRLQB1 Storage Tanks/Vessels 50-TK-62, 50-TK- 63CC 40 CFR Part 63, Subpart CC |PRODUCT STORED = Refined
63, 72-TK-111 petroleum products
GRP-IRLQB1 Storage Tanks/Vessels 50-TK-62, 50-TK- 63CC-b 40 CFR Part 63, Subpart CC |REID VAPOR PRESSURE =
63, 72-TK-111 Reid vapor pressure is greater
than or equal to 2.0 psia,
PRODUCT STORED = Crude oil
GRP-IRLQBG Storage Tanks/Vessels 50-TK-64, 50-TK-65 |R5112-a 30 TAC Chapter 115, Storage |STORAGE CAPACITY =

of VOCs

Capacity is greater than 40,000
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Unit Summary

Unit/Group/
Process ID No.

Unit Type

Group/Inclusive
Units

SOP Index
No.

Regulation

Requirement Driver

gallons, TRUE VAPOR
PRESSURE = True vapor
pressure is less than 1.0 psia,
PRODUCT STORED = VOC
other than crude oil or
condensate

GRP-IRLQBG

Storage Tanks/Vessels

50-TK-64, 50-TK-65

R5112-b

30 TAC Chapter 115, Storage
of VOCs

STORAGE CAPACITY =
Capacity is greater than 40,000
gallons, TRUE VAPOR
PRESSURE = True vapor
pressure is greater than or equal
to 1.5 psia, PRODUCT STORED
= VOC other than crude oil or
condensate

GRP-IRLQBG

Storage Tanks/Vessels

50-TK-64, 50-TK-65

R5112-c

30 TAC Chapter 115, Storage
of VOCs

STORAGE CAPACITY =
Capacity is greater than 40,000
gallons, TRUE VAPOR
PRESSURE = True vapor
pressure is greater than or equal
to 1.5 psia, PRODUCT STORED
= Crude oil and/or condensate

GRP-IRLQBG

Storage Tanks/Vessels

50-TK-64, 50-TK-65

60KB-b

40 CFR Part 60, Subpart Kb

No changing attributes.

GRP-IRLQBG

Storage Tanks/Vessels

50-TK-64, 50-TK-65

60KB-c

40 CFR Part 60, Subpart Kb

No changing attributes.

GRP-IRLQBG

Storage Tanks/Vessels

50-TK-64, 50-TK-65

60KB-d

40 CFR Part 60, Subpart Kb

No changing attributes.

GRP-IRLQBG

Storage Tanks/Vessels

50-TK-64, 50-TK-65

63CC

40 CFR Part 63, Subpart CC

PRODUCT STORED = Refined
petroleum products

GRP-IRLQBG

Storage Tanks/Vessels

50-TK-64, 50-TK-65

63CC-b

40 CFR Part 63, Subpart CC

REID VAPOR PRESSURE =
Reid vapor pressure is greater
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Unit Summary

Unit/Group/ Unit Type Group/Inclusive | SOP Index Regulation Requirement Driver
Process ID No. Units No.
than or equal to 2.0 psia,
PRODUCT STORED = Crude oil
GRP-IRLQK1 Storage Tanks/Vessels 70-TK-101, 70-TK- |R5112-a 30 TAC Chapter 115, Storage |STORAGE CAPACITY =
102, 70-TK-103, 70- of VOCs Capacity is greater than 40,000
TK-108, 70-TK-137, gallons, TRUE VAPOR
70-TK-94 PRESSURE = True vapor
pressure is less than 1.0 psia,
PRODUCT STORED = VOC
other than crude oil or
condensate
GRP-IRLQK1 Storage Tanks/Vessels 70-TK-101, 70-TK- |R5112-b 30 TAC Chapter 115, Storage |STORAGE CAPACITY =
102, 70-TK-103, 70- of VOCs Capacity is greater than 40,000
TK-108, 70-TK-137, gallons, TRUE VAPOR
70-TK-94 PRESSURE = True vapor
pressure is greater than or equal
to 1.5 psia, PRODUCT STORED
= VOC other than crude oil or
condensate
GRP-IRLQK1 Storage Tanks/Vessels 70-TK-101, 70-TK- |R5z112-C 30 TAC Chapter 115, Storage |STORAGE CAPACITY =
102, 70-TK-103, 70- of VOCs Capacity is greater than 40,000
TK-108, 70-TK-137, gallons, TRUE VAPOR
70-TK-94 PRESSURE = True vapor
pressure is greater than or equal
to 1.5 psia, PRODUCT STORED
= Crude oil and/or condensate
GRP-IRLQK1 Storage Tanks/Vessels 70-TK-101, 70-TK- |60K-b 40 CFR Part 60, Subpart K |No changing attributes.
102, 70-TK-103, 70-
TK-108, 70-TK-137,
70-TK-94
GRP-IRLQK1 Storage Tanks/Vessels 70-TK-101, 70-TK- |60K-c 40 CFR Part 60, Subpart K |No changing attributes.
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Unit Summary

Unit/Group/ Unit Type Group/Inclusive | SOP Index Regulation Requirement Driver
Process ID No. Units No.
102, 70-TK-103, 70-
TK-108, 70-TK-137,
70-TK-94
GRP-IRLQK1 Storage Tanks/Vessels 70-TK-101, 70-TK- [60K-d 40 CFR Part 60, Subpart K |No changing attributes.
102, 70-TK-103, 70-
TK-108, 70-TK-137,
70-TK-94
GRP-IRLQK1 Storage Tanks/Vessels 70-TK-101, 70-TK- [63CC 40 CFR Part 63, Subpart CC |No changing attributes.
102, 70-TK-103, 70-
TK-108, 70-TK-137,
70-TK-94
GRP-IRMTA1 Storage Tanks/Vessels 50-TK-58, 70-TK-93 |R5112-a 30 TAC Chapter 115, Storage |STORAGE CAPACITY =
of VOCs Capacity is greater than 40,000
gallons, TRUE VAPOR
PRESSURE = True vapor
pressure is less than 1.0 psia,
PRODUCT STORED = VOC
other than crude oil or
condensate
GRP-IRMTA1 Storage Tanks/Vessels 50-TK-58, 70-TK-93 |R5112-b 30 TAC Chapter 115, Storage |STORAGE CAPACITY =
of VOCs Capacity is greater than 40,000
gallons, TRUE VAPOR
PRESSURE = True vapor
pressure is greater than or equal
to 1.5 psia, PRODUCT STORED
= VOC other than crude oil or
condensate
GRP-IRMTA1 Storage Tanks/Vessels 50-TK-58, 70-TK-93 |R5112-¢ 30 TAC Chapter 115, Storage |STORAGE CAPACITY =

of VOCs

Capacity is greater than 40,000
gallons, TRUE VAPOR
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Unit Summary

Unit/Group/
Process ID No.

Unit Type

Group/Inclusive
Units

SOP Index
No.

Regulation

Requirement Driver

PRESSURE = True vapor
pressure is greater than or equal
to 1.5 psia, PRODUCT STORED
= Crude oil and/or condensate

GRP-IRMTA1

Storage Tanks/Vessels

50-TK-58, 70-TK-93

60KA-b

40 CFR Part 60, Subpart Ka

No changing attributes.

GRP-IRMTA1

Storage Tanks/Vessels

50-TK-58, 70-TK-93

60KA-c

40 CFR Part 60, Subpart Ka

No changing attributes.

GRP-IRMTA1

Storage Tanks/Vessels

50-TK-58, 70-TK-93

60KA-d

40 CFR Part 60, Subpart Ka

No changing attributes.

GRP-IRMTA1

Storage Tanks/Vessels

50-TK-58, 70-TK-93

63CC

40 CFR Part 63, Subpart CC

No changing attributes.

GRP-IRMTAG

Storage Tanks/Vessels

72-TK-16, 72-TK-17

R5112-a

30 TAC Chapter 115, Storage
of VOCs

STORAGE CAPACITY =
Capacity is greater than 40,000
gallons, TRUE VAPOR
PRESSURE = True vapor
pressure is less than 1.0 psia,
PRODUCT STORED = VOC
other than crude oil or
condensate

GRP-IRMTAG

Storage Tanks/Vessels

72-TK-16, 72-TK-17

R5112-b

30 TAC Chapter 115, Storage
of VOCs

STORAGE CAPACITY =
Capacity is greater than 40,000
gallons, TRUE VAPOR
PRESSURE = True vapor
pressure is greater than or equal
to 1.5 psia, PRODUCT STORED
= VOC other than crude oil or
condensate

GRP-IRMTAG

Storage Tanks/Vessels

72-TK-16, 72-TK-17

Rs112-C

30 TAC Chapter 115, Storage
of VOCs

STORAGE CAPACITY =
Capacity is greater than 40,000
gallons, TRUE VAPOR
PRESSURE = True vapor
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Unit Summary

Unit/Group/ Unit Type Group/Inclusive | SOP Index Regulation Requirement Driver
Process ID No. Units No.
pressure is greater than or equal
to 1.5 psia, PRODUCT STORED
= Crude oil and/or condensate
GRP-IRMTAG Storage Tanks/Vessels 72-TK-16, 72-TK-17 |60KA-b 40 CFR Part 60, Subpart Ka |No changing attributes.
GRP-IRMTAG Storage Tanks/Vessels 72-TK-16, 72-TK-17 |60KA-c 40 CFR Part 60, Subpart Ka |No changing attributes.
GRP-IRMTAG Storage Tanks/Vessels 72-TK-16, 72-TK-17 |60KA-d 40 CFR Part 60, Subpart Ka |No changing attributes.
GRP-IRMTAG Storage Tanks/Vessels 72-TK-16, 72-TK-17 |63CC 40 CFR Part 63, Subpart CC |No changing attributes.
GRP-IRMTB1 Storage Tanks/Vessels 70-TK-115, 70-TK- |R5112-a 30 TAC Chapter 115, Storage |STORAGE CAPACITY =
116, 72-TK-112, TK- of VOCs Capacity is greater than 40,000
114 gallons, TRUE VAPOR
PRESSURE = True vapor
pressure is less than 1.0 psia,
PRODUCT STORED = VOC
other than crude oil or
condensate
GRP-IRMTB1 Storage Tanks/Vessels 70-TK-115, 70-TK- |R5112-b 30 TAC Chapter 115, Storage |STORAGE CAPACITY =
116, 72-TK-112, TK- of VOCs Capacity is greater than 40,000
114 gallons, TRUE VAPOR
PRESSURE = True vapor
pressure is greater than or equal
to 1.5 psia, PRODUCT STORED
= VOC other than crude oil or
condensate
GRP-IRMTB1 Storage Tanks/Vessels 70-TK-115, 70-TK- |R5112-¢ 30 TAC Chapter 115, Storage |STORAGE CAPACITY =

116, 72-TK-112, TK-
114

of VOCs

Capacity is greater than 40,000
gallons, TRUE VAPOR
PRESSURE = True vapor
pressure is greater than or equal
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Unit Summary

Unit/Group/ Unit Type Group/Inclusive | SOP Index Regulation Requirement Driver
Process ID No. Units No.
to 1.5 psia, PRODUCT STORED
= Crude oil and/or condensate
GRP-IRMTB1 Storage Tanks/Vessels 70-TK-115, 70-TK- |60KB-b 40 CFR Part 60, Subpart Kb |No changing attributes.
116, 72-TK-112, TK-
114
GRP-IRMTB1 Storage Tanks/Vessels 70-TK-115, 70-TK- |60KB-c 40 CFR Part 60, Subpart Kb |No changing attributes.
116, 72-TK-112, TK-
114
GRP-IRMTB1 Storage Tanks/Vessels 70-TK-115, 70-TK- |60KB-d 40 CFR Part 60, Subpart Kb |No changing attributes.
116, 72-TK-112, TK-
114
GRP-IRMTB1 Storage Tanks/Vessels 70-TK-115, 70-TK- |63CC 40 CFR Part 63, Subpart CC |PRODUCT STORED = Refined
116, 72-TK-112, TK- petroleum products
114
GRP-IRMTB1 Storage Tanks/Vessels 70-TK-115, 70-TK- |63CC-b 40 CFR Part 63, Subpart CC |REID VAPOR PRESSURE =
116, 72-TK-112, TK- Reid vapor pressure is greater
114 than or equal to 2.0 psia,
PRODUCT STORED = Crude oil
GRP-IRMTBG Storage Tanks/Vessels 72-TK-75, TK76 Rs112-a 30 TAC Chapter 115, Storage |STORAGE CAPACITY =
of VOCs Capacity is greater than 40,000
gallons, TRUE VAPOR
PRESSURE = True vapor
pressure is less than 1.0 psia,
PRODUCT STORED = VOC
other than crude oil or
condensate
GRP-IRMTBG Storage Tanks/Vessels 72-TK-75, TK76 R5112-b 30 TAC Chapter 115, Storage |STORAGE CAPACITY =

of VOCs

Capacity is greater than 40,000
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Unit Summary

Unit/Group/
Process ID No.

Unit Type

Group/Inclusive

Units

SOP Index
No.

Regulation

Requirement Driver

gallons, TRUE VAPOR
PRESSURE = True vapor
pressure is greater than or equal
to 1.5 psia, PRODUCT STORED
= VOC other than crude oil or
condensate

GRP-IRMTBG

Storage Tanks/Vessels

72-TK-75, TK76

R5112-c

30 TAC Chapter 115, Storage
of VOCs

STORAGE CAPACITY =
Capacity is greater than 40,000
gallons, TRUE VAPOR
PRESSURE = True vapor
pressure is greater than or equal
to 1.5 psia, PRODUCT STORED
= Crude oil and/or condensate

GRP-IRMTBG

Storage Tanks/Vessels

72-TK-75, TK76

60KB-b

40 CFR Part 60, Subpart Kb

No changing attributes.

GRP-IRMTBG

Storage Tanks/Vessels

72-TK-75, TK76

60KB-c

40 CFR Part 60, Subpart Kb

No changing attributes.

GRP-IRMTBG

Storage Tanks/Vessels

72-TK-75, TK76

60KB-d

40 CFR Part 60, Subpart Kb

No changing attributes.

GRP-IRMTBG

Storage Tanks/Vessels

72-TK-75, TK76

63CC

40 CFR Part 63, Subpart CC

PRODUCT STORED = Refined
petroleum products

GRP-IRMTBG

Storage Tanks/Vessels

72-TK-75, TK76

63CC-b

40 CFR Part 63, Subpart CC

REID VAPOR PRESSURE =
Reid vapor pressure is greater
than or equal to 2.0 psia,
PRODUCT STORED = Crude oil

GRP-IRMTBQ

Storage Tanks/Vessels

83-TK-159, 83-TK-

160

R5112-a

30 TAC Chapter 115, Storage
of VOCs

STORAGE CAPACITY =
Capacity is greater than 40,000
gallons, TRUE VAPOR
PRESSURE = True vapor
pressure is less than 1.0 psia,
PRODUCT STORED = VOC
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Unit Summary

Unit/Group/ Unit Type Group/Inclusive | SOP Index Regulation Requirement Driver
Process ID No. Units No.
other than crude oil or
condensate
GRP-IRMTBQ Storage Tanks/Vessels 83-TK-159, 83-TK- [R5112-b 30 TAC Chapter 115, Storage |STORAGE CAPACITY =
160 of VOCs Capacity is greater than 40,000
gallons, TRUE VAPOR
PRESSURE = True vapor
pressure is greater than or equal
to 1.5 psia, PRODUCT STORED
= VOC other than crude oil or
condensate
GRP-IRMTBQ Storage Tanks/Vessels 83-TK-159, 83-TK- [Rz112-c 30 TAC Chapter 115, Storage |STORAGE CAPACITY =
160 of VOCs Capacity is greater than 40,000
gallons, TRUE VAPOR
PRESSURE = True vapor
pressure is greater than or equal
to 1.5 psia, PRODUCT STORED
= Crude oil and/or condensate
GRP-IRMTBQ Storage Tanks/Vessels 83-TK-159, 83-TK- [60KB-b 40 CFR Part 60, Subpart Kb |No changing attributes.
160
GRP-IRMTBQ Storage Tanks/Vessels 83-TK-159, 83-TK- [60KB-c 40 CFR Part 60, Subpart Kb |No changing attributes.
160
GRP-IRMTBQ Storage Tanks/Vessels 83-TK-159, 83-TK- |[60KB-d 40 CFR Part 60, Subpart Kb |No changing attributes.
160
GRP-IRMTBQ Storage Tanks/Vessels 83-TK-159, 83-TK- |60QQQ 40 CFR Part 60, Subpart No changing attributes.
160 QQQ
GRP-IRMTBQ Storage Tanks/Vessels 83-TK-159, 83-TK- |61FF 40 CFR Part 61, Subpart FF  |No changing attributes.
160
GRP-IRMTBQ Storage Tanks/Vessels 83-TK-159, 83-TK- |63CC 40 CFR Part 63, Subpart CC |PRODUCT STORED = Refined
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Unit Summary

Unit/Group/ Unit Type Group/Inclusive | SOP Index Regulation Requirement Driver
Process ID No. Units No.
160 petroleum products
GRP-IRMTBQ Storage Tanks/Vessels 83-TK-159, 83-TK- [63CC-b 40 CFR Part 63, Subpart CC |REID VAPOR PRESSURE =
160 Reid vapor pressure is greater
than or equal to 2.0 psia,
PRODUCT STORED = Crude oil
GRP-IRMTK1 Storage Tanks/Vessels 70-TK-100, 70-TK- |R5112-a 30 TAC Chapter 115, Storage |STORAGE CAPACITY =
104, 70-TK-139, 70- of VOCs Capacity is greater than 40,000
TK-99 gallons, TRUE VAPOR
PRESSURE = True vapor
pressure is less than 1.0 psia,
PRODUCT STORED = VOC
other than crude oil or
condensate
GRP-IRMTK1 Storage Tanks/Vessels 70-TK-100, 70-TK- |R5112-b 30 TAC Chapter 115, Storage |STORAGE CAPACITY =
104, 70-TK-139, 70- of VOCs Capacity is greater than 40,000
TK-99 gallons, TRUE VAPOR
PRESSURE = True vapor
pressure is greater than or equal
to 1.5 psia, PRODUCT STORED
= VOC other than crude oil or
condensate
GRP-IRMTK1 Storage Tanks/Vessels 70-TK-100, 70-TK- |R5112-¢ 30 TAC Chapter 115, Storage |STORAGE CAPACITY =
104, 70-TK-139, 70- of VOCs Capacity is greater than 40,000
TK-99 gallons, TRUE VAPOR
PRESSURE = True vapor
pressure is greater than or equal
to 1.5 psia, PRODUCT STORED
= Crude oil and/or condensate
GRP-IRMTK1 Storage Tanks/Vessels 70-TK-100, 70-TK- |60K-b 40 CFR Part 60, Subpart K |No changing attributes.

104, 70-TK-139, 70-
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Unit Summary

Unit/Group/ Unit Type Group/Inclusive | SOP Index Regulation Requirement Driver
Process ID No. Units No.
TK-99
GRP-IRMTK1 Storage Tanks/Vessels 70-TK-100, 70-TK- |60K-c 40 CFR Part 60, Subpart K |No changing attributes.
104, 70-TK-139, 70-
TK-99
GRP-IRMTK1 Storage Tanks/Vessels 70-TK-100, 70-TK- |[60K-d 40 CFR Part 60, Subpart K |No changing attributes.
104, 70-TK-139, 70-
TK-99
GRP-IRMTK1 Storage Tanks/Vessels 70-TK-100, 70-TK- |63CC 40 CFR Part 63, Subpart CC |No changing attributes.
104, 70-TK-139, 70-
TK-99
TK-51 Storage Tanks/Vessels N/A R5112-a 30 TAC Chapter 115, Storage |STORAGE CAPACITY =
of VOCs Capacity is greater than 40,000
gallons, TRUE VAPOR
PRESSURE = True vapor
pressure is less than 1.0 psia,
PRODUCT STORED = VOC
other than crude oil or
condensate
TK-51 Storage Tanks/Vessels N/A R5112-b 30 TAC Chapter 115, Storage |STORAGE CAPACITY =
of VOCs Capacity is greater than 40,000
gallons, TRUE VAPOR
PRESSURE = True vapor
pressure is greater than or equal
to 1.5 psia, PRODUCT STORED
= VOC other than crude oil or
condensate
TK-51 Storage Tanks/Vessels N/A R5112-¢ 30 TAC Chapter 115, Storage |STORAGE CAPACITY =

of VOCs

Capacity is greater than 40,000
gallons, TRUE VAPOR
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Unit Summary

Unit/Group/ Unit Type Group/Inclusive | SOP Index Regulation Requirement Driver
Process ID No. Units No.
PRESSURE = True vapor
pressure is greater than or equal
to 1.5 psia, PRODUCT STORED
= Crude oil and/or condensate
TK-51 Storage Tanks/Vessels N/A 60KB-b 40 CFR Part 60, Subpart Kb |No changing attributes.
TK-51 Storage Tanks/Vessels N/A 60KB-c 40 CFR Part 60, Subpart Kb |No changing attributes.
TK-51 Storage Tanks/Vessels N/A 60KB-d 40 CFR Part 60, Subpart Kb |No changing attributes.
TK-51 Storage Tanks/Vessels N/A 63CC 40 CFR Part 63, Subpart CC |PRODUCT STORED = Refined
petroleum products
TK-51 Storage Tanks/Vessels N/A 63CC-b 40 CFR Part 63, Subpart CC |REID VAPOR PRESSURE =
Reid vapor pressure is greater
than or equal to 2.0 psia,
PRODUCT STORED = Crude oil
GRPTURNJET Vacuum Producing Systems |36J01, 38J01, 47J01, | R5311a 30 TAC Chapter 115, Unit No changing attributes.
49J01, SP-1271 Turn & Vac System-Pet Ref
GRP-VACJET Vacuum Producing Systems |02J01, 02J02, R5311a 30 TAC Chapter 115, Unit CONTROL DEVICE = Any other
02J03, 02J04, Turn & Vac System-Pet Ref | vapor recovery system
02J05, 02J06
GRP-VACJET Vacuum Producing Systems |02J01, 02J02, R5311b 30 TAC Chapter 115, Unit CONTROL DEVICE =
02J03, 02J04, Turn & Vac System-Pet Ref | Smokeless flare
02J05, 02J06
APISEP Volatile Organic Compound [N/A R5131 30 TAC Chapter 115, Water |No changing attributes.
Water Separators Separation
APISEP Volatile Organic Compound [N/A 60Q0QQ 40 CFR Part 60, Subpart No changing attributes.
Water Separators QQQ
APISEP Volatile Organic Compound [N/A 60FF-a 40 CFR Part 61, Subpart FF | No changing attributes.
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Water Separators
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Applicable Requirements Summary

Unit
Group
Process
ID No.

Unit
Group
Process

Type

SOP
Index No.

Pollutant

State Rule

or Federal

Regulation
Name

Emission
Limitation,
Standard or
Equipment
Specification
Citation

Textual
Description
(See Special Term
and Condition
1.B.)

Monitoring
And Testing
Requirements

Recordkeeping
Requirements

(30 TAC
§ 122.144)

Reporting
Requirements

(30 TAC
§ 122.145)

30-B-02

EU

60Db

SO,

40 CFR Part 60,
Subpart Db

§ 60.104(a)(1)
§ 60.104

No owner or operator
subject to the provisions
of this subpart shall
burn in any fuel gas
combustion device any
fuel gas that contains
hydrogen sulfide in
excess of 230 mg/dscm
(0.10 gr/dscf). The
combustion in a flare of
process upset gases or
fuel gas that is released
to the flare as a result of
relief valve leakage or
other emergency
malfunctions is exempt
from this paragraph.

§ 60.105(a)

§ 60.105(a)(4)

§ 60.105(2)(4)(1)
§ 60.105(a)(4)(ii)
§ 60.105(a)(4)(iii)
§ 60.105(e)

§ 60.105(e)(3)(ii)
§ 60.106(a)

[G]8 60.106(e)(1)

§ 60.105(2)(4)

§ 60.105(¢€)

§ 60.105(e)(3)(iD)
§ 60.107(e)

§ 60.107(f)

30-B-02

EU

60Db

PM

40 CFR Part 60,
Subpart Db

§ 60.40b(a)

This subpart applies to
each steam generating
unit constructed,
modified, or
reconstructed after
6/19/84, and that has a
heat input capacity from
fuels combusted in the
unit > 29 MW (100
MMBtu/hr).

None

[G1§ 60.49b(d)
§ 60.49b(0)

§ 60.49b(a)
§ 60.49b(a)(1)
§ 60.49b(2)(3)

30-B-02

EU

60Db

PM
(OPACITY)

40 CFR Part 60,
Subpart Db

§ 60.40b(a)

This subpart applies to
each steam generating
unit constructed,
modified, or
reconstructed after
6/19/84, and that has a
heat input capacity from
fuels combusted in the
unit > 29 MW (100
MMBtu/hr).

None

[G1§ 60.49b(d)
§ 60.49b(0)

§ 60.49b(a)
§ 60.49b(a)(1)
§ 60.49b(a)(3)

30-B-02

EU

60Db

NOx

40 CFR Part 60,
Subpart Db

§ 60.40b(a)

This subpart applies to
each steam generating

None

[G1§ 60.49b(d)
§ 60.49b(0)

§ 60.49b(a)
§ 60.49b(a)(1)
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Applicable Requirements Summary

Unit
Group
Process
ID No.

Unit
Group
Process

Type

SOP
Index No.

Pollutant

State Rule

or Federal

Regulation
Name

Emission
Limitation,
Standard or
Equipment
Specification
Citation

Textual
Description
(See Special Term
and Condition
1.B.)

Monitoring
And Testing
Requirements

Recordkeeping
Requirements

(30 TAC
§ 122.144)

Reporting
Requirements

(30 TAC
§ 122.145)

unit constructed,
modified, or
reconstructed after
6/19/84, and that has a
heat input capacity from
fuels combusted in the
unit > 29 MW (100
MMBtu/hr).

§ 60.49b(2)(3)

30-B-03

EU

60Db

SO,

40 CFR Part 60,
Subpart Db

§ 60.104(a)(1)
§ 60.104

No owner or operator
subject to the provisions
of this subpart shall
burn in any fuel gas
combustion device any
fuel gas that contains
hydrogen sulfide in
excess of 230 mg/dscm
(0.10 gr/dscf). The
combustion in a flare of
process upset gases or
fuel gas that is released
to the flare as a result of
relief valve leakage or
other emergency
malfunctions is exempt
from this paragraph.

§ 60.105(a)

§ 60.105(2)(4)

§ 60.105(2)(4)(1)
§ 60.105(a)(4)(ii)
§ 60.105(a)(4)(iii)
§ 60.105(e)

§ 60.105(e)(3)(ii)
§ 60.106(a)

[G]8 60.106(e)(1)

§ 60.105(2)(4)

§ 60.105(e)

§ 60.105(e)(3)(iD)
§ 60.107(e)
§ 60.107(f)

30-B-03

EU

60Db

PM

40 CFR Part 60,
Subpart Db

§ 60.40b(a)

This subpart applies to
each steam generating
unit constructed,
modified, or
reconstructed after
6/19/84, and that has a
heat input capacity from
fuels combusted in the
unit > 29 MW (100
MMBtu/hr).

None

[G1§ 60.49b(d)
§ 60.49b(0)

§ 60.49b(a)
§ 60.49b(a)(1)
§ 60.49b(2)(3)

30-B-03

EU

60Db

PM
(OPACITY)

40 CFR Part 60,
Subpart Db

§ 60.40b(a)

This subpart applies to
each steam generating
unit constructed,
modified, or

None

[G1§ 60.49b(d)
§ 60.49b(0)

§ 60.49b(a)
§ 60.49b(a)(1)
§ 60.49b(a)(3)
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Applicable Requirements Summary

Unit
Group
Process
ID No.

Unit
Group
Process

Type

SOP
Index No.

Pollutant

State Rule

or Federal

Regulation
Name

Emission
Limitation,
Standard or
Equipment
Specification
Citation

Textual
Description
(See Special Term
and Condition
1.B.)

Monitoring
And Testing
Requirements

Recordkeeping
Requirements

(30 TAC
§ 122.144)

Reporting
Requirements

(30 TAC
§ 122.145)

reconstructed after
6/19/84, and that has a
heat input capacity from
fuels combusted in the
unit > 29 MW (100
MMBtu/hr).

30-B-03

EU

60DDb

NOx

40 CFR Part 60,
Subpart Db

§ 60.40b(a)

This subpart applies to
each steam generating
unit constructed,
modified, or
reconstructed after
6/19/84, and that has a
heat input capacity from
fuels combusted in the
unit > 29 MW (100
MMBtu/hr).

None

[G1§ 60.49b(d)
§ 60.49b(0)

§ 60.49b(a)
§ 60.49b(a)(1)
§ 60.49b(2)(3)

30-B-04

EU

60Db

SO,

40 CFR Part 60,
Subpart Db

§ 60.104(a)(1)
§ 60.104

No owner or operator
subject to the provisions
of this subpart shall
burn in any fuel gas
combustion device any
fuel gas that contains
hydrogen sulfide in
excess of 230 mg/dscm
(0.10 gr/dscf). The
combustion in a flare of
process upset gases or
fuel gas that is released
to the flare as a result of
relief valve leakage or
other emergency
malfunctions is exempt
from this paragraph.

§ 60.105(a)

§ 60.105(a)(4)

§ 60.105(2)(4)(1)
§ 60.105(a)(4)(ii)
§ 60.105(a)(4)(iii)
§ 60.105(e)

§ 60.105(e)(3)(ii)
§ 60.106(a)

[G]8 60.106(e)(1)

§ 60.105(2)(4)

§ 60.105(e)

§ 60.105(e)(3)(iD)
§ 60.107(e)

§ 60.107(f)

30-B-04

EU

60Db

PM

40 CFR Part 60,
Subpart Db

§ 60.40b(a)

This subpart applies to
each steam generating
unit constructed,
modified, or
reconstructed after
6/19/84, and that has a

None

[G1§ 60.49b(d)
§ 60.49b(0)

§ 60.49b(a)
§ 60.49b(a)(1)
§ 60.49b(a)(3)
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Applicable Requirements Summary

Unit Unit SopP Pollutant | State Rule Emission Textual Monitoring Recordkeeping Reporting
Group Group | Index No. or Federal Limitation, Description And Testing Requirements Requirements
Process | Process Regulation Standard or (See Special Term | Requirements
ID No. Type Name Equipment and Condition (30 TAC (30 TAC
Specification 1.B.) § 122.144) § 122.145)
Citation
heat input capacity from
fuels combusted in the
unit > 29 MW (100
MMBtu/hr).
30-B-04 EU 60Db PM 40 CFR Part 60, | § 60.40b(a) This subpart applies to | None [G]§ 60.49b(d) § 60.49b(a)
(OPACITY) | Subpart Db each steam generating § 60.49b(0) § 60.49b(a)(1)
unit constructed, § 60.49b(a)(3)
modified, or
reconstructed after
6/19/84, and that has a
heat input capacity from
fuels combusted in the
unit > 29 MW (100
MMBtu/hr).
30-B-04 EU 60Db NOx 40 CFR Part 60, | § 60.44b(1)(1) Affected facilities § 60.46b(c) [G]§ 60.48b(b) § 60.49b(a)
Subpart Db § 60.44b(h) combusting coal, oil, or | § 60.46b(e) § 60.48b(c) § 60.49b(a)(1)
§ 60.44b(1) natural gas, or a mixture | § 60.46b(e)(1) [G]§ 60.49b(d) § 60.49b(a)(3)
§ 60.46Db(a) of these fuels, or any § 60.46b(e)(3) [G]§ 60.49b(g) § 60.49b(b)
other fuels: a limit of 86 |[G]§ 60.48b(b) § 60.49b(0) § 60.49b(h)
ng/JI (0.20 lb/million § 60.48b(c) § 60.49b(i)
Btu) heat input unless § 60.48b(d) § 60.49b(V)
the affected facility § 60.48b(e) § 60.49b(w)
meets the specified [G]§ 60.48b(e)(2)
requirements. § 60.48b(e)(3)
§ 60.48b(f)
30-B-04 EU 63DDDDD 112(B) 40 CFR Part 63, | § 63.7505 The permit holder shall | The permit holder The permit holder shall | The permit holder shall
HAPS Subpart The permit holder comply with the shall comply with the | comply with the comply with the
DDDDD shall comply with the |applicable requirements |applicable monitoring [ applicable applicable reporting
applicable limitation, |of 40 CFR Part 63, and testing recordkeeping requirements of 40 CFR
standard and/or Subpart DDDDD requirements of 40 requirements of 40 Part 63, Subpart
equipment CFR Part 63, Subpart | CFR Part 63, Subpart DDDDD
specification DDDDD DDDDD
requirements of 40
CFR Part 63, Subpart
DDDDD
WWTP-FUG CD 61FF- BENZENE |40 CFR Part 61, |§ 61.349(a) For each closed-vent § 61.349(a)(1)(1) § 61.355(1)(1) None
DRAINS Subpart FF § 61.349(a)(1)(1) system and control § 61.349(e) § 61.355(1)(3)(11)(A)
§ 61.349(a)(1)(iii) device used to comply § 61.349(f) § 61.356(f)
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Applicable Requirements Summary

Unit Unit SopP Pollutant | State Rule Emission Textual Monitoring Recordkeeping Reporting
Group Group | Index No. or Federal Limitation, Description And Testing Requirements Requirements
Process | Process Regulation Standard or (See Special Term | Requirements
ID No. Type Name Equipment and Condition (30 TAC (30 TAC
Specification 1.B.) § 122.144) § 122.145)
Citation
§ 61.349(a)(1)(iv) with §§61.343-61.348, | § 61.354(d) § 61.356(f)(1)
§ 61.349(a)(2)(ii) properly design, install, |[G]§ 61.355(h) § 61.356(f)(2)()(G)
§ 61.349(b) operate, and maintain § 61.355(1)(1) [G]§ 61.356(F)(3)
§ 61.349(e) the closed-vent system | § 61.355(1)(2) § 61.356(h)
§ 61.349(f) and control device. § 61.355(1)(3)(1) § 61.356(j)
§ 61.349(g) § 61.355(1)(3)(i1) § 61.356())(1)
§ 61.355(1)(3)(i))(A) § 61.356(j)(10)
§ 61.355(1)(3)(i)(B) § 61.356(j)(2)
§ 61.355(1)(3)(i))(C) § 61.356(7)(3)
§ 61.355(1)(3)(iii)
§ 61.355(1)(3)(iv)
§ 61.355(1)(4)
GRP-NNN EP 60NNNa VOC/TOC |40 CFR Part 60, | § 60.662(a) Affected facilities shall § 60.663(f) § 60.665(b) § 60.663(f)
Subpart NNN reduce TOC emissions § 60.664(a) § 60.665(p) § 60.665(a)
by 98 weight-percent or § 60.665(b)
to a concentration of § 60.665(k)
20ppmv, whichever is § 60.665(1)
less stringent. § 60.665(p)
Introduce the stream
into the flame zone of a
boiler/process heater.
GRP-NNN EP 60NNNbDb VOC/TOC |40 CFR Part 60, | § 60.662(b) Each affected facility § 60.663(b) § 60.663(b)(2) § 60.665(a)
Subpart NNN § 60.18 shall combust the § 60.663(b)(1) § 60.665(b) § 60.665(b)
emissions in a flare that | § 60.663(b)(2) § 60.665(b)(3) § 60.665(b)(3)
meets the requirements | § 60.664(a) § 60.665(d) § 60.665(k)
of § 60.18. § 60.664(d) § 60.665(f) § 60.665(1)
[G]§ 60.664(¢) § 60.665(1)(2)
§ 60.665(1)(4)
02-V-12 EP R5121 vOoC 30 TAC Chapter | § 115.121(b) In Nueces and Victoria | [G]§ 115.125 §115.126 None
115, Vent Gas § 115.122(b) Counties, any process § 115.126(2) § 115.126(2)
Controls § 115.122(b)(2) vent containing one or ** See Periodic
more VOC or classes of [ Monitoring Summary
VOC specified in
§115.121 (b)(1)-(3), shall
be controlled properly in
accordance with
§115.122(b).
02-V-12 EP 63CC 112(B) 40 CFR Part 63, | § 63.643(a) The owner or operator | § 63.116(a)(2) § 63.642(e) § 63.642(f)
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Applicable Requirements Summary

Unit Unit SopP Pollutant | State Rule Emission Textual Monitoring Recordkeeping Reporting
Group Group | Index No. or Federal Limitation, Description And Testing Requirements Requirements
Process | Process Regulation Standard or (See Special Term | Requirements
ID No. Type Name Equipment and Condition (30 TAC (30 TAC
Specification 1.B.) § 122.144) § 122.145)
Citation
HAPS Subpart CC § 63.11(b) of a Group 1 § 63.116(a)(3) § 63.655(h)(1) [G]§ 63.655(e)
§ 63.643(a)(1) miscellaneous process § 63.644(a) § 63.655(1)(5) § 63.655(f)
vent as defined in § 63.644(a)(2) § 63.655(f)(1)(ii)
§63.641 shall comply § 63.644(e) [G]8§ 63.655(f)(1)(iv)
with the requirements of | § 63.645(a) [G]§ 63.655(F)(2)
either §63.643(a)(1)-(2). | § 63.645(i) § 63.655(f)(4)
§ 63.655(8)
§ 63.655(g)(6)
§ 63.655(h)
§ 63.655(h)(1)
38-V-54 EP R5121 voC 30 TAC Chapter | § 115.121(b) In Nueces and Victoria | [G]§ 115.125 § 115.126 None
115, Vent Gas § 115.122(b) Counties, any process § 115.126(2) § 115.126(2)
Controls § 115.122(b)(3) vent containing one or ** See Periodic
more VOC or classes of | Monitoring Summary
VOC specified in
§115.121 (b)(1)-(3), shall
be controlled properly in
accordance with
§115.122(b).
38-V-54 EP 63CC 112(B) 40 CFR Part 63, | § 63.643(a) The owner or operator | § 63.644(a) § 63.642(e) § 63.642(f)
HAPS Subpart CC § 63.116(b) of a Group 1 § 63.644(a)(3) § 63.655(h)(1) § 63.644(d)
§ 63.643(a)(2) miscellaneous process § 63.644(d) § 63.655(1)(5) [G]§ 63.655(e)
§ 63.643(b) vent as defined in § 63.644(e) § 63.655(f)
§63.641 shall comply § 63.645(a) § 63.655(f)(1)(ii)
with the requirements of [G]§ 63.655(F)(2)
either §63.643(a)(1)-(2). [GI8 63.655(f)(3)
§ 63.655(f)(4)
§ 63.655(h)
§ 63.655(h)(1)
38-V-55 EP R5121 vOoC 30 TAC Chapter | § 115.121(b) In Nueces and Victoria | [G]§ 115.125 § 115.126 None
115, Vent Gas § 115.122(b) Counties, any process § 115.126(2) § 115.126(2)
Controls § 115.122(b)(3) vent containing one or ** See Periodic

more VOC or classes of
VOC specified in
§115.121 (b)(1)-(3), shall
be controlled properly in
accordance with
§115.122(b).

Monitoring Summary
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Applicable Requirements Summary

Unit Unit SopP Pollutant | State Rule Emission Textual Monitoring Recordkeeping Reporting
Group Group | Index No. or Federal Limitation, Description And Testing Requirements Requirements
Process | Process Regulation Standard or (See Special Term | Requirements
ID No. Type Name Equipment and Condition (30 TAC (30 TAC
Specification 1.B.) § 122.144) § 122.145)
Citation
38-V-55 EP 63CC 112(B) 40 CFR Part 63, | § 63.643(a) The owner or operator | § 63.644(a) § 63.642(e) § 63.642(f)
HAPS Subpart CC § 63.116(b) of a Group 1 § 63.644(a)(3) § 63.655(h)(1) § 63.644(d)
§ 63.643(a)(2) miscellaneous process § 63.644(d) § 63.655(1)(5) [G]§ 63.655(e)
§ 63.643(b) vent as defined in § 63.644(e) § 63.655(f)
§63.641 shall comply § 63.645(a) § 63.655(f)(1)(ii)
with the requirements of [G]§ 63.655(F)(2)
either §63.643(a)(1)-(2). [G18 63.655(1)(3)
§ 63.655(1)(4)
§ 63.655(h)
§ 63.655(h)(1)
44-V-01 EP R5121 voC 30 TAC Chapter | § 115.121(b) In Nueces and Victoria | [G]§ 115.125 § 115.126 None
115, Vent Gas § 115.122(b) Counties, any process § 115.126(2) § 115.126(2)
Controls § 115.122(b)(2) vent containing one or ** See Periodic
more VOC or classes of | Monitoring Summary
VOC specified in
§115.121 (b)(1)-(3), shall
be controlled properly in
accordance with
§115.122(b).
44-V-01 EP 63CCa 112(B) 40 CFR Part 63, | § 63.643(a) The owner or operator | § 63.116(a)(2) § 63.642(e) § 63.642(f)
HAPS Subpart CC § 63.11(b) of a Group 1 § 63.116(a)(3) § 63.655(h)(1) [G]§ 63.655(e)
§ 63.643(a)(1) miscellaneous process § 63.644(a) § 63.655(1)(5) § 63.655(f)
vent as defined in § 63.644(a)(2) § 63.655(f)(1)(ii)
§63.641 shall comply § 63.644(e) [G]§ 63.655(f)(1)(iv)
with the requirements of | § 63.645(a) [G]§ 63.655(F)(2)
either §63.643(a)(1)-(2). | § 63.645(i) § 63.655(f)(4)
§ 63.655(8)
§ 63.655(g)(6)
§ 63.655(h)
§ 63.655(h)(1)
47-V-02 EP R5121 vOoC 30 TAC Chapter | § 115.121(b) In Nueces and Victoria | [G]§ 115.125 §115.126 None
115, Vent Gas § 115.122(b) Counties, any process § 115.126(2) § 115.126(2)
Controls § 115.122(b)(3) vent containing one or ** See Periodic

more VOC or classes of
VOC specified in
§115.121 (b)(1)-(3), shall
be controlled properly in
accordance with
§115.122(b).

Monitoring Summary
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Applicable Requirements Summary

Unit Unit SopP Pollutant | State Rule Emission Textual Monitoring Recordkeeping Reporting
Group Group | Index No. or Federal Limitation, Description And Testing Requirements Requirements
Process | Process Regulation Standard or (See Special Term | Requirements
ID No. Type Name Equipment and Condition (30 TAC (30 TAC
Specification 1.B.) § 122.144) § 122.145)
Citation
47-V-02 EP 63CC 112(B) 40 CFR Part 63, | § 63.643(a) The owner or operator | § 63.644(a) § 63.642(e) § 63.642(f)
HAPS Subpart CC § 63.116(b) of a Group 1 § 63.644(a)(3) § 63.655(h)(1) § 63.644(d)
§ 63.643(a)(2) miscellaneous process § 63.644(d) § 63.655(1)(5) [G]§ 63.655(e)
§ 63.643(b) vent as defined in § 63.644(e) § 63.655(f)
§63.641 shall comply § 63.645(a) § 63.655(f)(1)(ii)
with the requirements of [G]§ 63.655(F)(2)
either §63.643(a)(1)-(2). [G18 63.655(1)(3)
§ 63.655(1)(4)
§ 63.655(h)
§ 63.655(h)(1)
48-V-01 EP R5121 voC 30 TAC Chapter | § 115.121(b) In Nueces and Victoria | [G]§ 115.125 § 115.126 None
115, Vent Gas § 115.122(b) Counties, any process § 115.126(2) § 115.126(2)
Controls § 115.122(b)(3) vent containing one or ** See Periodic
more VOC or classes of | Monitoring Summary
VOC specified in
§115.121 (b)(1)-(3), shall
be controlled properly in
accordance with
§115.122(b).
48-V-01 EP 63CC 112(B) 40 CFR Part 63, | § 63.643(a) The owner or operator | § 63.644(a) § 63.642(e) § 63.642(f)
HAPS Subpart CC § 63.116(b) of a Group 1 § 63.644(a)(3) § 63.655(h)(1) § 63.644(d)
§ 63.643(a)(2) miscellaneous process § 63.644(d) § 63.655(1)(5) [G]§ 63.655(e)
§ 63.643(b) vent as defined in § 63.644(e) § 63.655(f)
§63.641 shall comply § 63.645(a) § 63.655(f)(1)(ii)
with the requirements of [G]§ 63.655(F)(2)
either §63.643(a)(1)-(2). [GI8 63.655(f)(3)
§ 63.655(f)(4)
§ 63.655(h)
§ 63.655(h)(1)
49-V-01 EP R5121 vOoC 30 TAC Chapter | § 115.121(b) In Nueces and Victoria | [G]§ 115.125 §115.126 None
115, Vent Gas § 115.122(b) Counties, any process § 115.126(2) § 115.126(2)
Controls § 115.122(b)(2) vent containing one or ** See Periodic

more VOC or classes of
VOC specified in
§115.121 (b)(1)-(3), shall
be controlled properly in
accordance with
§115.122(b).

Monitoring Summary
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Applicable Requirements Summary

Unit Unit SopP Pollutant | State Rule Emission Textual Monitoring Recordkeeping Reporting
Group Group | Index No. or Federal Limitation, Description And Testing Requirements Requirements
Process | Process Regulation Standard or (See Special Term | Requirements
ID No. Type Name Equipment and Condition (30 TAC (30 TAC
Specification 1.B.) § 122.144) § 122.145)
Citation
49-V-01 EP 63CC 112(B) 40 CFR Part 63, | § 63.643(a) The owner or operator | § 63.116(a)(2) § 63.642(e) § 63.642(f)
HAPS Subpart CC § 63.11(b) of a Group 1 § 63.116(a)(3) § 63.655(h)(1) [G]§ 63.655(e)
§ 63.643(a)(1) miscellaneous process § 63.644(a) § 63.655(1)(5) § 63.655(f)
vent as defined in § 63.644(a)(2) § 63.655(f)(1)(ii)
§63.641 shall comply § 63.644(e) [G]8§ 63.655(f)(1)(iv)
with the requirements of | § 63.645(a) [G]§ 63.655(F)(2)
either §63.643(a)(1)-(2). | § 63.645(i) § 63.655(f)(4)
§63.655(g)
§ 63.655(8)(6)
§ 63.655(h)
§63.655(h)(1)
GRP-EPN118 EP R5121 voC 30 TAC Chapter | § 115.121(b) In Nueces and Victoria | [G]§ 115.125 § 115.126 None
115, Vent Gas § 115.122(b) Counties, any process § 115.126(2) § 115.126(2)
Controls § 115.122(b)(3) vent containing one or ** See Periodic
more VOC or classes of | Monitoring Summary
VOC specified in
§115.121 (b)(1)-(3), shall
be controlled properly in
accordance with
§115.122(b).
GRP-EPN118 EP Rs5121a vOC 30 TAC Chapter | § 115.121(b) In Nueces and Victoria | [G]§ 115.125 §115.126 None
115, Vent Gas § 115.122(b) Counties, any process § 115.126(2) § 115.126(2)
Controls § 115.122(b)(3) vent containing one or ** See Periodic
more VOC or classes of | Monitoring Summary
VOC specified in
§115.121 (b)(1)-(3), shall
be controlled properly in
accordance with
§115.122(b).
GRP-EPN121 EU Ri1151 PM 30 TAC Chapter | § 111.151(a) No person may cause, ** See CAM Summary | None None
111, § 111.151(c) suffer, allow, or permit
Nonagricultural emissions of particulate
Processes matter from any source

to exceed the allowable
rates specified in
§111.151, except as
provided by §111.153.
[§111.151(a)-(c)]
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Applicable Requirements Summary

Unit Unit SopP Pollutant | State Rule Emission Textual Monitoring Recordkeeping Reporting
Group Group | Index No. or Federal Limitation, Description And Testing Requirements Requirements
Process | Process Regulation Standard or (See Special Term | Requirements
ID No. Type Name Equipment and Condition (30 TAC (30 TAC
Specification 1.B.) § 122.144) § 122.145)
Citation
GRP-EPN121 EP Ri111 OPACITY 30 TAC Chapter | § 111.111(a)(1)(B) Visible emissions from | [G]§ 111.111(a)(1)(F) None None
111, Visible § 111.111(a) (1) (E) any stationary vent shall | ** See CAM Summary
Emissions § 111.111(a)(3) not exceed an opacity of
20% averaged over a six
minute period for any
source on which
construction was begun
after January 31, 1972.
GRP-EPN126A | EP R5121 voC 30 TAC Chapter | § 115.121(b) In Nueces and Victoria | [G]§ 115.125 § 115.126 None
115, Vent Gas § 115.122(b) Counties, any process § 115.126(2) § 115.126(2)
Controls § 115.122(b)(2) vent containing one or ** See Periodic
more VOC or classes of | Monitoring Summary
VOC specified in
§115.121 (b)(1)-(3), shall
be controlled properly in
accordance with
§115.122(b).
GRP-EPN126A | EP 63CC 112(B) 40 CFR Part 63, | § 63.643(a) The owner or operator | § 63.116(a)(2) § 63.642(e) § 63.642(f)
HAPS Subpart CC § 63.11(b) of a Group 1 § 63.116(a)(3) § 63.655(h)(1) [G]§ 63.655(e)
§ 63.643(a)(1) miscellaneous process § 63.644(a) § 63.655(1)(5) § 63.655(f)
vent as defined in § 63.644(a)(2) § 63.655(f)(1)(ii)
§63.641 shall comply § 63.644(e) [G]§ 63.655(f)(1)(iv)
with the requirements of | § 63.645(a) [G]§ 63.655(F)(2)
either §63.643(a)(1)-(2). | § 63.645(i) § 63.655(f)(4)
§ 63.655(8)
§ 63.655(2)(6)
§ 63.655(h)
§ 63.655(h)(1)
GRP-EPN126B | EP R5121 vOoC 30 TAC Chapter | § 115.121(b) In Nueces and Victoria | [G]§ 115.125 §115.126 None
115, Vent Gas § 115.122(b) Counties, any process § 115.126(2) § 115.126(2)
Controls § 115.122(b)(2) vent containing one or ** See Periodic
more VOC or classes of [ Monitoring Summary
VOC specified in
§115.121 (b)(1)-(3), shall
be controlled properly in
accordance with
§115.122(b).
GRP-EPN126B | EP Rs5121a vOoC 30 TAC Chapter | § 115.121(b) In Nueces and Victoria | [G]§ 115.125 §115.126 None
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Applicable Requirements Summary

Unit Unit SopP Pollutant | State Rule Emission Textual Monitoring Recordkeeping Reporting
Group Group | Index No. or Federal Limitation, Description And Testing Requirements Requirements
Process | Process Regulation Standard or (See Special Term | Requirements
ID No. Type Name Equipment and Condition (30 TAC (30 TAC
Specification 1.B.) § 122.144) § 122.145)
Citation
115, Vent Gas § 115.122(b) Counties, any process § 115.126(2) § 115.126(2)
Controls § 115.122(b)(3) vent containing one or ** See Periodic
more VOC or classes of | Monitoring Summary
VOC specified in
§115.121 (b)(1)-(3), shall
be controlled properly in
accordance with
§115.122(b).
GRP-EPN126B | EP 63CCa 112(B) 40 CFR Part 63, | § 63.643(a) The owner or operator | § 63.116(a)(2) § 63.642(e) § 63.642(f)
HAPS Subpart CC § 63.11(b) of a Group 1 § 63.116(a)(3) § 63.655(h)(1) [G]§ 63.655(e)
§ 63.643(a)(1) miscellaneous process § 63.644(a) § 63.655(1)(5) § 63.655(f)
vent as defined in § 63.644(a)(2) § 63.655(f)(1)(ii)
§63.641 shall comply § 63.644(e) [G]8§ 63.655(f)(1)(iv)
with the requirements of | § 63.645(a) [G]§ 63.655(F)(2)
either §63.643(a)(1)-(2). | § 63.645(i) § 63.655(f)(4)
§ 63.655(8)
§ 63.655(g)(6)
§ 63.655(h)
§ 63.655(h)(1)
GRP-EPN126B | EP 63CCb 112(B) 40 CFR Part 63, | § 63.643(a) The owner or operator | § 63.644(a) § 63.642(e) § 63.642(f)
HAPS Subpart CC § 63.116(b) of a Group 1 § 63.644(a)(3) § 63.655(h)(1) § 63.644(d)
§ 63.643(a)(2) miscellaneous process § 63.644(d) § 63.655(1)(5) [G]§ 63.655(e)
§ 63.643(b) vent as defined in § 63.644(e) § 63.655(f)
§63.641 shall comply § 63.645(a) § 63.655(f)(1)(ii)
with the requirements of [G]§ 63.655(F)(2)
either §63.643(a)(1)-(2). [G1§ 63.655(1)(3)
§ 63.655(f)(4)
§ 63.655(h)
§ 63.655(h)(1)
GRP-EPN135 | EP R5121 vOoC 30 TAC Chapter | § 115.121(b) In Nueces and Victoria | [G]§ 115.125 §115.126 None
115, Vent Gas § 115.122(b) Counties, any process § 115.126(2) § 115.126(2)
Controls § 115.122(b)(2) vent containing one or ** See Periodic

more VOC or classes of
VOC specified in
§115.121 (b)(1)-(3), shall
be controlled properly in
accordance with
§115.122(b).

Monitoring Summary
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Applicable Requirements Summary

Unit Unit SopP Pollutant | State Rule Emission Textual Monitoring Recordkeeping Reporting
Group Group | Index No. or Federal Limitation, Description And Testing Requirements Requirements
Process | Process Regulation Standard or (See Special Term | Requirements
ID No. Type Name Equipment and Condition (30 TAC (30 TAC
Specification 1.B.) § 122.144) § 122.145)
Citation
GRP-EPN135 EP 63CCa 112(B) 40 CFR Part 63, | § 63.643(a) The owner or operator | § 63.116(a)(2) § 63.642(e) § 63.642(f)
HAPS Subpart CC § 63.11(b) of a Group 1 § 63.116(a)(3) § 63.655(h)(1) [G]§ 63.655(e)
§ 63.643(a)(1) miscellaneous process § 63.644(a) § 63.655(1)(5) § 63.655(f)
vent as defined in § 63.644(a)(2) § 63.655(f)(1)(ii)
§63.641 shall comply § 63.644(e) [G]8§ 63.655(f)(1)(iv)
with the requirements of | § 63.645(a) [G]§ 63.655(F)(2)
either §63.643(a)(1)-(2). | § 63.645(i) § 63.655(f)(4)
§ 63.655(8)
§ 63.655(8)(6)
§ 63.655(h)
§ 63.655(h)(1)
13-H-01A EU 60J HYDROGE (40 CFR Part 60, | § 60.104(a)(1) No owner or operator § 60.105(a) § 60.105(a) § 60.105(€)
N SULFIDE [ Subpart J § 60.104 subject to the provisions | § 60.105(a)(4) § 60.105(a)(4) § 60.105(€)(3)(ii)
§ 60.104(a) of this subpart shall § 60.105(a)(4)(1) § 60.105(a)(4)(1) § 60.107(f)
burn in any fuel gas § 60.105(a)(4)(ii) § 60.105(a)(4)(ii) § 60.107(g)
combustion device any | § 60.105(a)(4)(iii) § 60.105(a)(4)(iii)
fuel gas that contains § 60.105(e)
hydrogen sulfide in § 60.105(e)(3) (i)
excess of 230 mg/dscm | § 60.106(a)
(0.10 gr/dscf). The [G]8 60.106(e)(1)
combustion in a flare of
process upset gases or
fuel gas that is released
to the flare as a result of
relief valve leakage or
other emergency
malfunctions is exempt
from this paragraph.
13-H-01A EU 60J-low HYDROGE (40 CFR Part 60, | § 60.104(a)(1) No owner or operator § 60.105(a) § 60.105(a) [G]§ 60.105(b)
N SULFIDE [ Subpart J § 60.104 subject to the provisions |[G]§ 60.105(a)(4)(iv) [ [GI]§ 60.105(a)(4)(iv) § 60.105(¢e)
§ 60.104(a) of this subpart shall [G]§ 60.105(b) § 60.107(e) § 60.107(f)
burn in any fuel gas § 60.105(e) § 60.107(g)
combustion device any | § 60.106(a)

fuel gas that contains
hydrogen sulfide in
excess of 230 mg/dscm
(0.10 gr/dscf). The
combustion in a flare of
process upset gases or

[G]8§ 60.106(e)(1)
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Applicable Requirements Summary

Unit Unit SopP Pollutant | State Rule Emission Textual Monitoring Recordkeeping Reporting
Group Group | Index No. or Federal Limitation, Description And Testing Requirements Requirements
Process | Process Regulation Standard or (See Special Term | Requirements
ID No. Type Name Equipment and Condition (30 TAC (30 TAC
Specification 1.B.) § 122.144) § 122.145)
Citation
fuel gas that is released
to the flare as a result of
relief valve leakage or
other emergency
malfunctions is exempt
from this paragraph.
13-H-01B EU 60J HYDROGE (40 CFR Part 60, | § 60.104(a)(1) No owner or operator § 60.105(a) § 60.105(a) § 60.105(¢€)
N SULFIDE [ Subpart J § 60.104 subject to the provisions | § 60.105(a)(4) § 60.105(a)(4) § 60.105(€)(3)(ii)
§ 60.104(a) of this subpart shall § 60.105(a)(4)(1) § 60.105(a)(4)(1) § 60.107(f)
burn in any fuel gas § 60.105(a)(4)(ii) § 60.105(a)(4)(ii) § 60.107(g)
combustion device any | § 60.105(a)(4)(iii) § 60.105(a)(4)(iii)
fuel gas that contains § 60.105(e)
hydrogen sulfide in § 60.105(e)(3)(ii)
excess of 230 mg/dscm | § 60.106(a)
(0.10 gr/dscf). The [G]8 60.106(e)(1)
combustion in a flare of
process upset gases or
fuel gas that is released
to the flare as a result of
relief valve leakage or
other emergency
malfunctions is exempt
from this paragraph.
13-H-01B EU 60J-low HYDROGE | 40 CFR Part 60, | § 60.104(a)(1) No owner or operator § 60.105(a) § 60.105(a) [G]§ 60.105(b)
N SULFIDE [ Subpart J § 60.104 subject to the provisions |[G]§ 60.105(a)(4)(iv) [[GI]§ 60.105(a)(4)(iv) § 60.105(e)
§ 60.104(a) of this subpart shall [G]§ 60.105(b) § 60.107(e) § 60.107(f)
burn in any fuel gas § 60.105(e) § 60.107(g)
combustion device any | § 60.106(a)

fuel gas that contains
hydrogen sulfide in
excess of 230 mg/dscm
(0.10 gr/dscf). The
combustion in a flare of
process upset gases or
fuel gas that is released
to the flare as a result of
relief valve leakage or
other emergency
malfunctions is exempt

[G]8 60.106(e)(1)
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Applicable Requirements Summary

Unit Unit SopP Pollutant | State Rule Emission Textual Monitoring Recordkeeping Reporting
Group Group | Index No. or Federal Limitation, Description And Testing Requirements Requirements
Process | Process Regulation Standard or (See Special Term | Requirements
ID No. Type Name Equipment and Condition (30 TAC (30 TAC
Specification 1.B.) § 122.144) § 122.145)
Citation
from this paragraph.
13-H-01C EU 60J HYDROGE (40 CFR Part 60, | § 60.104(a)(1) No owner or operator § 60.105(a) § 60.105(a) § 60.105(¢€)
N SULFIDE [ Subpart J § 60.104 subject to the provisions | § 60.105(a)(4) § 60.105(a)(4) § 60.105(€)(3)(ii)
§ 60.104(a) of this subpart shall § 60.105(a)(4)(1) § 60.105(a)(4)(1) § 60.107(f)
burn in any fuel gas § 60.105(a)(4)(ii) § 60.105(a)(4)(ii) § 60.107(g)
combustion device any | § 60.105(a)(4)(iii) § 60.105(a)(4)(iii)
fuel gas that contains § 60.105(e)
hydrogen sulfide in § 60.105(e)(3)(ii)
excess of 230 mg/dscm | § 60.106(a)
(0.10 gr/dscf). The [G]8 60.106(e)(1)
combustion in a flare of
process upset gases or
fuel gas that is released
to the flare as a result of
relief valve leakage or
other emergency
malfunctions is exempt
from this paragraph.
13-H-01C EU 60J-low HYDROGE |40 CFR Part 60, | § 60.104(a)(1) No owner or operator § 60.105(a) § 60.105(a) [G]§ 60.105(b)
N SULFIDE [ Subpart J § 60.104 subject to the provisions | [G]§ 60.105(a)(4)(iv) [[G]§ 60.105(a)(4)(iv) § 60.105(e)
§ 60.104(a) of this subpart shall [G]§ 60.105(b) § 60.107(e) § 60.107(f)
burn in any fuel gas § 60.105(e) § 60.107(g)
combustion device any | § 60.106(a)
fuel gas that contains [G]8 60.106(e)(1)
hydrogen sulfide in
excess of 230 mg/dscm
(0.10 gr/dscf). The
combustion in a flare of
process upset gases or
fuel gas that is released
to the flare as a result of
relief valve leakage or
other emergency
malfunctions is exempt
from this paragraph.
24-ST-01 EU 60J SO2 40 CFR Part 60, | § 60.104(b)(1) For each affected fluid § 60.105(a) § 60.105(a) § 60.107(a)
Subpart J § 60.104 catalytic cracking unit § 60.105(a)(10) § 60.105(a)(10) § 60.107(c)
§ 60.104(b) catalyst regenerator with | § 60.105(a)(11) § 60.105(a)(11) [G]§ 60.107(c)(1)
§ 60.104(c) an add-on control [G]§ 60.105(a)(12) [G]§ 60.105(a)(13) § 60.107(c)(2)
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Applicable Requirements Summary

Unit Unit SopP Pollutant | State Rule Emission Textual Monitoring Recordkeeping Reporting
Group Group | Index No. or Federal Limitation, Description And Testing Requirements Requirements
Process | Process Regulation Standard or (See Special Term | Requirements
ID No. Type Name Equipment and Condition (30 TAC (30 TAC
Specification 1.B.) § 122.144) § 122.145)
Citation
§ 60.104(d) device, reduce sulfur [G]§ 60.105(a)(13) [G]§ 60.105(a)(9) [G]§ 60.107(c)(3)
dioxide emissions to the |[G]§ 60.105(a)(9) § 60.107(b) [G]§ 60.107(c)(4)
atmosphere by 90 § 60.106(a) [G]§ 60.107(b)(1) § 60.107(d)
percent or maintain § 60.106(g) § 60.107(b)(4) § 60.107(e)
sulfur dioxide emissions | [G]§ 60.106(h) § 60.107(f)
to the atmosphere less [G]8 60.106(k) § 60.107(g)
than or equal to 50 ppm | § 60.108(a)
by volume, whichever is | § 60.108(c)
less stringent. § 60.108(d)
§ 60.108(e)
24-ST-01 EU 60J CcO 40 CFR Part 60, | § 60.103(a) No owner or operator § 60.105(a) § 60.105(a) § 60.105(¢€)
Subpart J § 60.103 shall discharge or cause |[G]§ 60.105(a)(2) [G]§ 60.105(a)(2) § 60.105(e)(2)
the discharge into the § 60.105(c) § 60.105(¢c) § 60.107(f)
atmosphere from any § 60.105(e) § 60.107(g)
fluid catalytic cracking § 60.105(e)(2)
unit catalyst regenerator | § 60.106(a)
any gases that contain § 60.106(d)
carbon monoxide (CO)
in excess of 500 ppm by
volume (dry basis).
24-ST-01 EU 60J PM 40 CFR Part 60, | § 60.102(a)(1) No owner or operator § 60.105(c) § 60.105(¢) None
Subpart J § 60.102 subject to the provisions | § 60.106(a)
§ 60.102(a) of this subpart shall [G]§ 60.106(b)
discharge or cause the ** See CAM Summary
discharge into the
atmosphere from any
fluid catalytic cracking
unit catalyst regenerator
particulate matter in
excess of 1.0 kg/Mg (2.0
Ib/ton) of coke burn-off
in the catalyst
regenerator.
24-ST-01 EU 60J PM 40 CFR Part 60, | § 60.102(a)(2) No owner or operator § 60.105(a) § 60.105(a) § 60.105(¢€)
(OPACITY) |SubpartJ § 60.102 subject to the provisions | § 60.105(a)(1) § 60.105(a)(1) § 60.105(e)(1)
§ 60.102(a) of this subpart shall § 60.105(¢c) § 60.105(c¢) § 60.107(f)
discharge or cause the § 60.105(e) § 60.107(g)
discharge into the § 60.105(e)(1)
atmosphere from any § 60.106(a)

Revised - Draft Page 87




Applicable Requirements Summary

Unit Unit SopP Pollutant | State Rule Emission Textual Monitoring Recordkeeping Reporting
Group Group | Index No. or Federal Limitation, Description And Testing Requirements Requirements
Process | Process Regulation Standard or (See Special Term | Requirements
ID No. Type Name Equipment and Condition (30 TAC (30 TAC
Specification 1.B.) § 122.144) § 122.145)
Citation
fluid catalytic cracking [G]§ 60.106(b)
unit catalyst regenerator | ** See CAM Summary
gases exhibiting greater | *See Alternative
than 30 percent opacity, | Requirement
except for one six-
minute average opacity
reading in any one hour
period.
24-ST-01 EU 63U0UU (¢0] 40 CFR Part 63, | § 63.1565(a)(1)- For each new and § 63.1565(b)(1) § 63.1565(b)(1)- § 63.1565(b)(5)
Subpart UUU Table8.1 existing CCU subject to | § 63.1565(b)(1)- Table10.1 § 63.1565(b)(6)
§ 63.1565(a)(1) the NSPS for CO in 40 Table10.1 § 63.1570(c) § 63.1570(f)
§ 63.1565(a)(2) CFR §60.103 or electing | § 63.1565(c)(1)- [G]§ 63.1576(a) § 63.1571(a)
§ 63.1565(a)(2)- to comply with the NSPS | Table13.1 [G]§ 63.1576(b) [G]§ 63.1574(a)
Tableg.1 requirements (Option 1), | § 63.1565(c)(1)- § 63.1576(d) § 63.1574(d)
§ 63.1565(2)(3) CO emissions from the | Tablei4.1 § 63.1576(e) § 63.1574(d)-Tableq2.1
§ 63.1565(a)(4) catalyst regenerator vent | [G]§ 63.1571(b) § 63.1576(f) § 63.1574(d)-Table42.2
§ 63.1565(b)(3) or CO boiler serving the | § 63.1572(a) § 63.1576(g) § 63.1574(d)-Table42.3
§ 63.1565(b)(4) CCU must not exceed § 63.1572(a)(1) § 63.1576(h) § 63.1575(a)
§ 63.1565(b)(4)- 500 parts per million § 63.1572(a)(1)- § 63.1576(1) § 63.1575(a)-Table43.1
Table12.1 volume (ppmv) (dry Table4o0.2 [G]§ 63.1575(b)
§ 63.1565(c)(1) basis). § 63.1572(a)(2) [GI8 63.1575(c)
§ 63.1565(c)(2) § 63.1572(a)(3) [GI8 63.1575(e)
§ 63.1570(a) § 63.1572(a)(4) [GI8 63.1575()
§ 63.1570(c) [GI8 63.1572(d) § 63.1575(g)
§ 63.1570(d) [G1§ 63.1573(2)(2) [G]§ 63.1575(h)
§ 63.1570(g) [GI8 63.1575(1)
[GI8 63.1571(e)
24-ST-01 EU 63U0UU PM 40 CFR Part 63, | § 63.1564(a)(1)- For each new or existing | § 63.1564(c)(1)- § 63.1564(c)(2) § 63.1564(b)(6)
Subpart UUU Table1.1 CCU subject to NSPS for | Table6.1.a.i § 63.1570(c) § 63.1564(b)(7)

§ 63.1564(a)(1)
§ 63.1564(2)(3)
§ 63.1564(a)(4)
§ 63.1564(b)(5)
§ 63.1564(b)(5)-
Tables.1

§ 63.1570(a)

§ 63.1570(c)

§ 63.1570(d)

§ 63.1570(g)

PM in 40 CFR §60.102,
PM emissions must not
exceed 1.0 kg/1,000 kg
(1.01b/1,000 1bs) of
coke burn-off in the
catalyst regenerator and,
if applicable, the
incremental rate of PM
emissions must not
exceed 43.0 g/GJ (0.10

[G]§ 63.1572(d)

[G]§ 63.1576(a)
§ 63.1576(d)
§ 63.1576(e)
§ 63.1576(f)
§ 63.1576(g)
§ 63.1576(h)
§ 63.1576(i)

§ 63.1570(f)

§ 63.1573()(3)

[G1§ 63.1574(a)

§ 63.1574(d)

§ 63.1574(d)-Tableg42.1
§ 63.1574(d)-Tableg2.2
§ 63.1574(d)-Table42.3
§ 63.1575(a)

§ 63.1575(a)-Table43.1
[G1§ 63.1575(b)
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Applicable Requirements Summary

Unit Unit SopP Pollutant | State Rule Emission Textual Monitoring Recordkeeping Reporting
Group Group | Index No. or Federal Limitation, Description And Testing Requirements Requirements
Process | Process Regulation Standard or (See Special Term | Requirements
ID No. Type Name Equipment and Condition (30 TAC (30 TAC
Specification 1.B.) § 122.144) § 122.145)
Citation
[G]§ 63.1573(D)(1) Ib/MMBtu) of heat [G1§ 63.1575(c)
§ 63.1573()(2) input attributable to [G1§ 63.1575(d)
auxiliary or [GI§ 63.1575(f)
supplemental fired § 63.1575(g)
liquid or solid fossil fuel. [G]§ 63.1575(h)
[G]§ 63.1575(1)
24-ST-01 EU 63UUU PM 40 CFR Part 63, | § 63.1564(a)(1)- For each new or existing | § 63.1564(c)(1)- § 63.1564(c)(2) § 63.1564(b)(6)
(OPACITY) |Subpart UUU Table1.1 CCU subject to NSPS for | Table6.1.a.i § 63.1570(c) § 63.1564(b)(7)
§ 63.1564(a)(1) PM in 40 CFR §60.102, |[G]§ 63.1572(d) [G]§ 63.1576(a) § 63.1570(f)
§ 63.1564(a)(1) opacity of emissions [G]§ 63.1576(b) § 63.1573(H)(3)
§ 63.1564(a)(3) must not exceed 30%, § 63.1576(d) [G]§ 63.1574(a)
§ 63.1564(a)(4) except for one 6-minute § 63.1576(e) § 63.1574(d)
§ 63.1564(b)(5) average opacity reading § 63.1576(f) § 63.1574(d)-Tableg42.1
§ 63.1564(b)(5)- in any 1-hour period. § 63.1576(g) § 63.1574(d)-Tableg42.2
Tables.1 § 63.1576(h) § 63.1574(d)-Table42.3
§ 63.1570(b) § 63.1576(i) § 63.1575(a)
§ 63.1570(c) § 63.1575(a)-Table43.1
§ 63.1570(d) [G]§ 63.1575(b)
§ 63.1570(g) [G]8 63.1575(c)
[GI8 63.1573(f)(1) [GI8 63.1575(d)
§ 63.1573(f)(2) [GI8 63.1575(f)
§ 63.1575(g)
[G]§ 63.1575(h)
[G]§ 63.1575(1)
30-B-04 EU 60Ja SO2 40 CFR Part 60, | § 60.100a(a) The permit holder shall | The permit holder The permit holder shall | The permit holder shall
Subpart Ja The permit holder comply with the shall comply with the | comply with the comply with the
shall comply with the [ applicable requirements [applicable monitoring [applicable applicable reporting
applicable limitation, |of 40 CFR Part 60, and testing recordkeeping requirements of 40 CFR
standard and/or Subpart Ja requirements of 40 requirements of 40 Part 60, Subpart Ja
equipment CFR Part 60, Subpart | CFR Part 60, Subpart
specification Ja Ja
requirements of 40
CFR Part 60, Subpart
Ja
31-H-01 EU 60Ja SO2 40 CFR Part 60, | § 60.100a(a) The permit holder shall | The permit holder The permit holder shall | The permit holder shall
Subpart Ja The permit holder comply with the shall comply with the | comply with the comply with the
shall comply with the |applicable requirements |applicable monitoring [ applicable applicable reporting
applicable limitation, |of 40 CFR Part 60, and testing recordkeeping requirements of 40 CFR
standard and/or Subpart Ja requirements of 40 requirements of 40 Part 60, Subpart Ja
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Applicable Requirements Summary

Unit Unit SopP Pollutant | State Rule Emission Textual Monitoring Recordkeeping Reporting
Group Group | Index No. or Federal Limitation, Description And Testing Requirements Requirements
Process | Process Regulation Standard or (See Special Term | Requirements
ID No. Type Name Equipment and Condition (30 TAC (30 TAC
Specification 1.B.) § 122.144) § 122.145)
Citation
equipment CFR Part 60, Subpart | CFR Part 60, Subpart
specification Ja Ja
requirements of 40
CFR Part 60, Subpart
Ja
38-H-01 EU 60J HYDROGE (40 CFR Part 60, | § 60.104(a)(1) No owner or operator § 60.105(a) § 60.105(a) § 60.105(€)
N SULFIDE [ Subpart J § 60.104 subject to the provisions | § 60.105(a)(4) § 60.105(a)(4) § 60.105(€)(3)(ii)
§ 60.104(a) of this subpart shall § 60.105(a)(4)(1) § 60.105(a)(4)(1) § 60.107(f)
burn in any fuel gas § 60.105(a)(4)(ii) § 60.105(a)(4)(ii) § 60.107(g)
combustion device any | § 60.105(a)(4)(iii) § 60.105(a)(4)(iii)
fuel gas that contains § 60.105(e)
hydrogen sulfide in § 60.105(e)(3)(ii)
excess of 230 mg/dscm | § 60.106(a)
(0.10 gr/dscf). The [G]8 60.106(e)(1)
combustion in a flare of
process upset gases or
fuel gas that is released
to the flare as a result of
relief valve leakage or
other emergency
malfunctions is exempt
from this paragraph.
38-H-01 EU 60J-low HYDROGE | 40 CFR Part 60, | § 60.104(a)(1) No owner or operator § 60.105(a) § 60.105(a) [G]§ 60.105(b)
N SULFIDE [ Subpart J § 60.104 subject to the provisions | [G]§ 60.105(a)(4)(iv) [ [GI]§ 60.105(a)(4)(iv) § 60.105(e)
§ 60.104(a) of this subpart shall [G]§ 60.105(b) § 60.107(e) § 60.107(f)
burn in any fuel gas § 60.105(e) § 60.107(g)
combustion device any | § 60.106(a)

fuel gas that contains
hydrogen sulfide in
excess of 230 mg/dscm
(0.10 gr/dscf). The
combustion in a flare of
process upset gases or
fuel gas that is released
to the flare as a result of
relief valve leakage or
other emergency
malfunctions is exempt
from this paragraph.

[G]8 60.106(e)(1)
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Applicable Requirements Summary

Unit Unit SopP Pollutant | State Rule Emission Textual Monitoring Recordkeeping Reporting
Group Group | Index No. or Federal Limitation, Description And Testing Requirements Requirements
Process | Process Regulation Standard or (See Special Term | Requirements
ID No. Type Name Equipment and Condition (30 TAC (30 TAC
Specification 1.B.) § 122.144) § 122.145)
Citation
38-H-02 EU 60J HYDROGE (40 CFR Part 60, | § 60.104(a)(1) No owner or operator § 60.105(a) § 60.105(a) § 60.105(¢€)
N SULFIDE [ Subpart J § 60.104 subject to the provisions | § 60.105(a)(4) § 60.105(a)(4) § 60.105(€)(3)(ii)
§ 60.104(a) of this subpart shall § 60.105(a)(4)(1) § 60.105(a)(4)(1) § 60.107(f)
burn in any fuel gas § 60.105(a)(4)(ii) § 60.105(a)(4)(ii) § 60.107(g)
combustion device any | § 60.105(a)(4)(iii) § 60.105(a)(4)(iii)
fuel gas that contains § 60.105(e)
hydrogen sulfide in § 60.105(e)(3)(ii)
excess of 230 mg/dscm | § 60.106(a)
(0.10 gr/dscf). The [G]8 60.106(e)(1)
combustion in a flare of
process upset gases or
fuel gas that is released
to the flare as a result of
relief valve leakage or
other emergency
malfunctions is exempt
from this paragraph.
38-H-02 EU 60J-low HYDROGE (40 CFR Part 60, | § 60.104(a)(1) No owner or operator § 60.105(a) § 60.105(a) [G]§ 60.105(b)
N SULFIDE [ Subpart J § 60.104 subject to the provisions | [G]§ 60.105(a)(4)(iv) [[G]§ 60.105(a)(4)(iv) § 60.105(e)
§ 60.104(a) of this subpart shall [G]§ 60.105(b) § 60.107(e) § 60.107(f)
burn in any fuel gas § 60.105(e) § 60.107(g)
combustion device any | § 60.106(a)
fuel gas that contains [G]8 60.106(e)(1)
hydrogen sulfide in
excess of 230 mg/dscm
(0.10 gr/dscf). The
combustion in a flare of
process upset gases or
fuel gas that is released
to the flare as a result of
relief valve leakage or
other emergency
malfunctions is exempt
from this paragraph.
41-H-07 EU 60J HYDROGE |40 CFR Part 60, | § 60.104(a)(1) No owner or operator § 60.105(a) § 60.105(a) § 60.105(¢€)
N SULFIDE [ Subpart J § 60.104 subject to the provisions | § 60.105(a)(4) § 60.105(a)(4) § 60.105(€)(3)(ii)
§ 60.104(a) of this subpart shall § 60.105(a)(4)(1) § 60.105(a)(4)(1) § 60.107(f)
burn in any fuel gas § 60.105(a)(4)(ii) § 60.105(a)(4)(ii) § 60.107(g)

combustion device any

§ 60.105(a)(4)(iii)

§ 60.105(a)(4)(iii)
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Applicable Requirements Summary

Unit Unit SopP Pollutant | State Rule Emission Textual Monitoring Recordkeeping Reporting
Group Group | Index No. or Federal Limitation, Description And Testing Requirements Requirements
Process | Process Regulation Standard or (See Special Term | Requirements
ID No. Type Name Equipment and Condition (30 TAC (30 TAC
Specification 1.B.) § 122.144) § 122.145)
Citation
fuel gas that contains § 60.105(e)
hydrogen sulfide in § 60.105(e)(3)(i)
excess of 230 mg/dscm | § 60.106(a)
(0.10 gr/dscf). The [G]8 60.106(e)(1)
combustion in a flare of
process upset gases or
fuel gas that is released
to the flare as a result of
relief valve leakage or
other emergency
malfunctions is exempt
from this paragraph.
46-H-01 EU 60J HYDROGE (40 CFR Part 60, | § 60.104(a)(1) No owner or operator § 60.105(a) § 60.105(a) § 60.105(¢€)
N SULFIDE [ Subpart J § 60.104 subject to the provisions | § 60.105(a)(4) § 60.105(a)(4) § 60.105(€)(3)(ii)
§ 60.104(a) of this subpart shall § 60.105(a)(4)(1) § 60.105(a)(4)(1) § 60.107(f)
burn in any fuel gas § 60.105(a)(4)(ii) § 60.105(a)(4)(ii) § 60.107(g)
combustion device any | § 60.105(a)(4)(iii) § 60.105(a)(4)(iii)
fuel gas that contains § 60.105(e)
hydrogen sulfide in § 60.105(e)(3)(ii)
excess of 230 mg/dscm | § 60.106(a)
(0.10 gr/dscf). The [G]8 60.106(e)(1)
combustion in a flare of
process upset gases or
fuel gas that is released
to the flare as a result of
relief valve leakage or
other emergency
malfunctions is exempt
from this paragraph.
48-H-01 EU 60J HYDROGE |40 CFR Part 60, | § 60.104(a)(1) No owner or operator § 60.105(a) § 60.105(a) § 60.105(¢e)
N SULFIDE [ Subpart J § 60.104 subject to the provisions | § 60.105(a)(4) § 60.105(a)(4) § 60.105(€)(3)(i)
§ 60.104(a) of this subpart shall § 60.105(a)(4)(1) § 60.105(a)(4)(1) § 60.107(f)
burn in any fuel gas § 60.105(a)(4)(ii) § 60.105(a)(4)(ii) § 60.107(g)

combustion device any
fuel gas that contains
hydrogen sulfide in
excess of 230 mg/dscm
(0.10 gr/dscf). The
combustion in a flare of

§ 60.105(a)(4)(iii)
§ 60.105(e)
§ 60.105(e)(3)(ii)
§ 60.106(a)
[G]8§ 60.106(e)(1)

§ 60.105(a)(4)(iii)

Revised - Draft Page 92




Applicable Requirements Summary

Unit Unit SopP Pollutant | State Rule Emission Textual Monitoring Recordkeeping Reporting
Group Group | Index No. or Federal Limitation, Description And Testing Requirements Requirements
Process | Process Regulation Standard or (See Special Term | Requirements
ID No. Type Name Equipment and Condition (30 TAC (30 TAC
Specification 1.B.) § 122.144) § 122.145)
Citation
process upset gases or
fuel gas that is released
to the flare as a result of
relief valve leakage or
other emergency
malfunctions is exempt
from this paragraph.
48-H-01 EU 60J-AMP HYDROGE (40 CFR Part 60, | § 60.104(a)(1) No owner or operator § 60.105(a) § 60.105(a) § 60.105(¢€)
N SULFIDE [ Subpart J § 60.104 subject to the provisions | [G]§ 60.105(a)(3) [G]§ 60.105(a)(3) § 60.105(€)(3)(1)
§ 60.104(a) of this subpart shall § 60.105(e) § 60.107(f)
burn in any fuel gas § 60.105(¢e)(3)(1) § 60.107(g)
combustion device any | § 60.106(a)
fuel gas that contains [G]8 60.106(e)(1)
hydrogen sulfide in § 60.106(e)(2)
excess of 230 mg/dscm | *See Alternative
(0.10 gr/dscf). The Requirement
combustion in a flare of
process upset gases or
fuel gas that is released
to the flare as a result of
relief valve leakage or
other emergency
malfunctions is exempt
from this paragraph.
49CRU EU 63U0UU 112(B) 40 CFR Part 63, | § 63.1569(a)(1)(i)- If you elect to install an [ § 63.1569(b)(1) § 63.1569(b)(1)- § 63.1569(b)(3)
HAPS Subpart UUU | Table36.1 automated system § 63.1569(b)(1)- Tables7.1 § 63.1569(b)(4)
§ 63.1569(a)(1) (Option 1), you must Table3s7.1 § 63.1569(c)(1)- § 63.1569(c)(1)-
§ 63.1569(a)(3) install and operate a § 63.1569(c)(1)- Table39.1 Table39.5
§ 63.1569(b)(2) device (including a flow [ Table39.1 § 63.1569(c)(1)- § 63.1570(f)
§ 63.1569(b)(2)- indicator, level recorder, |§ 63.1571(a) Table39.5 § 63.1571(a)
Table38.1.a or electronic valve § 63.1571(a)(1) § 63.1570(c) [G]§ 63.1574(a)

§ 63.1569(c)(1)
§ 63.1570(a)
§ 63.1570(c)
§ 63.1570(d)
§ 63.1570(g)

position monitor) to
demonstrate, either
continuously or at least
every hour, whether flow
is present in the bypass
line. Install the device
at or near as practical to
the entrance to any

[G]§ 63.1571(b)

[G1§ 63.1576(a)
§ 63.1576(d)
§ 63.1576(e)
§ 63.1576(f)
§ 63.1576(g)
§ 63.1576(h)
§ 63.1576(i)

§ 63.1574(d)

§ 63.1574(d)-Tableg2.1
§ 63.1574(d)-Table42.2
§ 63.1574(d)-Table42.3
§ 63.1575(a)

§ 63.1575(a)-Table43.1
[G]§ 63.1575(b)

[GI8 63.1575(c)

Revised - Draft Page 93




Applicable Requirements Summary

Unit Unit SopP Pollutant | State Rule Emission Textual Monitoring Recordkeeping Reporting
Group Group | Index No. or Federal Limitation, Description And Testing Requirements Requirements
Process | Process Regulation Standard or (See Special Term | Requirements
ID No. Type Name Equipment and Condition (30 TAC (30 TAC
Specification 1.B.) § 122.144) § 122.145)
Citation
bypass line that could [G]§ 63.1575(d)
divert the vent stream [G]§ 63.1575(f)
away from the control § 63.1575(g)
device to the [G]§ 63.1575(h)
atmosphere.
49CRU EU 63UUU HYDROGE |40 CFR Part 63, | § 63.1567(a)(1)- For each existing cyclic | § 63.1567(b)(1) § 63.1567(b)(1)- § 63.1567(b)(6)
N Subpart UUU Table22.2 or continuous CRU, you | § 63.1567(b)(1)- Table24.1 § 63.1567(b)(7)
CHLORIDE § 63.1567(a)(1) must reduce Table24.1 § 63.1567(b)(2)- § 63.1570(f)
§ 63.1567(a)(1)(i) uncontrolled emissions | § 63.1567(b)(2) Table25.2.a.i § 63.1571(a)
§ 63.1567(a)(1)(ii) of HCl by 97 percent by | § 63.1567(b)(2)- § 63.1567(b)(2)- § 63.1571(d)(4)
§ 63.1567(a)(2) weight or to a Table25.1.a.(1) Table25.2.b.i § 63.1571(d)(4)
§ 63.1567(a)(2)- concentration of 10 § 63.1567(b)(2)- § 63.1567(c)(1)- [G]§ 63.1574(a)
Table23.1 ppmv (dry basis), Table25.1.a.(2) Table28.1.a § 63.1574(d)
§ 63.1567(a)(3) corrected to 3% oxygen. |§ 63.1567(b)(2)- § 63.1567(c)(1)- § 63.1574(d)-Tableg42.1
§ 63.1567(b)(3) Table25.1.b Table28.1.b § 63.1574(d)-Tableg42.2
§ 63.1567(b)(4) § 63.1567(b)(2)- § 63.1567(c)(2) § 63.1574(d)-Table42.3
§ 63.1567(b)(4)(0) Table25.1.c § 63.1570(c) § 63.1575()
§ 63.1567(b)(5) § 63.1567(b)(2)- § 63.1572(c)(4) § 63.1575(a)-Table43.1
§ 63.1567(b)(5)- Table25.1.d § 63.1572(c)(5) [GI8 63.1575(b)
Table26.2 § 63.1567(b)(2)- § 63.1573(b)(1) [G1§ 63.1575(c)
§ 63.1567(c)(1) Table25.1.e.(1) [G]§ 63.1576(a) [G]§ 63.1575(d)
§ 63.1570(a) § 63.1567(b)(2)- § 63.1576(d) [G1§ 63.1575(f)
§ 63.1570(c) Table25.1.e.(2) § 63.1576(e) § 63.1575(g)
§ 63.1570(d) § 63.1567(b)(2)- § 63.1576(f) [G1§ 63.1575(h)
§ 63.1570(g) Table25.1.e.(3) § 63.1576(g)
§ 63.1571(d)(4) § 63.1567(b)(2)- § 63.1576(h)
[G]§ 63.1571(e) Table25.1.e.(4) § 63.1576(1)
§ 63.1567(b)(2)-
Table25.2.a.i
§ 63.1567(b)(2)-
Table25.2.a.ii
§ 63.1567(b)(2)-
Table25.2.b.i
§ 63.1567(b)(2)-
Table25.2.b.ii
§ 63.1567(c)(1)-
Table27.2
§ 63.1567(c)(1)-
Table28.1.a
§ 63.1567(c)(1)-
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Applicable Requirements Summary

Unit Unit SopP Pollutant | State Rule Emission Textual Monitoring Recordkeeping Reporting
Group Group | Index No. or Federal Limitation, Description And Testing Requirements Requirements
Process | Process Regulation Standard or (See Special Term | Requirements
ID No. Type Name Equipment and Condition (30 TAC (30 TAC
Specification 1.B.) § 122.144) § 122.145)
Citation
Table28.1.b
§ 63.1571(a)
§ 63.1571(a)(1)
[GI8 63.1571(b)
§ 63.1572(c)
§ 63.1572(c)(1)
§ 63.1572(c)(1)-
Table41.1
§ 63.1572(c)(2)
§ 63.1572(c)(3)
§ 63.1572(c)(4)
[GI8 63.1572(d)
[GI18 63.1573(a)(1)
§ 63.1573(b)(1)
49-H-91 EU 60J HYDROGE (40 CFR Part 60, | § 60.104(a)(1) No owner or operator § 60.105(a) § 60.105(a) § 60.105(e)
N SULFIDE [ Subpart J § 60.104 subject to the provisions | § 60.105(a)(4) § 60.105(a)(4) § 60.105(€)(3)(ii)
§ 60.104(a) of this subpart shall § 60.105(a)(4)(1) § 60.105(a)(4)(1) § 60.107(f)
burn in any fuel gas § 60.105(a)(4)(ii) § 60.105(a)(4)(ii) § 60.107(g)
combustion device any | § 60.105(a)(4)(iii) § 60.105(a)(4)(iii)
fuel gas that contains § 60.105(e)
hydrogen sulfide in § 60.105(e)(3) (i)
excess of 230 mg/dscm | § 60.106(a)
(0.10 gr/dscf). The [G]8 60.106(e)(1)
combustion in a flare of
process upset gases or
fuel gas that is released
to the flare as a result of
relief valve leakage or
other emergency
malfunctions is exempt
from this paragraph.
52-H-01 EU 60J HYDROGE |40 CFR Part 60, | § 60.104(a)(1) No owner or operator § 60.105(a) § 60.105(a) § 60.105(¢e)
N SULFIDE [ Subpart J § 60.104 subject to the provisions | § 60.105(a)(4) § 60.105(a)(4) § 60.105(€)(3)(ii)
§ 60.104(a) of this subpart shall § 60.105(a)(4)(1) § 60.105(a)(4)(1) § 60.107(f)
burn in any fuel gas § 60.105(a)(4)(ii) § 60.105(a)(4)(ii) § 60.107(g)

combustion device any
fuel gas that contains
hydrogen sulfide in
excess of 230 mg/dscm

§ 60.105(a)(4)(iii)
§ 60.105(e)
§ 60.105(e)(3)(ii)
§ 60.106(a)

§ 60.105(a)(4)(iii)
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Applicable Requirements Summary

Unit Unit SopP Pollutant | State Rule Emission Textual Monitoring Recordkeeping Reporting
Group Group | Index No. or Federal Limitation, Description And Testing Requirements Requirements
Process | Process Regulation Standard or (See Special Term | Requirements
ID No. Type Name Equipment and Condition (30 TAC (30 TAC
Specification 1.B.) § 122.144) § 122.145)
Citation
(0.10 gr/dscf). The [G]8 60.106(e)(1)
combustion in a flare of
process upset gases or
fuel gas that is released
to the flare as a result of
relief valve leakage or
other emergency
malfunctions is exempt
from this paragraph.
GF-1 EU 60J HYDROGE (40 CFR Part 60, | § 60.104(a)(1) No owner or operator § 60.105(a) § 60.105(a) [G]§ 60.105(b)
N SULFIDE [ Subpart J § 60.104 subject to the provisions | § 60.105(a)(4) § 60.105(a)(4) § 60.105(¢€)
§ 60.104(a) of this subpart shall § 60.105(a)(4)(1) § 60.105(a)(4)(1) § 60.105(€)(3)(ii)
burn in any fuel gas § 60.105(a)(4)(ii) § 60.105(a)(4)(ii) § 60.107(f)
combustion device any | § 60.105(a)(4)(iii) § 60.105(a)(4)(iii) § 60.107(g)
fuel gas that contains [G]§ 60.105(a)(4)(iv) |[G]§ 60.105(a)(4)(iv)
hydrogen sulfide in [G]§ 60.105(b) § 60.107(e)
excess of 230 mg/dscm | § 60.105(e)
(0.10 gr/dscf). The § 60.105(e)(3) (i)
combustion in a flare of |§ 60.106(a)
process upset gases or [G]8 60.106(e)(1)
fuel gas that is released
to the flare as a result of
relief valve leakage or
other emergency
malfunctions is exempt
from this paragraph.
GRP-49HTR EU 60J HYDROGE |40 CFR Part 60, | § 60.104(a)(1) No owner or operator § 60.105(a) § 60.105(a) § 60.105(e)
N SULFIDE [ Subpart J § 60.104 subject to the provisions | § 60.105(a)(4) § 60.105(a)(4) § 60.105(€)(3)(ii)
§ 60.104(a) of this subpart shall § 60.105(a)(4)(1) § 60.105(a)(4)(1) § 60.107(f)
burn in any fuel gas § 60.105(a)(4)(ii) § 60.105(a)(4)(ii) § 60.107(g)
combustion device any | § 60.105(a)(4)(iii) § 60.105(a)(4)(iii)
fuel gas that contains § 60.105(e)
hydrogen sulfide in § 60.105(e)(3) (i)
excess of 230 mg/dscm | § 60.106(a)
(0.10 gr/dscf). The [G]8§ 60.106(e)(1)
combustion in a flare of
process upset gases or
fuel gas that is released
to the flare as a result of
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Applicable Requirements Summary

Unit Unit SopP Pollutant | State Rule Emission Textual Monitoring Recordkeeping Reporting
Group Group | Index No. or Federal Limitation, Description And Testing Requirements Requirements
Process | Process Regulation Standard or (See Special Term | Requirements
ID No. Type Name Equipment and Condition (30 TAC (30 TAC
Specification 1.B.) § 122.144) § 122.145)
Citation
relief valve leakage or
other emergency
malfunctions is exempt
from this paragraph.
GRP-49HTR EU 60J-low HYDROGE (40 CFR Part 60, | § 60.104(a)(1) No owner or operator § 60.105(a) § 60.105(a) [G]§ 60.105(b)
N SULFIDE [ Subpart J § 60.104 subject to the provisions | [G]§ 60.105(a)(4)(iv) [[G]§ 60.105(a)(4)(iv) § 60.105(€)
§ 60.104(a) of this subpart shall [G]§ 60.105(b) § 60.107(e) § 60.107(f)
burn in any fuel gas § 60.105(e) § 60.107(g)
combustion device any | § 60.106(a)
fuel gas that contains [G]8 60.106(e)(1)
hydrogen sulfide in
excess of 230 mg/dscm
(0.10 gr/dscf). The
combustion in a flare of
process upset gases or
fuel gas that is released
to the flare as a result of
relief valve leakage or
other emergency
malfunctions is exempt
from this paragraph.
GRP-BLR-DB |EU 60J HYDROGE |40 CFR Part 60, | § 60.104(a)(1) No owner or operator § 60.105(a) § 60.105(a) § 60.105(e)
N SULFIDE | Subpart J § 60.104 subject to the provisions | § 60.105(a)(4) § 60.105(a)(4) § 60.105(e)(3)(ii)
§ 60.104(a) of this subpart shall § 60.105(a)(4)(1) § 60.105(a)(4)(1) § 60.107(f)
burn in any fuel gas § 60.105(a)(4)(ii) § 60.105(a)(4)(ii) § 60.107(g)
combustion device any [ § 60.105(a)(4)(iii) § 60.105(a)(4)(ii)
fuel gas that contains § 60.105(e)
hydrogen sulfide in § 60.105(e)(3)(ii)
excess of 230 mg/dscm | § 60.106(a)
(0.10 gr/dscf). The [G]8§ 60.106(e)(1)
combustion in a flare of
process upset gases or
fuel gas that is released
to the flare as a result of
relief valve leakage or
other emergency
malfunctions is exempt
from this paragraph.
GRP-HTR EU 60J HYDROGE |40 CFR Part 60, | § 60.104(a)(1) No owner or operator § 60.105(a) § 60.105(a) § 60.105(¢€)
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Applicable Requirements Summary

Unit Unit SopP Pollutant | State Rule Emission Textual Monitoring Recordkeeping Reporting
Group Group | Index No. or Federal Limitation, Description And Testing Requirements Requirements
Process | Process Regulation Standard or (See Special Term | Requirements
ID No. Type Name Equipment and Condition (30 TAC (30 TAC
Specification 1.B.) § 122.144) § 122.145)
Citation
N SULFIDE [ Subpart J § 60.104 subject to the provisions | § 60.105(a)(4) § 60.105(a)(4) § 60.105(€)(3)(ii)
§ 60.104(a) of this subpart shall § 60.105(a)(4)(1) § 60.105(a)(4)(1) § 60.107(f)
burn in any fuel gas § 60.105(a)(4)(ii) § 60.105(a)(4)(ii) § 60.107(g)
combustion device any | § 60.105(a)(4)(iii) § 60.105(a)(4)(iii)
fuel gas that contains § 60.105(e)
hydrogen sulfide in § 60.105(e)(3) (i)
excess of 230 mg/dscm | § 60.106(a)
(0.10 gr/dscf). The [G]8 60.106(e)(1)
combustion in a flare of
process upset gases or
fuel gas that is released
to the flare as a result of
relief valve leakage or
other emergency
malfunctions is exempt
from this paragraph.
GRP-HTRJ EU 60J HYDROGE (40 CFR Part 60, | § 60.104(a)(1) No owner or operator § 60.105(a) § 60.105(a) § 60.105(e)
N SULFIDE [ Subpart J § 60.104 subject to the provisions | § 60.105(a)(4) § 60.105(a)(4) § 60.105(€)(3)(ii)
§ 60.104(a) of this subpart shall § 60.105(a)(4)(1) § 60.105(a)(4)(1) § 60.107(f)
burn in any fuel gas § 60.105(a)(4)(ii) § 60.105(a)(4)(ii) § 60.107(g)
combustion device any | § 60.105(a)(4)(iii) § 60.105(a)(4)(iii)
fuel gas that contains § 60.105(e)
hydrogen sulfide in § 60.105(e)(3)(ii)
excess of 230 mg/dscm | § 60.106(a)
(0.10 gr/dscf). The [G]8 60.106(e)(1)
combustion in a flare of
process upset gases or
fuel gas that is released
to the flare as a result of
relief valve leakage or
other emergency
malfunctions is exempt
from this paragraph.
GRP-HTRJ EU 60J-AMP HYDROGE |40 CFR Part 60, | § 60.104(a)(1) No owner or operator § 60.105(a) § 60.105(a) § 60.105(¢e)
N SULFIDE [ Subpart J § 60.104 subject to the provisions | [G]§ 60.105(a)(3) [G]§ 60.105(a)(3) § 60.105(€)(3)(1)
§ 60.104(a) of this subpart shall § 60.105(e) § 60.107(f)
burn in any fuel gas § 60.105(e)(3)(1) § 60.107(g)
combustion device any | § 60.106(a)

fuel gas that contains

[G]8 60.106(e)(1)
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Applicable Requirements Summary

Unit Unit SopP Pollutant | State Rule Emission Textual Monitoring Recordkeeping Reporting
Group Group | Index No. or Federal Limitation, Description And Testing Requirements Requirements
Process | Process Regulation Standard or (See Special Term | Requirements
ID No. Type Name Equipment and Condition (30 TAC (30 TAC
Specification 1.B.) § 122.144) § 122.145)
Citation
hydrogen sulfide in § 60.106(e)(2)
excess of 230 mg/dscm | *See Alternative
(0.10 gr/dscf). The Requirement
combustion in a flare of
process upset gases or
fuel gas that is released
to the flare as a result of
relief valve leakage or
other emergency
malfunctions is exempt
from this paragraph.
MFL-1 EU 60J HYDROGE (40 CFR Part 60, | § 60.104(a)(1) No owner or operator § 60.105(a) § 60.105(a) [G]§ 60.105(b)
N SULFIDE [ Subpart J § 60.104 subject to the provisions | § 60.105(a)(4) § 60.105(a)(4) § 60.105(¢€)
§ 60.104(a) of this subpart shall § 60.105(a)(4)(1) § 60.105(a)(4)(1) § 60.105(€)(3)(ii)
burn in any fuel gas § 60.105(a)(4)(ii) § 60.105(a)(4)(ii) § 60.107(f)
combustion device any | § 60.105(a)(4)(iii) § 60.105(a)(4)(iii) § 60.107(g)
fuel gas that contains [G]§ 60.105(a)(4)(iv) | [G]§ 60.105(a)(4)(iv)
hydrogen sulfide in [G]§ 60.105(b) § 60.107(e)
excess of 230 mg/dscm | § 60.105(e)
(0.10 gr/dscf). The § 60.105(e)(3)(ii)
combustion in a flare of |§ 60.106(a)
process upset gases or [G]8 60.106(e)(1)
fuel gas that is released
to the flare as a result of
relief valve leakage or
other emergency
malfunctions is exempt
from this paragraph.
MTBE FL-2 EU 60J HYDROGE (40 CFR Part 60, | § 60.104(a)(1) No owner or operator § 60.105(a) § 60.105(a) [G]§ 60.105(b)
N SULFIDE [ Subpart J § 60.104 subject to the provisions | § 60.105(a)(4) § 60.105(a)(4) § 60.105(¢e)
§ 60.104(a) of this subpart shall § 60.105(a)(4)(1) § 60.105(a)(4)(1) § 60.105(€)(3)(i)
burn in any fuel gas § 60.105(a)(4)(ii) § 60.105(a)(4)(ii) § 60.107(f)
combustion device any | § 60.105(a)(4)(iii) § 60.105(a)(4)(iii) § 60.107(g)
fuel gas that contains [G]§ 60.105(a)(4)(iv) | [G]§ 60.105(a)(4)(iv)
hydrogen sulfide in [G]§ 60.105(b) § 60.107(e)
excess of 230 mg/dscm | § 60.105(e)
(0.10 gr/dscf). The § 60.105(e)(3) (i)
combustion in a flare of | § 60.106(a)
process upset gases or [G]8 60.106(e)(1)
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Applicable Requirements Summary

Unit Unit SopP Pollutant | State Rule Emission Textual Monitoring Recordkeeping Reporting
Group Group | Index No. or Federal Limitation, Description And Testing Requirements Requirements
Process | Process Regulation Standard or (See Special Term | Requirements
ID No. Type Name Equipment and Condition (30 TAC (30 TAC
Specification 1.B.) § 122.144) § 122.145)
Citation
fuel gas that is released
to the flare as a result of
relief valve leakage or
other emergency
malfunctions is exempt
from this paragraph.
SRU PRO 60J SO2 40 CFR Part 60, | § 60.104(a)(2)(i) No owner or operator § 60.105(a) § 60.105(a) § 60.105(¢€)
Subpart J § 60.104 subject to the provisions | [G]§ 60.105(a)(5) [G]§ 60.105(a)(5) § 60.105(e)(4)(1)
§ 60.104(a) of this subpart shall § 60.105(e) § 60.107(f)
§ 60.104(a)(2) discharge or cause the § 60.105(e)(4)(1) § 60.107(g)
discharge from any § 60.106(a)
Claus sulfur recovery [G]8 60.106(f)
plant with an oxidation [ ** See CAM Summary
control system or a *See Alternative
reduction control Requirement
system followed by
incineration any gases
containing in excess of
250 ppm by volume (dry
basis) of sulfur dioxide
at zero percent excess
air into the atmosphere.
SRU EU 63UUU 112(B) 40 CFR Part 63, | § 63.1569(a)(1)(i)- If you elect to install an | § 63.1569(b)(1) § 63.1569(b)(1)- § 63.1569(b)(3)
HAPS Subpart UUU Table36.1 automated system § 63.1569(b)(1)- Table37.1 § 63.1569(b)(4)
§ 63.1569(a)(1) (Option 1), you must Table37.1 § 63.1569(c)(1)- § 63.1569(c)(1)-
§ 63.1569(a)(3) install and operate a § 63.1569(c)(1)- Table39.1 Table39.5
§ 63.1569(b)(2) device (including a flow | Table39.1 § 63.1569(c)(1)- § 63.1570(f)
§ 63.1569(b)(2)- indicator, level recorder, |§ 63.1571(a) Table39.5 § 63.1571(a)
Table38.1.a or electronic valve § 63.1571(a)(1) § 63.1570(c) [G]§ 63.1574(a)

§ 63.1569(c)(1)
§ 63.1570(a)
§ 63.1570(c)
§ 63.1570(d)
§ 63.1570(g)

position monitor) to
demonstrate, either
continuously or at least
every hour, whether flow
is present in the bypass
line. Install the device
at or near as practical to
the entrance to any
bypass line that could
divert the vent stream

[G]§ 63.1571(b)

[G1§ 63.1576(a)
§ 63.1576(d)
§ 63.1576(e)
§ 63.1576(f)
§ 63.1576(g)
§ 63.1576(h)
§ 63.1576(i)

§ 63.1574(d)

§ 63.1574(d)-Tableg42.1
§ 63.1574(d)-Tableg42.2
§ 63.1574(d)-Table42.3
§ 63.1575(a)

§ 63.1575(a)-Table43.1
[G1§ 63.1575(b)

[G1§ 63.1575(c)

[G1§ 63.1575(d)

[G1§ 63.1575(f)
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Applicable Requirements Summary

Unit Unit SopP Pollutant | State Rule Emission Textual Monitoring Recordkeeping Reporting
Group Group | Index No. or Federal Limitation, Description And Testing Requirements Requirements
Process | Process Regulation Standard or (See Special Term | Requirements
ID No. Type Name Equipment and Condition (30 TAC (30 TAC
Specification 1.B.) § 122.144) § 122.145)
Citation
away from the control § 63.1575(g)
device to the [G]§ 63.1575(h)
atmosphere.
SRU EU 63UUU SO. 40 CFR Part 63, | § 63.1568(a)(1)- For each new or existing | § 63.1568(b)(1) § 63.1568(b)(1)- § 63.1568(b)(6)
Subpart UUU Table29.1.a Claus SRU part of a § 63.1568(b)(1)- Table31.1.a § 63.1568(b)(7)
§ 63.1568(a)(1) sulfur recovery plant of | Table31.1.a § 63.1568(c)(1)- § 63.1570(f)
§ 63.1568(a)(2) 20 long tons per day or | § 63.1568(c)(1)- Table34.1.a § 63.1571(a)
§ 63.1568(a)(2)- more and subject to Table34.1.a § 63.1570(c) [G]§ 63.1574(a)
Table30.1 NSPS for sulfur oxides | § 63.1572(a)(1)- [G]§ 63.1576(a) § 63.1574(d)
§ 63.1568(a)(3) in 40 CFR Table40.4 [G]§ 63.1576(b) § 63.1574(d)-Tableg42.1
§ 63.1568(b)(3) §60.104(a)(2), you must | § 63.1572(a)(1)- § 63.1576(d) § 63.1574(d)-Tableg2.2
§ 63.1568(b)(4) meet the emission limit | Table40.8 § 63.1576(e) § 63.1574(d)-Table42.3
§ 63.1568(b)(5) for each process vent of |§ 63.1572(a)(2) § 63.1576(f) § 63.1575(a)
§ 63.1568(b)(5)- 250ppmv (dry basis) of | § 63.1572(a)(3) § 63.1576(g) § 63.1575(a)-Table43.1
Table3s.1.a sulfur dioxide (SO2) at | § 63.1572(a)(4) § 63.1576(h) [G]§ 63.1575(b)
§ 63.1568(c)(1) zero percent excess air if | [G]§ 63.1572(d) § 63.1576(1) [G]§ 63.1575(c)
§ 63.1568(c)(1)- you use an oxidation or [G]§ 63.1575(e)
Table3s.1 reduction control [G]§ 63.1575(f)
§ 63.1568(c)(2) system followed by § 63.1575(g)
§ 63.1570(a) incineration. [G]§ 63.1575(h)
§ 63.1570(c)
§ 63.1570(d)
§ 63.1570(g)
SRU3 PRO 60J SO2 40 CFR Part 60, | § 60.104(a)(2)(i) No owner or operator § 60.105(a) § 60.105(a) § 60.105(e)
Subpart J § 60.104 subject to the provisions | [G]§ 60.105(a)(5) [G]§ 60.105(a)(5) § 60.105(e)(4)(1)
§ 60.104(a) of this subpart shall § 60.105(e) § 60.107(f)
§ 60.104(a)(2) discharge or cause the § 60.105(e)(4)(1) § 60.107(g)
discharge from any § 60.106(a)
Claus sulfur recovery [G]8§ 60.106(f)
plant with an oxidation [ ** See CAM Summary
control system or a *See Alternative
reduction control Requirement

system followed by
incineration any gases
containing in excess of
250 ppm by volume (dry
basis) of sulfur dioxide
at zero percent excess
air into the atmosphere.
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Applicable Requirements Summary

Unit Unit SopP Pollutant | State Rule Emission Textual Monitoring Recordkeeping Reporting
Group Group | Index No. or Federal Limitation, Description And Testing Requirements Requirements
Process | Process Regulation Standard or (See Special Term | Requirements
ID No. Type Name Equipment and Condition (30 TAC (30 TAC
Specification 1.B.) § 122.144) § 122.145)
Citation
SRU3 EU 63UUU 112(B) 40 CFR Part 63, | § 63.1569(a)(1)(i)- If you elect to install an | § 63.1569(b)(1) § 63.1569(b)(1)- § 63.1569(b)(3)
HAPS Subpart UUU Table36.1 automated system § 63.1569(b)(1)- Table37.1 § 63.1569(b)(4)
§ 63.1569(a)(1) (Option 1), you must Table37.1 § 63.1569(c)(1)- § 63.1569(c)(1)-
§ 63.1569(a)(3) install and operate a § 63.1569(c)(1)- Table39.1 Table39.5
§ 63.1569(b)(2) device (including a flow | Table39.1 § 63.1569(c)(1)- § 63.1570(f)
§ 63.1569(b)(2)- indicator, level recorder, |§ 63.1571(a) Table39.5 § 63.1571(a)
Table38.1.a or electronic valve § 63.1571(a)(1) § 63.1570(c) [G]§ 63.1574(a)
§ 63.1569(c)(1) position monitor) to [G]§ 63.1571(b) [G]§ 63.1576(a) § 63.1574(d)
§ 63.1570(a) demonstrate, either § 63.1576(d) § 63.1574(d)-Tableg42.1
§ 63.1570(c) continuously or at least § 63.1576(e) § 63.1574(d)-Tableg42.2
§ 63.1570(d) every hour, whether flow § 63.1576(f) § 63.1574(d)-Table42.3
§ 63.1570(g) is present in the bypass § 63.1576(g) § 63.1575(a)
line. Install the device § 63.1576(h) § 63.1575(a)-Table43.1
at or near as practical to § 63.1576(i) [G]§ 63.1575(b)
the entrance to any [G]§ 63.1575(c)
bypass line that could [G]§ 63.1575(d)
divert the vent stream [G]§ 63.1575(f)
away from the control § 63.1575(g)
device to the [G]§ 63.1575(h)
atmosphere.
SRU3 EU 63UUU SO. 40 CFR Part 63, | § 63.1568(a)(1)- For each new or existing | § 63.1568(b)(1) § 63.1568(b)(1)- § 63.1568(b)(6)
Subpart UUU Table29.1.a Claus SRU part of a § 63.1568(b)(1)- Table31.1.a § 63.1568(b)(7)
§ 63.1568(a)(1) sulfur recovery plant of | Table31.1.a § 63.1568(c)(1)- § 63.1570(f)
§ 63.1568(a)(2) 20 long tons per day or | § 63.1568(c)(1)- Table34.1.a § 63.1571(a)
§ 63.1568(a)(2)- more and subject to Table34.1.a § 63.1570(c) [G]§ 63.1574(a)
Table30.1 NSPS for sulfur oxides § 63.1572(a)(1)- [G]§ 63.1576(a) § 63.1574(d)
§ 63.1568(a)(3) in 40 CFR Table40.4 [G]§ 63.1576(b) § 63.1574(d)-Tableg42.1
§ 63.1568(b)(3) §60.104(a)(2), you must | § 63.1572(a)(1)- § 63.1576(d) § 63.1574(d)-Tableg42.2
§ 63.1568(b)(4) meet the emission limit | Table40.8 § 63.1576(e) § 63.1574(d)-Table42.3
§ 63.1568(b)(5) for each process vent of |§ 63.1572(a)(2) § 63.1576(f) § 63.1575(a)
§ 63.1568(b)(5)- 250ppmv (dry basis) of [ § 63.1572(a)(3) § 63.1576(g) § 63.1575(a)-Table43.1
Table3s.1.a sulfur dioxide (SO2) at | § 63.1572(a)(4) § 63.1576(h) [G]§ 63.1575(b)

§ 63.1568(c)(1)

§ 63.1568(c)(1)-
Table3s.1

§ 63.1568(c)(2)

§ 63.1570(a)

§ 63.1570(c)

§ 63.1570(d)

§ 63.1570(g)

zero percent excess air if
you use an oxidation or
reduction control
system followed by
incineration.

[G]§ 63.1572(d)

§ 63.1576(1)

[GI8 63.1575(c)
[GI8 63.1575(e)
[GI8 63.1575()
§ 63.1575(g)

[GI8 63.1575(h)
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Applicable Requirements Summary

Unit Unit SopP Pollutant | State Rule Emission Textual Monitoring Recordkeeping Reporting
Group Group | Index No. or Federal Limitation, Description And Testing Requirements Requirements
Process | Process Regulation Standard or (See Special Term | Requirements
ID No. Type Name Equipment and Condition (30 TAC (30 TAC
Specification 1.B.) § 122.144) § 122.145)
Citation
TRUCKCOMB [EU 60J HYDROGE (40 CFR Part 60, | § 60.104(a)(1) No owner or operator § 60.105(a) § 60.105(a) [G]§ 60.105(b)
N SULFIDE [ Subpart J § 60.104 subject to the provisions | [G]§ 60.105(a)(4)(iv) [[G]§ 60.105(a)(4)(iv) § 60.105(¢€)
§ 60.104(a) of this subpart shall [G]§ 60.105(b) § 60.107(e) § 60.107(f)
burn in any fuel gas § 60.105(e) § 60.107(g)
combustion device any | § 60.106(a)
fuel gas that contains [G]8 60.106(e)(1)
hydrogen sulfide in
excess of 230 mg/dscm
(0.10 gr/dscf). The
combustion in a flare of
process upset gases or
fuel gas that is released
to the flare as a result of
relief valve leakage or
other emergency
malfunctions is exempt
from this paragraph.
GF-1 EU Ri111 OPACITY 30 TAC Chapter | § 111.111(a)(4)(A) Visible emissions from a | § 111.111(a)(4)(A)(1) § 111.111(a)(4)(A)(ii) None
111, Visible process gas flare shall § 111.111(a)(4)(A) (i)
Emissions not be permitted for
more than five minutes
in any two-hour period,
except for emission
event emissions as
provided in §101.222(b).
GF-1 CD 60A OPACITY 40 CFR Part 60, | § 60.18(b) Flares shall comply with | § 60.18(d) None None
Subpart A § 60.18(c)(1) paragraphs (c)-(f) of § § 60.18(H)(1)
§ 60.18(¢c)(2) 60.18. § 60.18(f)(2)
§ 60.18(c)(3)(ii) § 60.18()(3)
§ 60.18(c)(4)(iii) § 60.18(f)(4)
§ 60.18(¢c)(6) § 60.18(f)(5)
§ 60.18(e)
GF-1 CD 63A OPACITY 40 CFR Part 63, | § 63.11(b)(4) Flares shall be designed | § 63.11(b)(4) None None
Subpart A § 63.11(b)(1) and operated with no § 63.11(b)(5)
§ 63.11(b)(2) visible emissions, except | § 63.11(b)(7)(1)
§ 63.11(b)(3) for periods of a total of 5
§ 63.11(b)(5) minutes or less during
§ 63.11(b)(6)(ii) any 2 consecutive hrs.
§ 63.11(b)(7)(iii) Test Method 22 in App.
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Applicable Requirements Summary

Unit Unit SopP Pollutant | State Rule Emission Textual Monitoring Recordkeeping Reporting
Group Group | Index No. or Federal Limitation, Description And Testing Requirements Requirements
Process | Process Regulation Standard or (See Special Term | Requirements
ID No. Type Name Equipment and Condition (30 TAC (30 TAC
Specification 1.B.) § 122.144) § 122.145)
Citation
A of part 60 of this
chapter shall be used.
MFL-1 EU Ri111 OPACITY 30 TAC Chapter | § 111.111(a)(4)(A) Visible emissions from a | § 111.111(a)(4)(A)(1) § 111.111(a)(4)(A)(ii) None
111, Visible process gas flare shall § 111.111(a)(4)(A) (i)
Emissions not be permitted for
more than five minutes
in any two-hour period,
except for emission
event emissions as
provided in §101.222(b).
MFL-1 CD 60A OPACITY 40 CFR Part 60, | § 60.18(b) Flares shall comply with | § 60.18(d) None None
Subpart A § 60.18(c)(1) paragraphs (c)-(f) of § § 60.18(fH)(1)
§ 60.18(¢c)(2) 60.18. § 60.18(f)(2)
§ 60.18(c)(3)(ii) § 60.18(f)(3)
§ 60.18(c)(4)(iii) § 60.18(f)(4)
§ 60.18(¢c)(6) § 60.18(f)(5)
§ 60.18(e)
MFL-1 CD 63A OPACITY 40 CFR Part 63, | § 63.11(b)(4) Flares shall be designed | § 63.11(b)(4) None None
Subpart A § 63.11(b)(1) and operated with no § 63.11(b)(5)
§ 63.11(b)(2) visible emissions, except | § 63.11(b)(7)(i)
§ 63.11(b)(3) for periods of a total of 5
§ 63.11(b)(5) minutes or less during
§ 63.11(b)(6)(ii) any 2 consecutive hrs.
§ 63.11(b)(77)(iii) Test Method 22 in App.
A of part 60 of this
chapter shall be used.
MFL-1B EP Ri111 OPACITY 30 TAC Chapter | § 111.111(a)(1)(B) Visible emissions from | [G]§ 111.111(a)(1)(F) None None
111, Visible § 111.111(a)(1)(E) any stationary vent shall | ** See Periodic
Emissions not exceed an opacity of | Monitoring Summary
20% averaged over a six
minute period for any
source on which
construction was begun
after January 31, 1972.
MFL-1B CD 63A OPACITY 40 CFR Part 63, | § 63.11(b)(4) Flares shall be designed | § 63.11(b)(4) None None
Subpart A § 63.11(b)(1) and operated with no § 63.11(b)(5)
§ 63.11(b)(2) visible emissions, except | § 63.11(b)(7)(1)
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Unit Unit SopP Pollutant | State Rule Emission Textual Monitoring Recordkeeping Reporting
Group Group | Index No. or Federal Limitation, Description And Testing Requirements Requirements
Process | Process Regulation Standard or (See Special Term | Requirements
ID No. Type Name Equipment and Condition (30 TAC (30 TAC
Specification 1.B.) § 122.144) § 122.145)
Citation
§ 63.11(b)(3) for periods of a total of 5
§ 63.11(b)(5) minutes or less during
§ 63.11(b)(6)(1)(A) any 2 consecutive hrs.
§ 63.11(b)(6)(1)(B) Test Method 22 in App.
§ 63.11(b)(7)(1) A of part 60 of this
chapter shall be used.
MTBE FL-2 EU Ri111 OPACITY 30 TAC Chapter | § 111.111(a)(4)(A) Visible emissions from a | § 111.111(a)(4)(A)(i) § 111.111(a)(4)(A)(ii) None
111, Visible process gas flare shall § 111.111(a)(4)(A)(ii)
Emissions not be permitted for
more than five minutes
in any two-hour period,
except for emission
event emissions as
provided in §101.222(b).
MTBE FL-2 CD 60A OPACITY 40 CFR Part 60, | § 60.18(b) Flares shall comply with | § 60.18(d) None None
Subpart A § 60.18(c)(1) paragraphs (c)-(f) of § § 60.18(MH)(1)
§ 60.18(¢c)(2) 60.18. § 60.18(f)(2)
§ 60.18(c)(3)(ii) § 60.18(f)(3)
§ 60.18(c)(4)(i1) § 60.18(f)(4)
§ 60.18(¢c)(6)
§ 60.18(e)
MTBE FL-2 CD 63A OPACITY 40 CFR Part 63, | § 63.11(b)(4) Flares shall be designed | § 63.11(b)(4) None None
Subpart A § 63.11(b)(1) and operated with no § 63.11(b)(5)
§ 63.11(b)(2) visible emissions, except | § 63.11(b)(7)(i)
§ 63.11(b)(3) for periods of a total of 5
§ 63.11(b)(5) minutes or less during
§ 63.11(b)(6)(ii) any 2 consecutive hrs.
§ 63.11(b)(77)(iii) Test Method 22 in App.
A of part 60 of this
chapter shall be used.
30Bo4F EU R5322ALL vOoC 30 TAC Chapter | § 115.322(1) No valve (gaseous [G]§ 115.324(2) § 115.326(1) § 115.326(1)
115, Fugitives § 115.322(2) service) may be allowed | § 115.324(4) [G]§ 115.326(2) § 115.327(4)
Pet Ref B § 115.322(3) to have a VOC leak as § 115.324(5) § 115.326(3)
Counties § 115.322(4) defined in §101.1 for § 115.324(6) § 115.326(4)

§ 115.322(5)

more than 15 calendar
days after the leak is
found, except as
provided in §115.322(2).

[GI8 115.324(7)
[G]§ 115.325
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Applicable Requirements Summary

Unit Unit SopP Pollutant | State Rule Emission Textual Monitoring Recordkeeping Reporting
Group Group | Index No. or Federal Limitation, Description And Testing Requirements Requirements
Process | Process Regulation Standard or (See Special Term | Requirements
ID No. Type Name Equipment and Condition (30 TAC (30 TAC
Specification 1.B.) § 122.144) § 122.145)
Citation
30Bo4F EU R5322ALL VvOC 30 TAC Chapter | § 115.327(1) Valves of nominal size of | None None §115.327(1)(A)
115, Fugitives 2” (5 cm) or less are § 115.327(1)(B)
Pet Ref B exempt, provided § 115.327(1)(C)
Counties allowable emissions
from sources affected by
this division after
controls are applied with
exemptions will not
exceed by more than
5.0% such allowable
emissions with no
exemptions.
30Bo4F EU R5322ALL voC 30 TAC Chapter | § 115.322(1) No pump seal, as [G]§ 115.325 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) described in § 115.327(3) § 115.326(5) § 115.327(4)
Pet Ref B § 115.322(3) or (5), may be allowed to
Counties § 115.327(3) have a VOC leak as
defined in §101.1 for
more than 15 calendar
days after the leak is
found, except as
provided in §115.322(2).
30Bo4F EU R5322ALL vOC 30 TAC Chapter | § 115.322(1) No pump seal may be §115.324 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) allowed to have a VOC | § 115.324(1) [G]§ 115.326(2) § 115.327(4)
Pet Ref B § 115.322(3) leak as defined in §101.1 | § 115.324(1)(A) [G]§ 115.326(3)
Counties for more than 15 § 115.324(3) § 115.326(5)
calendar days after the | §115.324(4)
leak is found, except as | § 115.324(6)
provided in §115.322(2). | [G]§ 115.325
30Bo4F EU R5322ALL vOoC 30 TAC Chapter | § 115.322(1) No valve (gaseous [G]§ 115.325 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) service), as described in § 115.326(5) § 115.327(4)
Pet Ref B § 115.322(3) § 115.327(3) or (5), may
Counties § 115.322(4) be allowed to have a
§ 115.327(5) VOC leak as defined in
§101.1 for more than 15
calendar days after the
leak is found, except as
provided in §115.322(2).
30Bo4F EU R5322ALL voC 30 TAC Chapter | § 115.322(1) No valve (gaseous § 115.324 [G]§ 115.326(1) [G]§ 115.324(7)
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Specification 1.B.) § 122.144) § 122.145)
Citation
115, Fugitives § 115.322(2) service) may be allowed | § 115.324(2) [G]§ 115.326(2) [G]§ 115.326(1)
Pet Ref B §115.322(3) to have a VOC leak as § 115.324(2)(B) [G]§ 115.326(3) §115.327(4)
Counties § 115.322(4) defined in §101.1 for § 115.324(4) § 115.326(5)
§ 115.322(5) more than 15 calendar § 115.324(6)
days after the leak is [G]§ 115.324(7)
found, except as [G]§ 115.325
provided in §115.322(2).
30Bo4F EU R5322ALL voC 30 TAC Chapter | § 115.322(1) No valve in liquid [G]§ 115.325 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) service, as described in § § 115.326(5) § 115.327(4)
Pet Ref B § 115.322(3) 115.327(3) or (5), may be
Counties § 115.322(4) allowed to have a VOC
§115.327(3) leak as defined in §101.1
§ 115.327(5) for more than 15
calendar days after the
leak is found, except as
provided in §115.322(2).
30Bo4F EU R5322ALL voC 30 TAC Chapter | § 115.322(1) No valve in liquid § 115.324 [G]§ 115.326(1) [G]§ 115.324(7)
115, Fugitives § 115.322(2) service may be allowed | § 115.324(1) [G]§ 115.326(2) [G]§ 115.326(1)
Pet Ref B § 115.322(3) to have a VOC leak as § 115.324(1)(B) [G]§ 115.326(3) § 115.327(4)
Counties § 115.322(4) defined in §101.1 for § 115.324(4) § 115.326(5)
more than 15 calendar § 115.324(6)
days after the leak is [G]§ 115.324(7)
found, except as [G]§ 115.325
provided in §115.322(2).
30Bo4F EU R5322ALL voC 30 TAC Chapter | § 115.322(1) No process drain, as [G]§ 115.325 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) described in § 115.327(3) § 115.326(5) § 115.327(4)
Pet Ref B § 115.322(3) or (5), may be allowed to
Counties § 115.327(3) have a VOC leak as
defined in §101.1 for
more than 15 calendar
days after the leak is
found, except as
provided in §115.322(2).
30Bo4F EU R5322ALL vOoC 30 TAC Chapter | § 115.322(1) No process drain may be | § 115.324 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) allowed to have a VOC | § 115.324(1) [G]§ 115.326(2) § 115.327(4)
Pet Ref B § 115.322(3) leak as defined in §101.1 | § 115.324(1)(C) [G]§ 115.326(3)
Counties for more than 15 § 115.324(4) § 115.326(5)

calendar days after the

§ 115.324(6)
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Unit Unit SopP Pollutant | State Rule Emission Textual Monitoring Recordkeeping Reporting
Group Group | Index No. or Federal Limitation, Description And Testing Requirements Requirements
Process | Process Regulation Standard or (See Special Term | Requirements
ID No. Type Name Equipment and Condition (30 TAC (30 TAC
Specification 1.B.) § 122.144) § 122.145)
Citation
leak is found, except as | [G]§ 115.325
provided in §115.322(2).
30Bo4F EU R5322ALL voC 30 TAC Chapter | § 115.322(1) No compressor seal, as | [G]§ 115.325 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) described in § § 115.326(5) § 115.327(4)
Pet Ref B § 115.322(3) 115.327(3), (5) or (6),
Counties § 115.327(3) may be allowed to have
§ 115.327(6) a VOC leak as defined in
§101.1 for more than 15
calendar days after the
leak is found, except as
provided in §115.322(2).
30Bo4F EU R5322ALL voC 30 TAC Chapter | § 115.322(1) No compressor seal may | § 115.324 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) be allowed to have a § 115.324(2) [G]§ 115.326(2) § 115.327(4)
Pet Ref B § 115.322(3) VOC leak as defined in § 115.324(2)(A) [G]§ 115.326(3)
Counties §101.1 for more than 15 | § 115.324(4) § 115.326(5)
calendar days after the | § 115.324(6)
leak is found, except as | [G]§ 115.325
provided in §115.322(2).
30Bo4F EU R5322ALL voC 30 TAC Chapter | § 115.322(1) No elevated valve, as [G]§ 115.325 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) described in § 115.327(3) § 115.326(5) § 115.327(4)
Pet Ref B § 115.322(3) or (5), may be allowed to
Counties § 115.322(4) have a VOC leak as
§ 115.327(3) defined in §101.1 for
§ 115.327(5) more than 15 calendar
days after the leak is
found, except as
provided in §115.322(2).
30Bo4F EU R5322ALL vOoC 30 TAC Chapter | § 115.322(1) No elevated valve may §115.324 [G]§ 115.326(1) [G]§ 115.324(7)
115, Fugitives § 115.322(2) be allowed to have a § 115.324(1) [G]§ 115.326(2) [G]§ 115.326(1)
Pet Ref B § 115.322(3) VOC leak as defined in | § 115.324(1)(D) [G]§ 115.326(3) § 115.327(4)
Counties § 115.322(4) §101.1 for more than 15 | § 115.324(4) § 115.326(5)
calendar days after the | § 115.324(6)
leak is found, except as | [G]§ 115.324(7)
provided in §115.322(2). | [G]§ 115.325
30Bo4F EU R5322ALL voC 30 TAC Chapter | § 115.322(1) No pressure relief valve | [G]§ 115.325 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) in gaseous service, as § 115.326(5) § 115.327(4)
Pet Ref B § 115.322(3) described in § 115.327(3)
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Applicable Requirements Summary

Unit Unit SopP Pollutant | State Rule Emission Textual Monitoring Recordkeeping Reporting
Group Group | Index No. or Federal Limitation, Description And Testing Requirements Requirements
Process | Process Regulation Standard or (See Special Term | Requirements
ID No. Type Name Equipment and Condition (30 TAC (30 TAC
Specification 1.B.) § 122.144) § 122.145)
Citation
Counties § 115.327(5) or (5), may be allowed
to have a VOC leak as
defined in §101.1 for
more than 15 calendar
days after the leak is
found, except as
provided in §115.322(2).
30Bo4F EU R5322ALL voC 30 TAC Chapter | § 115.322(1) No pressure relief valve | § 115.324 [G]§ 115.326(1) [G]§ 115.324(7)
115, Fugitives § 115.322(2) in gaseous service may | § 115.324(2) [G]§ 115.326(2) [G]§ 115.326(1)
Pet Ref B § 115.322(3) be allowed to have a § 115.324(2)(C) [G]§ 115.326(3) § 115.327(4)
Counties § 115.322(5) VOC leak as defined in | § 115.324(4) § 115.326(5)
§101.1 for more than 15 | § 115.324(5)
calendar days after the | § 115.324(6)
leak is found, except as | [G]§ 115.324(7)
provided in §115.322(2). | [G]§ 115.325
30Bo4F EU R5322ALL voC 30 TAC Chapter | § 115.322(1) No connector, as [G]§ 115.325 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) described in § 115.327(3) § 115.326(5) § 115.327(4)
Pet Ref B § 115.322(3) or (5), may be allowed to
Counties § 115.327(3) have a VOC leak as
defined in §101.1 for
more than 15 calendar
days after the leak is
found, except as
provided in §115.322(2).
54F-MTBE EU R5322ALL voC 30 TAC Chapter | § 115.322(1) No valve (gaseous [G]§ 115.324(2) § 115.326(1) § 115.326(1)
115, Fugitives § 115.322(2) service) may be allowed | § 115.324(4) [G]§ 115.326(2) § 115.327(4)
Pet Ref B § 115.322(3) to have a VOC leak as § 115.324(5) § 115.326(3)
Counties § 115.322(4) defined in §101.1 for § 115.324(6) § 115.326(4)
§ 115.322(5) more than 15 calendar [G]§ 115.324(7)
days after the leak is [G]§ 115.325
found, except as
provided in §115.322(2).
54F-MTBE EU R5322ALL voC 30 TAC Chapter | § 115.327(1) Valves of nominal size of | None None § 115.327(1)(A)
115, Fugitives 2” (5 cm) or less are § 115.327(1)(B)
Pet Ref B exempt, provided § 115.327(1)(C)
Counties allowable emissions

from sources affected by
this division after
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Applicable Requirements Summary

Unit Unit SopP Pollutant | State Rule Emission Textual Monitoring Recordkeeping Reporting
Group Group | Index No. or Federal Limitation, Description And Testing Requirements Requirements
Process | Process Regulation Standard or (See Special Term | Requirements
ID No. Type Name Equipment and Condition (30 TAC (30 TAC
Specification 1.B.) § 122.144) § 122.145)
Citation
controls are applied with
exemptions will not
exceed by more than
5.0% such allowable
emissions with no
exemptions.
54F-MTBE EU R5322ALL voC 30 TAC Chapter | § 115.322(1) No pump seal, as [G]§ 115.325 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) described in § 115.327(3) § 115.326(5) § 115.327(4)
Pet Ref B § 115.322(3) or (5), may be allowed to
Counties §115.327(3) have a VOC leak as
defined in §101.1 for
more than 15 calendar
days after the leak is
found, except as
provided in §115.322(2).
54F-MTBE EU R5322ALL vOC 30 TAC Chapter | § 115.322(1) No pump seal may be §115.324 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) allowed to have a VOC | § 115.324(1) [G]§ 115.326(2) § 115.327(4)
Pet Ref B § 115.322(3) leak as defined in §101.1 | § 115.324(1)(A) [G]§ 115.326(3)
Counties for more than 15 § 115.324(3) § 115.326(5)
calendar days after the | § 115.324(4)
leak is found, except as | § 115.324(6)
provided in §115.322(2). | [G]§ 115.325
54F-MTBE EU R5322ALL voC 30 TAC Chapter | § 115.322(1) No valve (gaseous [G]§ 115.325 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) service), as described in § 115.326(5) § 115.327(4)
Pet Ref B § 115.322(3) § 115.327(3) or (5), may
Counties § 115.322(4) be allowed to have a
§ 115.327(5) VOC leak as defined in
§101.1 for more than 15
calendar days after the
leak is found, except as
provided in §115.322(2).
54F-MTBE EU R5322ALL vOoC 30 TAC Chapter | § 115.322(1) No valve (gaseous §115.324 [G]§ 115.326(1) [G]§ 115.324(7)
115, Fugitives § 115.322(2) service) may be allowed | § 115.324(2) [G]§ 115.326(2) [G]§ 115.326(1)
Pet Ref B § 115.322(3) to have a VOC leak as § 115.324(2)(B) [G]§ 115.326(3) § 115.327(4)
Counties § 115.322(4) defined in §101.1 for § 115.324(4) § 115.326(5)

§ 115.322(5)

more than 15 calendar
days after the leak is
found, except as

§ 115.324(6)
[GI8 115.324(7)
[GI§ 115.325
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Applicable Requirements Summary

Unit Unit SopP Pollutant | State Rule Emission Textual Monitoring Recordkeeping Reporting
Group Group | Index No. or Federal Limitation, Description And Testing Requirements Requirements
Process | Process Regulation Standard or (See Special Term | Requirements
ID No. Type Name Equipment and Condition (30 TAC (30 TAC
Specification 1.B.) § 122.144) § 122.145)
Citation
provided in §115.322(2).
54F-MTBE EU R5322ALL voC 30 TAC Chapter | § 115.322(1) No valve in liquid [G]§ 115.325 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) service, as described in § § 115.326(5) § 115.327(4)
Pet Ref B § 115.322(3) 115.327(3) or (5), may be
Counties § 115.322(4) allowed to have a VOC
§115.327(3) leak as defined in §101.1
§ 115.327(5) for more than 15
calendar days after the
leak is found, except as
provided in §115.322(2).
54F-MTBE EU R5322ALL voC 30 TAC Chapter | § 115.322(1) No valve in liquid §115.324 [G]§ 115.326(1) [G]§ 115.324(7)
115, Fugitives § 115.322(2) service may be allowed | § 115.324(1) [G]§ 115.326(2) [G]§ 115.326(1)
Pet Ref B § 115.322(3) to have a VOC leak as § 115.324(1)(B) [G]§ 115.326(3) § 115.327(4)
Counties § 115.322(4) defined in §101.1 for § 115.324(4) § 115.326(5)
more than 15 calendar § 115.324(6)
days after the leak is [G]§ 115.324(7)
found, except as [G]§ 115.325
provided in §115.322(2).
54F-MTBE EU R5322ALL voC 30 TAC Chapter | § 115.322(1) No process drain, as [G]§ 115.325 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) described in § 115.327(3) § 115.326(5) § 115.327(4)
Pet Ref B § 115.322(3) or (5), may be allowed to
Counties § 115.327(3) have a VOC leak as
defined in §101.1 for
more than 15 calendar
days after the leak is
found, except as
provided in §115.322(2).
54F-MTBE EU R5322ALL vOoC 30 TAC Chapter | § 115.322(1) No process drain may be | § 115.324 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) allowed to have a VOC | § 115.324(1) [G]§ 115.326(2) § 115.327(4)
Pet Ref B § 115.322(3) leak as defined in §101.1 | § 115.324(1)(C) [G]§ 115.326(3)
Counties for more than 15 § 115.324(4) § 115.326(5)
calendar days after the | § 115.324(6)
leak is found, except as | [G]§ 115.325
provided in §115.322(2).
54F-MTBE EU R5322ALL voC 30 TAC Chapter | § 115.322(1) No compressor seal, as | [G]§ 115.325 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) described in § § 115.326(5) § 115.327(4)
Pet Ref B § 115.322(3) 115.327(3), (5) or (6),
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Applicable Requirements Summary

Unit Unit SopP Pollutant | State Rule Emission Textual Monitoring Recordkeeping Reporting
Group Group | Index No. or Federal Limitation, Description And Testing Requirements Requirements
Process | Process Regulation Standard or (See Special Term | Requirements
ID No. Type Name Equipment and Condition (30 TAC (30 TAC
Specification 1.B.) § 122.144) § 122.145)
Citation
Counties § 115.327(3) may be allowed to have
§ 115.327(6) a VOC leak as defined in
§101.1 for more than 15
calendar days after the
leak is found, except as
provided in §115.322(2).
54F-MTBE EU R5322ALL voC 30 TAC Chapter | § 115.322(1) No compressor seal may | § 115.324 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) be allowed to have a § 115.324(2) [G]§ 115.326(2) § 115.327(4)
Pet Ref B § 115.322(3) VOC leak as defined in § 115.324(2)(A) [G]§ 115.326(3)
Counties §101.1 for more than 15 | § 115.324(4) § 115.326(5)
calendar days after the | § 115.324(6)
leak is found, except as | [G]§ 115.325
provided in §115.322(2).
54F-MTBE EU R5322ALL voC 30 TAC Chapter | § 115.322(1) No elevated valve, as [G]§ 115.325 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) described in § 115.327(3) § 115.326(5) § 115.327(4)
Pet Ref B § 115.322(3) or (5), may be allowed to
Counties § 115.322(4) have a VOC leak as
§ 115.327(3) defined in §101.1 for
§ 115.327(5) more than 15 calendar
days after the leak is
found, except as
provided in §115.322(2).
54F-MTBE EU R5322ALL voC 30 TAC Chapter | § 115.322(1) No elevated valve may § 115.324 [G]§ 115.326(1) [G]§ 115.324(7)
115, Fugitives § 115.322(2) be allowed to have a § 115.324(1) [G]§ 115.326(2) [G]§ 115.326(1)
Pet Ref B § 115.322(3) VOC leak as defined in | § 115.324(1)(D) [G]§ 115.326(3) § 115.327(4)
Counties § 115.322(4) §101.1 for more than 15 | § 115.324(4) § 115.326(5)
calendar days after the | § 115.324(6)
leak is found, except as | [G]§ 115.324(7)
provided in §115.322(2). | [G]§ 115.325
54F-MTBE EU R5322ALL vOoC 30 TAC Chapter | § 115.322(1) No pressure relief valve |[G]§ 115.325 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) in gaseous service, as § 115.326(5) § 115.327(4)
Pet Ref B § 115.322(3) described in § 115.327(3)
Counties § 115.327(5) or (5), may be allowed

to have a VOC leak as
defined in §101.1 for
more than 15 calendar
days after the leak is
found, except as
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Applicable Requirements Summary

Unit Unit SopP Pollutant | State Rule Emission Textual Monitoring Recordkeeping Reporting
Group Group | Index No. or Federal Limitation, Description And Testing Requirements Requirements
Process | Process Regulation Standard or (See Special Term | Requirements
ID No. Type Name Equipment and Condition (30 TAC (30 TAC
Specification 1.B.) § 122.144) § 122.145)
Citation
provided in §115.322(2).
54F-MTBE EU R5322ALL voC 30 TAC Chapter | § 115.322(1) No pressure relief valve | § 115.324 [G]§ 115.326(1) [G]§ 115.324(7)
115, Fugitives § 115.322(2) in gaseous service may | § 115.324(2) [G]§ 115.326(2) [G]§ 115.326(1)
Pet Ref B § 115.322(3) be allowed to have a § 115.324(2)(C) [G]§ 115.326(3) § 115.327(4)
Counties § 115.322(5) VOC leak as defined in | § 115.324(4) § 115.326(5)
§101.1 for more than 15 | § 115.324(5)
calendar days after the | § 115.324(6)
leak is found, except as | [G]§ 115.324(7)
provided in §115.322(2). | [G]§ 115.325
54F-MTBE EU R5322ALL voC 30 TAC Chapter | § 115.322(1) No connector, as [G]§ 115.325 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) described in § 115.327(3) § 115.326(5) § 115.327(4)
Pet Ref B § 115.322(3) or (5), may be allowed to
Counties §115.327(3) have a VOC leak as
defined in §101.1 for
more than 15 calendar
days after the leak is
found, except as
provided in §115.322(2).
54F-MTBE EU 60GGGALL ([VOC 40 CFR Part 60, | § 60.592(a) Comply with the None § 60.486(e) None
Subpart GGG § 60.482-1(d) requirements as stated § 60.486(e)(1)
in §60.482-1(d) for § 60.486(e)(5)
equipment in vacuum
service.
54F-MTBE EU 60GGGALL |VOC 40 CFR Part 60, | § 60.592(a) Comply with the [G]§ 60.482-2 [G]§ 60.486(a) § 60.487(a)
Subpart GGG § 60.482-1(a) requirements as stated | § 60.485(a) [G]§ 60.486(b) [G]§ 60.487(b)
§ 60.482-1(b) in §60.482-2 for pumps | [G]§ 60.485(b) [G]§ 60.486(c) [G]§ 60.487(c)
[G]§ 60.482-2 in light-liquid service. [G]§ 60.485(c) § 60.486(e) § 60.487(e)
[G]§ 60.482-9 [G]§ 60.485(d) § 60.486(e)(1) § 60.592(e)
[G18 60.485(e) [GI8 60.486(e)(2)
§ 60.485(f) [GI8 60.486(e)(4)
§ 60.592(d) [G]§ 60.486(h)
§ 60.593(d) § 60.486(j)
§ 60.592(e)
54F-MTBE EU 60GGGALL |VOC 40 CFR Part 60, | § 60.592(a) Comply with the § 60.482-3(1) [G]§ 60.486(a) § 60.487(a)
Subpart GGG § 60.482-1(a) requirements as stated | § 60.482-3(g)(1) [G]§ 60.486(b) [G]§ 60.487(b)
§ 60.482-1(b) in §60.482-3 for § 60.482-3(g)(2) [G]§ 60.486(c) [G]§ 60.487(c)
§ 60.482-3(1) reciprocating [G]§ 60.482-3(i) § 60.486(e) § 60.487(e)
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Applicable Requirements Summary

Unit Unit SopP Pollutant | State Rule Emission Textual Monitoring Recordkeeping Reporting
Group Group | Index No. or Federal Limitation, Description And Testing Requirements Requirements
Process | Process Regulation Standard or (See Special Term | Requirements
ID No. Type Name Equipment and Condition (30 TAC (30 TAC
Specification 1.B.) § 122.144) § 122.145)
Citation
§ 60.482-3(g)(1) compressors that § 60.482-3(3) § 60.486(e)(1) § 60.592(e)
§ 60.482-3(g)(2) become subject under § 60.485(a) [G]§ 60.486(e)(2)
[G]§ 60.482-3(i) §60.14 and §60.15. [G]§ 60.485(c) [G]§ 60.486(e)(4)
§ 60.482-3()) [G]8 60.485(d) [G]8 60.486(h)
[G]§ 60.482-9 § 60.485(f) § 60.486(j)
§ 60.593(c) § 60.592(d) § 60.592(e)
54F-MTBE EU 60GGGALL |VOC 40 CFR Part 60, | § 60.592(a) Comply with the [G]§ 60.482-3 [G]§ 60.486(a) § 60.487(a)
Subpart GGG § 60.482-1(a) requirements as stated | § 60.485(a) [G]§ 60.486(b) [G]§ 60.487(b)
§ 60.482-1(b) in §60.482-3 for [G]§ 60.485(b) [G]§ 60.486(c) [G]§ 60.487(c)
[G]§ 60.482-3 COmpressors. [G]§ 60.485(c) § 60.486(e) § 60.487(e)
[G]§ 60.482-9 [G]§ 60.485(d) § 60.486(e)(1) § 60.592(e)
§ 60.485(f) [G]8 60.486(e)(2)
§ 60.592(d) [G]8 60.486(e)(4)
[G]§ 60.486(h)
§ 60.486(j)
§ 60.592(e)
54F-MTBE EU 60GGGALL |VOC 40 CFR Part 60, | § 60.592(a) Comply with the [G]§ 60.482-4 [G]§ 60.486(a) § 60.487(a)
Subpart GGG § 60.482-1(a) requirements in as § 60.485(a) § 60.486(e) [G]§ 60.487(b)
§ 60.482-1(b) stated in §60.482-4 for | [G]§ 60.485(b) § 60.486(e)(1) [G]§ 60.487(c)
[G]§ 60.482-4 pressure relief devices in | [G]§ 60.485(c) § 60.486(e)(3) § 60.487(e)
[G]§ 60.482-9 gas/vapor service. [G]§ 60.485(d) [G]§ 60.486(e)(4) § 60.592(e)
§ 60.485(f) § 60.486(j)
§ 60.592(d) § 60.592(e)
54F-MTBE EU 60GGGALL |VOC 40 CFR Part 60, | § 60.592(a) Comply with the § 60.485(a) [G]§ 60.486(a) § 60.487(a)
Subpart GGG § 60.482-1(a) requirements in as [G]§ 60.485(b) § 60.486(e) [G]§ 60.487(b)
§ 60.482-1(b) stated in §60.482-5 for | [G]§ 60.485(d) § 60.486(e)(1) [G]§ 60.487(c)
[G]§ 60.482-5 sampling connection § 60.485(f) § 60.486(j) § 60.487(e)
[G]§ 60.482-9 systems. § 60.592(d) § 60.592(e) § 60.592(e)
54F-MTBE EU 60GGGALL |VOC 40 CFR Part 60, | § 60.592(a) Comply with the § 60.485(a) [G]§ 60.486(a) § 60.487(a)
Subpart GGG § 60.482-1(a) requirements in as [G]§ 60.485(b) § 60.486(e) [G]§ 60.487(b)
§ 60.482-1(b) stated in §60.482-6 for | [G]§ 60.485(d) § 60.486(e)(1) [G]§ 60.487(c)
[G]§ 60.482-6 open-ended valves and | § 60.485(f) § 60.486(j) § 60.487(e)
[G]§ 60.482-9 lines. § 60.592(d) § 60.592(e) § 60.592(e)
54F-MTBE EU 60GGGALL |VOC 40 CFR Part 60, | § 60.592(a) Comply with the [G]§ 60.482-7 [G]§ 60.486(a) § 60.487(a)
Subpart GGG § 60.482-1(a) requirements in as [G]§ 60.483-1 [G]§ 60.486(b) [G]§ 60.487(b)
§ 60.482-1(b) stated in §60.482-7 for | [G]§ 60.483-2 [G]§ 60.486(c) [G]§ 60.487(c)
[G]§ 60.482-7 valves in gas/vapor or § 60.485(a) § 60.486(e) § 60.487(d)
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Unit Unit SopP Pollutant | State Rule Emission Textual Monitoring Recordkeeping Reporting
Group Group | Index No. or Federal Limitation, Description And Testing Requirements Requirements
Process | Process Regulation Standard or (See Special Term | Requirements
ID No. Type Name Equipment and Condition (30 TAC (30 TAC
Specification 1.B.) § 122.144) § 122.145)
Citation
[G]§ 60.482-9 light-liquid service. [G]§ 60.485(b) § 60.486(e)(1) § 60.487(e)
[G]8 60.483-1 [GI8 60.485(c) [G]8 60.486(e)(2) § 60.592(e)
[G1§ 60.483-2 [G]§ 60.485(d) [G]8 60.486(e)(4)
§ 60.592(b) [G18 60.485(e) [G]8 60.486(f)
§ 60.485(1) [G1§ 60.486(g)
§ 60.592(d) § 60.486(j)
§ 60.593(d) § 60.592(e)
54F-MTBE EU 60GGGALL |VOC 40 CFR Part 60, | § 60.592(a) Comply with the [G]§ 60.482-8 [G]§ 60.486(a) § 60.487(a)
Subpart GGG § 60.482-1(a) requirements in as § 60.485(a) [G]§ 60.486(b) [G]§ 60.487(b)
§ 60.482-1(b) stated in §60.482-8 for | [G]§ 60.485(b) [G]§ 60.486(c) [G]§ 60.487(c)
[G]§ 60.482-8 pumps in heavy-liquid [G]§ 60.485(d) § 60.486(e) § 60.487(e)
[G]§ 60.482-9 service. [G]§ 60.485(e) § 60.486(e)(1) § 60.592(e)
§ 60.485(f) § 60.486(j)
§ 60.592(d) § 60.592(e)
54F-MTBE EU 60GGGALL |VOC 40 CFR Part 60, | § 60.592(a) Comply with the § 60.485(a) [G]§ 60.486(a) § 60.487(a)
Subpart GGG §60.18 requirements in as [G]§ 60.485(c) [G]§ 60.486(d) [G]§ 60.487(b)
§ 60.482-1(a) stated in §60.482-10 for |[G]§ 60.485(d) § 60.486(e) [G]§ 60.487(c)
§ 60.482-1(b) flares. § 60.485(f) § 60.486(e)(1) § 60.487(e)
§ 60.482-10(d) [G]§ 60.485(g) § 60.592(e) § 60.592(e)
§ 60.482-10(¢e) § 60.592(d)
§ 60.482-10(m)
54F-MTBE EU 60GGGALL |VOC 40 CFR Part 60, | § 60.592(a) Comply with the [G]§ 60.482-10(f) [G]§ 60.482-10(j) § 60.487(a)
Subpart GGG § 60.482-1(a) requirements in as § 60.482-10(i) [G]§ 60.482-10(k) [G]§ 60.487(b)
§ 60.482-1(b) stated in §60.482-10 for | § 60.485(a) [G]§ 60.482-10(1) [G]§ 60.487(c)
§ 60.482-10(¢e) closed-vent systems. [G]§ 60.485(b) [G]§ 60.486(a) § 60.487(e)
[G]§ 60.482-10(g) [G]§ 60.485(d) [G]§ 60.486(d) § 60.592(e)
§ 60.482-10(h) § 60.485(f) § 60.486(e)
§ 60.482-10(m) § 60.592(d) § 60.486(e)(1)
§ 60.592(e)
54F-MTBE EU 60GGGALL |VOC 40 CFR Part 60, | § 60.592(a) Comply with the [G]§ 60.482-8 [G]§ 60.486(a) § 60.487(a)
Subpart GGG § 60.482-1(a) requirements in as § 60.485(a) [G]§ 60.486(b) [G]§ 60.487(b)
§ 60.482-1(b) stated in §60.482-8 for | [G]§ 60.485(b) [G]§ 60.486(c) [G]§ 60.487(c)
[G]§ 60.482-8 valves in heavy-liquid [G]§ 60.485(d) § 60.486(e) § 60.487(e)
[G]§ 60.482-9 service. [G]§ 60.485(e) § 60.486(e)(1) § 60.592(e)
§ 60.485(f) § 60.486(j)
§ 60.592(d) § 60.592(e)
54F-MTBE EU 60GGGALL |VOC 40 CFR Part 60, | § 60.592(a) Comply with the [G]§ 60.482-8 [G]§ 60.486(a) § 60.487(a)
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Subpart GGG § 60.482-1(a) requirements in as § 60.485(a) [G]§ 60.486(b) [G]§ 60.487(b)
§ 60.482-1(b) stated in §60.482-8 for | [G]§ 60.485(b) [G]§ 60.486(c) [G]§ 60.487(c)
[G]§ 60.482-8 flanges or other [G]§ 60.485(d) § 60.486(e) § 60.487(e)
[G]§ 60.482-9 connectors. [G]§ 60.485(e) § 60.486(e)(1) § 60.592(e)
§ 60.485(f) § 60.486(j)
§ 60.592(d) § 60.592(e)
54F-MTBE EU 60GGGALL |VOC 40 CFR Part 60, | § 60.592(a) Comply with the [G]§ 60.482-8 [G]§ 60.486(a) § 60.487(a)
Subpart GGG § 60.482-1(a) requirements in as § 60.485(a) [G]§ 60.486(b) [G]§ 60.487(b)
§ 60.482-1(b) stated in §60.482-8 for | [G]§ 60.485(b) [G]§ 60.486(c) [G]§ 60.487(c)
[G]§ 60.482-8 pressure relief devices in | [G]§ 60.485(d) § 60.486(e) § 60.487(e)
[G]§ 60.482-9 light-liquid service. [G]§ 60.485(e) § 60.486(e)(1) § 60.592(e)
§ 60.485(f) § 60.486(j)
§ 60.592(d) § 60.592(e)
54F-MTBE EU 63CCH-ALL [112(B) 40 CFR Part 63, | § 63.648(c)(1) Comply with the [G]§ 63.163 § 63.181(a) [G]§ 63.182(a)
HAPS Subpart CC § 63.162(a) specified Subpart H [G]§ 63.176 [G]§ 63.181(b) § 63.182(c)
§ 63.162(c) requirements for pumps | [G]§ 63.180(b) § 63.181(c) [G]§ 63.182(c)(1)
[G]§ 63.162(f) in light liquid service, [G]§ 63.180(d) [G]§ 63.181(d) [G]§ 63.182(d)
[G]§ 63.162(g) instrument readings [G]§ 63.648(b) § 63.181(h) [G]§ 63.655(e)
§ 63.162(h) that define a leak are § 63.648(c)(3) [G]§ 63.181(h)(3) § 63.655(f)
[G]§ 63.163 specified in Subpart CC, |§ 63.648(c)(4) § 63.181(h)(4) § 63.655()(1)(v)
[G]§ 63.171 table 2. § 63.648(c)(6) [G]§ 63.181(h)(5)
[GI§ 63.176 § 63.648(c)(7) § 63.181(h)(6)
§ 63.648(f) § 63.648(c)(8) § 63.181(h)(7)
§ 63.655(d)(2) § 63.181(h)(8)
§ 63.181(h)(9)
§ 63.648(h)
§ 63.655(d)(1)(1)
§ 63.655(d)(6)
§ 63.655(1)(5)
54F-MTBE EU 63CCH-ALL [112(B) 40 CFR Part 63, | § 63.648(a) Comply with the [G]§ 63.169 § 63.181(a) [G]§ 63.182(a)
HAPS Subpart CC § 63.162(a) specified Subpart H [G]§ 63.180(b) [G]§ 63.181(b) § 63.182(c)
§ 63.162(c) requirements for non- [G]§ 63.180(d) § 63.181(c) [G]§ 63.182(c)(1)
[G]§ 63.162(f) reciprocating pumps in | [G]§ 63.648(b) [G]§ 63.181(d) [G]§ 63.182(d)
[G]§ 63.162(g) heavy liquid service. § 63.648(c)(2)(1) § 63.648(h) [G]§ 63.655(e)
§ 63.162(h) § 63.648(c)(6) § 63.655(d)(1)(1)
[G]8 63.169 § 63.655(1)(5)
[G]§ 63.171
§ 63.655(d)(2)
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54F-MTBE EU 63CCH-ALL |112(B) 40 CFR Part 63, | § 63.648(a) Comply with the [G]§ 63.164 § 63.181(a) [G]§ 63.182(a)
HAPS Subpart CC § 63.162(a) specified Subpart H [G]§ 63.180(b) [G]§ 63.181(b) § 63.182(c)
§ 63.162(c) requirements for [G]§ 63.180(c) § 63.181(c) [G]§ 63.182(c)(1)
[G]§ 63.162(f) compressors which are | [G]§ 63.180(d) [G]§ 63.181(d) [G]§ 63.182(d)
[G]§ 63.162(g) not in hydrogen service. |[G]§ 63.648(b) [G]§ 63.181(f) [G]§ 63.655(e)
§ 63.162(h) § 63.648(h)
[G]§ 63.164 § 63.655(d)(1)(1)
[G1§ 63.171 § 63.655(d)(6)
§ 63.648(1) § 63.655(1)(5)
§ 63.655(d)(2)
54F-MTBE EU 63CCH-ALL [112(B) 40 CFR Part 63, | § 63.648(a) Comply with the [G]§ 63.165 § 63.181(a) [G]§ 63.182(a)
HAPS Subpart CC § 63.162(a) specified Subpart H [G]§ 63.180(b) [G]§ 63.181(b) § 63.182(c)
§ 63.162(c) requirements for [G]§ 63.180(c) § 63.181(c) [G]§ 63.182(c)(1)
[G]§ 63.162(g) pressure relief devices in | [G]§ 63.180(d) [G]§ 63.181(f) [G]§ 63.182(d)
§ 63.162(h) gas/vapor service. [G]§ 63.648(b) § 63.648(h) [G]§ 63.655(e)
[G]§ 63.165 § 63.655(d)(1)(i)
[GI8§ 63.171 § 63.655(1)(5)
§ 63.655(d)(2)
54F-MTBE EU 63CCH-ALL [112(B) 40 CFR Part 63, | § 63.648(a) Comply with the [G]§ 63.169 § 63.181(a) [G]§ 63.182(a)
HAPS Subpart CC § 63.162(a) specified Subpart H [G]§ 63.180(b) [G]§ 63.181(b) § 63.182(c)
§ 63.162(c) requirements for [G]§ 63.180(d) § 63.181(c) [G]§ 63.182(c)(1)
[G]§ 63.162(f) pressure relief device in | [G]§ 63.648(b) [G]§ 63.181(d) [G]§ 63.182(d)
[G]§ 63.162(g) liquid service. § 63.648(c)(2)(1) § 63.648(h) [G]§ 63.655(e)
§ 63.162(h) § 63.648(c)(6) § 63.655(d)(1(1)
[G]§ 63.169 § 63.655(1)(5)
[GI8§ 63.171
§ 63.655(d)(2)
54F-MTBE EU 63CCH-ALL [112(B) 40 CFR Part 63, | § 63.648(a) Comply with the [G]§ 63.180(b) § 63.181(a) [G]§ 63.182(a)
HAPS Subpart CC § 63.162(a) specified Subpart H [G]§ 63.180(d) [G]§ 63.181(b) § 63.182(c)
§ 63.162(c) requirements for [G]§ 63.648(b) § 63.181(c) [G]§ 63.182(c)(1)
[G]§ 63.162(g) sampling connection [G]§ 63.181(1) [G]§ 63.182(d)
§ 63.162(h) systems. § 63.648(h) [G]§ 63.655(e)
[GI8 63.166 § 63.655(d)(1)(1)
[GI8§ 63.171 § 63.655(1)(5)
§ 63.655(d)(2)
54F-MTBE EU 63CCH-ALL |112(B) 40 CFR Part 63, | § 63.648(a) Comply with the [G]§ 63.175 § 63.181(a) [G]§ 63.182(a)
HAPS Subpart CC § 63.162(a) specified Subpart H [G]§ 63.180(b) [G]§ 63.181(b) § 63.182(c)
§ 63.162(c) requirements for open- | [G]§ 63.180(d) § 63.181(c) [G]§ 63.182(c)(1)
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[G]§ 63.162(g) ended valves and lines. | [G]§ 63.648(b) § 63.181(h) [G]§ 63.182(d)
§ 63.162(h) [G]§ 63.181(h)(1) [G1§ 63.655(e)
[GI§ 63.167 [G]8 63.181(h)(2)
[G1§ 63.171 § 63.181(h)(4)
[GI1§ 63.175 [G1§ 63.181(h)(5)
§ 63.655(d)(2) § 63.181(h)(6)
§ 63.181(h)(7)
§ 63.181(h)(9)
[G]§ 63.181(i)
§ 63.648(h)
§ 63.655(d)(1)(1)
§ 63.655(1)(5)
54F-MTBE EU 63CCH-ALL [112(B) 40 CFR Part 63, | § 63.648(c)(1) Comply with the [G]§ 63.168 § 63.181(a) [G]§ 63.182(a)
HAPS Subpart CC § 63.162(a) specified Subpart H [G]§ 63.175 [G]§ 63.181(b) § 63.182(c)
§ 63.162(c) requirements for valves |[G]§ 63.180(b) § 63.181(c) [G]§ 63.182(c)(1)
[G]§ 63.162(f) in gas/vapor and light [G]§ 63.180(d) [G]§ 63.181(d) [G]§ 63.182(d)
[G]§ 63.162(g) liquid service, [G]§ 63.648(b) § 63.181(h) [G]§ 63.655(e)
§ 63.162(h) instrument readings § 63.648(c)(2)(1) [G]§ 63.181(h)(1) § 63.655(f)
[G]§ 63.168 defining a leak are § 63.648(c)(3) [G]§ 63.181(h)(2) § 63.655(H)(1)(v)
[G]§ 63.171 specified in Subpart CC, |§ 63.648(c)(4) § 63.181(h)(4)
[G]§ 63.175 table 2. § 63.648(c)(8) [G]§ 63.181(h)(5)
§ 63.648(c)(9) § 63.181(h)(6)
§ 63.655(d)(2) § 63.181(h)(7)
§ 63.181(h)(9)
§ 63.648(h)
§ 63.655(d)(1)(1)
§ 63.655(1)(5)
54F-MTBE EU 63CCH-ALL [112(B) 40 CFR Part 63, | § 63.648(a) Comply with the [G]§ 63.169 § 63.181(a) [G]§ 63.182(a)
HAPS Subpart CC § 63.162(a) specified Subpart H [G]§ 63.180(b) [G]§ 63.181(b) § 63.182(c)
§ 63.162(c) requirements for valves |[G]§ 63.180(d) § 63.181(c) [G]§ 63.182(c)(1)
[G]§ 63.162(f) in heavy liquid service. | [G]§ 63.648(b) [G]§ 63.181(d) [G]§ 63.182(d)
[GI§ 63.162(g) § 63.648(c)(2)(1) § 63.648(h) [G1§ 63.655(e)
§ 63.162(h) § 63.648(c)(6) § 63.655(d)(1)(1)
[GI§ 63.169 § 63.655(1)(5)
[G]8§ 63.171
§ 63.655(d)(2)
54F-MTBE EU 63CCH-ALL |112(B) 40 CFR Part 63, | § 63.648(c)(5) Connectors in gas/vapor | [G]§ 63.169 § 63.181(a) [G]§ 63.182(a)
HAPS Subpart CC § 63.162(a) or light liquid are [G]§ 63.180(b) [G]§ 63.181(b) § 63.182(c)
§ 63.162(c) subject to the [G]§ 63.180(d) § 63.181(c) [G]§ 63.182(c)(1)
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[G]8 63.162(f) requirements in heavy [G]§ 63.648(b) [G]§ 63.181(d) [G]§ 63.182(d)
[G]§ 63.162(g) liquid service in §63.169. | § 63.648(c)(2)(i) § 63.648(h) [G]§ 63.655(e)
§ 63.162(h) The leak definition for § 63.648(c)(4) § 63.655(d)(1)(1) § 63.655(f)
[G]§ 63.169 specified systems § 63.655(1)(5) § 63.655()(1)(v)
[G]§ 63.171 subject to §63.169 is
§ 63.649(a) 1,000 parts per million.
§ 63.655(d)(2)
54F-MTBE EU 63CCH-ALL [112(B) 40 CFR Part 63, | § 63.648(a) Comply with the [G]§ 63.169 § 63.181(a) [G]§ 63.182(a)
HAPS Subpart CC § 63.162(a) specified Subpart H [G]§ 63.180(b) [G]§ 63.181(b) § 63.182(c)
§ 63.162(c) requirements for [G]§ 63.180(d) § 63.181(c) [G]§ 63.182(c)(1)
[G]§ 63.162(f) connectors in heavy [G]§ 63.648(b) [G]§ 63.181(d) [G]§ 63.182(d)
[G]§ 63.162(g) liquid service. § 63.648(c)(2)(1) § 63.648(h) [G]§ 63.655(e)
§ 63.162(h) § 63.648(c)(6) § 63.655(d)(1)(1)
[G]8 63.169 § 63.655(1)(5)
[G]§ 63.171
§ 63.655(d)(2)
54F-MTBE EU 63CCH-ALL [112(B) 40 CFR Part 63, | § 63.648(a) Comply with the [G]§ 63.169 § 63.181(a) [G]§ 63.182(a)
HAPS Subpart CC § 63.162(a) specified Subpart H [G]§ 63.180(b) [G]§ 63.181(b) § 63.182(c)
§ 63.162(c) requirements for [G]§ 63.180(d) § 63.181(c) [G]§ 63.182(c)(1)
[G]§ 63.162(f) instrumentation [G]§ 63.648(b) [G]§ 63.181(d) [G]§ 63.182(d)
[G]§ 63.162(g) systems. § 63.648(c)(2)(1) § 63.648(h) [G]§ 63.655(e)
§ 63.162(h) § 63.648(c)(6) § 63.655(d)(1)(1)
[G]§ 63.169 § 63.655(1)(5)
[GI8§ 63.171
§ 63.655(d)(2)
54F-MTBE EU 63CCH-ALL [112(B) 40 CFR Part 63, | § 63.648(a) Comply with the § 63.172(e) § 63.181(a) [G]§ 63.182(a)
HAPS Subpart CC § 63.11(b) specified Subpart H [G]§ 63.172(h) [G]§ 63.181(b) § 63.182(c)
§ 63.172(d) requirements for flares. |[G]§ 63.180(b) § 63.181(c) [G]§ 63.182(c)(1)
§ 63.172(e) [G]§ 63.180(d) [G]§ 63.181(d) [G]§ 63.182(d)
[GI18 63.172(h) [G]8§ 63.180(e) § 63.181(g) [G]8 63.655(e)
§ 63.172(m) § 63.181(g)(1)(1) [GI8 63.655(H)(1)(1)(D)
§ 63.655(d)(2) § 63.181(g)(1)(ii)

§ 63.181(g)(1)(iii)
§ 63.181(g)(1)(iv)
[G]8 63.181(g)(2)
§ 63.648(h)

§ 63.655(d)(1)()
§ 63.655(1)(5)

Revised - Draft Page 119




Applicable Requirements Summary

Unit Unit SopP Pollutant | State Rule Emission Textual Monitoring Recordkeeping Reporting
Group Group | Index No. or Federal Limitation, Description And Testing Requirements Requirements
Process | Process Regulation Standard or (See Special Term | Requirements
ID No. Type Name Equipment and Condition (30 TAC (30 TAC
Specification 1.B.) § 122.144) § 122.145)
Citation
54F-MTBE EU 63CCH-ALL | 112(B) 40 CFR Part 63, | [G]§ 63.648(g) Compressors in [G]§ 63.648(g) § 63.648(h) None
HAPS Subpart CC hydrogen service are § 63.655(d)(3)
exempt from the
requirements of
§63.648(a) and (c), if an
owner or operator
demonstrates that a
compressor is in
hydrogen service.
§63.648(g)(1)-(2).
54F-TAME EU R5322ALL voC 30 TAC Chapter | § 115.322(1) No valve (gaseous [G]§ 115.324(2) § 115.326(1) § 115.326(1)
115, Fugitives § 115.322(2) service) may be allowed | § 115.324(4) [G]§ 115.326(2) § 115.327(4)
Pet Ref B § 115.322(3) to have a VOC leak as § 115.324(5) § 115.326(3)
Counties §115.322(4) defined in §101.1 for § 115.324(6) § 115.326(4)
§ 115.322(5) more than 15 calendar [G]§ 115.324(7)
days after the leak is [G]§ 115.325
found, except as
provided in §115.322(2).
54F-TAME EU R5322ALL voC 30 TAC Chapter | § 115.327(1) Valves of nominal size of | None None § 115.327(1)(A)
115, Fugitives 2” (5 cm) or less are § 115.327(1)(B)
Pet Ref B exempt, provided § 115.327(1)(C)
Counties allowable emissions
from sources affected by
this division after
controls are applied with
exemptions will not
exceed by more than
5.0% such allowable
emissions with no
exemptions.
54F-TAME EU R5322ALL vOoC 30 TAC Chapter | § 115.322(1) No pump seal, as [G]§ 115.325 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) described in § 115.327(3) § 115.326(5) § 115.327(4)
Pet Ref B § 115.322(3) or (5), may be allowed to
Counties § 115.327(3) have a VOC leak as

defined in §101.1 for
more than 15 calendar
days after the leak is
found, except as
provided in §115.322(2).
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54F-TAME EU R5322ALL VvOC 30 TAC Chapter | § 115.322(1) No pump seal may be §115.324 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) allowed to have a VOC § 115.324(1) [G]§ 115.326(2) §115.327(4)
Pet Ref B § 115.322(3) leak as defined in §101.1 | § 115.324(1)(A) [G]§ 115.326(3)
Counties for more than 15 § 115.324(3) § 115.326(5)
calendar days after the | § 115.324(4)
leak is found, except as | § 115.324(6)
provided in §115.322(2). | [G]§ 115.325
54F-TAME EU R5322ALL voC 30 TAC Chapter | § 115.322(1) No valve (gaseous [G]§ 115.325 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) service), as described in § 115.326(5) § 115.327(4)
Pet Ref B § 115.322(3) § 115.327(3) or (5), may
Counties § 115.322(4) be allowed to have a
§ 115.327(5) VOC leak as defined in
§101.1 for more than 15
calendar days after the
leak is found, except as
provided in §115.322(2).
54F-TAME EU R5322ALL voC 30 TAC Chapter | § 115.322(1) No valve (gaseous § 115.324 [G]§ 115.326(1) [G]§ 115.324(7)
115, Fugitives § 115.322(2) service) may be allowed | § 115.324(2) [G]§ 115.326(2) [G]§ 115.326(1)
Pet Ref B § 115.322(3) to have a VOC leak as § 115.324(2)(B) [G]§ 115.326(3) § 115.327(4)
Counties § 115.322(4) defined in §101.1 for § 115.324(4) § 115.326(5)
§ 115.322(5) more than 15 calendar § 115.324(6)
days after the leak is [G]§ 115.324(7)
found, except as [G]§ 115.325
provided in §115.322(2).
54F-TAME EU R5322ALL voC 30 TAC Chapter | § 115.322(1) No valve in liquid [G]§ 115.325 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) service, as described in § § 115.326(5) § 115.327(4)
Pet Ref B § 115.322(3) 115.327(3) or (5), may be
Counties § 115.322(4) allowed to have a VOC
§ 115.327(3) leak as defined in §101.1
§ 115.327(5) for more than 15
calendar days after the
leak is found, except as
provided in §115.322(2).
54F-TAME EU R5322ALL voC 30 TAC Chapter | § 115.322(1) No valve in liquid § 115.324 [G]§ 115.326(1) [G]§ 115.324(7)
115, Fugitives § 115.322(2) service may be allowed | § 115.324(1) [G]§ 115.326(2) [G]§ 115.326(1)
Pet Ref B § 115.322(3) to have a VOC leak as § 115.324(1)(B) [G]§ 115.326(3) § 115.327(4)
Counties § 115.322(4) defined in §101.1 for § 115.324(4) § 115.326(5)

more than 15 calendar

§ 115.324(6)
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days after the leak is [G]§ 115.324(7)
found, except as [G]§ 115.325
provided in §115.322(2).
54F-TAME EU R5322ALL voC 30 TAC Chapter | § 115.322(1) No process drain, as [G]§ 115.325 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) described in § 115.327(3) § 115.326(5) § 115.327(4)
Pet Ref B § 115.322(3) or (5), may be allowed to
Counties §115.327(3) have a VOC leak as
defined in §101.1 for
more than 15 calendar
days after the leak is
found, except as
provided in §115.322(2).
54F-TAME EU R5322ALL voC 30 TAC Chapter | § 115.322(1) No process drain may be | § 115.324 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) allowed to have a VOC § 115.324(1) [G]§ 115.326(2) § 115.327(4)
Pet Ref B § 115.322(3) leak as defined in §101.1 | § 115.324(1)(C) [G]§ 115.326(3)
Counties for more than 15 § 115.324(4) § 115.326(5)
calendar days after the | § 115.324(6)
leak is found, except as | [G]§ 115.325
provided in §115.322(2).
54F-TAME EU R5322ALL voC 30 TAC Chapter | § 115.322(1) No compressor seal, as | [G]§ 115.325 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) described in § § 115.326(5) § 115.327(4)
Pet Ref B § 115.322(3) 115.327(3), (5) or (6),
Counties § 115.327(3) may be allowed to have
§ 115.327(6) a VOC leak as defined in
§101.1 for more than 15
calendar days after the
leak is found, except as
provided in §115.322(2).
54F-TAME EU R5322ALL vOoC 30 TAC Chapter | § 115.322(1) No compressor seal may | § 115.324 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) be allowed to have a § 115.324(2) [G]§ 115.326(2) § 115.327(4)
Pet Ref B § 115.322(3) VOC leak as defined in § 115.324(2)(A) [G]§ 115.326(3)
Counties §101.1 for more than 15 | § 115.324(4) § 115.326(5)
calendar days after the | § 115.324(6)
leak is found, except as | [G]§ 115.325
provided in §115.322(2).
54F-TAME EU R5322ALL voC 30 TAC Chapter | § 115.322(1) No elevated valve, as [G]§ 115.325 [G]§ 115.326(1) [G]§ 115.326(1)

115, Fugitives

§ 115.322(2)

described in § 115.327(3)

§ 115.326(5)

§ 115.327(4)
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Pet Ref B §115.322(3) or (5), may be allowed to
Counties §115.322(4) have a VOC leak as
§ 115.327(3) defined in §101.1 for
§ 115.327(5) more than 15 calendar
days after the leak is
found, except as
provided in §115.322(2).
54F-TAME EU R5322ALL voC 30 TAC Chapter | § 115.322(1) No elevated valve may §115.324 [G]§ 115.326(1) [G]§ 115.324(7)
115, Fugitives § 115.322(2) be allowed to have a § 115.324(1) [G]§ 115.326(2) [G]§ 115.326(1)
Pet Ref B § 115.322(3) VOC leak as defined in | § 115.324(1)(D) [G]§ 115.326(3) § 115.327(4)
Counties § 115.322(4) §101.1 for more than 15 | § 115.324(4) § 115.326(5)
calendar days after the | § 115.324(6)
leak is found, except as [ [G]§ 115.324(7)
provided in §115.322(2). | [G]§ 115.325
54F-TAME EU R5322ALL voC 30 TAC Chapter | § 115.322(1) No pressure relief valve |[G]§ 115.325 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) in gaseous service, as § 115.326(5) § 115.327(4)
Pet Ref B § 115.322(3) described in § 115.327(3)
Counties § 115.327(5) or (5), may be allowed
to have a VOC leak as
defined in §101.1 for
more than 15 calendar
days after the leak is
found, except as
provided in §115.322(2).
54F-TAME EU R5322ALL voC 30 TAC Chapter | § 115.322(1) No pressure relief valve | § 115.324 [G]§ 115.326(1) [G]§ 115.324(7)
115, Fugitives § 115.322(2) in gaseous service may | § 115.324(2) [G]§ 115.326(2) [G]§ 115.326(1)
Pet Ref B § 115.322(3) be allowed to have a § 115.324(2)(C) [G]§ 115.326(3) § 115.327(4)
Counties § 115.322(5) VOC leak as defined in | § 115.324(4) § 115.326(5)
§101.1 for more than 15 | § 115.324(5)
calendar days after the | § 115.324(6)
leak is found, except as | [G]§ 115.324(7)
provided in §115.322(2). | [G]§ 115.325
54F-TAME EU R5322ALL voC 30 TAC Chapter | § 115.322(1) No connector, as [G]§ 115.325 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) described in § 115.327(3) § 115.326(5) § 115.327(4)
Pet Ref B § 115.322(3) or (5), may be allowed to
Counties § 115.327(3) have a VOC leak as

defined in §101.1 for
more than 15 calendar
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days after the leak is
found, except as
provided in §115.322(2).
54F-TAME EU 60GGGALL ([VOC 40 CFR Part 60, | § 60.592(a) Comply with the None § 60.486(e) None
Subpart GGG § 60.482-1(d) requirements as stated § 60.486(e)(1)
in §60.482-1(d) for § 60.486(¢e)(5)
equipment in vacuum
service.
54F-TAME EU 60GGGALL |VOC 40 CFR Part 60, | § 60.592(a) Comply with the [G]§ 60.482-2 [G]§ 60.486(a) § 60.487(a)
Subpart GGG § 60.482-1(a) requirements as stated | § 60.485(a) [G]§ 60.486(b) [G]§ 60.487(b)
§ 60.482-1(b) in §60.482-2 for pumps | [G]§ 60.485(b) [G]§ 60.486(c) [G]§ 60.487(c)
[G]§ 60.482-2 in light-liquid service. [G]§ 60.485(c) § 60.486(e) § 60.487(e)
[G]§ 60.482-9 [G]§ 60.485(d) § 60.486(e)(1) § 60.592(e)
[G18 60.485(e) [G]8 60.486(e)(2)
§ 60.485(f) [GI8 60.486(e)(4)
§ 60.592(d) [G]§ 60.486(h)
§ 60.593(d) § 60.486(j)
§ 60.592(e)
54F-TAME EU 60GGGALL ([VOC 40 CFR Part 60, | § 60.592(a) Comply with the § 60.482-3(f) [G]§ 60.486(a) § 60.487(a)
Subpart GGG § 60.482-1(a) requirements as stated | § 60.482-3(g)(1) [G]§ 60.486(b) [G]§ 60.487(b)
§ 60.482-1(b) in §60.482-3 for § 60.482-3(g)(2) [G]§ 60.486(c) [G]§ 60.487(c)
§ 60.482-3(f) reciprocating [G1§ 60.482-3(i) § 60.486(€) § 60.487(e)
§ 60.482-3(g)(1) compressors that § 60.482-3(3) § 60.486(e)(1) § 60.592(e)
§ 60.482-3(g)(2) become subject under § 60.485(a) [G]§ 60.486(e)(2)
[G]§ 60.482-3(1) §60.14 and §60.15. [G]§ 60.485(c) [G]§ 60.486(e)(4)
§ 60.482-3()) [GI]8 60.485(d) [G]8 60.486(h)
[G]§ 60.482-9 § 60.485(f) § 60.486(j)
§ 60.593(c) § 60.592(d) § 60.592(e)
54F-TAME EU 60GGGALL |VOC 40 CFR Part 60, | § 60.592(a) Comply with the [G]§ 60.482-3 [G]§ 60.486(a) § 60.487(a)
Subpart GGG § 60.482-1(a) requirements as stated | § 60.485(a) [G]§ 60.486(b) [G]§ 60.487(b)
§ 60.482-1(b) in §60.482-3 for [G]§ 60.485(b) [G]§ 60.486(c) [G]§ 60.487(c)
[G]§ 60.482-3 CcOmpressors. [G]§ 60.485(c) § 60.486(e) § 60.487(e)
[G]§ 60.482-9 [G]§ 60.485(d) § 60.486(e)(1) § 60.592(e)
§ 60.485(f) [G]8 60.486(e)(2)
§ 60.592(d) [GI8 60.486(e)(4)
[G]§ 60.486(h)
§ 60.486(j)
§ 60.592(e)
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54F-TAME EU 60GGGALL |VOC 40 CFR Part 60, | § 60.592(a) Comply with the [G]§ 60.482-4 [G]§ 60.486(a) § 60.487(a)
Subpart GGG § 60.482-1(a) requirements in as § 60.485(a) § 60.486(e) [G]§ 60.487(b)
§ 60.482-1(b) stated in §60.482-4 for | [G]§ 60.485(b) § 60.486(e)(1) [G]§ 60.487(c)
[G]§ 60.482-4 pressure relief devices in | [G]§ 60.485(c) § 60.486(e)(3) § 60.487(e)
[G]§ 60.482-9 gas/vapor service. [G]§ 60.485(d) [G]§ 60.486(e)(4) § 60.592(e)
§ 60.485(f) § 60.486(j)
§ 60.592(d) § 60.592(e)
54F-TAME EU 60GGGALL |VOC 40 CFR Part 60, | § 60.592(a) Comply with the § 60.485(a) [G]§ 60.486(a) § 60.487(a)
Subpart GGG § 60.482-1(a) requirements in as [G]§ 60.485(b) § 60.486(e) [G]§ 60.487(b)
§ 60.482-1(b) stated in §60.482-5 for | [G]§ 60.485(d) § 60.486(e)(1) [G]§ 60.487(c)
[G]§ 60.482-5 sampling connection § 60.485(f) § 60.486(j) § 60.487(e)
[G]§ 60.482-9 systems. § 60.592(d) § 60.592(e) § 60.592(e)
54F-TAME EU 60GGGALL |VOC 40 CFR Part 60, | § 60.592(a) Comply with the § 60.485(a) [G]§ 60.486(a) § 60.487(a)
Subpart GGG § 60.482-1(a) requirements in as [G]§ 60.485(b) § 60.486(e) [G]§ 60.487(b)
§ 60.482-1(b) stated in §60.482-6 for | [G]§ 60.485(d) § 60.486(e)(1) [G]§ 60.487(c)
[G]§ 60.482-6 open-ended valves and | § 60.485(f) § 60.486(j) § 60.487(e)
[G]§ 60.482-9 lines. § 60.592(d) § 60.592(e) § 60.592(e)
54F-TAME EU 60GGGALL |VOC 40 CFR Part 60, | § 60.592(a) Comply with the [G]§ 60.482-7 [G]§ 60.486(a) § 60.487(a)
Subpart GGG § 60.482-1(a) requirements in as [G]§ 60.483-1 [G]§ 60.486(b) [G]§ 60.487(b)
§ 60.482-1(b) stated in §60.482-7 for | [G]§ 60.483-2 [G]§ 60.486(c) [G]§ 60.487(c)
[G]§ 60.482-7 valves in gas/vapor or § 60.485(a) § 60.486(e) § 60.487(d)
[G]§ 60.482-9 light-liquid service. [G]§ 60.485(b) § 60.486(e)(1) § 60.487(e)
[G]8 60.483-1 [G18 60.485(c) [GI8 60.486(e)(2) § 60.592(e)
[G1§ 60.483-2 [G18 60.485(d) [GI8 60.486(e)(4)
§ 60.592(b) [G18 60.485(e) [G]8 60.486(f)
§ 60.485(f) [GI8 60.486(g)
§ 60.592(d) § 60.486(j)
§ 60.593(d) § 60.592(e)
54F-TAME EU 60GGGALL |VOC 40 CFR Part 60, | § 60.592(a) Comply with the [G]§ 60.482-8 [G]§ 60.486(a) § 60.487(a)
Subpart GGG § 60.482-1(a) requirements in as § 60.485(a) [G]§ 60.486(b) [G]§ 60.487(b)
§ 60.482-1(b) stated in §60.482-8 for | [G]§ 60.485(b) [G]§ 60.486(c) [G]§ 60.487(c)
[G]§ 60.482-8 pumps in heavy-liquid [G]§ 60.485(d) § 60.486(e) § 60.487(e)
[G]§ 60.482-9 service. [G]§ 60.485(e) § 60.486(e)(1) § 60.592(e)
§ 60.485(f) § 60.486(j)
§ 60.592(d) § 60.592(e)
54F-TAME EU 60GGGALL |VOC 40 CFR Part 60, | § 60.592(a) Comply with the § 60.485(a) [G]§ 60.486(a) § 60.487(a)
Subpart GGG § 60.18 requirements in as [G]§ 60.485(c) [G]§ 60.486(d) [G]§ 60.487(b)
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§ 60.482-1(a) stated in §60.482-10 for |[G]§ 60.485(d) § 60.486(e) [G]§ 60.487(c)
§ 60.482-1(b) flares. § 60.485(f) § 60.486(e)(1) § 60.487(e)
§ 60.482-10(d) [G]§ 60.485(g) § 60.592(e) § 60.592(e)
§ 60.482-10(¢) § 60.592(d)
§ 60.482-10(m)
54F-TAME EU 60GGGALL |VOC 40 CFR Part 60, | § 60.592(a) Comply with the [G]§ 60.482-10(f) [G]§ 60.482-10(j) § 60.487(a)
Subpart GGG § 60.482-1(a) requirements in as § 60.482-10(i) [G]§ 60.482-10(k) [G]§ 60.487(b)
§ 60.482-1(b) stated in §60.482-10 for | § 60.485(a) [G]§ 60.482-10(1) [G]§ 60.487(c)
§ 60.482-10(¢) closed-vent systems. [G]§ 60.485(b) [G]§ 60.486(a) § 60.487(e)
[G]§ 60.482-10(g) [G]§ 60.485(d) [G]§ 60.486(d) § 60.592(e)
§ 60.482-10(h) § 60.485(f) § 60.486(e)
§ 60.482-10(m) § 60.592(d) § 60.486(e)(1)
§ 60.592(e)
54F-TAME EU 60GGGALL |VOC 40 CFR Part 60, | § 60.592(a) Comply with the [G]§ 60.482-8 [G]§ 60.486(a) § 60.487(a)
Subpart GGG § 60.482-1(a) requirements in as § 60.485(a) [G]§ 60.486(b) [G]§ 60.487(b)
§ 60.482-1(b) stated in §60.482-8 for | [G]§ 60.485(b) [G]§ 60.486(c) [G]§ 60.487(c)
[G]§ 60.482-8 valves in heavy-liquid [G]§ 60.485(d) § 60.486(e) § 60.487(e)
[G]§ 60.482-9 service. [G]§ 60.485(e) § 60.486(e)(1) § 60.592(e)
§ 60.485(f) § 60.486(j)
§ 60.592(d) § 60.592(e)
54F-TAME EU 60GGGALL |VOC 40 CFR Part 60, | § 60.592(a) Comply with the [G]§ 60.482-8 [G]§ 60.486(a) § 60.487(a)
Subpart GGG § 60.482-1(a) requirements in as § 60.485(a) [G]§ 60.486(b) [G]§ 60.487(b)
§ 60.482-1(b) stated in §60.482-8 for | [G]§ 60.485(b) [G]§ 60.486(c) [G]§ 60.487(c)
[G]§ 60.482-8 flanges or other [G]§ 60.485(d) § 60.486(e) § 60.487(e)
[G]§ 60.482-9 connectors. [G]§ 60.485(e) § 60.486(e)(1) § 60.592(e)
§ 60.485(f) § 60.486(j)
§ 60.592(d) § 60.592(e)
54F-TAME EU 60GGGALL |VOC 40 CFR Part 60, | § 60.592(a) Comply with the [G]§ 60.482-8 [G]§ 60.486(a) § 60.487(a)
Subpart GGG § 60.482-1(a) requirements in as § 60.485(a) [G]§ 60.486(b) [G]§ 60.487(b)
§ 60.482-1(b) stated in §60.482-8 for | [G]§ 60.485(b) [G]§ 60.486(c) [G]§ 60.487(c)
[G]§ 60.482-8 pressure relief devices in | [G]§ 60.485(d) § 60.486(e) § 60.487(e)
[G]§ 60.482-9 light-liquid service. [G]§ 60.485(e) § 60.486(e)(1) § 60.592(e)
§ 60.485(f) § 60.486(j)
§ 60.592(d) § 60.592(e)
54F-TAME EU 63CCVVALL |112(B) 40 CFR Part 63, | § 63.648(a) Comply with the None § 60.486(e) None
HAPS Subpart CC § 60.482-1(d) specified 40 CFR Part § 60.486(e)(1)

60, Subpart VV

§ 60.486(e)(5)
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requirements for
equipment in vacuum
service.
54F-TAME EU 63CCVVALL |112(B) 40 CFR Part 63, | § 63.648(a) Comply with the [G]§ 60.482-2 [G]§ 60.486(a) § 60.487(a)
HAPS Subpart CC § 60.482-1(a) specified 40 CFR Part § 60.485(a) [G]§ 60.486(b) [G]§ 60.487(b)
§ 60.482-1(b) 60, Subpart VV [G]§ 60.485(b) [G]§ 60.486(c) [G]§ 60.487(c)
[G]§ 60.482-2 requirements for pumps | [G]§ 60.485(c) § 60.486(e) § 60.487(e)
[G]§ 60.482-9 in light liquid service [G]§ 60.485(d) § 60.486(e)(1)
§ 63.648(a)(2) complying with [G]§ 60.485(e) [G]§ 60.486(e)(2)
§ 63.648(f) §60.482-2. § 60.485(f) [G]§ 60.486(e)(4)
§ 63.655(d)(2) [GI18 63.648(b) [G]8 60.486(h)
§ 60.486(j)
§ 63.648(h)
§ 63.655(d)(1)(1)
§ 63.655(d)(6)
§ 63.655(1)(5)
54F-TAME EU 63CCVVALL |112(B) 40 CFR Part 63, | § 63.648(a) Comply with the [G]§ 60.482-3 [G]§ 60.486(a) § 60.487(a)
HAPS Subpart CC § 60.482-1(a) specified 40 CFR Part § 60.485(a) [G]§ 60.486(b) [G]§ 60.487(b)
§ 60.482-1(b) 60, Subpart VV [G]§ 60.485(b) [G]§ 60.486(c) [G]§ 60.487(c)
[G]§ 60.482-3 requirements for [G]§ 60.485(c) § 60.486(e) § 60.487(e)
[G]§ 60.482-9 compressors complying |[G]§ 60.485(d) § 60.486(e)(1)
§ 63.648(a)(2) with §60.482-3. § 60.485(f) [G]§ 60.486(e)(2)
§ 63.648(i) [GI8 60.486(e)(4)
§ 63.655(d)(2) [G]8 60.486(h)
§ 60.486(j)
§ 63.648(h)
§ 63.655(d)(1)(1)
§ 63.655(d)(6)
§ 63.655(1)(5)
54F-TAME EU 63CCVVALL |112(B) 40 CFR Part 63, | § 63.648(a) Comply with the § 60.482-4(b)(2) [G]§ 60.486(a) § 60.487(a)
HAPS Subpart CC § 60.482-1(a) specified 40 CFR Part § 60.485(a) § 60.486(e) [G]§ 60.487(b)
§ 60.482-1(b) 60, Subpart VV [G]§ 60.485(b) § 60.486(e)(1) [G]§ 60.487(c)
§ 60.482-4(a) requirements for [G]§ 60.485(c) § 60.486(e)(3) § 60.487(e)
§ 60.482-4(b)(1) pressure relief devices in | [G]§ 60.485(d) [G]§ 60.486(e)(4)
[G]§ 60.482-9 gas/vapor service. § 60.485(1f) § 60.486(j)
§ 63.648(a)(2) § 63.648(h)
§ 63.655(d)(2) § 63.655(d)(1)(1)

§ 63.655(1)(5)

Revised - Draft Page 127




Applicable Requirements Summary

Unit Unit SopP Pollutant | State Rule Emission Textual Monitoring Recordkeeping Reporting
Group Group | Index No. or Federal Limitation, Description And Testing Requirements Requirements
Process | Process Regulation Standard or (See Special Term | Requirements
ID No. Type Name Equipment and Condition (30 TAC (30 TAC
Specification 1.B.) § 122.144) § 122.145)
Citation
54F-TAME EU 63CCVVALL |112(B) 40 CFR Part 63, | § 63.648(a) Comply with the § 60.485(a) [G]§ 60.486(a) § 60.487(a)
HAPS Subpart CC § 60.482-1(a) specified 40 CFR Part [G]§ 60.485(b) § 60.486(e) [G]§ 60.487(b)
§ 60.482-1(b) 60, Subpart VV [G]§ 60.485(d) § 60.486(e)(1) [G]§ 60.487(c)
[G]§ 60.482-5 requirements for § 60.485(f) § 60.486(j) § 60.487(e)
[G]§ 60.482-9 sampling connection § 63.648(h)
§ 63.648(a)(2) systems complying with § 63.655(d)(1)(1)
§ 63.655(d)(2) §60.482-5. § 63.655(1)(5)
54F-TAME EU 63CCVVALL |112(B) 40 CFR Part 63, | § 63.648(a) Comply with the § 60.485(a) [G]§ 60.486(a) § 60.487(a)
HAPS Subpart CC § 60.482-1(a) specified 40 CFR Part [G]§ 60.485(b) § 60.486(e) [G]§ 60.487(b)
§ 60.482-1(b) 60, Subpart VV [G]§ 60.485(d) § 60.486(e)(1) [G]§ 60.487(c)
[G]§ 60.482-6 requirements for open- | § 60.485(f) § 60.486(j) § 60.487(e)
[G]§ 60.482-9 ended valves or lines [G]§ 63.648(b) § 63.648(h)
§ 63.648(a)(2) complying with § 63.655(d)(1)(1)
§ 63.655(d)(2) §60.482-6. § 63.655(1)(5)
54F-TAME EU 63CCVVALL |112(B) 40 CFR Part 63, | § 63.648(a) Comply with the [G]§ 60.482-7 [G]§ 60.486(a) § 60.487(a)
HAPS Subpart CC § 60.482-1(a) specified 40 CFR Part [G]§ 60.483-1 [G]§ 60.486(b) [G]§ 60.487(b)
§ 60.482-1(b) 60, Subpart VV [G]§ 60.483-2 [G]§ 60.486(c) [G]§ 60.487(c)
[G]§ 60.482-7 requirements for valves |§ 60.485(a) § 60.486(e) § 60.487(d)
[G]§ 60.482-9 in gas/vapor service or | [G]§ 60.485(b) § 60.486(e)(1) § 60.487(e)
[G]§ 60.483-1 in light liquid service [G]§ 60.485(c) [G]§ 60.486(e)(2)
[G]§ 60.483-2 complying with [G]§ 60.485(d) [G]§ 60.486(e)(4)
§ 63.648(a)(2) §60.482-7. [G]§ 60.485(e) [G]§ 60.486(f)
§ 63.655(d)(2) § 60.485(f) [GI8 60.486(g)
[G18 63.648(b) § 60.486(j)
§ 63.648(h)
§ 63.655(d)(1)(i)
§ 63.655(1)(5)
54F-TAME EU 63CCVVALL |112(B) 40 CFR Part 63, | § 63.648(a) Comply with the [G]§ 60.482-8 [G]§ 60.486(a) § 60.487(a)
HAPS Subpart CC § 60.482-1(a) specified 40 CFR Part § 60.485(a) [G]§ 60.486(b) [G]§ 60.487(b)
§ 60.482-1(b) 60, Subpart VV [G]§ 60.485(b) [G]§ 60.486(c) [G]§ 60.487(c)
[G]§ 60.482-8 requirements for valves |[G]§ 60.485(d) § 60.486(e) § 60.487(e)
[G]§ 60.482-9 in heavy liquid service § 60.485(1f) § 60.486(e)(1)
§ 63.648(a)(2) complying with [G]§ 63.648(b) § 60.486(j)
§ 63.655(d)(2) §60.482-8. § 63.648(h)
§ 63.655(d)(1)(1)
§ 63.655(1)(5)
54F-TAME EU 63CCVVALL |112(B) 40 CFR Part 63, | § 63.648(a) Comply with the [G]§ 60.482-8 [G]§ 60.486(a) § 60.487(a)
HAPS Subpart CC § 60.482-1(a) specified 40 CFR Part § 60.485(a) [G]§ 60.486(b) [G]§ 60.487(b)

Revised - Draft Page 128




Applicable Requirements Summary

Unit Unit SopP Pollutant | State Rule Emission Textual Monitoring Recordkeeping Reporting
Group Group | Index No. or Federal Limitation, Description And Testing Requirements Requirements
Process | Process Regulation Standard or (See Special Term | Requirements
ID No. Type Name Equipment and Condition (30 TAC (30 TAC
Specification 1.B.) § 122.144) § 122.145)
Citation
§ 60.482-1(b) 60, Subpart VV [G]§ 60.485(b) [G]§ 60.486(c) [G]§ 60.487(c)
[G]§ 60.482-8 requirements for pumps | [G]§ 60.485(d) § 60.486(e) § 60.487(e)
[G]§ 60.482-9 in heavy liquid service § 60.485(f) § 60.486(e)(1)
§ 63.648(a)(2) complying with [G]§ 63.648(b) § 60.486(j)
§ 63.655(d)(2) §60.482-8. § 63.648(h)
§ 63.655(d)(1)(1)
§ 63.655(1)(5)
54F-TAME EU 63CCVVALL |112(B) 40 CFR Part 63, | § 63.648(a) Comply with the [G]§ 60.482-8 [G]§ 60.486(a) § 60.487(a)
HAPS Subpart CC § 60.482-1(a) specified 40 CFR Part § 60.485(a) [G]§ 60.486(b) [G]§ 60.487(b)
§ 60.482-1(b) 60, Subpart VV [G]§ 60.485(b) [G]§ 60.486(c) [G]§ 60.487(c)
[G]§ 60.482-8 requirements for flanges | [G]§ 60.485(d) § 60.486(e) § 60.487(e)
[G]§ 60.482-9 or other connectors § 60.485(f) § 60.486(e)(1)
§ 63.648(a)(2) complying with [G]§ 63.648(b) § 60.486(j)
§ 63.655(d)(2) §60.482-8. § 63.648(h)
§ 63.655(d)(1)(1)
§ 63.655(1)(5)
54F-TAME EU 63CCVVALL |112(B) 40 CFR Part 63, | § 63.648(a) Comply with the [G]§ 60.482-8 [G]§ 60.486(a) § 60.487(a)
HAPS Subpart CC § 60.482-1(a) specified 40 CFR Part § 60.485(a) [G]§ 60.486(b) [G]§ 60.487(b)
§ 60.482-1(b) 60, Subpart VV [G]§ 60.485(b) [G]§ 60.486(c) [G]§ 60.487(c)
[G]§ 60.482-8 requirements for [G]§ 60.485(d) § 60.486(e) § 60.487(e)
[G]§ 60.482-9 pressure relief devices in | [G]§ 60.485(e) § 60.486(e)(1)
§ 63.648(a)(2) light liquid service § 60.485(f) § 60.486(j)
§ 63.655(d)(2) complying with [G]§ 63.648(b) § 63.648(h)
§60.482-8. § 63.655(d)(1)(1)
§ 63.655(1)(5)
54F-TAME EU 63CCVVALL |112(B) 40 CFR Part 63, | § 63.648(a) Comply with the [G]§ 60.482-8 [G]§ 60.486(a) § 60.487(a)
HAPS Subpart CC § 60.482-1(a) specified 40 CFR Part § 60.485(a) [G]§ 60.486(b) [G]§ 60.487(b)
§ 60.482-1(b) 60, Subpart VV [G]§ 60.485(b) [G]§ 60.486(c) [G]§ 60.487(c)
[G]§ 60.482-8 requirements for [G]§ 60.485(d) § 60.486(e) § 60.487(e)
[G]§ 60.482-9 pressure relief devices in | § 60.485(f) § 60.486(e)(1)
§ 63.648(a)(2) heavy liquid service [G]§ 63.648(b) § 60.486(j)
§ 63.655(d)(2) complying with § 63.648(h)
§60.482-8. § 63.655(d)(1)(1)
§ 63.655(1)(5)
54F-TAME EU 63CCVVALL |112(B) 40 CFR Part 63, | [G]§ 63.648(g) Compressors in [G]§ 63.648(g) § 63.648(h) None
HAPS Subpart CC hydrogen service are § 63.655(d)(3)

exempt from the
requirements of

§ 63.655(1)(5)
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§63.648(a) and (c), if an
owner or operator
demonstrates that a
compressor is in
hydrogen service.
§63.648(g)(1)-(2).
BUTAMER EU 60GGGALL |VOC 40 CFR Part 60, | § 60.592(a) Comply with the None § 60.486(e) None
Subpart GGG § 60.482-1(d) requirements as stated § 60.486(e)(1)
in §60.482-1(d) for § 60.486(e)(5)
equipment in vacuum
service.
BUTAMER EU 60GGGALL |VOC 40 CFR Part 60, | § 60.592(a) Comply with the [G]§ 60.482-2 [G]§ 60.486(a) § 60.487(a)
Subpart GGG § 60.482-1(a) requirements as stated | § 60.485(a) [G]§ 60.486(b) [G]§ 60.487(b)
§ 60.482-1(b) in §60.482-2 for pumps | [G]§ 60.485(b) [G]§ 60.486(c) [G]§ 60.487(c)
[G]§ 60.482-2 in light-liquid service. [G]§ 60.485(c) § 60.486(e) § 60.487(e)
[G]§ 60.482-9 [G]§ 60.485(d) § 60.486(e)(1) § 60.592(e)
[G18 60.485(e) [GI8 60.486(e)(2)
§ 60.485(f) [GI8 60.486(e)(4)
§ 60.592(d) [G]§ 60.486(h)
§ 60.593(d) § 60.486(j)
§ 60.592(e)
BUTAMER EU 60GGGALL |VOC 40 CFR Part 60, | § 60.592(a) Comply with the § 60.482-3(f) [G]§ 60.486(a) § 60.487(a)
Subpart GGG § 60.482-1(a) requirements as stated | § 60.482-3(g)(1) [G]§ 60.486(b) [G]§ 60.487(b)
§ 60.482-1(b) in §60.482-3 for § 60.482-3(g)(2) [G]§ 60.486(c) [G]§ 60.487(c)
§ 60.482-3(f) reciprocating [G1§ 60.482-3(i) § 60.486(€) § 60.487(e)
§ 60.482-3(g)(1) compressors that § 60.482-3(3) § 60.486(e)(1) § 60.592(e)
§ 60.482-3(g)(2) become subject under § 60.485(a) [G]§ 60.486(e)(2)
[G]§ 60.482-3(1) §60.14 and §60.15. [G]§ 60.485(c) [G]§ 60.486(e)(4)
§ 60.482-3()) [G1§ 60.485(d) [G]8 60.486(h)
[G]§ 60.482-9 § 60.485(1f) § 60.486(j)
§ 60.593(c) § 60.592(d) § 60.592(e)
BUTAMER EU 60GGGALL |VOC 40 CFR Part 60, | § 60.592(a) Comply with the [G]§ 60.482-3 [G]§ 60.486(a) § 60.487(a)
Subpart GGG § 60.482-1(a) requirements as stated | § 60.485(a) [G]§ 60.486(b) [G]§ 60.487(b)
§ 60.482-1(b) in §60.482-3 for [G]§ 60.485(b) [G]§ 60.486(c) [G]§ 60.487(c)
[G]§ 60.482-3 COmMpressors. [G]§ 60.485(c) § 60.486(e) § 60.487(e)
[G]§ 60.482-9 [G]§ 60.485(d) § 60.486(e)(1) § 60.592(e)
§ 60.485(f) [G]8 60.486(e)(2)
§ 60.592(d) [GI8 60.486(e)(4)
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[G]§ 60.486(h)
§ 60.486(j)
§ 60.592(e)
BUTAMER EU 60GGGALL |VOC 40 CFR Part 60, | § 60.592(a) Comply with the [G]§ 60.482-4 [G]§ 60.486(a) § 60.487(a)
Subpart GGG § 60.482-1(a) requirements in as § 60.485(a) § 60.486(e) [G]§ 60.487(b)
§ 60.482-1(b) stated in §60.482-4 for | [G]§ 60.485(b) § 60.486(e)(1) [G]§ 60.487(c)
[G]§ 60.482-4 pressure relief devices in | [G]§ 60.485(c) § 60.486(e)(3) § 60.487(e)
[G]§ 60.482-9 gas/vapor service. [G]§ 60.485(d) [G]§ 60.486(e)(4) § 60.592(e)
§ 60.485(f) § 60.486(j)
§ 60.592(d) § 60.592(e)
BUTAMER EU 60GGGALL |VOC 40 CFR Part 60, | § 60.592(a) Comply with the § 60.485(a) [G]§ 60.486(a) § 60.487(a)
Subpart GGG § 60.482-1(a) requirements in as [G]§ 60.485(b) § 60.486(e) [G]§ 60.487(b)
§ 60.482-1(b) stated in §60.482-5 for | [G]§ 60.485(d) § 60.486(e)(1) [G]§ 60.487(c)
[G]§ 60.482-5 sampling connection § 60.485(f) § 60.486(j) § 60.487(e)
[G]§ 60.482-9 systems. § 60.592(d) § 60.592(e) § 60.592(e)
BUTAMER EU 60GGGALL |VOC 40 CFR Part 60, | § 60.592(a) Comply with the § 60.485(a) [G]§ 60.486(a) § 60.487(a)
Subpart GGG § 60.482-1(a) requirements in as [G]§ 60.485(b) § 60.486(e) [G]§ 60.487(b)
§ 60.482-1(b) stated in §60.482-6 for | [G]§ 60.485(d) § 60.486(e)(1) [G]§ 60.487(c)
[G]§ 60.482-6 open-ended valves and | § 60.485(f) § 60.486(j) § 60.487(e)
[G]§ 60.482-9 lines. § 60.592(d) § 60.592(e) § 60.592(e)
BUTAMER EU 60GGGALL |VOC 40 CFR Part 60, | § 60.592(a) Comply with the [G]§ 60.482-7 [G]§ 60.486(a) § 60.487(a)
Subpart GGG § 60.482-1(a) requirements in as [G]§ 60.483-1 [G]§ 60.486(b) [G]§ 60.487(b)
§ 60.482-1(b) stated in §60.482-7 for | [G]§ 60.483-2 [G]§ 60.486(c) [G]§ 60.487(c)
[G]§ 60.482-7 valves in gas/vapor or § 60.485(a) § 60.486(e) § 60.487(d)
[G]§ 60.482-9 light-liquid service. [G]§ 60.485(b) § 60.486(e)(1) § 60.487(e)
[G]8 60.483-1 [G18 60.485(c) [GI8 60.486(e)(2) § 60.592(e)
[G1§ 60.483-2 [G1§ 60.485(d) [GI8 60.486(e)(4)
§ 60.592(b) [G1§ 60.485(e) [G1§ 60.486(f)
§ 60.485(f) [GI8 60.486(g)
§ 60.592(d) § 60.486(j)
§ 60.593(d) § 60.592(e)
BUTAMER EU 60GGGALL |VOC 40 CFR Part 60, | § 60.592(a) Comply with the [G]§ 60.482-8 [G]§ 60.486(a) § 60.487(a)
Subpart GGG § 60.482-1(a) requirements in as § 60.485(a) [G]§ 60.486(b) [G]§ 60.487(b)
§ 60.482-1(b) stated in §60.482-8 for | [G]§ 60.485(b) [G]§ 60.486(c) [G]§ 60.487(c)
[G]§ 60.482-8 pumps in heavy-liquid [G]§ 60.485(d) § 60.486(e) § 60.487(e)
[G]§ 60.482-9 service. [G]§ 60.485(e) § 60.486(e)(1) § 60.592(e)
§ 60.485(f) § 60.486(j)
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§ 60.592(d) § 60.592(e)
BUTAMER EU 60GGGALL |VOC 40 CFR Part 60, | § 60.592(a) Comply with the § 60.485(a) [G]§ 60.486(a) § 60.487(a)
Subpart GGG § 60.18 requirements in as [G]§ 60.485(c) [G]§ 60.486(d) [G]§ 60.487(b)
§ 60.482-1(a) stated in §60.482-10 for |[G]§ 60.485(d) § 60.486(e) [G]§ 60.487(c)
§ 60.482-1(b) flares. § 60.485(f) § 60.486(e)(1) § 60.487(e)
§ 60.482-10(d) [G]§ 60.485(g) § 60.592(e) § 60.592(e)
§ 60.482-10(¢) § 60.592(d)
§ 60.482-10(m)
BUTAMER EU 60GGGALL |VOC 40 CFR Part 60, | § 60.592(a) Comply with the [G]§ 60.482-10(f) [G]§ 60.482-10(j) § 60.487(a)
Subpart GGG § 60.482-1(a) requirements in as § 60.482-10(i) [G]§ 60.482-10(k) [G]§ 60.487(b)
§ 60.482-1(b) stated in §60.482-10 for | § 60.485(a) [G]§ 60.482-10(1) [G]§ 60.487(c)
§ 60.482-10(¢) closed-vent systems. [G]§ 60.485(b) [G]§ 60.486(a) § 60.487(e)
[G]§ 60.482-10(g) [G]§ 60.485(d) [G]§ 60.486(d) § 60.592(e)
§ 60.482-10(h) § 60.485(f) § 60.486(e)
§ 60.482-10(m) § 60.592(d) § 60.486(e)(1)
§ 60.592(e)
BUTAMER EU 60GGGALL |VOC 40 CFR Part 60, | § 60.592(a) Comply with the [G]§ 60.482-8 [G]§ 60.486(a) § 60.487(a)
Subpart GGG § 60.482-1(a) requirements in as § 60.485(a) [G]§ 60.486(b) [G]§ 60.487(b)
§ 60.482-1(b) stated in §60.482-8 for | [G]§ 60.485(b) [G]§ 60.486(c) [G]§ 60.487(c)
[G]§ 60.482-8 valves in heavy-liquid [G]§ 60.485(d) § 60.486(e) § 60.487(e)
[G]§ 60.482-9 service. [G]§ 60.485(e) § 60.486(e)(1) § 60.592(e)
§ 60.485(f) § 60.486(j)
§ 60.592(d) § 60.592(e)
BUTAMER EU 60GGGALL |VOC 40 CFR Part 60, | § 60.592(a) Comply with the [G]§ 60.482-8 [G]§ 60.486(a) § 60.487(a)
Subpart GGG § 60.482-1(a) requirements in as § 60.485(a) [G]§ 60.486(b) [G]§ 60.487(b)
§ 60.482-1(b) stated in §60.482-8 for | [G]§ 60.485(b) [G]§ 60.486(c) [G]§ 60.487(c)
[G]§ 60.482-8 flanges or other [G]§ 60.485(d) § 60.486(e) § 60.487(e)
[G]§ 60.482-9 connectors. [G]§ 60.485(e) § 60.486(e)(1) § 60.592(e)
§ 60.485(f) § 60.486(j)
§ 60.592(d) § 60.592(e)
BUTAMER EU 60GGGALL |VOC 40 CFR Part 60, | § 60.592(a) Comply with the [G]§ 60.482-8 [G]§ 60.486(a) § 60.487(a)
Subpart GGG § 60.482-1(a) requirements in as § 60.485(a) [G]§ 60.486(b) [G]§ 60.487(b)
§ 60.482-1(b) stated in §60.482-8 for | [G]§ 60.485(b) [G]§ 60.486(c) [G]§ 60.487(c)
[G]§ 60.482-8 pressure relief devices in | [G]§ 60.485(d) § 60.486(e) § 60.487(e)
[G]§ 60.482-9 light-liquid service. [G]§ 60.485(e) § 60.486(e)(1) § 60.592(e)
§ 60.485(f) § 60.486(j)
§ 60.592(d) § 60.592(e)
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BWS EU R5322-ALL | VOC 30 TAC Chapter | § 115.327(1) Valves of nominal size of | None None §115.327(1)(A)
115, Fugitives 2” (5 cm) or less are § 115.327(1)(B)
Pet Ref B exempt, provided § 115.327(1)(C)
Counties allowable emissions
from sources affected by
this division after
controls are applied with
exemptions will not
exceed by more than
5.0% such allowable
emissions with no
exemptions.
BWS EU R5322-ALL [VOC 30 TAC Chapter | § 115.322(1) No pump seal, as [G]§ 115.325 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) described in § 115.327(3) § 115.326(5) § 115.327(4)
Pet Ref B § 115.322(3) or (5), may be allowed to
Counties § 115.327(3) have a VOC leak as
defined in §101.1 for
more than 15 calendar
days after the leak is
found, except as
provided in §115.322(2).
BWS EU R5322-ALL [VOC 30 TAC Chapter | § 115.322(1) No pump seal may be §115.324 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) allowed to have a VOC | § 115.324(1) [G]§ 115.326(2) § 115.327(4)
Pet Ref B § 115.322(3) leak as defined in §101.1 | § 115.324(1)(A) [G]§ 115.326(3)
Counties for more than 15 § 115.324(3) § 115.326(5)
calendar days after the | §115.324(4)
leak is found, except as | § 115.324(6)
provided in §115.322(2). | [G]§ 115.325
BWS EU R5322-ALL | VOC 30 TAC Chapter | § 115.322(1) No valve (gaseous [G]§ 115.325 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) service), as described in § 115.326(5) § 115.327(4)
Pet Ref B § 115.322(3) § 115.327(3) or (5), may
Counties § 115.322(4) be allowed to have a
§ 115.327(5) VOC leak as defined in
§101.1 for more than 15
calendar days after the
leak is found, except as
provided in §115.322(2).
BWS EU R5322-ALL [VOC 30 TAC Chapter | § 115.322(1) No valve (gaseous § 115.324 [G]§ 115.326(1) [G]§ 115.324(7)
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115, Fugitives § 115.322(2) service) may be allowed | § 115.324(2) [G]§ 115.326(2) [G]§ 115.326(1)
Pet Ref B §115.322(3) to have a VOC leak as § 115.324(2)(B) [G]§ 115.326(3) §115.327(4)
Counties § 115.322(4) defined in §101.1 for § 115.324(4) § 115.326(5)
§ 115.322(5) more than 15 calendar § 115.324(6)
days after the leak is [G]§ 115.324(7)
found, except as [G]§ 115.325
provided in §115.322(2).
BWS EU R5322-ALL [VOC 30 TAC Chapter | § 115.322(1) No valve in liquid [G]§ 115.325 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) service, as described in § § 115.326(5) § 115.327(4)
Pet Ref B § 115.322(3) 115.327(3) or (5), may be
Counties § 115.322(4) allowed to have a VOC
§115.327(3) leak as defined in §101.1
§ 115.327(5) for more than 15
calendar days after the
leak is found, except as
provided in §115.322(2).
BWS EU R5322-ALL [VOC 30 TAC Chapter | § 115.322(1) No valve in liquid § 115.324 [G]§ 115.326(1) [G]§ 115.324(7)
115, Fugitives § 115.322(2) service may be allowed | § 115.324(1) [G]§ 115.326(2) [G]§ 115.326(1)
Pet Ref B § 115.322(3) to have a VOC leak as § 115.324(1)(B) [G]§ 115.326(3) § 115.327(4)
Counties § 115.322(4) defined in §101.1 for § 115.324(4) § 115.326(5)
more than 15 calendar § 115.324(6)
days after the leak is [G]§ 115.324(7)
found, except as [G]§ 115.325
provided in §115.322(2).
BWS EU R5322-ALL [VOC 30 TAC Chapter | § 115.322(1) No process drain, as [G]§ 115.325 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) described in § 115.327(3) § 115.326(5) § 115.327(4)
Pet Ref B § 115.322(3) or (5), may be allowed to
Counties § 115.327(3) have a VOC leak as
defined in §101.1 for
more than 15 calendar
days after the leak is
found, except as
provided in §115.322(2).
BWS EU R5322-ALL [VOC 30 TAC Chapter | § 115.322(1) No process drain may be | § 115.324 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) allowed to have a VOC | § 115.324(1) [G]§ 115.326(2) § 115.327(4)
Pet Ref B § 115.322(3) leak as defined in §101.1 | § 115.324(1)(C) [G]§ 115.326(3)
Counties for more than 15 § 115.324(4) § 115.326(5)

calendar days after the

§ 115.324(6)
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leak is found, except as | [G]§ 115.325
provided in §115.322(2).
BWS EU R5322-ALL [VOC 30 TAC Chapter | § 115.322(1) No compressor seal, as | [G]§ 115.325 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) described in § § 115.326(5) § 115.327(4)
Pet Ref B § 115.322(3) 115.327(3), (5) or (6),
Counties § 115.327(3) may be allowed to have
§ 115.327(6) a VOC leak as defined in
§101.1 for more than 15
calendar days after the
leak is found, except as
provided in §115.322(2).
BWS EU R5322-ALL [VOC 30 TAC Chapter | § 115.322(1) No compressor seal may | § 115.324 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) be allowed to have a § 115.324(2) [G]§ 115.326(2) § 115.327(4)
Pet Ref B § 115.322(3) VOC leak as defined in § 115.324(2)(A) [G]§ 115.326(3)
Counties §101.1 for more than 15 | § 115.324(4) § 115.326(5)
calendar days after the | § 115.324(6)
leak is found, except as | [G]§ 115.325
provided in §115.322(2).
BWS EU R5322-ALL [VOC 30 TAC Chapter | § 115.322(1) No elevated valve, as [G]§ 115.325 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) described in § 115.327(3) § 115.326(5) § 115.327(4)
Pet Ref B § 115.322(3) or (5), may be allowed to
Counties § 115.322(4) have a VOC leak as
§ 115.327(3) defined in §101.1 for
§ 115.327(5) more than 15 calendar
days after the leak is
found, except as
provided in §115.322(2).
BWS EU R5322-ALL [VOC 30 TAC Chapter | § 115.322(1) No elevated valve may §115.324 [G]§ 115.326(1) [G]§ 115.324(7)
115, Fugitives § 115.322(2) be allowed to have a § 115.324(1) [G]§ 115.326(2) [G]§ 115.326(1)
Pet Ref B § 115.322(3) VOC leak as defined in | § 115.324(1)(D) [G]§ 115.326(3) § 115.327(4)
Counties § 115.322(4) §101.1 for more than 15 | § 115.324(4) § 115.326(5)
calendar days after the | § 115.324(6)
leak is found, except as | [G]§ 115.324(7)
provided in §115.322(2). | [G]§ 115.325
BWS EU R5322-ALL [VOC 30 TAC Chapter | § 115.322(1) No pressure relief valve | [G]§ 115.325 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) in gaseous service, as § 115.326(5) § 115.327(4)
Pet Ref B § 115.322(3) described in § 115.327(3)
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Group Group | Index No. or Federal Limitation, Description And Testing Requirements Requirements
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ID No. Type Name Equipment and Condition (30 TAC (30 TAC
Specification 1.B.) § 122.144) § 122.145)
Citation
Counties § 115.327(5) or (5), may be allowed
to have a VOC leak as
defined in §101.1 for
more than 15 calendar
days after the leak is
found, except as
provided in §115.322(2).
BWS EU R5322-ALL [VOC 30 TAC Chapter | § 115.322(1) No pressure relief valve | § 115.324 [G]§ 115.326(1) [G]§ 115.324(7)
115, Fugitives § 115.322(2) in gaseous service may | § 115.324(2) [G]§ 115.326(2) [G]§ 115.326(1)
Pet Ref B § 115.322(3) be allowed to have a § 115.324(2)(C) [G]§ 115.326(3) § 115.327(4)
Counties § 115.322(5) VOC leak as defined in | § 115.324(4) § 115.326(5)
§101.1 for more than 15 | § 115.324(5)
calendar days after the | § 115.324(6)
leak is found, except as | [G]§ 115.324(7)
provided in §115.322(2). | [G]§ 115.325
BWS EU R5322-ALL [VOC 30 TAC Chapter | § 115.322(1) No connector, as [G]§ 115.325 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) described in § 115.327(3) § 115.326(5) § 115.327(4)
Pet Ref B § 115.322(3) or (5), may be allowed to
Counties § 115.327(3) have a VOC leak as
defined in §101.1 for
more than 15 calendar
days after the leak is
found, except as
provided in §115.322(2).
BWS EU R5322-ALL [VOC 30 TAC Chapter | § 115.322(1) No connector may be § 115.324(4) [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) allowed to have a VOC | § 115.324(6) [G]§ 115.326(2) § 115.327(4)
Pet Ref B § 115.322(3) leak as defined in §101.1 | [G]§ 115.325 [G]§ 115.326(3)
Counties for more than 15 § 115.326(5)
calendar days after the
leak is found, except as
provided in §115.322(2).
BWS EU 60GGGaVVva | VOC 40 CFR Part 60, | [G]§ 60.590a(a) The permit holder shall | The permit holder The permit holder shall | The permit holder shall
Subpart GGGa | The permit holder comply with the shall comply with the | comply with the comply with the
shall comply with the |applicable requirements |applicable monitoring [ applicable applicable reporting
applicable limitation, |of 40 CFR Part 60, and testing recordkeeping requirements of 40 CFR
standard and/or Subpart GGGa requirements of 40 requirements of 40 Part 60, Subpart GGGa

equipment
specification

CFR Part 60, Subpart
GGGa

CFR Part 60, Subpart
GGGa
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Unit Unit SopP Pollutant | State Rule Emission Textual Monitoring Recordkeeping Reporting
Group Group | Index No. or Federal Limitation, Description And Testing Requirements Requirements
Process | Process Regulation Standard or (See Special Term | Requirements
ID No. Type Name Equipment and Condition (30 TAC (30 TAC
Specification 1.B.) § 122.144) § 122.145)
Citation
requirements of 40
CFR Part 60, Subpart
GGGa
BWS EU 63CCH-ALL [112(B) 40 CFR Part 63, | § 63.648(c)(1) Comply with the [G]§ 63.163 § 63.181(a) [G]§ 63.182(a)
HAPS Subpart CC § 63.162(a) specified Subpart H [G]§ 63.176 [G]§ 63.181(b) § 63.182(c)
§ 63.162(c) requirements for pumps | [G]§ 63.180(b) § 63.181(c) [G]§ 63.182(c)(1)
[G]§ 63.162(f) in light liquid service, [G]§ 63.180(d) [G]§ 63.181(d) [G]§ 63.182(d)
[G]§ 63.162(g) instrument readings [G]§ 63.648(b) § 63.181(h) [G]§ 63.655(e)
§ 63.162(h) that define a leak are §63.648(c)(3) [G]§ 63.181(h)(3) § 63.655(f)
[G]§ 63.163 specified in Subpart CC, |§ 63.648(c)(4) § 63.181(h)(4) § 63.655(f)(1)(v)
[G]§ 63.171 table 2. § 63.648(c)(6) [G]§ 63.181(h)(5)
[G1§ 63.176 § 63.648(c)(7) § 63.181(h)(6)
§ 63.648() § 63.648(c)(8) § 63.181(h)(7)
§ 63.655(d)(2) § 63.181(h)(8)
§ 63.181(h)(9)
§ 63.648(h)
§ 63.655(d)(1)(i)
§ 63.655(d)(6)
§ 63.655(1)(5)
BWS EU 63CCH-ALL [112(B) 40 CFR Part 63, | § 63.648(a) Comply with the [G]§ 63.169 § 63.181(a) [G]§ 63.182(a)
HAPS Subpart CC § 63.162(a) specified Subpart H [G]§ 63.180(b) [G]§ 63.181(b) § 63.182(c)
§ 63.162(c) requirements for non- [G]§ 63.180(d) § 63.181(c) [G]§ 63.182(c)(1)
[G]§ 63.162(f) reciprocating pumps in | [G]§ 63.648(b) [G]§ 63.181(d) [G]§ 63.182(d)
[G]§ 63.162(g) heavy liquid service. § 63.648(c)(2)(1) § 63.648(h) [G]§ 63.655(e)
§ 63.162(h) § 63.648(c)(6) § 63.655(d)(1)(i)
[G]8 63.169 § 63.655(1)(5)
[G]§ 63.171
§ 63.655(d)(2)
BWS EU 63CCH-ALL [112(B) 40 CFR Part 63, | § 63.648(a) Comply with the [G]§ 63.164 § 63.181(a) [G]§ 63.182(a)
HAPS Subpart CC § 63.162(a) specified Subpart H [G]§ 63.180(b) [G]§ 63.181(b) § 63.182(c)
§ 63.162(c) requirements for [G]§ 63.180(c) § 63.181(c) [G]§ 63.182(c)(1)
[G]§ 63.162(f) compressors which are | [G]§ 63.180(d) [G]§ 63.181(d) [G]§ 63.182(d)
[G]§ 63.162(g) not in hydrogen service. |[G]§ 63.648(b) [G]§ 63.181(f) [G]§ 63.655(e)
§ 63.162(h) § 63.648(h)
[GI§ 63.164 § 63.655(d)(1)(i)
[GI1§ 63.171 § 63.655(d)(6)
§ 63.648(1) § 63.655(1)(5)
§ 63.655(d)(2)
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Process | Process Regulation Standard or (See Special Term | Requirements
ID No. Type Name Equipment and Condition (30 TAC (30 TAC
Specification 1.B.) § 122.144) § 122.145)
Citation
BWS EU 63CCH-ALL |112(B) 40 CFR Part 63, | § 63.648(a) Comply with the [G]§ 63.165 § 63.181(a) [G]§ 63.182(a)
HAPS Subpart CC § 63.162(a) specified Subpart H [G]§ 63.180(b) [G]§ 63.181(b) § 63.182(c)
§ 63.162(c) requirements for [G]§ 63.180(c) § 63.181(c) [G]§ 63.182(c)(1)
[G]§ 63.162(g) pressure relief devices in | [G]§ 63.180(d) [G]§ 63.181(f) [G]§ 63.182(d)
§ 63.162(h) gas/vapor service. [G]§ 63.648(b) § 63.648(h) [G]§ 63.655(e)
[G]§ 63.165 § 63.655(d)(1)(1)
[G1§ 63.171 § 63.655(1)(5)
§ 63.655(d)(2)
BWS EU 63CCH-ALL [112(B) 40 CFR Part 63, | § 63.648(a) Comply with the [G]§ 63.169 § 63.181(a) [G]§ 63.182(a)
HAPS Subpart CC § 63.162(a) specified Subpart H [G]§ 63.180(b) [G]§ 63.181(b) § 63.182(c)
§ 63.162(c) requirements for [G]§ 63.180(d) § 63.181(c) [G]§ 63.182(c)(1)
[G]§ 63.162(f) pressure relief device in | [G]§ 63.648(b) [G]§ 63.181(d) [G]§ 63.182(d)
[G]§ 63.162(g) liquid service. § 63.648(c)(2)(1) § 63.648(h) [G]§ 63.655(e)
§ 63.162(h) § 63.648(c)(6) § 63.655(d)(1)(1)
[G]§ 63.169 § 63.655(1)(5)
[GI8§ 63.171
§ 63.655(d)(2)
BWS EU 63CCH-ALL [112(B) 40 CFR Part 63, | § 63.648(a) Comply with the [G]§ 63.180(b) § 63.181(a) [G]§ 63.182(a)
HAPS Subpart CC § 63.162(a) specified Subpart H [G]§ 63.180(d) [G]§ 63.181(b) § 63.182(c)
§ 63.162(c) requirements for [G]§ 63.648(b) § 63.181(c) [G]§ 63.182(c)(1)
[G]§ 63.162(g) sampling connection [G]§ 63.181(i) [G]§ 63.182(d)
§ 63.162(h) systems. § 63.648(h) [G]§ 63.655(e)
[G]§ 63.166 § 63.655(d)(1)(1)
[G1§ 63.171 § 63.655(1)(5)
§ 63.655(d)(2)
BWS EU 63CCH-ALL [112(B) 40 CFR Part 63, | § 63.648(a) Comply with the [G]§ 63.175 § 63.181(a) [G]§ 63.182(a)
HAPS Subpart CC § 63.162(a) specified Subpart H [G]§ 63.180(b) [G]§ 63.181(b) § 63.182(c)
§ 63.162(c) requirements for open- |[G]§ 63.180(d) § 63.181(c) [G]§ 63.182(c)(1)
[G]§ 63.162(g) ended valves and lines. | [G]§ 63.648(b) § 63.181(h) [G]§ 63.182(d)
§ 63.162(h) [GI8 63.181(h)(1) [GI8 63.655(e)
[GI8 63.167 [GI8 63.181(h)(2)
[GI8§ 63.171 § 63.181(h)(4)
[G]§ 63.175 [GI§ 63.181(h)(5)
§ 63.655(d)(2) § 63.181(h)(6)

§ 63.181(h)(7)

§ 63.181(h)(9)
[G]§ 63.181(1)

§ 63.648(h)

§ 63.655(d)(1)()
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Citation
§ 63.655(1)(5)
BWS EU 63CCH-ALL [112(B) 40 CFR Part 63, | § 63.648(c)(1) Comply with the [G]§ 63.168 § 63.181(a) [G]§ 63.182(a)
HAPS Subpart CC § 63.162(a) specified Subpart H [G]§ 63.175 [G]§ 63.181(b) § 63.182(c)
§ 63.162(c) requirements for valves |[G]§ 63.180(b) § 63.181(c) [G]§ 63.182(c)(1)
[G]§ 63.162(f) in gas/vapor and light [G]§ 63.180(d) [G]§ 63.181(d) [G]§ 63.182(d)
[G]§ 63.162(g) liquid service, [G]§ 63.648(b) § 63.181(h) [G]§ 63.655(e)
§ 63.162(h) instrument readings § 63.648(c)(2)(1) [G]§ 63.181(h)(1) § 63.655(f)
[G]§ 63.168 defining a leak are §63.648(c)(3) [G]§ 63.181(h)(2) § 63.655()(1)(v)
[G]§ 63.171 specified in Subpart CC, |§ 63.648(c)(4) § 63.181(h)(4)
[G]§ 63.175 table 2. § 63.648(c)(8) [G]§ 63.181(h)(5)
§ 63.648(c)(9) § 63.181(h)(6)
§ 63.655(d)(2) § 63.181(h)(7)
§ 63.181(h)(9)
§ 63.648(h)
§ 63.655(d)(1)(1)
§ 63.655(1)(5)
BWS EU 63CCH-ALL [112(B) 40 CFR Part 63, | § 63.648(a) Comply with the [G]§ 63.169 § 63.181(a) [G]§ 63.182(a)
HAPS Subpart CC § 63.162(a) specified Subpart H [G]§ 63.180(b) [G]§ 63.181(b) § 63.182(c)
§ 63.162(c) requirements for valves |[G]§ 63.180(d) § 63.181(c) [G]§ 63.182(c)(1)
[G]§ 63.162(f) in heavy liquid service. | [G]§ 63.648(b) [G]§ 63.181(d) [G]§ 63.182(d)
[G1§ 63.162(g) § 63.648(c)(2)(1) § 63.648(h) [G1§ 63.655(e)
§ 63.162(h) § 63.648(c)(6) § 63.655(d)(1)(i)
[G]8 63.169 § 63.655(1)(5)
[G]§ 63.171
§ 63.655(d)(2)
BWS EU 63CCH-ALL [112(B) 40 CFR Part 63, | § 63.648(c)(5) Connectors in gas/vapor | [G]§ 63.169 § 63.181(a) [G]§ 63.182(a)
HAPS Subpart CC § 63.162(a) or light liquid are [G]§ 63.180(b) [G]§ 63.181(b) § 63.182(c)
§ 63.162(c) subject to the [G]§ 63.180(d) § 63.181(c) [G]§ 63.182(c)(1)
[G]§ 63.162(f) requirements in heavy [G]§ 63.648(b) [G]§ 63.181(d) [G]§ 63.182(d)
[G]§ 63.162(g) liquid service in §63.169. | § 63.648(c)(2)(i) § 63.648(h) [G]§ 63.655(e)
§ 63.162(h) The leak definition for § 63.648(c)(4) § 63.655(d)(1)(1) § 63.655(f)
[G]§ 63.169 specified systems § 63.65531)(5) § 63.655(0)(1)(v)
[G]§ 63.171 subject to §63.169 is
§ 63.649(a) 1,000 parts per million.
§ 63.655(d)(2)
BWS EU 63CCH-ALL |112(B) 40 CFR Part 63, | § 63.648(a) Comply with the [G]§ 63.169 § 63.181(a) [G]§ 63.182(a)
HAPS Subpart CC § 63.162(a) specified Subpart H [G]§ 63.180(b) [G]§ 63.181(b) § 63.182(c)
§ 63.162(c) requirements for [G]§ 63.180(d) § 63.181(c) [G]§ 63.182(c)(1)
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Citation
[G]8 63.162(f) connectors in heavy [G]§ 63.648(b) [G]§ 63.181(d) [G]§ 63.182(d)
[G]§ 63.162(g) liquid service. § 63.648(c)(2)(1) § 63.648(h) [G]§ 63.655(e)
§ 63.162(h) § 63.648(c)(6) § 63.655(d)(1)(1)
[G]8 63.169 § 63.655(1)(5)
[G]§ 63.171
§ 63.655(d)(2)
BWS EU 63CCH-ALL [112(B) 40 CFR Part 63, | § 63.648(a) Comply with the [G]§ 63.169 § 63.181(a) [G]§ 63.182(a)
HAPS Subpart CC § 63.162(a) specified Subpart H [G]§ 63.180(b) [G]§ 63.181(b) § 63.182(c)
§ 63.162(c) requirements for [G]§ 63.180(d) § 63.181(c) [G]§ 63.182(c)(1)
[G]§ 63.162(f) instrumentation [G]§ 63.648(b) [G]§ 63.181(d) [G]§ 63.182(d)
[GI8 63.162(g) systems. § 63.648(c)(2)(1) § 63.648(h) [GI8 63.655(e)
§ 63.162(h) § 63.648(c)(6) § 63.655(d)(1)(1)
[G]8 63.169 § 63.655(1)(5)
[G]§ 63.171
§ 63.655(d)(2)
BWS EU 63CCH-ALL [112(B) 40 CFR Part 63, | § 63.648(a) Comply with the § 63.172(e) § 63.181(a) [G]§ 63.182(a)
HAPS Subpart CC § 63.11(b) specified Subpart H [G]§ 63.172(h) [G]§ 63.181(b) § 63.182(c)
§ 63.172(d) requirements for flares. |[G]§ 63.180(b) § 63.181(c) [G]§ 63.182(c)(1)
§ 63.172(e) [G]§ 63.180(d) [G]§ 63.181(d) [G]§ 63.182(d)
[G1§ 63.172(h) [G1§ 63.180(e) § 63.181(g) [G]§ 63.655(€)
§ 63.172(m) § 63.181(g)(1)(1) [G1§ 63.655()(1)()(D)
§ 63.655(d)(2) § 63.181(g)(1)(ii)
§ 63.181(g)(1)(iii)
§ 63.181(g)(1)(iv)
[G]8 63.181(g)(2)
§ 63.648(h)
§ 63.655(d)(1)(i)
§ 63.655(1)(5)
BWS EU 63CCH-ALL [112(B) 40 CFR Part 63, | [G]§ 63.648(g) Compressors in [G]§ 63.648(g) § 63.648(h) None
HAPS Subpart CC hydrogen service are § 63.655(d)(3)

exempt from the
requirements of
§63.648(a) and (c), if an
owner or operator
demonstrates that a
compressor is in
hydrogen service.
§63.648(g)(1)-(2).
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Citation
CD-LOADING |EU 63CC 112(B) 40 CFR Part 63, | § 63.651(a) Except as provided in § 63.642(d)(1) § 63.642(e) § 63.642(d)(2)
HAPS Subpart CC §63.651(b)-(d), each § 63.642(d)(3) § 63.655(c) § 63.642(f)
owner or operator of a § 63.642(d)(4) § 63.655(1)(5) § 63.655(c)
marine tank vessel
loading operation
located at a petroleum
refinery shall comply
with the requirements of
§63.560 through
§63.567.
CD-PIPING EU R5322ALL voC 30 TAC Chapter | § 115.327(1) Valves of nominal size of | None None § 115.327(1)(A)
115, Fugitives 2” (5 cm) or less are § 115.327(1)(B)
Pet Ref B exempt, provided § 115.327(1)(C)
Counties allowable emissions
from sources affected by
this division after
controls are applied with
exemptions will not
exceed by more than
5.0% such allowable
emissions with no
exemptions.
CD-PIPING EU R5322ALL vVOC 30 TAC Chapter | § 115.322(1) No pump seal, as [G]§ 115.325 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) described in § 115.327(3) § 115.326(5) § 115.327(4)
Pet Ref B § 115.322(3) or (5), may be allowed to
Counties § 115.327(3) have a VOC leak as
defined in §101.1 for
more than 15 calendar
days after the leak is
found, except as
provided in §115.322(2).
CD-PIPING EU R5322ALL vOoC 30 TAC Chapter | § 115.322(1) No pump seal may be §115.324 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) allowed to have a VOC | § 115.324(1) [G]§ 115.326(2) § 115.327(4)
Pet Ref B § 115.322(3) leak as defined in §101.1 | § 115.324(1)(A) [G]§ 115.326(3)
Counties for more than 15 § 115.324(3) § 115.326(5)

calendar days after the
leak is found, except as
provided in §115.322(2).

§ 115.324(4)
§ 115.324(6)
[GI§ 115.325
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Citation
CD-PIPING EU R5322ALL VvOC 30 TAC Chapter | § 115.322(1) No valve (gaseous [G]§ 115.325 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) service), as described in § 115.326(5) §115.327(4)
Pet Ref B § 115.322(3) § 115.327(3) or (5), may
Counties § 115.322(4) be allowed to have a
§ 115.327(5) VOC leak as defined in
§101.1 for more than 15
calendar days after the
leak is found, except as
provided in §115.322(2).
CD-PIPING EU R5322ALL voC 30 TAC Chapter | § 115.322(1) No valve (gaseous §115.324 [G]§ 115.326(1) [G]§ 115.324(7)
115, Fugitives § 115.322(2) service) may be allowed | § 115.324(2) [G]§ 115.326(2) [G]§ 115.326(1)
Pet Ref B § 115.322(3) to have a VOC leak as § 115.324(2)(B) [G]§ 115.326(3) § 115.327(4)
Counties § 115.322(4) defined in §101.1 for § 115.324(4) § 115.326(5)
§ 115.322(5) more than 15 calendar § 115.324(6)
days after the leak is [G]§ 115.324(7)
found, except as [G]§ 115.325
provided in §115.322(2).
CD-PIPING EU R5322ALL vVOC 30 TAC Chapter | § 115.322(1) No valve in liquid [G]§ 115.325 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) service, as described in § § 115.326(5) § 115.327(4)
Pet Ref B § 115.322(3) 115.327(3) or (5), may be
Counties § 115.322(4) allowed to have a VOC
§ 115.327(3) leak as defined in §101.1
§ 115.327(5) for more than 15
calendar days after the
leak is found, except as
provided in §115.322(2).
CD-PIPING EU R5322ALL voC 30 TAC Chapter | § 115.322(1) No valve in liquid § 115.324 [G]§ 115.326(1) [G]§ 115.324(7)
115, Fugitives § 115.322(2) service may be allowed | § 115.324(1) [G]§ 115.326(2) [G]§ 115.326(1)
Pet Ref B § 115.322(3) to have a VOC leak as § 115.324(1)(B) [G]§ 115.326(3) § 115.327(4)
Counties § 115.322(4) defined in §101.1 for § 115.324(4) § 115.326(5)
more than 15 calendar § 115.324(6)
days after the leak is [G]§ 115.324(7)
found, except as [G]§ 115.325
provided in §115.322(2).
CD-PIPING EU R5322ALL vOC 30 TAC Chapter | § 115.322(1) No process drain, as [G]§ 115.325 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) described in § 115.327(3) § 115.326(5) § 115.327(4)
Pet Ref B § 115.322(3) or (5), may be allowed to
Counties § 115.327(3) have a VOC leak as
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Citation
defined in §101.1 for
more than 15 calendar
days after the leak is
found, except as
provided in §115.322(2).
CD-PIPING EU R5322ALL voC 30 TAC Chapter | § 115.322(1) No process drain may be | § 115.324 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) allowed to have a VOC § 115.324(1) [G]§ 115.326(2) § 115.327(4)
Pet Ref B § 115.322(3) leak as defined in §101.1 | § 115.324(1)(C) [G]§ 115.326(3)
Counties for more than 15 § 115.324(4) § 115.326(5)
calendar days after the | § 115.324(6)
leak is found, except as | [G]§ 115.325
provided in §115.322(2).
CD-PIPING EU R5322ALL vVOC 30 TAC Chapter | § 115.322(1) No compressor seal, as | [G]§ 115.325 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) described in § § 115.326(5) § 115.327(4)
Pet Ref B § 115.322(3) 115.327(3), (5) or (6),
Counties § 115.327(3) may be allowed to have
§ 115.327(6) a VOC leak as defined in
§101.1 for more than 15
calendar days after the
leak is found, except as
provided in §115.322(2).
CD-PIPING EU R5322ALL voC 30 TAC Chapter | § 115.322(1) No compressor seal may | § 115.324 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) be allowed to have a § 115.324(2) [G]§ 115.326(2) § 115.327(4)
Pet Ref B § 115.322(3) VOC leak as defined in § 115.324(2)(A) [G]§ 115.326(3)
Counties §101.1 for more than 15 | § 115.324(4) § 115.326(5)
calendar days after the | § 115.324(6)
leak is found, except as | [G]§ 115.325
provided in §115.322(2).
CD-PIPING EU R5322ALL vOC 30 TAC Chapter | § 115.322(1) No elevated valve, as [G]§ 115.325 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) described in § 115.327(3) § 115.326(5) § 115.327(4)
Pet Ref B § 115.322(3) or (5), may be allowed to
Counties § 115.322(4) have a VOC leak as

§ 115.327(3)
§ 115.327(5)

defined in §101.1 for
more than 15 calendar
days after the leak is
found, except as
provided in §115.322(2).
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ID No. Type Name Equipment and Condition (30 TAC (30 TAC
Specification 1.B.) § 122.144) § 122.145)
Citation
CD-PIPING EU R5322ALL VvOC 30 TAC Chapter | § 115.322(1) No elevated valve may §115.324 [G]§ 115.326(1) [G]§ 115.324(7)
115, Fugitives § 115.322(2) be allowed to have a § 115.324(1) [G]§ 115.326(2) [G]§ 115.326(1)
Pet Ref B § 115.322(3) VOC leak as defined in | § 115.324(1)(D) [G]§ 115.326(3) § 115.327(4)
Counties § 115.322(4) §101.1 for more than 15 | § 115.324(4) § 115.326(5)
calendar days after the | § 115.324(6)
leak is found, except as | [G]§ 115.324(7)
provided in §115.322(2). | [G]§ 115.325
CD-PIPING EU R5322ALL vVOC 30 TAC Chapter | § 115.322(1) No pressure relief valve |[G]§ 115.325 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) in gaseous service, as § 115.326(5) § 115.327(4)
Pet Ref B § 115.322(3) described in § 115.327(3)
Counties § 115.327(5) or (5), may be allowed
to have a VOC leak as
defined in §101.1 for
more than 15 calendar
days after the leak is
found, except as
provided in §115.322(2).
CD-PIPING EU R5322ALL voC 30 TAC Chapter | § 115.322(1) No pressure relief valve | § 115.324 [G]§ 115.326(1) [G]§ 115.324(7)
115, Fugitives § 115.322(2) in gaseous service may | § 115.324(2) [G]§ 115.326(2) [G]§ 115.326(1)
Pet Ref B § 115.322(3) be allowed to have a § 115.324(2)(C) [G]§ 115.326(3) § 115.327(4)
Counties § 115.322(5) VOC leak as defined in | § 115.324(4) § 115.326(5)
§101.1 for more than 15 | § 115.324(5)
calendar days after the | § 115.324(6)
leak is found, except as | [G]§ 115.324(7)
provided in §115.322(2). | [G]§ 115.325
CD-PIPING EU R5322ALL vVOC 30 TAC Chapter | § 115.322(1) No connector, as [G]§ 115.325 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) described in § 115.327(3) § 115.326(5) § 115.327(4)
Pet Ref B § 115.322(3) or (5), may be allowed to
Counties § 115.327(3) have a VOC leak as
defined in §101.1 for
more than 15 calendar
days after the leak is
found, except as
provided in §115.322(2).
CD-PIPING EU R5322ALL vOoC 30 TAC Chapter | § 115.322(1) No connector may be § 115.324(4) [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) allowed to have a VOC | § 115.324(6) [G]§ 115.326(2) § 115.327(4)
Pet Ref B § 115.322(3) leak as defined in §101.1 | [G]§ 115.325 [G]§ 115.326(3)
Counties for more than 15 § 115.326(5)
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Group Group | Index No. or Federal Limitation, Description And Testing Requirements Requirements
Process | Process Regulation Standard or (See Special Term | Requirements
ID No. Type Name Equipment and Condition (30 TAC (30 TAC
Specification 1.B.) § 122.144) § 122.145)
Citation
calendar days after the
leak is found, except as
provided in §115.322(2).
CD-PIPING EU 63CCVVALL |112(B) 40 CFR Part 63, | § 63.648(a) Comply with the None § 60.486(e) None
HAPS Subpart CC § 60.482-1(d) specified 40 CFR Part § 60.486(e)(1)
60, Subpart VV § 60.486(¢e)(5)
requirements for
equipment in vacuum
service.
CD-PIPING EU 63CCVVALL |112(B) 40 CFR Part 63, | § 63.648(a) Comply with the [G]§ 60.482-2 [G]§ 60.486(a) § 60.487(a)
HAPS Subpart CC § 60.482-1(a) specified 40 CFR Part § 60.485(a) [G]§ 60.486(b) [G]§ 60.487(b)
§ 60.482-1(b) 60, Subpart VV [G]§ 60.485(b) [G]§ 60.486(c) [G]§ 60.487(c)
[G]§ 60.482-2 requirements for pumps | [G]§ 60.485(c) § 60.486(e) § 60.487(e)
[G]§ 60.482-9 in light liquid service [G]§ 60.485(d) § 60.486(e)(1)
§ 63.648(a)(2) complying with [G]§ 60.485(e) [G]§ 60.486(e)(2)
§ 63.648(f) §60.482-2. § 60.485(f) [G]§ 60.486(e)(4)
§ 63.655(d)(2) [G18 63.648(b) [G]8 60.486(h)
§ 60.486(j)
§ 63.648(h)
§ 63.655(d)(1)(1)
§ 63.655(d)(6)
§ 63.655(1)(5)
CD-PIPING EU 63CCVVALL |112(B) 40 CFR Part 63, | § 63.648(a) Comply with the [G]§ 60.482-3 [G]§ 60.486(a) § 60.487(a)
HAPS Subpart CC § 60.482-1(a) specified 40 CFR Part § 60.485(a) [G]§ 60.486(b) [G]§ 60.487(b)
§ 60.482-1(b) 60, Subpart VV [G]§ 60.485(b) [G]§ 60.486(c) [G]§ 60.487(c)
[G]§ 60.482-3 requirements for [G]§ 60.485(c) § 60.486(e) § 60.487(e)
[G]§ 60.482-9 compressors complying | [G]§ 60.485(d) § 60.486(e)(1)
§ 63.648(a)(2) with §60.482-3. § 60.485(f) [G]§ 60.486(e)(2)
§ 63.648(i) [GI8 60.486(e)(4)
§ 63.655(d)(2) [G]8 60.486(h)
§ 60.486(j)
§ 63.648(h)
§ 63.655(d)(1)(1)
§ 63.655(d)(6)
§ 63.655(1)(5)
CD-PIPING EU 63CCVVALL |112(B) 40 CFR Part 63, | § 63.648(a) Comply with the § 60.482-4(b)(2) [G]§ 60.486(a) § 60.487(a)
HAPS Subpart CC § 60.482-1(a) specified 40 CFR Part § 60.485(a) § 60.486(e) [G]§ 60.487(b)
§ 60.482-1(b) 60, Subpart VV [G]§ 60.485(b) § 60.486(e)(1) [G]§ 60.487(c)
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Specification 1.B.) § 122.144) § 122.145)
Citation
§ 60.482-4(a) requirements for [G]§ 60.485(c) § 60.486(e)(3) § 60.487(e)
§ 60.482-4(b)(1) pressure relief devices in | [G]§ 60.485(d) [G]§ 60.486(e)(4)
[G]§ 60.482-9 gas/vapor service. § 60.485(f) § 60.486(j)
§ 63.648(a)(2) § 63.648(h)
§ 63.655(d)(2) § 63.655(d)(1)(1)
§ 63.655(1)(5)
CD-PIPING EU 63CCVVALL |112(B) 40 CFR Part 63, | § 63.648(a) Comply with the § 60.485(a) [G]§ 60.486(a) § 60.487(a)
HAPS Subpart CC § 60.482-1(a) specified 40 CFR Part [G]§ 60.485(b) § 60.486(e) [G]§ 60.487(b)
§ 60.482-1(b) 60, Subpart VV [G]§ 60.485(d) § 60.486(e)(1) [G]§ 60.487(c)
[G]§ 60.482-5 requirements for § 60.485(f) § 60.486(j) § 60.487(e)
[G]§ 60.482-9 sampling connection § 63.648(h)
§ 63.648(a)(2) systems complying with § 63.655(d)(1)(1)
§ 63.655(d)(2) §60.482-5. § 63.655(1)(5)
CD-PIPING EU 63CCVVALL [112(B) 40 CFR Part 63, | § 63.648(a) Comply with the § 60.485(a) [G]§ 60.486(a) § 60.487(a)
HAPS Subpart CC § 60.482-1(a) specified 40 CFR Part [G]§ 60.485(b) § 60.486(e) [G]§ 60.487(b)
§ 60.482-1(b) 60, Subpart VV [G]§ 60.485(d) § 60.486(e)(1) [G]§ 60.487(c)
[G]§ 60.482-6 requirements for open- | § 60.485(f) § 60.486(j) § 60.487(e)
[G]§ 60.482-9 ended valves or lines [G]§ 63.648(b) § 63.648(h)
§ 63.648(a)(2) complying with § 63.655(d)(1)(1)
§ 63.655(d)(2) §60.482-6. § 63.655(1)(5)
CD-PIPING EU 63CCVVALL |112(B) 40 CFR Part 63, | § 63.648(a) Comply with the [G]§ 60.482-7 [G]§ 60.486(a) § 60.487(a)
HAPS Subpart CC § 60.482-1(a) specified 40 CFR Part [G]§ 60.483-1 [G]§ 60.486(b) [G]§ 60.487(b)
§ 60.482-1(b) 60, Subpart VV [G]§ 60.483-2 [G]§ 60.486(c) [G]§ 60.487(c)
[G]§ 60.482-7 requirements for valves |§ 60.485(a) § 60.486(e) § 60.487(d)
[G]§ 60.482-9 in gas/vapor service or | [G]§ 60.485(b) § 60.486(e)(1) § 60.487(e)
[G]§ 60.483-1 in light liquid service [G]§ 60.485(c) [G]§ 60.486(e)(2)
[G]§ 60.483-2 complying with [G]§ 60.485(d) [G]§ 60.486(e)(4)
§ 63.648(a)(2) §60.482-7. [G]§ 60.485(e) [G]§ 60.486(f)
§ 63.655(d)(2) § 60.485(f) [GI8 60.486(g)
[G18§ 63.648(b) § 60.486(j)
§ 63.648(h)
§ 63.655(d)(1)(i)
§ 63.655(1)(5)
CD-PIPING EU 63CCVVALL |112(B) 40 CFR Part 63, | § 63.648(a) Comply with the [G]§ 60.482-8 [G]§ 60.486(a) § 60.487(a)
HAPS Subpart CC § 60.482-1(a) specified 40 CFR Part § 60.485(a) [G]§ 60.486(b) [G]§ 60.487(b)
§ 60.482-1(b) 60, Subpart VV [G]§ 60.485(b) [G]§ 60.486(c) [G]§ 60.487(c)
[G]§ 60.482-8 requirements for valves |[G]§ 60.485(d) § 60.486(e) § 60.487(e)
[G]§ 60.482-9 in heavy liquid service § 60.485(1f) § 60.486(e)(1)
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Specification 1.B.) § 122.144) § 122.145)
Citation
§ 63.648(a)(2) complying with [G]§ 63.648(b) § 60.486(j)
§ 63.655(d)(2) §60.482-8. § 63.648(h)
§ 63.655(d)(1)(1)
§ 63.655(1)(5)
CD-PIPING EU 63CCVVALL |112(B) 40 CFR Part 63, | § 63.648(a) Comply with the [G]§ 60.482-8 [G]§ 60.486(a) § 60.487(a)
HAPS Subpart CC § 60.482-1(a) specified 40 CFR Part § 60.485(a) [G]§ 60.486(b) [G]§ 60.487(b)
§ 60.482-1(b) 60, Subpart VV [G]§ 60.485(b) [G]§ 60.486(c) [G]§ 60.487(c)
[G]§ 60.482-8 requirements for pumps | [G]§ 60.485(d) § 60.486(e) § 60.487(e)
[G]§ 60.482-9 in heavy liquid service § 60.485(f) § 60.486(e)(1)
§ 63.648(a)(2) complying with [G]§ 63.648(b) § 60.486(j)
§ 63.655(d)(2) §60.482-8. § 63.648(h)
§ 63.655(d)(1)(1)
§ 63.655(1)(5)
CD-PIPING EU 63CCVVALL [112(B) 40 CFR Part 63, | § 63.648(a) Comply with the [G]§ 60.482-8 [G]§ 60.486(a) § 60.487(a)
HAPS Subpart CC § 60.482-1(a) specified 40 CFR Part § 60.485(a) [G]§ 60.486(b) [G]§ 60.487(b)
§ 60.482-1(b) 60, Subpart VV [G]§ 60.485(b) [G]§ 60.486(c) [G]§ 60.487(c)
[G]§ 60.482-8 requirements for flanges | [G]§ 60.485(d) § 60.486(e) § 60.487(e)
[G]§ 60.482-9 or other connectors § 60.485(f) § 60.486(e)(1)
§ 63.648(a)(2) complying with [G]§ 63.648(b) § 60.486(j)
§ 63.655(d)(2) §60.482-8. § 63.648(h)
§ 63.655(d)(1)(i)
§ 63.655(1)(5)
CD-PIPING EU 63CCVVALL |112(B) 40 CFR Part 63, | § 63.648(a) Comply with the [G]§ 60.482-8 [G]§ 60.486(a) § 60.487(a)
HAPS Subpart CC § 60.482-1(a) specified 40 CFR Part § 60.485(a) [G]§ 60.486(b) [G]§ 60.487(b)
§ 60.482-1(b) 60, Subpart VV [G]§ 60.485(b) [G]§ 60.486(c) [G]§ 60.487(c)
[G]§ 60.482-8 requirements for [G]§ 60.485(d) § 60.486(e) § 60.487(e)
[G]§ 60.482-9 pressure relief devices in | [G]§ 60.485(e) § 60.486(e)(1)
§ 63.648(a)(2) light liquid service § 60.485(f) § 60.486(j)
§ 63.655(d)(2) complying with [G]§ 63.648(b) § 63.648(h)
§60.482-8. § 63.655(d)(1)(1)
§ 63.655(1)(5)
CD-PIPING EU 63CCVVALL |112(B) 40 CFR Part 63, | § 63.648(a) Comply with the [G]§ 60.482-8 [G]§ 60.486(a) § 60.487(a)
HAPS Subpart CC § 60.482-1(a) specified 40 CFR Part § 60.485(a) [G]§ 60.486(b) [G]§ 60.487(b)
§ 60.482-1(b) 60, Subpart VV [G]§ 60.485(b) [G]§ 60.486(c) [G]§ 60.487(c)
[G]§ 60.482-8 requirements for [G]§ 60.485(d) § 60.486(e) § 60.487(e)
[G]§ 60.482-9 pressure relief devices in | § 60.485(f) § 60.486(e)(1)
§ 63.648(a)(2) heavy liquid service [G]§ 63.648(b) § 60.486(j)
§ 63.655(d)(2) complying with § 63.648(h)
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Specification 1.B.) § 122.144) § 122.145)
Citation
§60.482-8. § 63.655(d)(1)()
§ 63.655(1)(5)
CD-PIPING EU 63CCVVALL |112(B) 40 CFR Part 63, | [G]§ 63.648(g) Compressors in [G]§ 63.648(g) § 63.648(h) None
HAPS Subpart CC hydrogen service are § 63.655(d)(3)
exempt from the § 63.655(1)(5)
requirements of
§63.648(a) and (c), if an
owner or operator
demonstrates that a
compressor is in
hydrogen service.
§63.648(8)(1)-(2).
FUELDRM EU R5322ALL voC 30 TAC Chapter | § 115.322(1) No valve (gaseous [G]§ 115.324(2) § 115.326(1) § 115.326(1)
115, Fugitives § 115.322(2) service) may be allowed | § 115.324(4) [G]§ 115.326(2) § 115.327(4)
Pet Ref B § 115.322(3) to have a VOC leak as § 115.324(5) § 115.326(3)
Counties § 115.322(4) defined in §101.1 for § 115.324(6) § 115.326(4)
§ 115.322(5) more than 15 calendar [G]§ 115.324(7)
days after the leak is [G]§ 115.325
found, except as
provided in §115.322(2).
FUELDRM EU R5322ALL voC 30 TAC Chapter | § 115.327(1) Valves of nominal size of | None None § 115.327(1)(A)
115, Fugitives 2” (5 cm) or less are § 115.327(1)(B)
Pet Ref B exempt, provided § 115.327(1)(C)
Counties allowable emissions
from sources affected by
this division after
controls are applied with
exemptions will not
exceed by more than
5.0% such allowable
emissions with no
exemptions.
FUELDRM EU R5322ALL vOC 30 TAC Chapter | § 115.322(1) No pump seal, as [G]§ 115.325 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) described in § 115.327(3) § 115.326(5) § 115.327(4)
Pet Ref B § 115.322(3) or (5), may be allowed to
Counties § 115.327(3) have a VOC leak as

defined in §101.1 for
more than 15 calendar
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Specification 1.B.) § 122.144) § 122.145)
Citation
days after the leak is
found, except as
provided in §115.322(2).
FUELDRM EU R5322ALL voC 30 TAC Chapter | § 115.322(1) No pump seal may be §115.324 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) allowed to have a VOC § 115.324(1) [G]§ 115.326(2) § 115.327(4)
Pet Ref B § 115.322(3) leak as defined in §101.1 | § 115.324(1)(A) [G]§ 115.326(3)
Counties for more than 15 § 115.324(3) § 115.326(5)
calendar days after the | §115.324(4)
leak is found, except as | § 115.324(6)
provided in §115.322(2). | [G]§ 115.325
FUELDRM EU R5322ALL vVOC 30 TAC Chapter | § 115.322(1) No valve (gaseous [G]§ 115.325 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) service), as described in § 115.326(5) § 115.327(4)
Pet Ref B § 115.322(3) § 115.327(3) or (5), may
Counties § 115.322(4) be allowed to have a
§ 115.327(5) VOC leak as defined in
§101.1 for more than 15
calendar days after the
leak is found, except as
provided in §115.322(2).
FUELDRM EU R5322ALL voC 30 TAC Chapter | § 115.322(1) No valve (gaseous § 115.324 [G]§ 115.326(1) [G]§ 115.324(7)
115, Fugitives § 115.322(2) service) may be allowed | § 115.324(2) [G]§ 115.326(2) [G]§ 115.326(1)
Pet Ref B § 115.322(3) to have a VOC leak as § 115.324(2)(B) [G]§ 115.326(3) § 115.327(4)
Counties § 115.322(4) defined in §101.1 for § 115.324(4) § 115.326(5)
§ 115.322(5) more than 15 calendar § 115.324(6)
days after the leak is [G]§ 115.324(7)
found, except as [G]§ 115.325
provided in §115.322(2).
FUELDRM EU R5322ALL vOC 30 TAC Chapter | § 115.322(1) No valve in liquid [G]§ 115.325 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) service, as described in § § 115.326(5) § 115.327(4)
Pet Ref B § 115.322(3) 115.327(3) or (5), may be
Counties § 115.322(4) allowed to have a VOC
§ 115.327(3) leak as defined in §101.1
§ 115.327(5) for more than 15
calendar days after the
leak is found, except as
provided in §115.322(2).
FUELDRM EU R5322ALL voC 30 TAC Chapter | § 115.322(1) No valve in liquid § 115.324 [G]§ 115.326(1) [G]§ 115.324(7)
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115, Fugitives § 115.322(2) service may be allowed | § 115.324(1) [G]§ 115.326(2) [G]§ 115.326(1)
Pet Ref B §115.322(3) to have a VOC leak as § 115.324(1)(B) [G]§ 115.326(3) §115.327(4)
Counties § 115.322(4) defined in §101.1 for § 115.324(4) § 115.326(5)
more than 15 calendar § 115.324(6)
days after the leak is [G]§ 115.324(7)
found, except as [G]§ 115.325
provided in §115.322(2).
FUELDRM EU R5322ALL vVOC 30 TAC Chapter | § 115.322(1) No process drain, as [G]§ 115.325 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) described in § 115.327(3) § 115.326(5) § 115.327(4)
Pet Ref B § 115.322(3) or (5), may be allowed to
Counties §115.327(3) have a VOC leak as
defined in §101.1 for
more than 15 calendar
days after the leak is
found, except as
provided in §115.322(2).
FUELDRM EU R5322ALL vOC 30 TAC Chapter | § 115.322(1) No process drain may be | § 115.324 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) allowed to have a VOC | § 115.324(1) [G]§ 115.326(2) § 115.327(4)
Pet Ref B § 115.322(3) leak as defined in §101.1 | § 115.324(1)(C) [G]§ 115.326(3)
Counties for more than 15 § 115.324(4) § 115.326(5)
calendar days after the | § 115.324(6)
leak is found, except as | [G]§ 115.325
provided in §115.322(2).
FUELDRM EU R5322ALL vVOC 30 TAC Chapter | § 115.322(1) No compressor seal, as | [G]§ 115.325 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) described in § § 115.326(5) § 115.327(4)
Pet Ref B § 115.322(3) 115.327(3), (5) or (6),
Counties § 115.327(3) may be allowed to have
§ 115.327(6) a VOC leak as defined in
§101.1 for more than 15
calendar days after the
leak is found, except as
provided in §115.322(2).
FUELDRM EU R5322ALL voC 30 TAC Chapter | § 115.322(1) No compressor seal may | § 115.324 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) be allowed to have a § 115.324(2) [G]§ 115.326(2) § 115.327(4)
Pet Ref B § 115.322(3) VOC leak as defined in § 115.324(2)(A) [G]§ 115.326(3)
Counties §101.1 for more than 15 | § 115.324(4) § 115.326(5)
calendar days after the | § 115.324(6)

leak is found, except as

[G]§ 115.325
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Applicable Requirements Summary

Unit Unit SopP Pollutant | State Rule Emission Textual Monitoring Recordkeeping Reporting
Group Group | Index No. or Federal Limitation, Description And Testing Requirements Requirements
Process | Process Regulation Standard or (See Special Term | Requirements
ID No. Type Name Equipment and Condition (30 TAC (30 TAC
Specification 1.B.) § 122.144) § 122.145)
Citation
provided in §115.322(2).
FUELDRM EU R5322ALL vVOC 30 TAC Chapter | § 115.322(1) No elevated valve, as [G]§ 115.325 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) described in § 115.327(3) § 115.326(5) § 115.327(4)
Pet Ref B § 115.322(3) or (5), may be allowed to
Counties § 115.322(4) have a VOC leak as
§ 115.327(3) defined in §101.1 for
§ 115.327(5) more than 15 calendar
days after the leak is
found, except as
provided in §115.322(2).
FUELDRM EU R5322ALL voC 30 TAC Chapter | § 115.322(1) No elevated valve may §115.324 [G]§ 115.326(1) [G]§ 115.324(7)
115, Fugitives § 115.322(2) be allowed to have a § 115.324(1) [G]§ 115.326(2) [G]§ 115.326(1)
Pet Ref B § 115.322(3) VOC leak as defined in | § 115.324(1)(D) [G]§ 115.326(3) § 115.327(4)
Counties § 115.322(4) §101.1 for more than 15 | § 115.324(4) § 115.326(5)
calendar days after the | § 115.324(6)
leak is found, except as | [G]§ 115.324(7)
provided in §115.322(2). | [G]§ 115.325
FUELDRM EU R5322ALL vVOC 30 TAC Chapter | § 115.322(1) No pressure relief valve |[G]§ 115.325 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) in gaseous service, as § 115.326(5) § 115.327(4)
Pet Ref B § 115.322(3) described in § 115.327(3)
Counties § 115.327(5) or (5), may be allowed
to have a VOC leak as
defined in §101.1 for
more than 15 calendar
days after the leak is
found, except as
provided in §115.322(2).
FUELDRM EU R5322ALL vOoC 30 TAC Chapter | § 115.322(1) No pressure relief valve | § 115.324 [G]§ 115.326(1) [G]§ 115.324(7)
115, Fugitives § 115.322(2) in gaseous service may | § 115.324(2) [G]§ 115.326(2) [G]§ 115.326(1)
Pet Ref B § 115.322(3) be allowed to have a § 115.324(2)(C) [G]§ 115.326(3) § 115.327(4)
Counties § 115.322(5) VOC leak as defined in | § 115.324(4) § 115.326(5)
§101.1 for more than 15 | § 115.324(5)
calendar days after the | § 115.324(6)
leak is found, except as | [G]§ 115.324(7)
provided in §115.322(2). | [G]§ 115.325
FUELDRM EU R5322ALL vOC 30 TAC Chapter | § 115.322(1) No connector, as [G]§ 115.325 [G]§ 115.326(1) [G]§ 115.326(1)

115, Fugitives

§ 115.322(2)

described in § 115.327(3)

§ 115.326(5)

§ 115.327(4)
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Applicable Requirements Summary

Unit Unit SopP Pollutant | State Rule Emission Textual Monitoring Recordkeeping Reporting
Group Group | Index No. or Federal Limitation, Description And Testing Requirements Requirements
Process | Process Regulation Standard or (See Special Term | Requirements
ID No. Type Name Equipment and Condition (30 TAC (30 TAC
Specification 1.B.) § 122.144) § 122.145)
Citation
Pet Ref B §115.322(3) or (5), may be allowed to
Counties § 115.327(3) have a VOC leak as
defined in §101.1 for
more than 15 calendar
days after the leak is
found, except as
provided in §115.322(2).
GDFUG EU R5322ALL voC 30 TAC Chapter | § 115.322(1) No valve (gaseous [G]§ 115.324(2) § 115.326(1) § 115.326(1)
115, Fugitives § 115.322(2) service) may be allowed | § 115.324(4) [G]§ 115.326(2) § 115.327(4)
Pet Ref B § 115.322(3) to have a VOC leak as § 115.324(5) § 115.326(3)
Counties § 115.322(4) defined in §101.1 for § 115.324(6) § 115.326(4)
§ 115.322(5) more than 15 calendar [G]§ 115.324(7)
days after the leak is [G]§ 115.325
found, except as
provided in §115.322(2).
GDFUG EU R5322ALL voC 30 TAC Chapter | § 115.327(1) Valves of nominal size of | None None § 115.327(1)(A)
115, Fugitives 2” (5 cm) or less are § 115.327(1)(B)
Pet Ref B exempt, provided § 115.327(1)(C)
Counties allowable emissions
from sources affected by
this division after
controls are applied with
exemptions will not
exceed by more than
5.0% such allowable
emissions with no
exemptions.
GDFUG EU R5322ALL VvOC 30 TAC Chapter | § 115.322(1) No pump seal, as [G]§ 115.325 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) described in § 115.327(3) § 115.326(5) § 115.327(4)
Pet Ref B § 115.322(3) or (5), may be allowed to
Counties § 115.327(3) have a VOC leak as
defined in §101.1 for
more than 15 calendar
days after the leak is
found, except as
provided in §115.322(2).
GDFUG EU R5322ALL vOoC 30 TAC Chapter | § 115.322(1) No pump seal may be §115.324 [G]§ 115.326(1) [G]§ 115.326(1)

115, Fugitives

§ 115.322(2)

allowed to have a VOC

§ 115.324(1)

[GI8 115.326(2)

§ 115.327(4)
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Applicable Requirements Summary

Unit Unit SopP Pollutant | State Rule Emission Textual Monitoring Recordkeeping Reporting
Group Group | Index No. or Federal Limitation, Description And Testing Requirements Requirements
Process | Process Regulation Standard or (See Special Term | Requirements
ID No. Type Name Equipment and Condition (30 TAC (30 TAC
Specification 1.B.) § 122.144) § 122.145)
Citation
Pet Ref B §115.322(3) leak as defined in §101.1 | § 115.324(1)(A) [G]§ 115.326(3)
Counties for more than 15 § 115.324(3) § 115.326(5)
calendar days after the | §115.324(4)
leak is found, except as | § 115.324(6)
provided in §115.322(2). | [G]§ 115.325
GDFUG EU R5322ALL vVOC 30 TAC Chapter | § 115.322(1) No valve (gaseous [G]§ 115.325 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) service), as described in § 115.326(5) § 115.327(4)
Pet Ref B § 115.322(3) § 115.327(3) or (5), may
Counties § 115.322(4) be allowed to have a
§ 115.327(5) VOC leak as defined in
§101.1 for more than 15
calendar days after the
leak is found, except as
provided in §115.322(2).
GDFUG EU R5322ALL voC 30 TAC Chapter | § 115.322(1) No valve (gaseous § 115.324 [G]§ 115.326(1) [G]§ 115.324(7)
115, Fugitives § 115.322(2) service) may be allowed | § 115.324(2) [G]§ 115.326(2) [G]§ 115.326(1)
Pet Ref B § 115.322(3) to have a VOC leak as § 115.324(2)(B) [G]§ 115.326(3) § 115.327(4)
Counties § 115.322(4) defined in §101.1 for § 115.324(4) § 115.326(5)
§ 115.322(5) more than 15 calendar § 115.324(6)
days after the leak is [G]§ 115.324(7)
found, except as [G]§ 115.325
provided in §115.322(2).
GDFUG EU R5322ALL vVOC 30 TAC Chapter | § 115.322(1) No valve in liquid [G]§ 115.325 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) service, as described in § § 115.326(5) § 115.327(4)
Pet Ref B § 115.322(3) 115.327(3) or (5), may be
Counties § 115.322(4) allowed to have a VOC
§ 115.327(3) leak as defined in §101.1
§ 115.327(5) for more than 15
calendar days after the
leak is found, except as
provided in §115.322(2).
GDFUG EU R5322ALL vOoC 30 TAC Chapter | § 115.322(1) No valve in liquid §115.324 [G]§ 115.326(1) [G]§ 115.324(7)
115, Fugitives § 115.322(2) service may be allowed | § 115.324(1) [G]§ 115.326(2) [G]§ 115.326(1)
Pet Ref B § 115.322(3) to have a VOC leak as § 115.324(1)(B) [G]§ 115.326(3) § 115.327(4)
Counties § 115.322(4) defined in §101.1 for § 115.324(4) § 115.326(5)

more than 15 calendar
days after the leak is
found, except as

§ 115.324(6)
[GI8 115.324(7)
[G]§ 115.325

Revised - Draft Page 153




Applicable Requirements Summary

Unit Unit SopP Pollutant | State Rule Emission Textual Monitoring Recordkeeping Reporting
Group Group | Index No. or Federal Limitation, Description And Testing Requirements Requirements
Process | Process Regulation Standard or (See Special Term | Requirements
ID No. Type Name Equipment and Condition (30 TAC (30 TAC
Specification 1.B.) § 122.144) § 122.145)
Citation
provided in §115.322(2).
GDFUG EU R5322ALL vVOC 30 TAC Chapter | § 115.322(1) No process drain, as [G]§ 115.325 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) described in § 115.327(3) § 115.326(5) § 115.327(4)
Pet Ref B § 115.322(3) or (5), may be allowed to
Counties §115.327(3) have a VOC leak as
defined in §101.1 for
more than 15 calendar
days after the leak is
found, except as
provided in §115.322(2).
GDFUG EU R5322ALL voC 30 TAC Chapter | § 115.322(1) No process drain may be | § 115.324 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) allowed to have a VOC § 115.324(1) [G]§ 115.326(2) § 115.327(4)
Pet Ref B § 115.322(3) leak as defined in §101.1 | § 115.324(1)(C) [G]§ 115.326(3)
Counties for more than 15 § 115.324(4) § 115.326(5)
calendar days after the | § 115.324(6)
leak is found, except as | [G]§ 115.325
provided in §115.322(2).
GDFUG EU R5322ALL vVOC 30 TAC Chapter | § 115.322(1) No compressor seal, as | [G]§ 115.325 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) described in § § 115.326(5) § 115.327(4)
Pet Ref B § 115.322(3) 115.327(3), (5) or (6),
Counties § 115.327(3) may be allowed to have
§ 115.327(6) a VOC leak as defined in
§101.1 for more than 15
calendar days after the
leak is found, except as
provided in §115.322(2).
GDFUG EU R5322ALL voC 30 TAC Chapter | § 115.322(1) No compressor seal may | § 115.324 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) be allowed to have a § 115.324(2) [G]§ 115.326(2) § 115.327(4)
Pet Ref B § 115.322(3) VOC leak as defined in § 115.324(2)(A) [G]§ 115.326(3)
Counties §101.1 for more than 15 | § 115.324(4) § 115.326(5)
calendar days after the | § 115.324(6)
leak is found, except as | [G]§ 115.325
provided in §115.322(2).
GDFUG EU R5322ALL vOC 30 TAC Chapter | § 115.322(1) No elevated valve, as [G]§ 115.325 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) described in § 115.327(3) § 115.326(5) § 115.327(4)
Pet Ref B § 115.322(3) or (5), may be allowed to
Counties § 115.322(4) have a VOC leak as
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Applicable Requirements Summary

Unit Unit SopP Pollutant | State Rule Emission Textual Monitoring Recordkeeping Reporting
Group Group | Index No. or Federal Limitation, Description And Testing Requirements Requirements
Process | Process Regulation Standard or (See Special Term | Requirements
ID No. Type Name Equipment and Condition (30 TAC (30 TAC
Specification 1.B.) § 122.144) § 122.145)
Citation
§ 115.327(3) defined in §101.1 for
§ 115.327(5) more than 15 calendar
days after the leak is
found, except as
provided in §115.322(2).
GDFUG EU R5322ALL voC 30 TAC Chapter | § 115.322(1) No elevated valve may §115.324 [G]§ 115.326(1) [G]§ 115.324(7)
115, Fugitives § 115.322(2) be allowed to have a § 115.324(1) [G]§ 115.326(2) [G]§ 115.326(1)
Pet Ref B § 115.322(3) VOC leak as defined in | § 115.324(1)(D) [G]§ 115.326(3) § 115.327(4)
Counties § 115.322(4) §101.1 for more than 15 | § 115.324(4) § 115.326(5)
calendar days after the | § 115.324(6)
leak is found, except as | [G]§ 115.324(7)
provided in §115.322(2). | [G]§ 115.325
GDFUG EU R5322ALL vVOC 30 TAC Chapter | § 115.322(1) No pressure relief valve |[G]§ 115.325 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) in gaseous service, as § 115.326(5) § 115.327(4)
Pet Ref B § 115.322(3) described in § 115.327(3)
Counties § 115.327(5) or (5), may be allowed
to have a VOC leak as
defined in §101.1 for
more than 15 calendar
days after the leak is
found, except as
provided in §115.322(2).
GDFUG EU R5322ALL voC 30 TAC Chapter | § 115.322(1) No pressure relief valve | § 115.324 [G]§ 115.326(1) [G]§ 115.324(7)
115, Fugitives § 115.322(2) in gaseous service may | § 115.324(2) [G]§ 115.326(2) [G]§ 115.326(1)
Pet Ref B § 115.322(3) be allowed to have a § 115.324(2)(C) [G]§ 115.326(3) § 115.327(4)
Counties § 115.322(5) VOC leak as defined in | § 115.324(4) § 115.326(5)
§101.1 for more than 15 | § 115.324(5)
calendar days after the | § 115.324(6)
leak is found, except as | [G]§ 115.324(7)
provided in §115.322(2). | [G]§ 115.325
GDFUG EU R5322ALL vOC 30 TAC Chapter | § 115.322(1) No connector, as [G]§ 115.325 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) described in § 115.327(3) § 115.326(5) § 115.327(4)
Pet Ref B § 115.322(3) or (5), may be allowed to
Counties § 115.327(3) have a VOC leak as

defined in §101.1 for
more than 15 calendar
days after the leak is
found, except as
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Applicable Requirements Summary

Unit Unit SopP Pollutant | State Rule Emission Textual Monitoring Recordkeeping Reporting
Group Group | Index No. or Federal Limitation, Description And Testing Requirements Requirements
Process | Process Regulation Standard or (See Special Term | Requirements
ID No. Type Name Equipment and Condition (30 TAC (30 TAC
Specification 1.B.) § 122.144) § 122.145)
Citation
provided in §115.322(2).
GDFUG EU 60GGGALL |VOC 40 CFR Part 60, | § 60.592(a) Comply with the None § 60.486(e) None
Subpart GGG § 60.482-1(d) requirements as stated § 60.486(e)(1)
in §60.482-1(d) for § 60.486(¢e)(5)
equipment in vacuum
service.
GDFUG EU 60GGGALL |VOC 40 CFR Part 60, | § 60.592(a) Comply with the [G]§ 60.482-2 [G]§ 60.486(a) § 60.487(a)
Subpart GGG § 60.482-1(a) requirements as stated | § 60.485(a) [G]§ 60.486(b) [G]§ 60.487(b)
§ 60.482-1(b) in §60.482-2 for pumps | [G]§ 60.485(b) [G]§ 60.486(c) [G]§ 60.487(c)
[G]§ 60.482-2 in light-liquid service. [G]§ 60.485(c) § 60.486(e) § 60.487(e)
[G]§ 60.482-9 [G]§ 60.485(d) § 60.486(e)(1) § 60.592(e)
[G18 60.485(e) [G]8 60.486(e)(2)
§ 60.485(f) [G]8 60.486(e)(4)
§ 60.592(d) [G]§ 60.486(h)
§ 60.593(d) § 60.486(j)
§ 60.592(e)
GDFUG EU 60GGGALL |VOC 40 CFR Part 60, | § 60.592(a) Comply with the § 60.482-3(f) [G]§ 60.486(a) § 60.487(a)
Subpart GGG § 60.482-1(a) requirements as stated | § 60.482-3(g)(1) [G]§ 60.486(b) [G]§ 60.487(b)
§ 60.482-1(b) in §60.482-3 for § 60.482-3(g)(2) [G]§ 60.486(c) [G]§ 60.487(c)
§ 60.482-3(f) reciprocating [G1§ 60.482-3(i) § 60.486(€) § 60.487(e)
§ 60.482-3(g)(1) compressors that § 60.482-3(3) § 60.486(e)(1) § 60.592(e)
§ 60.482-3(g)(2) become subject under § 60.485(a) [G]§ 60.486(e)(2)
[G]§ 60.482-3(i) §60.14 and §60.15. [G]§ 60.485(c) [G]§ 60.486(e)(4)
§ 60.482-3()) [GI]8 60.485(d) [G]8 60.486(h)
[G]§ 60.482-9 § 60.485(f) § 60.486(j)
§ 60.593(c) § 60.592(d) § 60.592(e)
GDFUG EU 60GGGALL |VOC 40 CFR Part 60, | § 60.592(a) Comply with the [G]§ 60.482-3 [G]§ 60.486(a) § 60.487(a)
Subpart GGG § 60.482-1(a) requirements as stated | § 60.485(a) [G]§ 60.486(b) [G]§ 60.487(b)
§ 60.482-1(b) in §60.482-3 for [G]§ 60.485(b) [G]§ 60.486(c) [G]§ 60.487(c)
[G]§ 60.482-3 CcOmpressors. [G]§ 60.485(c) § 60.486(e) § 60.487(e)
[G]§ 60.482-9 [G]§ 60.485(d) § 60.486(e)(1) § 60.592(e)
§ 60.485(f) [GI8 60.486(e)(2)
§ 60.592(d) [GI8 60.486(e)(4)
[G]§ 60.486(h)
§ 60.486(j)
§ 60.592(e)
GDFUG EU 60GGGALL ([VOC 40 CFR Part 60, | § 60.592(a) Comply with the [G]§ 60.482-4 [G]§ 60.486(a) § 60.487(a)
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Applicable Requirements Summary

Unit Unit SopP Pollutant | State Rule Emission Textual Monitoring Recordkeeping Reporting
Group Group | Index No. or Federal Limitation, Description And Testing Requirements Requirements
Process | Process Regulation Standard or (See Special Term | Requirements
ID No. Type Name Equipment and Condition (30 TAC (30 TAC
Specification 1.B.) § 122.144) § 122.145)
Citation
Subpart GGG § 60.482-1(a) requirements in as § 60.485(a) § 60.486(e) [G]§ 60.487(b)
§ 60.482-1(b) stated in §60.482-4 for | [G]§ 60.485(b) § 60.486(e)(1) [G]§ 60.487(c)
[G]§ 60.482-4 pressure relief devices in | [G]§ 60.485(c) § 60.486(e)(3) § 60.487(e)
[G]§ 60.482-9 gas/vapor service. [G]§ 60.485(d) [G]§ 60.486(e)(4) § 60.592(e)
§ 60.485(f) § 60.486(j)
§ 60.592(d) § 60.592(e)
GDFUG EU 60GGGALL |VOC 40 CFR Part 60, | § 60.592(a) Comply with the § 60.485(a) [G]§ 60.486(a) § 60.487(a)
Subpart GGG § 60.482-1(a) requirements in as [G]§ 60.485(b) § 60.486(e) [G]§ 60.487(b)
§ 60.482-1(b) stated in §60.482-5 for | [G]§ 60.485(d) § 60.486(e)(1) [G]§ 60.487(c)
[G]§ 60.482-5 sampling connection § 60.485(f) § 60.486(j) § 60.487(e)
[G]§ 60.482-9 systems. § 60.592(d) § 60.592(e) § 60.592(e)
GDFUG EU 60GGGALL |VOC 40 CFR Part 60, | § 60.592(a) Comply with the § 60.485(a) [G]§ 60.486(a) § 60.487(a)
Subpart GGG § 60.482-1(a) requirements in as [G]§ 60.485(b) § 60.486(e) [G]§ 60.487(b)
§ 60.482-1(b) stated in §60.482-6 for | [G]§ 60.485(d) § 60.486(e)(1) [G]§ 60.487(c)
[G]§ 60.482-6 open-ended valves and | § 60.485(f) § 60.486(j) § 60.487(e)
[G]§ 60.482-9 lines. § 60.592(d) § 60.592(e) § 60.592(e)
GDFUG EU 60GGGALL |VOC 40 CFR Part 60, | § 60.592(a) Comply with the [G]§ 60.482-7 [G]§ 60.486(a) § 60.487(a)
Subpart GGG § 60.482-1(a) requirements in as [G]§ 60.483-1 [G]§ 60.486(b) [G]§ 60.487(b)
§ 60.482-1(b) stated in §60.482-7 for | [G]§ 60.483-2 [G]§ 60.486(c) [G]§ 60.487(c)
[G]§ 60.482-7 valves in gas/vapor or § 60.485(a) § 60.486(e) § 60.487(d)
[G]§ 60.482-9 light-liquid service. [G]§ 60.485(b) § 60.486(e)(1) § 60.487(e)
[G]8§ 60.483-1 [GI8 60.485(c) [GI8 60.486(e)(2) § 60.592(e)
[G1§ 60.483-2 [G1§ 60.485(d) [GI8 60.486(e)(4)
§ 60.592(b) [G18 60.485(e) [G]8 60.486(f)
§ 60.485(f) [GI8 60.486(g)
§ 60.592(d) § 60.486(j)
§ 60.593(d) § 60.592(e)
GDFUG EU 60GGGALL |VOC 40 CFR Part 60, | § 60.592(a) Comply with the [G]§ 60.482-8 [G]§ 60.486(a) § 60.487(a)
Subpart GGG § 60.482-1(a) requirements in as § 60.485(a) [G]§ 60.486(b) [G]§ 60.487(b)
§ 60.482-1(b) stated in §60.482-8 for | [G]§ 60.485(b) [G]§ 60.486(c) [G]§ 60.487(c)
[G]§ 60.482-8 pumps in heavy-liquid [G]§ 60.485(d) § 60.486(e) § 60.487(e)
[G]§ 60.482-9 service. [G]§ 60.485(e) § 60.486(e)(1) § 60.592(e)
§ 60.485(f) § 60.486(j)
§ 60.592(d) § 60.592(e)
GDFUG EU 60GGGALL |VOC 40 CFR Part 60, | § 60.592(a) Comply with the § 60.485(a) [G]§ 60.486(a) § 60.487(a)
Subpart GGG § 60.18 requirements in as [G]§ 60.485(c) [G]§ 60.486(d) [G]§ 60.487(b)
§ 60.482-1(a) stated in §60.482-10 for |[G]§ 60.485(d) § 60.486(e) [G]§ 60.487(c)
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Applicable Requirements Summary

Unit Unit SopP Pollutant | State Rule Emission Textual Monitoring Recordkeeping Reporting
Group Group | Index No. or Federal Limitation, Description And Testing Requirements Requirements
Process | Process Regulation Standard or (See Special Term | Requirements
ID No. Type Name Equipment and Condition (30 TAC (30 TAC
Specification 1.B.) § 122.144) § 122.145)
Citation
§ 60.482-1(b) flares. § 60.485(f) § 60.486(e)(1) § 60.487(e)
§ 60.482-10(d) [G]§ 60.485(g) § 60.592(e) § 60.592(e)
§ 60.482-10(¢) § 60.592(d)
§ 60.482-10(m)
GDFUG EU 60GGGALL |VOC 40 CFR Part 60, | § 60.592(a) Comply with the [G]§ 60.482-10(f) [G]§ 60.482-10(j) § 60.487(a)
Subpart GGG § 60.482-1(a) requirements in as § 60.482-10(i) [G]§ 60.482-10(k) [G]§ 60.487(b)
§ 60.482-1(b) stated in §60.482-10 for | § 60.485(a) [G]§ 60.482-10(1) [G]§ 60.487(c)
§ 60.482-10(¢) closed-vent systems. [G]§ 60.485(b) [G]§ 60.486(a) § 60.487(e)
[G]§ 60.482-10(g) [G]§ 60.485(d) [G]§ 60.486(d) § 60.592(e)
§ 60.482-10(h) § 60.485(f) § 60.486(e)
§ 60.482-10(m) § 60.592(d) § 60.486(e)(1)
§ 60.592(e)
GDFUG EU 60GGGALL |VOC 40 CFR Part 60, | § 60.592(a) Comply with the [G]§ 60.482-8 [G]§ 60.486(a) § 60.487(a)
Subpart GGG § 60.482-1(a) requirements in as § 60.485(a) [G]§ 60.486(b) [G]§ 60.487(b)
§ 60.482-1(b) stated in §60.482-8 for | [G]§ 60.485(b) [G]§ 60.486(c) [G]§ 60.487(c)
[G]§ 60.482-8 valves in heavy-liquid [G]§ 60.485(d) § 60.486(e) § 60.487(e)
[G]§ 60.482-9 service. [G]§ 60.485(e) § 60.486(e)(1) § 60.592(e)
§ 60.485(f) § 60.486(j)
§ 60.592(d) § 60.592(e)
GDFUG EU 60GGGALL |VOC 40 CFR Part 60, | § 60.592(a) Comply with the [G]§ 60.482-8 [G]§ 60.486(a) § 60.487(a)
Subpart GGG § 60.482-1(a) requirements in as § 60.485(a) [G]§ 60.486(b) [G]§ 60.487(b)
§ 60.482-1(b) stated in §60.482-8 for | [G]§ 60.485(b) [G]§ 60.486(c) [G]§ 60.487(c)
[G]§ 60.482-8 flanges or other [G]§ 60.485(d) § 60.486(e) § 60.487(e)
[G]§ 60.482-9 connectors. [G]§ 60.485(e) § 60.486(e)(1) § 60.592(e)
§ 60.485(f) § 60.486(j)
§ 60.592(d) § 60.592(e)
GDFUG EU 60GGGALL |VOC 40 CFR Part 60, | § 60.592(a) Comply with the [G]§ 60.482-8 [G]§ 60.486(a) § 60.487(a)
Subpart GGG § 60.482-1(a) requirements in as § 60.485(a) [G]§ 60.486(b) [G]§ 60.487(b)
§ 60.482-1(b) stated in §60.482-8 for | [G]§ 60.485(b) [G]§ 60.486(c) [G]§ 60.487(c)
[G]§ 60.482-8 pressure relief devices in | [G]§ 60.485(d) § 60.486(e) § 60.487(e)
[G]§ 60.482-9 light-liquid service. [G]§ 60.485(e) § 60.486(e)(1) § 60.592(e)
§ 60.485(f) § 60.486(j)
§ 60.592(d) § 60.592(e)
GDFUG EU 63CCHALL |112(B) 40 CFR Part 63, | § 63.648(a) Comply with the [G]§ 63.180(d) § 63.181(a) [G]§ 63.182(a)
HAPS Subpart CC § 63.162(a) specified Subpart H [G]§ 63.181(b) [G]§ 63.654(¢)
§ 63.162(c) requirements for § 63.181(c)
§ 63.162(e) equipment operated in [G]§ 63.181(1)
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Specification 1.B.) § 122.144) § 122.145)
Citation
[G]§ 63.162(g) organic HAP service < § 63.181(j)
§ 63.162(h) 300 hours per year. § 63.648(h)
§ 63.654(d)(1)(1)
§ 63.654(d)(5)
[G1§ 63.654(e)
§ 63.654(1)(4)
GDFUG EU 63CCHALL |112(B) 40 CFR Part 63, | § 63.648(c)(1) Comply with the [G]§ 63.163 § 63.181(a) [G]§ 63.182(a)
HAPS Subpart CC § 63.162(a) specified Subpart H [G]§ 63.176 [G]§ 63.181(b) § 63.182(c)
§ 63.162(c) requirements for pumps | [G]§ 63.180(b) § 63.181(c) [G]§ 63.182(c)(1)
[G]§ 63.162(f) in light liquid service, [G]§ 63.180(d) [G]§ 63.181(d) [G]§ 63.182(d)
[G]§ 63.162(g) instrument readings [G]§ 63.648(b) § 63.181(h) [G]§ 63.655(e)
§ 63.162(h) that define a leak are §63.648(c)(3) [G]§ 63.181(h)(3) § 63.655(f)
[G]§ 63.163 specified in Subpart CC, |§ 63.648(c)(4) § 63.181(h)(4) § 63.655()(1)(v)
[G]§ 63.171 table 2. § 63.648(c)(6) [G]§ 63.181(h)(5)
[G1§ 63.176 § 63.648(c)(7) § 63.181(h)(6)
§ 63.648(f) § 63.648(c)(8) § 63.181(h)(7)
§ 63.655(d)(2) § 63.181(h)(8)
§ 63.181(h)(9)
§ 63.648(h)
§ 63.655(d)(1)(1)
§ 63.655(d)(6)
§ 63.655(1)(5)
GDFUG EU 63CCHALL |112(B) 40 CFR Part 63, | § 63.648(a) Comply with the [G]§ 63.169 § 63.181(a) [G]§ 63.182(a)
HAPS Subpart CC § 63.162(a) specified Subpart H [G]§ 63.180(b) [G]§ 63.181(b) § 63.182(c)
§ 63.162(c) requirements for non- [G]§ 63.180(d) § 63.181(c) [G]§ 63.182(c)(1)
[G]§ 63.162(f) reciprocating pumps in | [G]§ 63.648(b) [G]§ 63.181(d) [G]§ 63.182(d)
[G]§ 63.162(g) heavy liquid service. § 63.648(c)(2)(1) § 63.648(h) [G]§ 63.655(e)
§ 63.162(h) § 63.648(c)(6) § 63.655(d)(1)(i)
[GI8 63.169 § 63.655(1)(5)
[G]§ 63.171
§ 63.655(d)(2)
GDFUG EU 63CCHALL |112(B) 40 CFR Part 63, | § 63.648(a) Comply with the [G]§ 63.164 § 63.181(a) [G]§ 63.182(a)
HAPS Subpart CC § 63.162(a) specified Subpart H [G]§ 63.180(b) [G]§ 63.181(b) § 63.182(c)
§ 63.162(c) requirements for [G]§ 63.180(c) § 63.181(c) [G]§ 63.182(c)(1)
[G]§ 63.162(f) compressors which are | [G]§ 63.180(d) [G]§ 63.181(d) [G]§ 63.182(d)
[G]§ 63.162(g) not in hydrogen service. |[G]§ 63.648(b) [G]§ 63.181(f) [G]§ 63.655(e)
§ 63.162(h) § 63.648(h)
[GI§ 63.164 § 63.655(d)(1)(i)
[G1§ 63.171 § 63.655(d)(6)

Revised - Draft Page 159




Applicable Requirements Summary

Unit Unit SopP Pollutant | State Rule Emission Textual Monitoring Recordkeeping Reporting
Group Group | Index No. or Federal Limitation, Description And Testing Requirements Requirements
Process | Process Regulation Standard or (See Special Term | Requirements
ID No. Type Name Equipment and Condition (30 TAC (30 TAC
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Citation
§ 63.648(1) § 63.655(1)(5)
§ 63.655(d)(2)
GDFUG EU 63CCHALL |112(B) 40 CFR Part 63, | § 63.648(a) Comply with the [G]§ 63.165 § 63.181(a) [G]§ 63.182(a)
HAPS Subpart CC § 63.162(a) specified Subpart H [G]§ 63.180(b) [G]§ 63.181(b) § 63.182(c)
§ 63.162(c) requirements for [G]§ 63.180(c) § 63.181(c) [G]§ 63.182(c)(1)
[G]§ 63.162(g) pressure relief devices in | [G]§ 63.180(d) [G]§ 63.181(f) [G]§ 63.182(d)
§ 63.162(h) gas/vapor service. [G]§ 63.648(b) § 63.648(h) [G]§ 63.655(e)
[G]§ 63.165 § 63.655(d)(1)(1)
[G]8 63.171 § 63.655(1)(5)
§ 63.655(d)(2)
GDFUG EU 63CCHALL |112(B) 40 CFR Part 63, | § 63.648(a) Comply with the [G]§ 63.169 § 63.181(a) [G]§ 63.182(a)
HAPS Subpart CC § 63.162(a) specified Subpart H [G]§ 63.180(b) [G]§ 63.181(b) § 63.182(c)
§ 63.162(c) requirements for [G]§ 63.180(d) § 63.181(c) [G]§ 63.182(c)(1)
[G]§ 63.162(f) pressure relief device in | [G]§ 63.648(b) [G]§ 63.181(d) [G]§ 63.182(d)
[G]§ 63.162(g) liquid service. § 63.648(c)(2)(1) § 63.648(h) [G]§ 63.655(e)
§ 63.162(h) § 63.648(c)(6) § 63.655(d)(1)(i)
[G]8 63.169 § 63.655(1)(5)
[G]§ 63.171
§ 63.655(d)(2)
GDFUG EU 63CCHALL |112(B) 40 CFR Part 63, | § 63.648(a) Comply with the [G]§ 63.180(b) § 63.181(a) [G]§ 63.182(a)
HAPS Subpart CC § 63.162(a) specified Subpart H [G]§ 63.180(d) [G]§ 63.181(b) § 63.182(c)
§ 63.162(c) requirements for [G]§ 63.648(b) § 63.181(c) [G]§ 63.182(c)(1)
[G]§ 63.162(g) sampling connection [G]§ 63.181(i) [G]§ 63.182(d)
§ 63.162(h) systems. § 63.648(h) [G]§ 63.655(e)
[G]8 63.166 § 63.655(d)(1)(i)
[GI8§ 63.171 § 63.655(1)(5)
§ 63.655(d)(2)
GDFUG EU 63CCHALL |112(B) 40 CFR Part 63, | § 63.648(a) Comply with the [G]§ 63.175 § 63.181(a) [G]§ 63.182(a)
HAPS Subpart CC § 63.162(a) specified Subpart H [G]§ 63.180(b) [G]§ 63.181(b) § 63.182(c)
§ 63.162(c) requirements for open- | [G]§ 63.180(d) § 63.181(c) [G]§ 63.182(c)(1)
[G]§ 63.162(g) ended valves and lines. | [G]§ 63.648(b) § 63.181(h) [G]§ 63.182(d)
§ 63.162(h) [GI8 63.181(h)(1) [GI8 63.655(e)
[GI8 63.167 [G]8 63.181(h)(2)
[G]8§ 63.171 § 63.181(h)(4)
[G]8§ 63.175 [GI§ 63.181(h)(5)
§ 63.655(d)(2) § 63.181(h)(6)

§ 63.181(h)(7)
§ 63.181(h)(9)
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Citation
[G]§ 63.181(i)
§ 63.648(h)
§ 63.655(d)(1)(1)
§ 63.655(1)(5)
GDFUG EU 63CCHALL |112(B) 40 CFR Part 63, | § 63.648(c)(1) Comply with the [G]§ 63.168 § 63.181(a) [G]§ 63.182(a)
HAPS Subpart CC § 63.162(a) specified Subpart H [G]§ 63.175 [G]§ 63.181(b) § 63.182(c)
§ 63.162(c) requirements for valves |[G]§ 63.180(b) § 63.181(c) [G]§ 63.182(c)(1)
[G]§ 63.162(f) in gas/vapor and light [G]§ 63.180(d) [G]§ 63.181(d) [G]§ 63.182(d)
[G]§ 63.162(g) liquid service, [G]§ 63.648(b) § 63.181(h) [G]§ 63.655(e)
§ 63.162(h) instrument readings § 63.648(c)(2)(1) [G]§ 63.181(h)(1) § 63.655(f)
[G]§ 63.168 defining a leak are §63.648(c)(3) [G]§ 63.181(h)(2) § 63.655()(1)(v)
[G]§ 63.171 specified in Subpart CC, |§ 63.648(c)(4) § 63.181(h)(4)
[G]§ 63.175 table 2. § 63.648(c)(8) [G]§ 63.181(h)(5)
§ 63.648(c)(9) § 63.181(h)(6)
§ 63.655(d)(2) § 63.181(h)(7)
§ 63.181(h)(9)
§ 63.648(h)
§ 63.655(d)(1)(1)
§ 63.655(1)(5)
GDFUG EU 63CCHALL |112(B) 40 CFR Part 63, | § 63.648(a) Comply with the [G]§ 63.169 § 63.181(a) [G]§ 63.182(a)
HAPS Subpart CC § 63.162(a) specified Subpart H [G]§ 63.180(b) [G]§ 63.181(b) § 63.182(c)
§ 63.162(c) requirements for valves |[G]§ 63.180(d) § 63.181(c) [G]§ 63.182(c)(1)
[G]§ 63.162(f) in heavy liquid service. | [G]§ 63.648(b) [G]§ 63.181(d) [G]§ 63.182(d)
[G1§ 63.162(g) § 63.648(c)(2)(i) § 63.648(h) [G1§ 63.655(e)
§ 63.162(h) § 63.648(c)(6) § 63.655(d)(1)(i)
[G]8 63.169 § 63.655(1)(5)
[G]§ 63.171
§ 63.655(d)(2)
GDFUG EU 63CCHALL 112(B) 40 CFR Part 63, | § 63.648(c)(5) Connectors in gas/vapor | [G]§ 63.169 § 63.181(a) [G]§ 63.182(a)
HAPS Subpart CC § 63.162(a) or light liquid are [G]§ 63.180(b) [G]§ 63.181(b) § 63.182(c)
§ 63.162(c) subject to the [G]§ 63.180(d) § 63.181(c) [G]§ 63.182(c)(1)
[G]§ 63.162(f) requirements in heavy [G]§ 63.648(b) [G]§ 63.181(d) [G]§ 63.182(d)
[G]§ 63.162(g) liquid service in §63.169. | § 63.648(c)(2)(i) § 63.648(h) [G]§ 63.655(e)
§ 63.162(h) The leak definition for § 63.648(c)(4) § 63.655(d)(1)(1) § 63.655(f)
[G]§ 63.169 specified systems § 63.65531)(5) § 63.655(f)(1)(v)
[G]§ 63.171 subject to §63.169 is
§ 63.649(a) 1,000 parts per million.
§ 63.655(d)(2)
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Citation
GDFUG EU 63CCHALL |112(B) 40 CFR Part 63, | § 63.648(a) Comply with the [G]§ 63.169 § 63.181(a) [G]§ 63.182(a)
HAPS Subpart CC § 63.162(a) specified Subpart H [G]§ 63.180(b) [G]§ 63.181(b) § 63.182(c)
§ 63.162(c) requirements for [G]§ 63.180(d) § 63.181(c) [G]§ 63.182(c)(1)
[G]§ 63.162(f) connectors in heavy [G]§ 63.648(b) [G]§ 63.181(d) [G]§ 63.182(d)
[G]§ 63.162(g) liquid service. § 63.648(c)(2)(1) § 63.648(h) [G]§ 63.655(e)
§ 63.162(h) § 63.648(c)(6) § 63.655(d)(1)(1)
[G]§ 63.169 § 63.655(1)(5)
[G]8 63.171
§ 63.655(d)(2)
GDFUG EU 63CCHALL |112(B) 40 CFR Part 63, | § 63.648(a) Comply with the [G]§ 63.169 § 63.181(a) [G]§ 63.182(a)
HAPS Subpart CC § 63.162(a) specified Subpart H [G]§ 63.180(b) [G]§ 63.181(b) § 63.182(c)
§ 63.162(c) requirements for [G]§ 63.180(d) § 63.181(c) [G]§ 63.182(c)(1)
[G]§ 63.162(f) instrumentation [G]§ 63.648(b) [G]§ 63.181(d) [G]§ 63.182(d)
[G1§ 63.162(g) systems. § 63.648(c)(2)(1) § 63.648(h) [G1§ 63.655(e)
§ 63.162(h) § 63.648(c)(6) § 63.655(d)(1)(1)
[G]8 63.169 § 63.655(1)(5)
[G]§ 63.171
§ 63.655(d)(2)
GDFUG EU 63CCHALL |112(B) 40 CFR Part 63, | § 63.648(a) Comply with the [G]§ 63.172(f)(1) [G]§ 63.172(k) [G]§ 63.182(a)
HAPS Subpart CC § 63.172(a) specified Subpart H [G]§ 63.172(F)(2) [G]§ 63.172(1) § 63.182(c)
[G]§ 63.172(h) requirements for closed | § 63.172(g) § 63.181(a) [G]§ 63.182(c)(1)
§ 63.172(1) vent systems. [G]§ 63.172(h) § 63.181(c) [G]§ 63.182(d)
§ 63.172(m) [G1§ 63.172(k) [G1§ 63.181(d) [G1§ 63.655(€)
§ 63.655(d)(2) [G1§ 63.172(]) § 63.181(g) [G1§ 63.655()(1)()(C)
[GI8 63.180(b) § 63.181(g)(1)(1) [GI8 63.655(H)(1)(1)(D)
[G]§ 63.180(d) § 63.181(g)(1)(i)
[G18 63.648(b) [G]§ 63.181(g)(2)
[G18 63.181(8)(3)
§ 63.648(h)
§ 63.655(d)(1)(i)
§ 63.655(1)(5)
GDFUG EU 63CCHALL |112(B) 40 CFR Part 63, | § 63.648(a) Comply with the § 63.172(e) § 63.181(a) [G]§ 63.182(a)
HAPS Subpart CC § 63.11(b) specified Subpart H [G]§ 63.172(h) [G]§ 63.181(b) § 63.182(c)
§ 63.172(d) requirements for flares. |[G]§ 63.180(b) § 63.181(c) [G]§ 63.182(c)(1)
§ 63.172(e) [G]§ 63.180(d) [G]§ 63.181(d) [G]§ 63.182(d)
[GI8 63.172(h) [G]8§ 63.180(e) § 63.181(g) [G]8 63.655(e)
§ 63.172(m) § 63.181(g)(1)(1) [GI8 63.655(H)(1)(1)(D)
§ 63.655(d)(2) § 63.181(g)(1)(ii)

§ 63.181(g)(1)(iii)
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Specification 1.B.) § 122.144) § 122.145)
Citation
§ 63.181(g)(1)(iv)
[G]§ 63.181(g)(2)
§ 63.648(h)
§ 63.655(d)(1(1)
§63.655(1)(5)
GDFUG EU 63CCHALL |112(B) 40 CFR Part 63, | [G]§ 63.648(g) Compressors in [G]§ 63.648(g) § 63.648(h) None
HAPS Subpart CC hydrogen service are § 63.655(d)(3)
exempt from the
requirements of
§63.648(a) and (c), if an
owner or operator
demonstrates that a
compressor is in
hydrogen service.
§63.648(g)(1)-(2).
GRP-5GCCVV | EU R5322ALL voC 30 TAC Chapter | § 115.322(1) No valve (gaseous [G]§ 115.324(2) § 115.326(1) § 115.326(1)
115, Fugitives § 115.322(2) service) may be allowed | § 115.324(4) [G]§ 115.326(2) § 115.327(4)
Pet Ref B § 115.322(3) to have a VOC leak as § 115.324(5) § 115.326(3)
Counties § 115.322(4) defined in §101.1 for § 115.324(6) § 115.326(4)
§ 115.322(5) more than 15 calendar [G]§ 115.324(7)
days after the leak is [G]§ 115.325
found, except as
provided in §115.322(2).
GRP-5GCCVV | EU R5322ALL voC 30 TAC Chapter | § 115.327(1) Valves of nominal size of | None None § 115.327(1)(A)
115, Fugitives 2” (5 cm) or less are § 115.327(1)(B)
Pet Ref B exempt, provided § 115.327(1)(C)
Counties allowable emissions
from sources affected by
this division after
controls are applied with
exemptions will not
exceed by more than
5.0% such allowable
emissions with no
exemptions.
GRP-5GCCVV | EU R5322ALL vOC 30 TAC Chapter | § 115.322(1) No pump seal, as [G]§ 115.325 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) described in § 115.327(3) § 115.326(5) § 115.327(4)
Pet Ref B § 115.322(3) or (5), may be allowed to

Revised - Draft Page 163




Applicable Requirements Summary

Unit Unit SopP Pollutant | State Rule Emission Textual Monitoring Recordkeeping Reporting
Group Group | Index No. or Federal Limitation, Description And Testing Requirements Requirements
Process | Process Regulation Standard or (See Special Term | Requirements
ID No. Type Name Equipment and Condition (30 TAC (30 TAC
Specification 1.B.) § 122.144) § 122.145)
Citation
Counties § 115.327(3) have a VOC leak as
defined in §101.1 for
more than 15 calendar
days after the leak is
found, except as
provided in §115.322(2).
GRP-5GCCVV | EU R5322ALL voC 30 TAC Chapter | § 115.322(1) No pump seal may be §115.324 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) allowed to have a VOC § 115.324(1) [G]§ 115.326(2) § 115.327(4)
Pet Ref B § 115.322(3) leak as defined in §101.1 | § 115.324(1)(A) [G]§ 115.326(3)
Counties for more than 15 § 115.324(3) § 115.326(5)
calendar days after the | §115.324(4)
leak is found, except as | § 115.324(6)
provided in §115.322(2). | [G]§ 115.325
GRP-5GCCVV | EU R5322ALL VvOC 30 TAC Chapter | § 115.322(1) No valve (gaseous [G]§ 115.325 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) service), as described in § 115.326(5) § 115.327(4)
Pet Ref B § 115.322(3) § 115.327(3) or (5), may
Counties § 115.322(4) be allowed to have a
§ 115.327(5) VOC leak as defined in
§101.1 for more than 15
calendar days after the
leak is found, except as
provided in §115.322(2).
GRP-5GCCVV | EU R5322ALL voC 30 TAC Chapter | § 115.322(1) No valve (gaseous § 115.324 [G]§ 115.326(1) [G]§ 115.324(7)
115, Fugitives § 115.322(2) service) may be allowed | § 115.324(2) [G]§ 115.326(2) [G]§ 115.326(1)
Pet Ref B § 115.322(3) to have a VOC leak as § 115.324(2)(B) [G]§ 115.326(3) § 115.327(4)
Counties § 115.322(4) defined in §101.1 for § 115.324(4) § 115.326(5)
§ 115.322(5) more than 15 calendar § 115.324(6)
days after the leak is [G]§ 115.324(7)
found, except as [G]§ 115.325
provided in §115.322(2).
GRP-5GCCVV | EU R5322ALL vOoC 30 TAC Chapter | § 115.322(1) No valve in liquid [G]§ 115.325 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) service, as described in § § 115.326(5) § 115.327(4)
Pet Ref B § 115.322(3) 115.327(3) or (5), may be
Counties § 115.322(4) allowed to have a VOC

§ 115.327(3)
§ 115.327(5)

leak as defined in §101.1
for more than 15
calendar days after the
leak is found, except as
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Group Group | Index No. or Federal Limitation, Description And Testing Requirements Requirements
Process | Process Regulation Standard or (See Special Term | Requirements
ID No. Type Name Equipment and Condition (30 TAC (30 TAC
Specification 1.B.) § 122.144) § 122.145)
Citation
provided in §115.322(2).
GRP-5GCCVV | EU R5322ALL voC 30 TAC Chapter | § 115.322(1) No valve in liquid §115.324 [G]§ 115.326(1) [G]§ 115.324(7)
115, Fugitives § 115.322(2) service may be allowed | § 115.324(1) [G]§ 115.326(2) [G]§ 115.326(1)
Pet Ref B § 115.322(3) to have a VOC leak as § 115.324(1)(B) [G]§ 115.326(3) § 115.327(4)
Counties § 115.322(4) defined in §101.1 for § 115.324(4) § 115.326(5)
more than 15 calendar § 115.324(6)
days after the leak is [G]§ 115.324(7)
found, except as [G]§ 115.325
provided in §115.322(2).
GRP-5GCCVV | EU R5322ALL vVOC 30 TAC Chapter | § 115.322(1) No process drain, as [G]§ 115.325 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) described in § 115.327(3) § 115.326(5) § 115.327(4)
Pet Ref B § 115.322(3) or (5), may be allowed to
Counties §115.327(3) have a VOC leak as
defined in §101.1 for
more than 15 calendar
days after the leak is
found, except as
provided in §115.322(2).
GRP-5GCCVV | EU R5322ALL vOC 30 TAC Chapter | § 115.322(1) No process drain may be | § 115.324 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) allowed to have a VOC | § 115.324(1) [G]§ 115.326(2) § 115.327(4)
Pet Ref B § 115.322(3) leak as defined in §101.1 | § 115.324(1)(C) [G]§ 115.326(3)
Counties for more than 15 § 115.324(4) § 115.326(5)
calendar days after the | § 115.324(6)
leak is found, except as | [G]§ 115.325
provided in §115.322(2).
GRP-5GCCVV | EU R5322ALL vVOC 30 TAC Chapter | § 115.322(1) No compressor seal, as | [G]§ 115.325 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) described in § § 115.326(5) § 115.327(4)
Pet Ref B § 115.322(3) 115.327(3), (5) or (6),
Counties § 115.327(3) may be allowed to have
§ 115.327(6) a VOC leak as defined in
§101.1 for more than 15
calendar days after the
leak is found, except as
provided in §115.322(2).
GRP-5GCCVV | EU R5322ALL voC 30 TAC Chapter | § 115.322(1) No compressor seal may | § 115.324 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) be allowed to have a § 115.324(2) [G]§ 115.326(2) § 115.327(4)
Pet Ref B § 115.322(3) VOC leak as defined in § 115.324(2)(A) [G]§ 115.326(3)
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Unit Unit SopP Pollutant | State Rule Emission Textual Monitoring Recordkeeping Reporting
Group Group | Index No. or Federal Limitation, Description And Testing Requirements Requirements
Process | Process Regulation Standard or (See Special Term | Requirements
ID No. Type Name Equipment and Condition (30 TAC (30 TAC
Specification 1.B.) § 122.144) § 122.145)
Citation
Counties §101.1 for more than 15 | § 115.324(4) § 115.326(5)
calendar days after the | § 115.324(6)
leak is found, except as | [G]§ 115.325
provided in §115.322(2).
GRP-5GCCVV | EU R5322ALL vVOC 30 TAC Chapter | § 115.322(1) No elevated valve, as [G]§ 115.325 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) described in § 115.327(3) § 115.326(5) § 115.327(4)
Pet Ref B § 115.322(3) or (5), may be allowed to
Counties §115.322(4) have a VOC leak as
§ 115.327(3) defined in §101.1 for
§ 115.327(5) more than 15 calendar
days after the leak is
found, except as
provided in §115.322(2).
GRP-5GCCVV | EU R5322ALL voC 30 TAC Chapter | § 115.322(1) No elevated valve may §115.324 [G]§ 115.326(1) [G]§ 115.324(7)
115, Fugitives § 115.322(2) be allowed to have a § 115.324(1) [G]§ 115.326(2) [G]§ 115.326(1)
Pet Ref B § 115.322(3) VOC leak as defined in | § 115.324(1)(D) [G]§ 115.326(3) § 115.327(4)
Counties § 115.322(4) §101.1 for more than 15 | § 115.324(4) § 115.326(5)
calendar days after the | § 115.324(6)
leak is found, except as | [G]§ 115.324(7)
provided in §115.322(2). | [G]§ 115.325
GRP-5GCCVV | EU R5322ALL voC 30 TAC Chapter | § 115.322(1) No pressure relief valve |[G]§ 115.325 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) in gaseous service, as § 115.326(5) § 115.327(4)
Pet Ref B § 115.322(3) described in § 115.327(3)
Counties § 115.327(5) or (5), may be allowed
to have a VOC leak as
defined in §101.1 for
more than 15 calendar
days after the leak is
found, except as
provided in §115.322(2).
GRP-5GCCVV | EU R5322ALL vOoC 30 TAC Chapter | § 115.322(1) No pressure relief valve | § 115.324 [G]§ 115.326(1) [G]§ 115.324(7)
115, Fugitives § 115.322(2) in gaseous service may | § 115.324(2) [G]§ 115.326(2) [G]§ 115.326(1)
Pet Ref B § 115.322(3) be allowed to have a § 115.324(2)(C) [G]§ 115.326(3) § 115.327(4)
Counties § 115.322(5) VOC leak as defined in | § 115.324(4) § 115.326(5)
§101.1 for more than 15 | § 115.324(5)
calendar days after the | § 115.324(6)
leak is found, except as | [G]§ 115.324(7)
provided in §115.322(2). | [G]§ 115.325
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ID No. Type Name Equipment and Condition (30 TAC (30 TAC
Specification 1.B.) § 122.144) § 122.145)
Citation
GRP-5GCCVV |EU R5322ALL VvOC 30 TAC Chapter | § 115.322(1) No connector, as [G]§ 115.325 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) described in § 115.327(3) § 115.326(5) §115.327(4)
Pet Ref B § 115.322(3) or (5), may be allowed to
Counties §115.327(3) have a VOC leak as
defined in §101.1 for
more than 15 calendar
days after the leak is
found, except as
provided in §115.322(2).
GRP-5GCCVV | EU 60GGGALL |VOC 40 CFR Part 60, | § 60.592(a) Comply with the None § 60.486(e) None
Subpart GGG § 60.482-1(d) requirements as stated § 60.486(e)(1)
in §60.482-1(d) for § 60.486(¢e)(5)
equipment in vacuum
service.
GRP-5GCCVV | EU 60GGGALL |VOC 40 CFR Part 60, | § 60.592(a) Comply with the [G]§ 60.482-2 [G]§ 60.486(a) § 60.487(a)
Subpart GGG § 60.482-1(a) requirements as stated | § 60.485(a) [G]§ 60.486(b) [G]§ 60.487(b)
§ 60.482-1(b) in §60.482-2 for pumps | [G]§ 60.485(b) [G]§ 60.486(c) [G]§ 60.487(c)
[G]§ 60.482-2 in light-liquid service. [G]§ 60.485(c) § 60.486(e) § 60.487(e)
[G]§ 60.482-9 [G]§ 60.485(d) § 60.486(e)(1) § 60.592(e)
[G18 60.485(e) [GI8 60.486(e)(2)
§ 60.485(f) [GI8 60.486(e)(4)
§ 60.592(d) [G]§ 60.486(h)
§ 60.593(d) § 60.486(j)
§ 60.592(e)
GRP-5GCCVV | EU 60GGGALL |VOC 40 CFR Part 60, | § 60.592(a) Comply with the § 60.482-3(f) [G]§ 60.486(a) § 60.487(a)
Subpart GGG § 60.482-1(a) requirements as stated | § 60.482-3(g)(1) [G]§ 60.486(b) [G]§ 60.487(b)
§ 60.482-1(b) in §60.482-3 for § 60.482-3(g)(2) [G]§ 60.486(c) [G]§ 60.487(c)
§ 60.482-3(f) reciprocating [G1§ 60.482-3(i) § 60.486(€) § 60.487(e)
§ 60.482-3(g)(1) compressors that § 60.482-3(3) § 60.486(e)(1) § 60.592(e)
§ 60.482-3(g)(2) become subject under § 60.485(a) [G]§ 60.486(e)(2)
[G]§ 60.482-3(1) §60.14 and §60.15. [G]§ 60.485(c) [G]§ 60.486(e)(4)
§ 60.482-3()) [G1§ 60.485(d) [G]8 60.486(h)
[G]§ 60.482-9 § 60.485(1f) § 60.486(j)
§ 60.593(c) § 60.592(d) § 60.592(e)
GRP-5GCCVV | EU 60GGGALL |VOC 40 CFR Part 60, | § 60.592(a) Comply with the [G]§ 60.482-3 [G]§ 60.486(a) § 60.487(a)
Subpart GGG § 60.482-1(a) requirements as stated | § 60.485(a) [G]§ 60.486(b) [G]§ 60.487(b)
§ 60.482-1(b) in §60.482-3 for [G]§ 60.485(b) [G]§ 60.486(c) [G]§ 60.487(c)
[G]§ 60.482-3 COmMpressors. [G]§ 60.485(c) § 60.486(e) § 60.487(e)
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Unit Unit SopP Pollutant | State Rule Emission Textual Monitoring Recordkeeping Reporting
Group Group | Index No. or Federal Limitation, Description And Testing Requirements Requirements
Process | Process Regulation Standard or (See Special Term | Requirements
ID No. Type Name Equipment and Condition (30 TAC (30 TAC
Specification 1.B.) § 122.144) § 122.145)
Citation
[G]§ 60.482-9 [G]§ 60.485(d) § 60.486(e)(1) § 60.592(e)
§ 60.485(f) [G]8 60.486(e)(2)
§ 60.592(d) [G]8 60.486(e)(4)
[G]§ 60.486(h)
§ 60.486(j)
§ 60.592(e)
GRP-5GCCVV | EU 60GGGALL |VOC 40 CFR Part 60, | § 60.592(a) Comply with the [G]§ 60.482-4 [G]§ 60.486(a) § 60.487(a)
Subpart GGG § 60.482-1(a) requirements in as § 60.485(a) § 60.486(e) [G]§ 60.487(b)
§ 60.482-1(b) stated in §60.482-4 for | [G]§ 60.485(b) § 60.486(e)(1) [G]§ 60.487(c)
[G]§ 60.482-4 pressure relief devices in | [G]§ 60.485(c) § 60.486(e)(3) § 60.487(e)
[G]§ 60.482-9 gas/vapor service. [G]§ 60.485(d) [G]§ 60.486(e)(4) § 60.592(e)
§ 60.485(f) § 60.486(j)
§ 60.592(d) § 60.592(e)
GRP-5GCCVV | EU 60GGGALL |VOC 40 CFR Part 60, | § 60.592(a) Comply with the § 60.485(a) [G]§ 60.486(a) § 60.487(a)
Subpart GGG § 60.482-1(a) requirements in as [G]§ 60.485(b) § 60.486(e) [G]§ 60.487(b)
§ 60.482-1(b) stated in §60.482-5 for | [G]§ 60.485(d) § 60.486(e)(1) [G]§ 60.487(c)
[G]§ 60.482-5 sampling connection § 60.485(f) § 60.486(j) § 60.487(e)
[G]§ 60.482-9 systems. § 60.592(d) § 60.592(e) § 60.592(e)
GRP-5GCCVV | EU 60GGGALL |VOC 40 CFR Part 60, | § 60.592(a) Comply with the § 60.485(a) [G]§ 60.486(a) § 60.487(a)
Subpart GGG § 60.482-1(a) requirements in as [G]§ 60.485(b) § 60.486(e) [G]§ 60.487(b)
§ 60.482-1(b) stated in §60.482-6 for | [G]§ 60.485(d) § 60.486(e)(1) [G]§ 60.487(c)
[G]§ 60.482-6 open-ended valves and | § 60.485(f) § 60.486(j) § 60.487(e)
[G]§ 60.482-9 lines. § 60.592(d) § 60.592(e) § 60.592(e)
GRP-5GCCVV | EU 60GGGALL |VOC 40 CFR Part 60, | § 60.592(a) Comply with the [G]§ 60.482-7 [G]§ 60.486(a) § 60.487(a)
Subpart GGG § 60.482-1(a) requirements in as [G]§ 60.483-1 [G]§ 60.486(b) [G]§ 60.487(b)
§ 60.482-1(b) stated in §60.482-7 for | [G]§ 60.483-2 [G]§ 60.486(c) [G]§ 60.487(c)
[G]§ 60.482-7 valves in gas/vapor or § 60.485(a) § 60.486(e) § 60.487(d)
[G]§ 60.482-9 light-liquid service. [G]§ 60.485(b) § 60.486(e)(1) § 60.487(e)
[G]8§ 60.483-1 [G18 60.485(c) [GI8 60.486(e)(2) § 60.592(e)
[G1§ 60.483-2 [G1§ 60.485(d) [GI8 60.486(e)(4)
§ 60.592(b) [G1§ 60.485(e) [G1§ 60.486(f)
§ 60.485(f) [GI8 60.486(g)
§ 60.592(d) § 60.486(j)
§ 60.593(d) § 60.592(e)
GRP-5GCCVV | EU 60GGGALL |VOC 40 CFR Part 60, | § 60.592(a) Comply with the [G]§ 60.482-8 [G]§ 60.486(a) § 60.487(a)
Subpart GGG § 60.482-1(a) requirements in as § 60.485(a) [G]§ 60.486(b) [G]§ 60.487(b)
§ 60.482-1(b) stated in §60.482-8 for | [G]§ 60.485(b) [G]§ 60.486(c) [G]§ 60.487(c)
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Specification 1.B.) § 122.144) § 122.145)
Citation
[G]§ 60.482-8 pumps in heavy-liquid [G]§ 60.485(d) § 60.486(e) § 60.487(e)
[G]§ 60.482-9 service. [G]§ 60.485(¢e) § 60.486(e)(1) § 60.592(e)
§ 60.485(f) § 60.486(j)
§ 60.592(d) § 60.592(e)
GRP-5GCCVV | EU 60GGGALL |VOC 40 CFR Part 60, | § 60.592(a) Comply with the § 60.485(a) [G]§ 60.486(a) § 60.487(a)
Subpart GGG § 60.18 requirements in as [G]§ 60.485(c) [G]§ 60.486(d) § 60.487(a)
§ 60.482-1(a) stated in §60.482-10 for |[G]§ 60.485(d) § 60.486(e) [G]§ 60.487(b)
§ 60.482-1(b) flares. § 60.485(f) § 60.486(e)(1) [G]§ 60.487(c)
§ 60.482-10(d) [G]§ 60.485(g) § 60.592(e) § 60.487(e)
§ 60.482-10(¢) § 60.592(d) § 60.592(e)
§ 60.482-10(m)
GRP-5GCCVV | EU 60GGGALL |VOC 40 CFR Part 60, | § 60.592(a) Comply with the [G]§ 60.482-10(f) [G]§ 60.482-10(j) § 60.487(a)
Subpart GGG § 60.482-1(a) requirements in as § 60.482-10(i) [G]§ 60.482-10(k) [G]§ 60.487(b)
§ 60.482-1(b) stated in §60.482-10 for | § 60.485(a) [G]§ 60.482-10(1) [G]§ 60.487(c)
§ 60.482-10(¢e) closed-vent systems. [G]§ 60.485(b) [G]§ 60.486(a) § 60.487(e)
[G]§ 60.482-10(g) [G]§ 60.485(d) [G]§ 60.486(d) § 60.592(e)
§ 60.482-10(h) § 60.485(f) § 60.486(e)
§ 60.482-10(m) § 60.592(d) § 60.486(e)(1)
§ 60.592(e)
GRP-5GCCVV | EU 60GGGALL |VOC 40 CFR Part 60, | § 60.592(a) Comply with the [G]§ 60.482-8 [G]§ 60.486(a) § 60.487(a)
Subpart GGG § 60.482-1(a) requirements in as § 60.485(a) [G]§ 60.486(b) [G]§ 60.487(b)
§ 60.482-1(b) stated in §60.482-8 for | [G]§ 60.485(b) [G]§ 60.486(c) [G]§ 60.487(c)
[G]§ 60.482-8 valves in heavy-liquid [G]§ 60.485(d) § 60.486(e) § 60.487(e)
[G]§ 60.482-9 service. [G]§ 60.485(e) § 60.486(e)(1) § 60.592(e)
§ 60.485(f) § 60.486(j)
§ 60.592(d) § 60.592(e)
GRP-5GCCVV | EU 60GGGALL |VOC 40 CFR Part 60, | § 60.592(a) Comply with the [G]§ 60.482-8 [G]§ 60.486(a) § 60.487(a)
Subpart GGG § 60.482-1(a) requirements in as § 60.485(a) [G]§ 60.486(b) [G]§ 60.487(b)
§ 60.482-1(b) stated in §60.482-8 for | [G]§ 60.485(b) [G]§ 60.486(c) [G]§ 60.487(c)
[G]§ 60.482-8 flanges or other [G]§ 60.485(d) § 60.486(e) § 60.487(e)
[G]§ 60.482-9 connectors. [G]§ 60.485(e) § 60.486(e)(1) § 60.592(e)
§ 60.485(f) § 60.486(j)
§ 60.592(d) § 60.592(e)
GRP-5GCCVV | EU 60GGGALL |VOC 40 CFR Part 60, | § 60.592(a) Comply with the [G]§ 60.482-8 [G]§ 60.486(a) § 60.487(a)
Subpart GGG § 60.482-1(a) requirements in as § 60.485(a) [G]§ 60.486(b) [G]§ 60.487(b)
§ 60.482-1(b) stated in §60.482-8 for | [G]§ 60.485(b) [G]§ 60.486(c) [G]§ 60.487(c)
[G]§ 60.482-8 pressure relief devices in | [G]§ 60.485(d) § 60.486(e) § 60.487(e)
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Specification 1.B.) § 122.144) § 122.145)
Citation
[G]§ 60.482-9 light-liquid service. [G]§ 60.485(¢e) § 60.486(e)(1) § 60.592(e)
§ 60.485(f) § 60.486(j)
§ 60.592(d) § 60.592(e)
GRP-5GCCVV | EU 63CCVVALL |112(B) 40 CFR Part 63, | § 63.648(a) Comply with the None § 60.486(e) None
HAPS Subpart CC § 60.482-1(d) specified 40 CFR Part § 60.486(e)(1)
60, Subpart VV § 60.486(¢e)(5)
requirements for
equipment in vacuum
service.
GRP-5GCCVV | EU 63CCVVALL |112(B) 40 CFR Part 63, | § 63.648(a) Comply with the [G]§ 60.482-2 [G]§ 60.486(a) § 60.487(a)
HAPS Subpart CC § 60.482-1(a) specified 40 CFR Part § 60.485(a) [G]§ 60.486(b) [G]§ 60.487(b)
§ 60.482-1(b) 60, Subpart VV [G]§ 60.485(b) [G]§ 60.486(c) [G]§ 60.487(c)
[G]§ 60.482-2 requirements for pumps | [G]§ 60.485(c) § 60.486(e) § 60.487(e)
[G]§ 60.482-9 in light liquid service [G]§ 60.485(d) § 60.486(e)(1)
§ 63.648(a)(2) complying with [G]§ 60.485(e) [G]§ 60.486(e)(2)
§ 63.648(f) §60.482-2. § 60.485(f) [G]§ 60.486(e)(4)
§ 63.655(d)(2) [G18 63.648(b) [G]8 60.486(h)
§ 60.486(j)
§ 63.648(h)
§ 63.655(d)(1)(i)
§ 63.655(d)(6)
§ 63.655(1)(5)
GRP-5GCCVV | EU 63CCVVALL |112(B) 40 CFR Part 63, | § 63.648(a) Comply with the [G]§ 60.482-3 [G]§ 60.486(a) § 60.487(a)
HAPS Subpart CC § 60.482-1(a) specified 40 CFR Part § 60.485(a) [G]§ 60.486(b) [G]§ 60.487(b)
§ 60.482-1(b) 60, Subpart VV [G]§ 60.485(b) [G]§ 60.486(c) [G]§ 60.487(c)
[G]§ 60.482-3 requirements for [G]§ 60.485(c) § 60.486(e) § 60.487(e)
[G]§ 60.482-9 compressors complying | [G]§ 60.485(d) § 60.486(e)(1)
§ 63.648(a)(2) with §60.482-3. § 60.485(f) [G]§ 60.486(e)(2)
§ 63.648(i) [GI8 60.486(e)(4)
§ 63.655(d)(2) [G]8 60.486(h)
§ 60.486(j)
§ 63.648(h)
§ 63.655(d)(1)(i)
§ 63.655(d)(6)
§ 63.655(1)(5)
GRP-5GCCVV | EU 63CCVVALL |112(B) 40 CFR Part 63, | § 63.648(a) Comply with the § 60.482-4(b)(2) [G]§ 60.486(a) § 60.487(a)
HAPS Subpart CC § 60.482-1(a) specified 40 CFR Part § 60.485(a) § 60.486(e) [G]§ 60.487(b)
§ 60.482-1(b) 60, Subpart VV [G]§ 60.485(b) § 60.486(e)(1) [G]§ 60.487(c)
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Specification 1.B.) § 122.144) § 122.145)
Citation
§ 60.482-4(a) requirements for [G]§ 60.485(c) § 60.486(e)(3) § 60.487(e)
§ 60.482-4(b)(1) pressure relief devices in | [G]§ 60.485(d) [G]§ 60.486(e)(4)
[G]§ 60.482-9 gas/vapor service. § 60.485(f) § 60.486(j)
§ 63.648(a)(2) § 63.648(h)
§ 63.655(d)(2) § 63.655(d)(1)(1)
§ 63.655(1)(5)
GRP-5GCCVV | EU 63CCVVALL |112(B) 40 CFR Part 63, | § 63.648(a) Comply with the § 60.485(a) [G]§ 60.486(a) § 60.487(a)
HAPS Subpart CC § 60.482-1(a) specified 40 CFR Part [G]§ 60.485(b) § 60.486(e) [G]§ 60.487(b)
§ 60.482-1(b) 60, Subpart VV [G]§ 60.485(d) § 60.486(e)(1) [G]§ 60.487(c)
[G]§ 60.482-5 requirements for § 60.485(f) § 60.486(j) § 60.487(e)
[G]§ 60.482-9 sampling connection § 63.648(h)
§ 63.648(a)(2) systems complying with § 63.655(d)(1)(1)
§ 63.655(d)(2) §60.482-5. § 63.655(1)(5)
GRP-5GCCVV | EU 63CCVVALL [112(B) 40 CFR Part 63, | § 63.648(a) Comply with the § 60.485(a) [G]§ 60.486(a) § 60.487(a)
HAPS Subpart CC § 60.482-1(a) specified 40 CFR Part [G]§ 60.485(b) § 60.486(e) [G]§ 60.487(b)
§ 60.482-1(b) 60, Subpart VV [G]§ 60.485(d) § 60.486(e)(1) [G]§ 60.487(c)
[G]§ 60.482-6 requirements for open- | § 60.485(f) § 60.486(j) § 60.487(e)
[G]§ 60.482-9 ended valves or lines [G]§ 63.648(b) § 63.648(h)
§ 63.648(a)(2) complying with § 63.655(d)(1)(1)
§ 63.655(d)(2) §60.482-6. § 63.655(1)(5)
GRP-5GCCVV | EU 63CCVVALL |112(B) 40 CFR Part 63, | § 63.648(a) Comply with the [G]§ 60.482-7 [G]§ 60.486(a) § 60.487(a)
HAPS Subpart CC § 60.482-1(a) specified 40 CFR Part [G]§ 60.483-1 [G]§ 60.486(b) [G]§ 60.487(b)
§ 60.482-1(b) 60, Subpart VV [G]§ 60.483-2 [G]§ 60.486(c) [G]§ 60.487(c)
[G]§ 60.482-7 requirements for valves |§ 60.485(a) § 60.486(e) § 60.487(d)
[G]§ 60.482-9 in gas/vapor service or | [G]§ 60.485(b) § 60.486(e)(1) § 60.487(e)
[G]§ 60.483-1 in light liquid service [G]§ 60.485(c) [G]§ 60.486(e)(2)
[G]§ 60.483-2 complying with [G]§ 60.485(d) [G]§ 60.486(e)(4)
§ 63.648(a)(2) §60.482-7. [G]§ 60.485(e) [G]§ 60.486(f)
§ 63.655(d)(2) § 60.485(f) [GI8 60.486(g)
[G18§ 63.648(b) § 60.486(j)
§ 63.648(h)
§ 63.655(d)(1)(i)
§ 63.655(1)(5)
GRP-5GCCVV | EU 63CCVVALL |112(B) 40 CFR Part 63, | § 63.648(a) Comply with the [G]§ 60.482-8 [G]§ 60.486(a) § 60.487(a)
HAPS Subpart CC § 60.482-1(a) specified 40 CFR Part § 60.485(a) [G]§ 60.486(b) [G]§ 60.487(b)
§ 60.482-1(b) 60, Subpart VV [G]§ 60.485(b) [G]§ 60.486(c) [G]§ 60.487(c)
[G]§ 60.482-8 requirements for valves |[G]§ 60.485(d) § 60.486(e) § 60.487(e)
[G]§ 60.482-9 in heavy liquid service § 60.485(1f) § 60.486(e)(1)
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Specification 1.B.) § 122.144) § 122.145)
Citation
§ 63.648(a)(2) complying with [G]§ 63.648(b) § 60.486(j)
§ 63.655(d)(2) §60.482-8. § 63.648(h)
§ 63.655(d)(1)(1)
§ 63.655(1)(5)
GRP-5GCCVV | EU 63CCVVALL |112(B) 40 CFR Part 63, | § 63.648(a) Comply with the [G]§ 60.482-8 [G]§ 60.486(a) § 60.487(a)
HAPS Subpart CC § 60.482-1(a) specified 40 CFR Part § 60.485(a) [G]§ 60.486(b) [G]§ 60.487(b)
§ 60.482-1(b) 60, Subpart VV [G]§ 60.485(b) [G]§ 60.486(c) [G]§ 60.487(c)
[G]§ 60.482-8 requirements for pumps | [G]§ 60.485(d) § 60.486(e) § 60.487(e)
[G]§ 60.482-9 in heavy liquid service § 60.485(f) § 60.486(e)(1)
§ 63.648(a)(2) complying with [G]§ 63.648(b) § 60.486(j)
§ 63.655(d)(2) §60.482-8. § 63.648(h)
§ 63.655(d)(1)(1)
§ 63.655(1)(5)
GRP-5GCCVV | EU 63CCVVALL [112(B) 40 CFR Part 63, | § 63.648(a) Comply with the [G]§ 60.482-8 [G]§ 60.486(a) § 60.487(a)
HAPS Subpart CC § 60.482-1(a) specified 40 CFR Part § 60.485(a) [G]§ 60.486(b) [G]§ 60.487(b)
§ 60.482-1(b) 60, Subpart VV [G]§ 60.485(b) [G]§ 60.486(c) [G]§ 60.487(c)
[G]§ 60.482-8 requirements for flanges | [G]§ 60.485(d) § 60.486(e) § 60.487(e)
[G]§ 60.482-9 or other connectors § 60.485(f) § 60.486(e)(1)
§ 63.648(a)(2) complying with [G]§ 63.648(b) § 60.486(j)
§ 63.655(d)(2) §60.482-8. § 63.648(h)
§ 63.655(d)(1)(i)
§ 63.655(1)(5)
GRP-5GCCVV | EU 63CCVVALL |112(B) 40 CFR Part 63, | § 63.648(a) Comply with the [G]§ 60.482-8 [G]§ 60.486(a) § 60.487(a)
HAPS Subpart CC § 60.482-1(a) specified 40 CFR Part § 60.485(a) [G]§ 60.486(b) [G]§ 60.487(b)
§ 60.482-1(b) 60, Subpart VV [G]§ 60.485(b) [G]§ 60.486(c) [G]§ 60.487(c)
[G]§ 60.482-8 requirements for [G]§ 60.485(d) § 60.486(e) § 60.487(e)
[G]§ 60.482-9 pressure relief devices in | [G]§ 60.485(e) § 60.486(e)(1)
§ 63.648(a)(2) light liquid service § 60.485(f) § 60.486(j)
§ 63.655(d)(2) complying with [G]§ 63.648(b) § 63.648(h)
§60.482-8. § 63.655(d)(1)(1)
§ 63.655(1)(5)
GRP-5GCCVV |EU 63CCVVALL |112(B) 40 CFR Part 63, | § 63.648(a) Comply with the [G]§ 60.482-8 [G]§ 60.486(a) § 60.487(a)
HAPS Subpart CC § 60.482-1(a) specified 40 CFR Part § 60.485(a) [G]§ 60.486(b) [G]§ 60.487(b)
§ 60.482-1(b) 60, Subpart VV [G]§ 60.485(b) [G]§ 60.486(c) [G]§ 60.487(c)
[G]§ 60.482-8 requirements for [G]§ 60.485(d) § 60.486(e) § 60.487(e)
[G]§ 60.482-9 pressure relief devices in | § 60.485(f) § 60.486(e)(1)
§ 63.648(a)(2) heavy liquid service [G]§ 63.648(b) § 60.486(j)
§ 63.655(d)(2) complying with § 63.648(h)
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Specification 1.B.) § 122.144) § 122.145)
Citation
§60.482-8. § 63.655(d)(1)()
§ 63.655(1)(5)
GRP-5GCCVV | EU 63CCVVALL |112(B) 40 CFR Part 63, | [G]§ 63.648(g) Compressors in [G]§ 63.648(g) § 63.648(h) None
HAPS Subpart CC hydrogen service are § 63.655(d)(3)
exempt from the § 63.655(1)(5)
requirements of
§63.648(a) and (c), if an
owner or operator
demonstrates that a
compressor is in
hydrogen service.
§63.648(8)(1)-(2).
GRP-R5-1 EU R5322ALL voC 30 TAC Chapter | § 115.322(1) No valve (gaseous [G]§ 115.324(2) § 115.326(1) § 115.326(1)
115, Fugitives § 115.322(2) service) may be allowed | § 115.324(4) [G]§ 115.326(2) § 115.327(4)
Pet Ref B § 115.322(3) to have a VOC leak as § 115.324(5) § 115.326(3)
Counties § 115.322(4) defined in §101.1 for § 115.324(6) § 115.326(4)
§ 115.322(5) more than 15 calendar [G]§ 115.324(7)
days after the leak is [G]§ 115.325
found, except as
provided in §115.322(2).
GRP-R5-1 EU R5322ALL voC 30 TAC Chapter | § 115.327(1) Valves of nominal size of | None None § 115.327(1)(A)
115, Fugitives 2” (5 cm) or less are § 115.327(1)(B)
Pet Ref B exempt, provided § 115.327(1)(C)
Counties allowable emissions
from sources affected by
this division after
controls are applied with
exemptions will not
exceed by more than
5.0% such allowable
emissions with no
exemptions.
GRP-R5-1 EU R5322ALL vOC 30 TAC Chapter | § 115.322(1) No pump seal, as [G]§ 115.325 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) described in § 115.327(3) § 115.326(5) § 115.327(4)
Pet Ref B § 115.322(3) or (5), may be allowed to
Counties § 115.327(3) have a VOC leak as

defined in §101.1 for
more than 15 calendar
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Specification 1.B.) § 122.144) § 122.145)
Citation
days after the leak is
found, except as
provided in §115.322(2).
GRP-R5-1 EU R5322ALL voC 30 TAC Chapter | § 115.322(1) No pump seal may be §115.324 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) allowed to have a VOC § 115.324(1) [G]§ 115.326(2) § 115.327(4)
Pet Ref B § 115.322(3) leak as defined in §101.1 | § 115.324(1)(A) [G]§ 115.326(3)
Counties for more than 15 § 115.324(3) § 115.326(5)
calendar days after the | §115.324(4)
leak is found, except as | § 115.324(6)
provided in §115.322(2). | [G]§ 115.325
GRP-R5-1 EU R5322ALL vVOC 30 TAC Chapter | § 115.322(1) No valve (gaseous [G]§ 115.325 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) service), as described in § 115.326(5) § 115.327(4)
Pet Ref B § 115.322(3) § 115.327(3) or (5), may
Counties § 115.322(4) be allowed to have a
§ 115.327(5) VOC leak as defined in
§101.1 for more than 15
calendar days after the
leak is found, except as
provided in §115.322(2).
GRP-R5-1 EU R5322ALL voC 30 TAC Chapter | § 115.322(1) No valve (gaseous § 115.324 [G]§ 115.326(1) [G]§ 115.324(7)
115, Fugitives § 115.322(2) service) may be allowed | § 115.324(2) [G]§ 115.326(2) [G]§ 115.326(1)
Pet Ref B § 115.322(3) to have a VOC leak as § 115.324(2)(B) [G]§ 115.326(3) § 115.327(4)
Counties § 115.322(4) defined in §101.1 for § 115.324(4) § 115.326(5)
§ 115.322(5) more than 15 calendar § 115.324(6)
days after the leak is [G]§ 115.324(7)
found, except as [G]§ 115.325
provided in §115.322(2).
GRP-R5-1 EU R5322ALL vOoC 30 TAC Chapter | § 115.322(1) No valve in liquid [G]§ 115.325 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) service, as described in § § 115.326(5) § 115.327(4)
Pet Ref B § 115.322(3) 115.327(3) or (5), may be
Counties § 115.322(4) allowed to have a VOC
§ 115.327(3) leak as defined in §101.1
§ 115.327(5) for more than 15
calendar days after the
leak is found, except as
provided in §115.322(2).
GRP-R5-1 EU R5322ALL voC 30 TAC Chapter | § 115.322(1) No valve in liquid § 115.324 [G]§ 115.326(1) [G]§ 115.324(7)
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Citation
115, Fugitives § 115.322(2) service may be allowed | § 115.324(1) [G]§ 115.326(2) [G]§ 115.326(1)
Pet Ref B §115.322(3) to have a VOC leak as § 115.324(1)(B) [G]§ 115.326(3) §115.327(4)
Counties § 115.322(4) defined in §101.1 for § 115.324(4) § 115.326(5)
more than 15 calendar § 115.324(6)
days after the leak is [G]§ 115.324(7)
found, except as [G]§ 115.325
provided in §115.322(2).
GRP-R5-1 EU R5322ALL vVOC 30 TAC Chapter | § 115.322(1) No process drain, as [G]§ 115.325 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) described in § 115.327(3) § 115.326(5) § 115.327(4)
Pet Ref B § 115.322(3) or (5), may be allowed to
Counties §115.327(3) have a VOC leak as
defined in §101.1 for
more than 15 calendar
days after the leak is
found, except as
provided in §115.322(2).
GRP-R5-1 EU R5322ALL vOC 30 TAC Chapter | § 115.322(1) No process drain may be | § 115.324 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) allowed to have a VOC | § 115.324(1) [G]§ 115.326(2) § 115.327(4)
Pet Ref B § 115.322(3) leak as defined in §101.1 | § 115.324(1)(C) [G]§ 115.326(3)
Counties for more than 15 § 115.324(4) § 115.326(5)
calendar days after the | § 115.324(6)
leak is found, except as | [G]§ 115.325
provided in §115.322(2).
GRP-R5-1 EU R5322ALL vVOC 30 TAC Chapter | § 115.322(1) No compressor seal, as | [G]§ 115.325 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) described in § § 115.326(5) § 115.327(4)
Pet Ref B § 115.322(3) 115.327(3), (5) or (6),
Counties § 115.327(3) may be allowed to have
§ 115.327(6) a VOC leak as defined in
§101.1 for more than 15
calendar days after the
leak is found, except as
provided in §115.322(2).
GRP-R5-1 EU R5322ALL voC 30 TAC Chapter | § 115.322(1) No compressor seal may | § 115.324 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) be allowed to have a § 115.324(2) [G]§ 115.326(2) § 115.327(4)
Pet Ref B § 115.322(3) VOC leak as defined in § 115.324(2)(A) [G]§ 115.326(3)
Counties §101.1 for more than 15 | § 115.324(4) § 115.326(5)
calendar days after the | § 115.324(6)

leak is found, except as

[G]§ 115.325
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Citation
provided in §115.322(2).
GRP-R5-1 EU R5322ALL vVOC 30 TAC Chapter | § 115.322(1) No elevated valve, as [G]§ 115.325 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) described in § 115.327(3) § 115.326(5) § 115.327(4)
Pet Ref B § 115.322(3) or (5), may be allowed to
Counties § 115.322(4) have a VOC leak as
§ 115.327(3) defined in §101.1 for
§ 115.327(5) more than 15 calendar
days after the leak is
found, except as
provided in §115.322(2).
GRP-R5-1 EU R5322ALL voC 30 TAC Chapter | § 115.322(1) No elevated valve may §115.324 [G]§ 115.326(1) [G]§ 115.324(7)
115, Fugitives § 115.322(2) be allowed to have a § 115.324(1) [G]§ 115.326(2) [G]§ 115.326(1)
Pet Ref B § 115.322(3) VOC leak as defined in | § 115.324(1)(D) [G]§ 115.326(3) § 115.327(4)
Counties § 115.322(4) §101.1 for more than 15 | § 115.324(4) § 115.326(5)
calendar days after the | § 115.324(6)
leak is found, except as | [G]§ 115.324(7)
provided in §115.322(2). | [G]§ 115.325
GRP-R5-1 EU R5322ALL voC 30 TAC Chapter | § 115.322(1) No pressure relief valve |[G]§ 115.325 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) in gaseous service, as § 115.326(5) § 115.327(4)
Pet Ref B § 115.322(3) described in § 115.327(3)
Counties § 115.327(5) or (5), may be allowed
to have a VOC leak as
defined in §101.1 for
more than 15 calendar
days after the leak is
found, except as
provided in §115.322(2).
GRP-R5-1 EU R5322ALL vOoC 30 TAC Chapter | § 115.322(1) No pressure relief valve | § 115.324 [G]§ 115.326(1) [G]§ 115.324(7)
115, Fugitives § 115.322(2) in gaseous service may | § 115.324(2) [G]§ 115.326(2) [G]§ 115.326(1)
Pet Ref B § 115.322(3) be allowed to have a § 115.324(2)(C) [G]§ 115.326(3) § 115.327(4)
Counties § 115.322(5) VOC leak as defined in | § 115.324(4) § 115.326(5)
§101.1 for more than 15 | § 115.324(5)
calendar days after the | § 115.324(6)
leak is found, except as | [G]§ 115.324(7)
provided in §115.322(2). | [G]§ 115.325
GRP-R5-1 EU R5322ALL vOC 30 TAC Chapter | § 115.322(1) No connector, as [G]§ 115.325 [G]§ 115.326(1) [G]§ 115.326(1)

115, Fugitives

§ 115.322(2)

described in § 115.327(3)

§ 115.326(5)

§ 115.327(4)
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Citation
Pet Ref B §115.322(3) or (5), may be allowed to
Counties § 115.327(3) have a VOC leak as
defined in §101.1 for
more than 15 calendar
days after the leak is
found, except as
provided in §115.322(2).
GRP-R5-2 EU R5322ALL voC 30 TAC Chapter | § 115.322(1) No valve (gaseous [G]§ 115.324(2) § 115.326(1) § 115.326(1)
115, Fugitives § 115.322(2) service) may be allowed | § 115.324(4) [G]§ 115.326(2) § 115.327(4)
Pet Ref B § 115.322(3) to have a VOC leak as § 115.324(5) § 115.326(3)
Counties § 115.322(4) defined in §101.1 for § 115.324(6) § 115.326(4)
§ 115.322(5) more than 15 calendar [G]§ 115.324(7)
days after the leak is [G]§ 115.325
found, except as
provided in §115.322(2).
GRP-R5-2 EU R5322ALL voC 30 TAC Chapter | § 115.327(1) Valves of nominal size of | None None § 115.327(1)(A)
115, Fugitives 2” (5 cm) or less are § 115.327(1)(B)
Pet Ref B exempt, provided § 115.327(1)(C)
Counties allowable emissions
from sources affected by
this division after
controls are applied with
exemptions will not
exceed by more than
5.0% such allowable
emissions with no
exemptions.
GRP-R5-2 EU R5322ALL VvOC 30 TAC Chapter | § 115.322(1) No pump seal, as [G]§ 115.325 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) described in § 115.327(3) § 115.326(5) § 115.327(4)
Pet Ref B § 115.322(3) or (5), may be allowed to
Counties § 115.327(3) have a VOC leak as
defined in §101.1 for
more than 15 calendar
days after the leak is
found, except as
provided in §115.322(2).
GRP-R5-2 EU R5322ALL vOoC 30 TAC Chapter | § 115.322(1) No pump seal may be §115.324 [G]§ 115.326(1) [G]§ 115.326(1)

115, Fugitives

§ 115.322(2)

allowed to have a VOC

§ 115.324(1)

[GI8 115.326(2)

§ 115.327(4)
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Pet Ref B §115.322(3) leak as defined in §101.1 | § 115.324(1)(A) [G]§ 115.326(3)
Counties for more than 15 § 115.324(3) § 115.326(5)
calendar days after the | §115.324(4)
leak is found, except as | § 115.324(6)
provided in §115.322(2). | [G]§ 115.325
GRP-R5-2 EU R5322ALL vVOC 30 TAC Chapter | § 115.322(1) No valve (gaseous [G]§ 115.325 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) service), as described in § 115.326(5) § 115.327(4)
Pet Ref B § 115.322(3) § 115.327(3) or (5), may
Counties § 115.322(4) be allowed to have a
§ 115.327(5) VOC leak as defined in
§101.1 for more than 15
calendar days after the
leak is found, except as
provided in §115.322(2).
GRP-R5-2 EU R5322ALL voC 30 TAC Chapter | § 115.322(1) No valve (gaseous § 115.324 [G]§ 115.326(1) [G]§ 115.324(7)
115, Fugitives § 115.322(2) service) may be allowed | § 115.324(2) [G]§ 115.326(2) [G]§ 115.326(1)
Pet Ref B § 115.322(3) to have a VOC leak as § 115.324(2)(B) [G]§ 115.326(3) § 115.327(4)
Counties § 115.322(4) defined in §101.1 for § 115.324(4) § 115.326(5)
§ 115.322(5) more than 15 calendar § 115.324(6)
days after the leak is [G]§ 115.324(7)
found, except as [G]§ 115.325
provided in §115.322(2).
GRP-R5-2 EU R5322ALL voC 30 TAC Chapter | § 115.322(1) No valve in liquid [G]§ 115.325 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) service, as described in § § 115.326(5) § 115.327(4)
Pet Ref B § 115.322(3) 115.327(3) or (5), may be
Counties § 115.322(4) allowed to have a VOC
§ 115.327(3) leak as defined in §101.1
§ 115.327(5) for more than 15
calendar days after the
leak is found, except as
provided in §115.322(2).
GRP-R5-2 EU R5322ALL vOoC 30 TAC Chapter | § 115.322(1) No valve in liquid §115.324 [G]§ 115.326(1) [G]§ 115.324(7)
115, Fugitives § 115.322(2) service may be allowed | § 115.324(1) [G]§ 115.326(2) [G]§ 115.326(1)
Pet Ref B § 115.322(3) to have a VOC leak as § 115.324(1)(B) [G]§ 115.326(3) § 115.327(4)
Counties § 115.322(4) defined in §101.1 for § 115.324(4) § 115.326(5)

more than 15 calendar
days after the leak is
found, except as

§ 115.324(6)
[GI8 115.324(7)
[G]§ 115.325
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Applicable Requirements Summary

Unit Unit SopP Pollutant | State Rule Emission Textual Monitoring Recordkeeping Reporting
Group Group | Index No. or Federal Limitation, Description And Testing Requirements Requirements
Process | Process Regulation Standard or (See Special Term | Requirements
ID No. Type Name Equipment and Condition (30 TAC (30 TAC
Specification 1.B.) § 122.144) § 122.145)
Citation
provided in §115.322(2).
GRP-R5-2 EU R5322ALL vVOC 30 TAC Chapter | § 115.322(1) No process drain, as [G]§ 115.325 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) described in § 115.327(3) § 115.326(5) § 115.327(4)
Pet Ref B § 115.322(3) or (5), may be allowed to
Counties §115.327(3) have a VOC leak as
defined in §101.1 for
more than 15 calendar
days after the leak is
found, except as
provided in §115.322(2).
GRP-R5-2 EU R5322ALL voC 30 TAC Chapter | § 115.322(1) No process drain may be | § 115.324 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) allowed to have a VOC § 115.324(1) [G]§ 115.326(2) § 115.327(4)
Pet Ref B § 115.322(3) leak as defined in §101.1 | § 115.324(1)(C) [G]§ 115.326(3)
Counties for more than 15 § 115.324(4) § 115.326(5)
calendar days after the | § 115.324(6)
leak is found, except as | [G]§ 115.325
provided in §115.322(2).
GRP-R5-2 EU R5322ALL vVOC 30 TAC Chapter | § 115.322(1) No compressor seal, as | [G]§ 115.325 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) described in § § 115.326(5) § 115.327(4)
Pet Ref B § 115.322(3) 115.327(3), (5) or (6),
Counties § 115.327(3) may be allowed to have
§ 115.327(6) a VOC leak as defined in
§101.1 for more than 15
calendar days after the
leak is found, except as
provided in §115.322(2).
GRP-R5-2 EU R5322ALL voC 30 TAC Chapter | § 115.322(1) No compressor seal may | § 115.324 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) be allowed to have a § 115.324(2) [G]§ 115.326(2) § 115.327(4)
Pet Ref B § 115.322(3) VOC leak as defined in § 115.324(2)(A) [G]§ 115.326(3)
Counties §101.1 for more than 15 | § 115.324(4) § 115.326(5)
calendar days after the | § 115.324(6)
leak is found, except as | [G]§ 115.325
provided in §115.322(2).
GRP-R5-2 EU R5322ALL vOC 30 TAC Chapter | § 115.322(1) No elevated valve, as [G]§ 115.325 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) described in § 115.327(3) § 115.326(5) § 115.327(4)
Pet Ref B § 115.322(3) or (5), may be allowed to
Counties § 115.322(4) have a VOC leak as
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Applicable Requirements Summary

Unit Unit SopP Pollutant | State Rule Emission Textual Monitoring Recordkeeping Reporting
Group Group | Index No. or Federal Limitation, Description And Testing Requirements Requirements
Process | Process Regulation Standard or (See Special Term | Requirements
ID No. Type Name Equipment and Condition (30 TAC (30 TAC
Specification 1.B.) § 122.144) § 122.145)
Citation
§ 115.327(3) defined in §101.1 for
§ 115.327(5) more than 15 calendar
days after the leak is
found, except as
provided in §115.322(2).
GRP-R5-2 EU R5322ALL voC 30 TAC Chapter | § 115.322(1) No elevated valve may §115.324 [G]§ 115.326(1) [G]§ 115.324(7)
115, Fugitives § 115.322(2) be allowed to have a § 115.324(1) [G]§ 115.326(2) [G]§ 115.326(1)
Pet Ref B § 115.322(3) VOC leak as defined in | § 115.324(1)(D) [G]§ 115.326(3) § 115.327(4)
Counties § 115.322(4) §101.1 for more than 15 | § 115.324(4) § 115.326(5)
calendar days after the | § 115.324(6)
leak is found, except as | [G]§ 115.324(7)
provided in §115.322(2). | [G]§ 115.325
GRP-R5-2 EU R5322ALL voC 30 TAC Chapter | § 115.322(1) No pressure relief valve |[G]§ 115.325 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) in gaseous service, as § 115.326(5) § 115.327(4)
Pet Ref B § 115.322(3) described in § 115.327(3)
Counties § 115.327(5) or (5), may be allowed
to have a VOC leak as
defined in §101.1 for
more than 15 calendar
days after the leak is
found, except as
provided in §115.322(2).
GRP-R5-2 EU R5322ALL voC 30 TAC Chapter | § 115.322(1) No pressure relief valve | § 115.324 [G]§ 115.326(1) [G]§ 115.324(7)
115, Fugitives § 115.322(2) in gaseous service may | § 115.324(2) [G]§ 115.326(2) [G]§ 115.326(1)
Pet Ref B § 115.322(3) be allowed to have a § 115.324(2)(C) [G]§ 115.326(3) § 115.327(4)
Counties § 115.322(5) VOC leak as defined in | § 115.324(4) § 115.326(5)
§101.1 for more than 15 | § 115.324(5)
calendar days after the | § 115.324(6)
leak is found, except as | [G]§ 115.324(7)
provided in §115.322(2). | [G]§ 115.325
GRP-R5-2 EU R5322ALL vOC 30 TAC Chapter | § 115.322(1) No connector, as [G]§ 115.325 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) described in § 115.327(3) § 115.326(5) § 115.327(4)
Pet Ref B § 115.322(3) or (5), may be allowed to
Counties § 115.327(3) have a VOC leak as

defined in §101.1 for
more than 15 calendar
days after the leak is
found, except as

Revised - Draft Page 180




Applicable Requirements Summary

Unit Unit SopP Pollutant | State Rule Emission Textual Monitoring Recordkeeping Reporting
Group Group | Index No. or Federal Limitation, Description And Testing Requirements Requirements
Process | Process Regulation Standard or (See Special Term | Requirements
ID No. Type Name Equipment and Condition (30 TAC (30 TAC
Specification 1.B.) § 122.144) § 122.145)
Citation
provided in §115.322(2).
GRP-R5CC EU R5322ALL voC 30 TAC Chapter | § 115.322(1) No valve (gaseous [G]§ 115.324(2) § 115.326(1) § 115.326(1)
115, Fugitives § 115.322(2) service) may be allowed | § 115.324(4) [G]§ 115.326(2) § 115.327(4)
Pet Ref B § 115.322(3) to have a VOC leak as § 115.324(5) § 115.326(3)
Counties § 115.322(4) defined in §101.1 for § 115.324(6) § 115.326(4)
§ 115.322(5) more than 15 calendar [G]§ 115.324(7)
days after the leak is [G]§ 115.325
found, except as
provided in §115.322(2).
GRP-R5CC EU R5322ALL voC 30 TAC Chapter | § 115.327(1) Valves of nominal size of | None None § 115.327(1)(A)
115, Fugitives 2” (5 cm) or less are § 115.327(1)(B)
Pet Ref B exempt, provided § 115.327(1)(C)
Counties allowable emissions
from sources affected by
this division after
controls are applied with
exemptions will not
exceed by more than
5.0% such allowable
emissions with no
exemptions.
GRP-R5CC EU R5322ALL vVOC 30 TAC Chapter | § 115.322(1) No pump seal, as [G]§ 115.325 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) described in § 115.327(3) § 115.326(5) § 115.327(4)
Pet Ref B § 115.322(3) or (5), may be allowed to
Counties § 115.327(3) have a VOC leak as
defined in §101.1 for
more than 15 calendar
days after the leak is
found, except as
provided in §115.322(2).
GRP-R5CC EU R5322ALL vOoC 30 TAC Chapter | § 115.322(1) No pump seal may be §115.324 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) allowed to have a VOC | § 115.324(1) [G]§ 115.326(2) § 115.327(4)
Pet Ref B § 115.322(3) leak as defined in §101.1 | § 115.324(1)(A) [G]§ 115.326(3)
Counties for more than 15 § 115.324(3) § 115.326(5)

calendar days after the
leak is found, except as
provided in §115.322(2).

§ 115.324(4)
§ 115.324(6)
[G]§ 115.325
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Applicable Requirements Summary

Unit Unit SopP Pollutant | State Rule Emission Textual Monitoring Recordkeeping Reporting
Group Group | Index No. or Federal Limitation, Description And Testing Requirements Requirements
Process | Process Regulation Standard or (See Special Term | Requirements
ID No. Type Name Equipment and Condition (30 TAC (30 TAC
Specification 1.B.) § 122.144) § 122.145)
Citation
GRP-R5CC EU R5322ALL VvOC 30 TAC Chapter | § 115.322(1) No valve (gaseous [G]§ 115.325 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) service), as described in § 115.326(5) §115.327(4)
Pet Ref B § 115.322(3) § 115.327(3) or (5), may
Counties § 115.322(4) be allowed to have a
§ 115.327(5) VOC leak as defined in
§101.1 for more than 15
calendar days after the
leak is found, except as
provided in §115.322(2).
GRP-R5CC EU R5322ALL voC 30 TAC Chapter | § 115.322(1) No valve (gaseous §115.324 [G]§ 115.326(1) [G]§ 115.324(7)
115, Fugitives § 115.322(2) service) may be allowed | § 115.324(2) [G]§ 115.326(2) [G]§ 115.326(1)
Pet Ref B § 115.322(3) to have a VOC leak as § 115.324(2)(B) [G]§ 115.326(3) § 115.327(4)
Counties §115.322(4) defined in §101.1 for § 115.324(4) § 115.326(5)
§ 115.322(5) more than 15 calendar § 115.324(6)
days after the leak is [G]§ 115.324(7)
found, except as [G]§ 115.325
provided in §115.322(2).
GRP-R5CC EU R5322ALL voC 30 TAC Chapter | § 115.322(1) No valve in liquid [G]§ 115.325 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) service, as described in § § 115.326(5) § 115.327(4)
Pet Ref B § 115.322(3) 115.327(3) or (5), may be
Counties § 115.322(4) allowed to have a VOC
§ 115.327(3) leak as defined in §101.1
§ 115.327(5) for more than 15
calendar days after the
leak is found, except as
provided in §115.322(2).
GRP-R5CC EU R5322ALL voC 30 TAC Chapter | § 115.322(1) No valve in liquid § 115.324 [G]§ 115.326(1) [G]§ 115.324(7)
115, Fugitives § 115.322(2) service may be allowed | § 115.324(1) [G]§ 115.326(2) [G]§ 115.326(1)
Pet Ref B § 115.322(3) to have a VOC leak as § 115.324(1)(B) [G]§ 115.326(3) § 115.327(4)
Counties § 115.322(4) defined in §101.1 for § 115.324(4) § 115.326(5)
more than 15 calendar § 115.324(6)
days after the leak is [G]§ 115.324(7)
found, except as [G]§ 115.325
provided in §115.322(2).
GRP-R5CC EU R5322ALL vOC 30 TAC Chapter | § 115.322(1) No process drain, as [G]§ 115.325 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) described in § 115.327(3) § 115.326(5) § 115.327(4)
Pet Ref B § 115.322(3) or (5), may be allowed to
Counties § 115.327(3) have a VOC leak as
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Applicable Requirements Summary

Unit Unit SopP Pollutant | State Rule Emission Textual Monitoring Recordkeeping Reporting
Group Group | Index No. or Federal Limitation, Description And Testing Requirements Requirements
Process | Process Regulation Standard or (See Special Term | Requirements
ID No. Type Name Equipment and Condition (30 TAC (30 TAC
Specification 1.B.) § 122.144) § 122.145)
Citation
defined in §101.1 for
more than 15 calendar
days after the leak is
found, except as
provided in §115.322(2).
GRP-R5CC EU R5322ALL voC 30 TAC Chapter | § 115.322(1) No process drain may be | § 115.324 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) allowed to have a VOC § 115.324(1) [G]§ 115.326(2) § 115.327(4)
Pet Ref B § 115.322(3) leak as defined in §101.1 | § 115.324(1)(C) [G]§ 115.326(3)
Counties for more than 15 § 115.324(4) § 115.326(5)
calendar days after the | § 115.324(6)
leak is found, except as | [G]§ 115.325
provided in §115.322(2).
GRP-R5CC EU R5322ALL vVOC 30 TAC Chapter | § 115.322(1) No compressor seal, as | [G]§ 115.325 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) described in § § 115.326(5) § 115.327(4)
Pet Ref B § 115.322(3) 115.327(3), (5) or (6),
Counties § 115.327(3) may be allowed to have
§ 115.327(6) a VOC leak as defined in
§101.1 for more than 15
calendar days after the
leak is found, except as
provided in §115.322(2).
GRP-R5CC EU R5322ALL voC 30 TAC Chapter | § 115.322(1) No compressor seal may | § 115.324 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) be allowed to have a § 115.324(2) [G]§ 115.326(2) § 115.327(4)
Pet Ref B § 115.322(3) VOC leak as defined in § 115.324(2)(A) [G]§ 115.326(3)
Counties §101.1 for more than 15 | § 115.324(4) § 115.326(5)
calendar days after the | § 115.324(6)
leak is found, except as | [G]§ 115.325
provided in §115.322(2).
GRP-R5CC EU R5322ALL vOC 30 TAC Chapter | § 115.322(1) No elevated valve, as [G]§ 115.325 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) described in § 115.327(3) § 115.326(5) § 115.327(4)
Pet Ref B § 115.322(3) or (5), may be allowed to
Counties § 115.322(4) have a VOC leak as

§ 115.327(3)
§ 115.327(5)

defined in §101.1 for
more than 15 calendar
days after the leak is
found, except as
provided in §115.322(2).
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Applicable Requirements Summary

Unit Unit SopP Pollutant | State Rule Emission Textual Monitoring Recordkeeping Reporting
Group Group | Index No. or Federal Limitation, Description And Testing Requirements Requirements
Process | Process Regulation Standard or (See Special Term | Requirements
ID No. Type Name Equipment and Condition (30 TAC (30 TAC
Specification 1.B.) § 122.144) § 122.145)
Citation
GRP-R5CC EU R5322ALL VvOC 30 TAC Chapter | § 115.322(1) No elevated valve may §115.324 [G]§ 115.326(1) [G]§ 115.324(7)
115, Fugitives § 115.322(2) be allowed to have a § 115.324(1) [G]§ 115.326(2) [G]§ 115.326(1)
Pet Ref B § 115.322(3) VOC leak as defined in | § 115.324(1)(D) [G]§ 115.326(3) § 115.327(4)
Counties § 115.322(4) §101.1 for more than 15 | § 115.324(4) § 115.326(5)
calendar days after the | § 115.324(6)
leak is found, except as | [G]§ 115.324(7)
provided in §115.322(2). | [G]§ 115.325
GRP-R5CC EU R5322ALL voC 30 TAC Chapter | § 115.322(1) No pressure relief valve |[G]§ 115.325 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) in gaseous service, as § 115.326(5) § 115.327(4)
Pet Ref B § 115.322(3) described in § 115.327(3)
Counties § 115.327(5) or (5), may be allowed
to have a VOC leak as
defined in §101.1 for
more than 15 calendar
days after the leak is
found, except as
provided in §115.322(2).
GRP-R5CC EU R5322ALL voC 30 TAC Chapter | § 115.322(1) No pressure relief valve | § 115.324 [G]§ 115.326(1) [G]§ 115.324(7)
115, Fugitives § 115.322(2) in gaseous service may | § 115.324(2) [G]§ 115.326(2) [G]§ 115.326(1)
Pet Ref B § 115.322(3) be allowed to have a § 115.324(2)(C) [G]§ 115.326(3) § 115.327(4)
Counties § 115.322(5) VOC leak as defined in | § 115.324(4) § 115.326(5)
§101.1 for more than 15 | § 115.324(5)
calendar days after the | § 115.324(6)
leak is found, except as | [G]§ 115.324(7)
provided in §115.322(2). | [G]§ 115.325
GRP-R5CC EU R5322ALL vVOC 30 TAC Chapter | § 115.322(1) No connector, as [G]§ 115.325 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) described in § 115.327(3) § 115.326(5) § 115.327(4)
Pet Ref B § 115.322(3) or (5), may be allowed to
Counties § 115.327(3) have a VOC leak as
defined in §101.1 for
more than 15 calendar
days after the leak is
found, except as
provided in §115.322(2).
GRP-R5CC EU 63CCHALL |112(B) 40 CFR Part 63, | § 63.648(a) Comply with the [G]§ 63.180(d) § 63.181(a) [G]§ 63.182(a)
HAPS Subpart CC § 63.162(a) specified Subpart H [G]§ 63.181(b) [G]§ 63.654(¢)
§ 63.162(c) requirements for § 63.181(c)
§ 63.162(e) equipment operated in [G]§ 63.181(1)
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Applicable Requirements Summary

Unit Unit SopP Pollutant | State Rule Emission Textual Monitoring Recordkeeping Reporting
Group Group | Index No. or Federal Limitation, Description And Testing Requirements Requirements
Process | Process Regulation Standard or (See Special Term | Requirements
ID No. Type Name Equipment and Condition (30 TAC (30 TAC
Specification 1.B.) § 122.144) § 122.145)
Citation
[G]§ 63.162(g) organic HAP service < § 63.181(j)
§ 63.162(h) 300 hours per year. § 63.648(h)
§ 63.654(d)(1)(1)
§ 63.654(d)(5)
[G1§ 63.654(e)
§ 63.654(1)(4)
GRP-R5CC EU 63CCHALL |112(B) 40 CFR Part 63, | § 63.648(c)(1) Comply with the [G]§ 63.163 § 63.181(a) [G]§ 63.182(a)
HAPS Subpart CC § 63.162(a) specified Subpart H [G]§ 63.176 [G]§ 63.181(b) § 63.182(c)
§ 63.162(c) requirements for pumps | [G]§ 63.180(b) § 63.181(c) [G]§ 63.182(c)(1)
[G]§ 63.162(f) in light liquid service, [G]§ 63.180(d) [G]§ 63.181(d) [G]§ 63.182(d)
[G]§ 63.162(g) instrument readings [G]§ 63.648(b) § 63.181(h) [G]§ 63.655(e)
§ 63.162(h) that define a leak are §63.648(c)(3) [G]§ 63.181(h)(3) § 63.655(f)
[G]§ 63.163 specified in Subpart CC, |§ 63.648(c)(4) § 63.181(h)(4) § 63.655()(1)(v)
[G]§ 63.171 table 2. § 63.648(c)(6) [G]§ 63.181(h)(5)
[G1§ 63.176 § 63.648(c)(7) § 63.181(h)(6)
§ 63.648(f) § 63.648(c)(8) § 63.181(h)(7)
§ 63.655(d)(2) § 63.181(h)(8)
§ 63.181(h)(9)
§ 63.648(h)
§ 63.655(d)(1)(1)
§ 63.655(d)(6)
§ 63.655(1)(5)
GRP-R5CC EU 63CCHALL |112(B) 40 CFR Part 63, | § 63.648(a) Comply with the [G]§ 63.169 § 63.181(a) [G]§ 63.182(a)
HAPS Subpart CC § 63.162(a) specified Subpart H [G]§ 63.180(b) [G]§ 63.181(b) § 63.182(c)
§ 63.162(c) requirements for non- [G]§ 63.180(d) § 63.181(c) [G]§ 63.182(c)(1)
[G]§ 63.162(f) reciprocating pumps in | [G]§ 63.648(b) [G]§ 63.181(d) [G]§ 63.182(d)
[G]§ 63.162(g) heavy liquid service. § 63.648(c)(2)(1) § 63.648(h) [G]§ 63.655(e)
§ 63.162(h) § 63.648(c)(6) § 63.655(d)(1)(i)
[GI8 63.169 § 63.655(1)(5)
[G]§ 63.171
§ 63.655(d)(2)
GRP-R5CC EU 63CCHALL |112(B) 40 CFR Part 63, | § 63.648(a) Comply with the [G]§ 63.164 § 63.181(a) [G]§ 63.182(a)
HAPS Subpart CC § 63.162(a) specified Subpart H [G]§ 63.180(b) [G]§ 63.181(b) § 63.182(c)
§ 63.162(c) requirements for [G]§ 63.180(c) § 63.181(c) [G]§ 63.182(c)(1)
[G]§ 63.162(f) compressors which are | [G]§ 63.180(d) [G]§ 63.181(d) [G]§ 63.182(d)
[G]§ 63.162(g) not in hydrogen service. |[G]§ 63.648(b) [G]§ 63.181(f) [G]§ 63.655(e)
§ 63.162(h) § 63.648(h)
[GI§ 63.164 § 63.655(d)(1)(i)
[G1§ 63.171 § 63.655(d)(6)
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Unit Unit SopP Pollutant | State Rule Emission Textual Monitoring Recordkeeping Reporting
Group Group | Index No. or Federal Limitation, Description And Testing Requirements Requirements
Process | Process Regulation Standard or (See Special Term | Requirements
ID No. Type Name Equipment and Condition (30 TAC (30 TAC
Specification 1.B.) § 122.144) § 122.145)
Citation
§ 63.648(1) § 63.655(1)(5)
§ 63.655(d)(2)
GRP-R5CC EU 63CCHALL |112(B) 40 CFR Part 63, | § 63.648(a) Comply with the [G]§ 63.165 § 63.181(a) [G]§ 63.182(a)
HAPS Subpart CC § 63.162(a) specified Subpart H [G]§ 63.180(b) [G]§ 63.181(b) § 63.182(c)
§ 63.162(c) requirements for [G]§ 63.180(c) § 63.181(c) [G]§ 63.182(c)(1)
[G]§ 63.162(g) pressure relief devices in | [G]§ 63.180(d) [G]§ 63.181(f) [G]§ 63.182(d)
§ 63.162(h) gas/vapor service. [G]§ 63.648(b) § 63.648(h) [G]§ 63.655(e)
[G]§ 63.165 § 63.655(d)(1)(1)
[G]8 63.171 § 63.655(1)(5)
§ 63.655(d)(2)
GRP-R5CC EU 63CCHALL |112(B) 40 CFR Part 63, | § 63.648(a) Comply with the [G]§ 63.169 § 63.181(a) [G]§ 63.182(a)
HAPS Subpart CC § 63.162(a) specified Subpart H [G]§ 63.180(b) [G]§ 63.181(b) § 63.182(c)
§ 63.162(c) requirements for [G]§ 63.180(d) § 63.181(c) [G]§ 63.182(c)(1)
[G]§ 63.162(f) pressure relief device in | [G]§ 63.648(b) [G]§ 63.181(d) [G]§ 63.182(d)
[G]§ 63.162(g) liquid service. § 63.648(c)(2)(1) § 63.648(h) [G]§ 63.655(e)
§ 63.162(h) § 63.648(c)(6) § 63.655(d)(1)(i)
[G]8 63.169 § 63.655(1)(5)
[G]§ 63.171
§ 63.655(d)(2)
GRP-R5CC EU 63CCHALL |112(B) 40 CFR Part 63, | § 63.648(a) Comply with the [G]§ 63.180(b) § 63.181(a) [G]§ 63.182(a)
HAPS Subpart CC § 63.162(a) specified Subpart H [G]§ 63.180(d) [G]§ 63.181(b) § 63.182(c)
§ 63.162(c) requirements for [G]§ 63.648(b) § 63.181(c) [G]§ 63.182(c)(1)
[G]§ 63.162(g) sampling connection [G]§ 63.181(i) [G]§ 63.182(d)
§ 63.162(h) systems. § 63.648(h) [G]§ 63.655(e)
[G]8 63.166 § 63.655(d)(1)(i)
[GI8§ 63.171 § 63.655(1)(5)
§ 63.655(d)(2)
GRP-R5CC EU 63CCHALL |112(B) 40 CFR Part 63, | § 63.648(a) Comply with the [G]§ 63.175 § 63.181(a) [G]§ 63.182(a)
HAPS Subpart CC § 63.162(a) specified Subpart H [G]§ 63.180(b) [G]§ 63.181(b) § 63.182(c)
§ 63.162(c) requirements for open- | [G]§ 63.180(d) § 63.181(c) [G]§ 63.182(c)(1)
[G]§ 63.162(g) ended valves and lines. | [G]§ 63.648(b) § 63.181(h) [G]§ 63.182(d)
§ 63.162(h) [GI8 63.181(h)(1) [GI8 63.655(e)
[GI8 63.167 [G]8 63.181(h)(2)
[G]8§ 63.171 § 63.181(h)(4)
[G]8§ 63.175 [GI§ 63.181(h)(5)
§ 63.655(d)(2) § 63.181(h)(6)

§ 63.181(h)(7)
§ 63.181(h)(9)
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Applicable Requirements Summary

Unit Unit SopP Pollutant | State Rule Emission Textual Monitoring Recordkeeping Reporting
Group Group | Index No. or Federal Limitation, Description And Testing Requirements Requirements
Process | Process Regulation Standard or (See Special Term | Requirements
ID No. Type Name Equipment and Condition (30 TAC (30 TAC
Specification 1.B.) § 122.144) § 122.145)
Citation
[G]§ 63.181(i)
§ 63.648(h)
§ 63.655(d)(1)(1)
§ 63.655(1)(5)
GRP-R5CC EU 63CCHALL |112(B) 40 CFR Part 63, | § 63.648(c)(1) Comply with the [G]§ 63.168 § 63.181(a) [G]§ 63.182(a)
HAPS Subpart CC § 63.162(a) specified Subpart H [G]§ 63.175 [G]§ 63.181(b) § 63.182(c)
§ 63.162(c) requirements for valves |[G]§ 63.180(b) § 63.181(c) [G]§ 63.182(c)(1)
[G]§ 63.162(f) in gas/vapor and light [G]§ 63.180(d) [G]§ 63.181(d) [G]§ 63.182(d)
[G]§ 63.162(g) liquid service, [G]§ 63.648(b) § 63.181(h) [G]§ 63.655(e)
§ 63.162(h) instrument readings § 63.648(c)(2)(1) [G]§ 63.181(h)(1) § 63.655(f)
[G]§ 63.168 defining a leak are §63.648(c)(3) [G]§ 63.181(h)(2) § 63.655()(1)(v)
[G]§ 63.171 specified in Subpart CC, |§ 63.648(c)(4) § 63.181(h)(4)
[G]§ 63.175 table 2. § 63.648(c)(8) [G]§ 63.181(h)(5)
§ 63.648(c)(9) § 63.181(h)(6)
§ 63.655(d)(2) § 63.181(h)(7)
§ 63.181(h)(9)
§ 63.648(h)
§ 63.655(d)(1)(i)
§ 63.655(1)(5)
GRP-R5CC EU 63CCHALL |112(B) 40 CFR Part 63, | § 63.648(a) Comply with the [G]§ 63.169 § 63.181(a) [G]§ 63.182(a)
HAPS Subpart CC § 63.162(a) specified Subpart H [G]§ 63.180(b) [G]§ 63.181(b) § 63.182(c)
§ 63.162(c) requirements for valves |[G]§ 63.180(d) § 63.181(c) [G]§ 63.182(c)(1)
[G]§ 63.162(f) in heavy liquid service. | [G]§ 63.648(b) [G]§ 63.181(d) [G]§ 63.182(d)
[G1§ 63.162(g) § 63.648(c)(2)(i) § 63.648(h) [G1§ 63.655(e)
§ 63.162(h) § 63.648(c)(6) § 63.655(d)(1)(i)
[G]8 63.169 § 63.655(1)(5)
[G]§ 63.171
§ 63.655(d)(2)
GRP-R5CC EU 63CCHALL 112(B) 40 CFR Part 63, | § 63.648(c)(5) Connectors in gas/vapor | [G]§ 63.169 § 63.181(a) [G]§ 63.182(a)
HAPS Subpart CC § 63.162(a) or light liquid are [G]§ 63.180(b) [G]§ 63.181(b) § 63.182(c)
§ 63.162(c) subject to the [G]§ 63.180(d) § 63.181(c) [G]§ 63.182(c)(1)
[G]§ 63.162(f) requirements in heavy [G]§ 63.648(b) [G]§ 63.181(d) [G]§ 63.182(d)
[G]§ 63.162(g) liquid service in §63.169. | § 63.648(c)(2)(i) § 63.648(h) [G]§ 63.655(e)
§ 63.162(h) The leak definition for § 63.648(c)(4) § 63.655(d)(1)(1) § 63.655(f)
[G]§ 63.169 specified systems § 63.65531)(5) § 63.655(f)(1)(v)
[G]§ 63.171 subject to §63.169 is
§ 63.649(a) 1,000 parts per million.
§ 63.655(d)(2)
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Specification 1.B.) § 122.144) § 122.145)
Citation
GRP-R5CC EU 63CCHALL |112(B) 40 CFR Part 63, | § 63.648(a) Comply with the [G]§ 63.169 § 63.181(a) [G]§ 63.182(a)
HAPS Subpart CC § 63.162(a) specified Subpart H [G]§ 63.180(b) [G]§ 63.181(b) § 63.182(c)
§ 63.162(c) requirements for [G]§ 63.180(d) § 63.181(c) [G]§ 63.182(c)(1)
[G]§ 63.162(f) connectors in heavy [G]§ 63.648(b) [G]§ 63.181(d) [G]§ 63.182(d)
[G]§ 63.162(g) liquid service. § 63.648(c)(2)(1) § 63.648(h) [G]§ 63.655(e)
§ 63.162(h) § 63.648(c)(6) § 63.655(d)(1)(1)
[G]§ 63.169 § 63.655(1)(5)
[G]8 63.171
§ 63.655(d)(2)
GRP-R5CC EU 63CCHALL |112(B) 40 CFR Part 63, | § 63.648(a) Comply with the [G]§ 63.169 § 63.181(a) [G]§ 63.182(a)
HAPS Subpart CC § 63.162(a) specified Subpart H [G]§ 63.180(b) [G]§ 63.181(b) § 63.182(c)
§ 63.162(c) requirements for [G]§ 63.180(d) § 63.181(c) [G]§ 63.182(c)(1)
[G]§ 63.162(f) instrumentation [G]§ 63.648(b) [G]§ 63.181(d) [G]§ 63.182(d)
[G1§ 63.162(g) systems. § 63.648(c)(2)(1) § 63.648(h) [G1§ 63.655(e)
§ 63.162(h) § 63.648(c)(6) § 63.655(d)(1)(1)
[G]8 63.169 § 63.655(1)(5)
[G]§ 63.171
§ 63.655(d)(2)
GRP-R5CC EU 63CCHALL |112(B) 40 CFR Part 63, | § 63.648(a) Comply with the [G]§ 63.172(f)(1) [G]§ 63.172(k) [G]§ 63.182(a)
HAPS Subpart CC § 63.172(a) specified Subpart H [G]§ 63.172(F)(2) [G]§ 63.172(1) § 63.182(c)
[G]§ 63.172(h) requirements for closed | § 63.172(g) § 63.181(a) [G]§ 63.182(c)(1)
§ 63.172(1) vent systems. [G]§ 63.172(h) § 63.181(c) [G]§ 63.182(d)
§ 63.172(m) [G1§ 63.172(k) [G1§ 63.181(d) [G]§ 63.655(e)
§ 63.655(d)(2) [G1§ 63.172(]) § 63.181(g) [G1§ 63.655(f)(1)()(C)
[GI8 63.180(b) § 63.181(g)(1)(1) [GI8 63.655(H)(1)(1)(D)
[G]§ 63.180(d) § 63.181(g)(1)(i)
[G18 63.648(b) [G]§ 63.181(g)(2)
[G18 63.181(8)(3)
§ 63.648(h)
§ 63.655(d)(1)(i)
§ 63.655(1)(5)
GRP-R5CC EU 63CCHALL |112(B) 40 CFR Part 63, | § 63.648(a) Comply with the § 63.172(e) § 63.181(a) [G]§ 63.182(a)
HAPS Subpart CC § 63.11(b) specified Subpart H [G]§ 63.172(h) [G]§ 63.181(b) § 63.182(c)
§ 63.172(d) requirements for flares. |[G]§ 63.180(b) § 63.181(c) [G]§ 63.182(c)(1)
§ 63.172(e) [G]§ 63.180(d) [G]§ 63.181(d) [G]§ 63.182(d)
[GI8 63.172(h) [G]8§ 63.180(e) § 63.181(g) [G]8 63.655(e)
§ 63.172(m) § 63.181(g)(1)(1) [GI8 63.655(H)(1)(1)(D)
§ 63.655(d)(2) § 63.181(g)(1)(ii)

§ 63.181(g)(1)(iii)
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Applicable Requirements Summary

Unit Unit SopP Pollutant | State Rule Emission Textual Monitoring Recordkeeping Reporting
Group Group | Index No. or Federal Limitation, Description And Testing Requirements Requirements
Process | Process Regulation Standard or (See Special Term | Requirements
ID No. Type Name Equipment and Condition (30 TAC (30 TAC
Specification 1.B.) § 122.144) § 122.145)
Citation
§ 63.181(g)(1)(iv)
[G]§ 63.181(g)(2)
§ 63.648(h)
§ 63.655(d)(1(1)
§63.655(1)(5)
GRP-R5CC EU 63CCHALL |112(B) 40 CFR Part 63, | [G]§ 63.648(g) Compressors in [G]§ 63.648(g) § 63.648(h) None
HAPS Subpart CC hydrogen service are § 63.655(d)(3)
exempt from the
requirements of
§63.648(a) and (c), if an
owner or operator
demonstrates that a
compressor is in
hydrogen service.
§63.648(g)(1)-(2).
GRP-R5CC2 EU R5322ALL voC 30 TAC Chapter | § 115.322(1) No valve (gaseous [G]§ 115.324(2) § 115.326(1) § 115.326(1)
115, Fugitives § 115.322(2) service) may be allowed | § 115.324(4) [G]§ 115.326(2) § 115.327(4)
Pet Ref B § 115.322(3) to have a VOC leak as § 115.324(5) § 115.326(3)
Counties § 115.322(4) defined in §101.1 for § 115.324(6) § 115.326(4)
§ 115.322(5) more than 15 calendar [G]§ 115.324(7)
days after the leak is [G]§ 115.325
found, except as
provided in §115.322(2).
GRP-R5CC2 EU R5322ALL voC 30 TAC Chapter | § 115.327(1) Valves of nominal size of | None None § 115.327(1)(A)
115, Fugitives 2” (5 cm) or less are § 115.327(1)(B)
Pet Ref B exempt, provided § 115.327(1)(C)
Counties allowable emissions
from sources affected by
this division after
controls are applied with
exemptions will not
exceed by more than
5.0% such allowable
emissions with no
exemptions.
GRP-R5CC2 EU R5322ALL vOC 30 TAC Chapter | § 115.322(1) No pump seal, as [G]§ 115.325 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) described in § 115.327(3) § 115.326(5) § 115.327(4)
Pet Ref B § 115.322(3) or (5), may be allowed to
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Specification 1.B.) § 122.144) § 122.145)
Citation
Counties § 115.327(3) have a VOC leak as
defined in §101.1 for
more than 15 calendar
days after the leak is
found, except as
provided in §115.322(2).
GRP-R5CC2 EU R5322ALL voC 30 TAC Chapter | § 115.322(1) No pump seal may be §115.324 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) allowed to have a VOC § 115.324(1) [G]§ 115.326(2) § 115.327(4)
Pet Ref B § 115.322(3) leak as defined in §101.1 | § 115.324(1)(A) [G]§ 115.326(3)
Counties for more than 15 § 115.324(3) § 115.326(5)
calendar days after the | §115.324(4)
leak is found, except as | § 115.324(6)
provided in §115.322(2). | [G]§ 115.325
GRP-R5CC2 EU R5322ALL VvOC 30 TAC Chapter | § 115.322(1) No valve (gaseous [G]§ 115.325 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) service), as described in § 115.326(5) § 115.327(4)
Pet Ref B § 115.322(3) § 115.327(3) or (5), may
Counties § 115.322(4) be allowed to have a
§ 115.327(5) VOC leak as defined in
§101.1 for more than 15
calendar days after the
leak is found, except as
provided in §115.322(2).
GRP-R5CC2 EU R5322ALL voC 30 TAC Chapter | § 115.322(1) No valve (gaseous § 115.324 [G]§ 115.326(1) [G]§ 115.324(7)
115, Fugitives § 115.322(2) service) may be allowed | § 115.324(2) [G]§ 115.326(2) [G]§ 115.326(1)
Pet Ref B § 115.322(3) to have a VOC leak as § 115.324(2)(B) [G]§ 115.326(3) § 115.327(4)
Counties § 115.322(4) defined in §101.1 for § 115.324(4) § 115.326(5)
§ 115.322(5) more than 15 calendar § 115.324(6)
days after the leak is [G]§ 115.324(7)
found, except as [G]§ 115.325
provided in §115.322(2).
GRP-R5CC2 EU R5322ALL vOoC 30 TAC Chapter | § 115.322(1) No valve in liquid [G]§ 115.325 [G]§ 115.326(1) [G]§ 115.326(1)
115, Fugitives § 115.322(2) service, as described in § § 115.326(5) § 115.327(4)
Pet Ref B § 115.322(3) 115.327(3) or (5), may be
Counties § 115.322(4) allowed to have a VOC

§ 115.327(3)
§ 115.327(5)

leak as defined in §101.1
for more than 15
calendar days after the
leak is found, except as
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Citation
provided in §115.322(2).
GRP-R5CC2 EU R5322ALL voC 30 TAC Chapter | § 115.322(1) No valve in liquid §115.324 [G]§ 115.326(1) [G]§ 115.324(7)
115, Fugitives § 115.322(2) service may be allowed | § 115.324(1) [G]§ 115.326(2) [G]§ 115.326(1)
Pet Ref B § 115.322(3) to have a VOC lea